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<start of change> 
[bookmark: _Toc21351631][bookmark: _Toc29807213][bookmark: _Toc36648927][bookmark: _Toc36651652][bookmark: _Toc37256586][bookmark: _Toc37256927][bookmark: _Toc45890649][bookmark: _Toc45891873][bookmark: _Toc45892283][bookmark: _Toc45892693][bookmark: _Toc52353107][bookmark: _Toc53174930][bookmark: _Toc61378250][bookmark: _Toc61378725][bookmark: _Toc67953915][bookmark: _Toc68733582][bookmark: _Toc68784898][bookmark: _Toc76736858][bookmark: _Toc77241270][bookmark: _Toc77241775][bookmark: _Toc83743151][bookmark: _Toc83909672][bookmark: _Toc91071639]6.4A.2	Transmit modulation quality for CA
For inter-band NR CA between FR1 and FR2, transmit modulation quality as specified in TS 38.101-1 [2] and TS 38.101-2 [3] apply for FR1 and FR2 respectively.
DMRS bundling [maxDurationDMRS-Bundling-r17] requirements, as specified in clause 6.4.2.5 in TS 38.101-1 [2] and clause 6.4.2.6 in TS 38.101-2 [3], apply correspondily for each uplink carrier accordingly when one uplink band and CC is configured for DMRS bundling at a time. If UE needs to apply P-MPR as described in 6.2.4 of TS 38.101-1 or TS 38.101-2 during a granted DMRS bundle on any uplink CC, phase continuity is not expected to be maintained in the bundle. 

<end of change> 
<start of change> 

[bookmark: _Toc21351643][bookmark: _Toc29807225][bookmark: _Toc36648939][bookmark: _Toc36651664][bookmark: _Toc37256598][bookmark: _Toc37256939][bookmark: _Toc45890661][bookmark: _Toc45891885][bookmark: _Toc45892295][bookmark: _Toc45892705][bookmark: _Toc52353119][bookmark: _Toc53174942][bookmark: _Toc61378270][bookmark: _Toc61378745][bookmark: _Toc67953935][bookmark: _Toc68733602][bookmark: _Toc68784918][bookmark: _Toc76736878][bookmark: _Toc77241290][bookmark: _Toc77241795][bookmark: _Toc83743171][bookmark: _Toc83909692][bookmark: _Toc91071659]6.4B.2.4	Transmit modulation quality for Inter-band EN-DC including FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.4.2, 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply.
DMRS bundling [maxDurationDMRS-Bundling-r17] requirements, as specified in clause 6.4.2.6 in TS 38.101-2 [3], apply when one uplink band and CC is configured for DMRS bundling at a time. If UE is needs to apply P-MPR as described in 6.2.5of TS 36.101-1 or 6.2.4 of TS 38.101-2, during a granted DMRS bundle on the uplink CC of FR2, phase continuity is not expected to be maintained in the bundle.
[bookmark: _Toc61378271][bookmark: _Toc61378746][bookmark: _Toc67953936][bookmark: _Toc68733603][bookmark: _Toc68784919][bookmark: _Toc76736879][bookmark: _Toc77241291][bookmark: _Toc77241796][bookmark: _Toc83743172][bookmark: _Toc83909693][bookmark: _Toc91071660]6.4B.2.4a	Transmit modulation quality for Inter-band NE-DC including FR2
Transmit modulation quality requirement for NR single carrier and CA operation specified in clause 6.4.2, 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] and for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] apply.
DMRS bundling [maxDurationDMRS-Bundling-r17] requirements, as specified in clause 6.4.2.6 in TS 38.101-2 [3], apply when one uplink band and CC is configured for DMRS bundling at a time. If UE is needs to apply P-MPR as described in 6.2.5of TS 36.101-1 or 6.2.4 of TS 38.101-2, during a granted DMRS bundle on the uplink CC of FR2, phase continuity is not expected to be maintained in the bundle.
<end of change> 

