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Introduction
In this contribution, we provide our views on L1/L2 based inter-cell mobility.
 
Discussion
In last meeting RAN4# 104e, following way forward is agreed [1]. 
	<Way forward >: Issue 3-3-1: Intra-frequency L1-RSRP measurement accuracy requirements
· Option 1 (Nokia, vivo): Discuss whether intra-frequency L1-RSRP measurement accuracy can be improved for L1/L2 mobility
· Option 2 (MTK, HW): reuse the legacy intra-frequency L1-RSRP measurement accuracy for L1/L2 mobility.
· Option 3 (Apple, Ericsson, QC): Discuss this issue later, e.g. in performance part

<Way forward >: Issue 3-3-2: Inter-frequency L1-RSRP measurement accuracy requirements
· Option 1 (Nokia): Define inter-frequency L1-RSRP measurement accuracy requirements on non-serving cell
· Option 2 (Apple, Ericsson, vivo, MTK, HW): Further discuss whether and how to define inter-frequency L1-RSRP measurement accuracy requirements on non-serving cell later, e.g. in performance part.



In RAN4, measurement accuracy requirements discussed in performance part instead of core part. So, we think intra- and inter frequency L1-RSRP measurement accuracy requirements can be discussed in performance part.

Proposal 1. The intra- and inter-frequency L1-RSRP measurement accuracy requirements can be discussed in performance part.

Conclusion 
In this contribution, we provide our views on RRM core issues for L1/L2 based inter-cell mobility, and we propose
· [bookmark: _GoBack]Proposal 1: The intra- and inter-frequency L1-RSRP measurement accuracy requirements can be discussed in performance part.
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