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[bookmark: _Toc45889990][bookmark: _Toc52196670][bookmark: _Toc52197650][bookmark: _Toc53173373][bookmark: _Toc53173742][bookmark: _Toc61119744][bookmark: _Toc61120125][bookmark: _Toc67926196][bookmark: _Toc75273834][bookmark: _Toc76510734][bookmark: _Toc83129891][bookmark: _Toc90591423][bookmark: _Toc98864484][bookmark: _Toc99733733][bookmark: _Toc106577647]H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [13] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination. Moreover, the bits in the field can explicitly indicate NS value(s) supported by a UE.
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [13] by an 8-bit bitmap per supported NR band.
NOTE 2:	If UE indicates bit X defined in Table Table H.1-1 for specification version A it shall support latest defined requirement that bit X relates to over all releases and specification versions unless new bit (bit Y) is defined  in specification version B for same requirement in which case UE’s indicating bit X shall support requirement defined in specification version B-1. If UE do not indicate bit X it shall support requirement defined in specification version A-1 unless UE confirms to release where requirement is defined to be mandatory. UE’s indicating bit Y (Y>X) shall support latest defined requirement that bit Y relates to over all releases and specification. If bits lager than bit Z are defined above procedures are applied.
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n257
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit shallmay be set to 1 by a UE supporting n257

	n258
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit shallmay be set to 1 by a UE supporting n258

	
	1
	Void
	

	
	2
	- NS_203 as defined in clause 6.5.3.2.4 or both NS_203 and CA_NS_203 as defined in clause 6.5A.3.2.4 of 38.101-2 v15.11.0
	- This bit shall be set to 1 by a UE supporting n258 or both n258 and CA_n258

	n260
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit shallmay be set to 1 by a UE supporting n260

	n261
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit shallmay be set to 1 by a UE supporting n261
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