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1. Introduction
[bookmark: OLE_LINK2]A text proposal update for TR 37.718-21-11 [2] to add DC_3A-(n)7AA.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc112664222]5.2	DC_3-(n)7
5.2.1	Operating bands for EN-DC
Table 5.2.1-1: Band combinations EN-DC (three bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	3-(n)7
	CA_3-7
	n7
	No



5.2.2	Configuration for DC
Table 5.2.2-1: Inter-band EN-DC configurations (three bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_3A-(n)7AA
	DC_3A_n7A
	CA_3A-7A
	n7A

	DC_3C-(n)7AA
	DC_3A_n7A
	CA_3C-7A
	n7A



5.2.3		∆TIB and ∆RIB values
For DC_3-(n)7, the TIB,c and RIB,c values are reused from DC_3_n7 and are given in the tables below.

Table 5.2.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-(n)7
	3
	0.5

	
	7
	0.5

	
	n7
	0.5



Table 5.2.3-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-(n)7
	3
	0

	
	7
	0

	
	n7
	0



5.2.4	REFSENS requirements
There are possible IMD4 impact from UL 3_n7 affecting band 7 MSD values based on Skyworks discussion paper R4-2215523: MSD for DC_3A_(n)7AA.
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_3A-(n)7AA
DC_3C-(n)7AA
	3
	1712.5
	5
	25
	1807.5
	N/A
	N/A

	
	7
	N/A
	5
	N/A
	2623.5
	[6.5]
	IMD4

	
	n7
	2508.5
	5
	25
	2628.5
	[10.2]
	IMD4

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_3A-(n)7AA
DC_3C-(n)7AA
	3
	1730
	5
	25
	1825
	N/A
	N/A

	
	7
	N/A
	5
	N/A
	2647.5
	6.9
	IMD4

	
	n7
	2535
	10
	50
	2655
	10.2
	IMD4


---End of changes---
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