	
[bookmark: _GoBack]3GPP TSG-RAN4 Meeting #104-bis-e	R4-2216325
Electronic Meeting, 10 – 19 October, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.133
	CR
	xxxx
	rev
	-
	Current version:
	17.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR on general requirement for NTN RRM test cases

	
	

	Source to WG:
	Huawei, HiSilicon 

	Source to TSG:
	R4

	
	

	Work item code:
	NR_NTN_solutions-Perf
	
	Date:
	2022-09-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The RAN4 requirements for UL spatial relation switch are for FR2 only, but in Rel-17 NTN is only working in FR1. 

	
	

	Summary of change:
	Remove the UL spatial relation switch requirements for NTN.

	
	

	Consequences if not approved:
	Keeping requirements for NTN means the requirements are not applicable and would cause confusion.

	
	

	Clauses affected:
	8.12C

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc216859951][bookmark: _Toc290330802][bookmark: _Toc290330930][bookmark: _Toc535476138]


<Start of Change 1>
A.3.X	Testing principles for test cases related to Satellite access 
A.3.X.1	Introduction
In annex A test cases are defined for verifying various type of RRM requirements related to satellite access.
A.3.X.2	Principle of testing GSO and NGSO scenarios
In Annex A, RRM test cases related to satellite access are defined for both GSO and NGSO. The testing principle for these test cases is as follows:
-	A UE capable of GSO only is required to pass the test cases with GSO.
-	A UE capable of NGSO only is required to pass the test cases with NGSO.
-	A UE capable of both GSO and NGSO is required to pass the test cases with NGSO only.
Support of GSO and NGSO scenario is indicated via ntn-ScenarioSupport-r17.
A.3.X.2	Principle of testing different RRM requirements
In Annex A, RRM test cases related to satellite access are defined for all applicable RRM requirements. The testing principle for these test cases is as follows:
-	A UE capable of NTN only is required to pass all the test cases.
-	A UE capable of both TN and NTN is required to pass the test cases for NTN specific requirements in Table A.3.X.2-1.
Table A.3.X.2-1: Test cases for NTN specific requirements
	Clause
	Test case slogan

	
	

	
	

	
	



<End of Change 1>
