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Foreword
This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In drafting the TS/TR, pay particular attention to the use of modal auxiliary verbs! TRs shall not contain any normative provisions.
In the present document, modal verbs have the following meanings:
shall	indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should	indicates a recommendation to do something
should not	indicates a recommendation not to do something
may	indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can	indicates that something is possible
cannot	indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will	indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not	indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.

























[bookmark: _Toc117000687]1	Scope
[bookmark: OLE_LINK71][bookmark: OLE_LINK72]The present document captures finding of the study on FR2 UL 256QAM and beam correspondence for RRC_INACTIVE and initial access. The purpose of this TR is to study the performance gain and implementation aspects for FR2 UL 256QAM and to ensure good UE RACH msg1 performance and UL coverage in FR2 deployments by specifying the beam correspondence requirements for RRC_INACTIVE and initial access as defined in Work Item “NR RF requirements enhancement for frequency range 2 (FR2), Phase 3” [2].
[bookmark: _Toc117000688]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: OLE_LINK69][bookmark: OLE_LINK70][2]	RP-220967, “new WID: NR RF requirements enhancement for frequency range 2 (FR2), Phase 3”, Nokia, Xiaomi
[3]                       3GPP TR 38.803: "Study on new radio access technology: RF and co-existence aspects".

…
[x]	<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".
[bookmark: _Toc117000689]3	Definitions of terms, symbols and abbreviations
This clause and its three subclauses are mandatory. The contents shall be shown as "void" if the TS/TR does not define any terms, symbols, or abbreviations.
[bookmark: _Toc117000690]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Definition format (Normal)
<defined term>: <definition>.
example: text used to clarify abstract rules by applying them literally.
[bookmark: _Toc117000691]3.2	Symbols
For the purposes of the present document, the following symbols apply:
Symbol format (EW)
<symbol>	<Explanation>

[bookmark: _Toc117000692]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
Abbreviation format (EW)
<ACRONYM>	<Explanation>

[bookmark: _Toc117000693]4	Background
At the 3GPP RAN #95 meeting, the Work Item on “NR RF requirements enhancement for frequency range 2 (FR2), Phase 3” was approved for Rel-18. The objectives of the core part in the Work Item are as follows:
UL 256QAM
· Investigate and enable UL 256QAM for FR2-1 [RAN4]
· Study the gain, operating SNR, phase noise model and implementation aspects
· Specify the UE RF requirements
· First priority: Targeted power classes are PC1, PC2 and PC5 
· Second priority: Targeted power class is PC3 

Beam correspondence requirements for RRC_INACTIVE and initial access
· Specify UE beam correspondence requirements for initial access and RRC_INACTIVE state, for SSB-based beam correspondence without UL beam sweeping [RAN4 RF]
· For RRC_INACTIVE specify at least requirements for Random Access SDT and Configured Grant SDT
· Requirements for other transmission within RRC_INACTIVE state are not precluded.
· For initial access, specify requirements and verification of beam correspondence requirements based on msg1 spherical coverage (at least) 
Study the potential impact on testability aspects (i.e., test time).
This TR aims to study the objectives and further capture the impact on the specification if applicable.
[bookmark: _Toc117000694]5	Study for FR2 UL 256QAM
Editor’s note: This clause collects the simulation results and implementation aspects for FR2 UL 256QAM study for Rel-18. If necessary, new agenda can be assigned.
[bookmark: _Toc117000695]5.1	General

[bookmark: _Toc117000696]5.2	Simulation
[bookmark: _Toc117000697]5.2.1	System level simulation

[bookmark: _Toc117000698]5.2.2	Link level simulation
Link level simulation is targeted as mainstream way to evaluate if FR2 256QAM can achieve benefit by comparing to 64QAM.
[bookmark: _Toc117000699]5.2.2.1               Simulation assumptions
The link level simulation assumptions are listed as in table 5.2.2.1-1, based on which, to evaluate the throughput difference between 64QAM and 256QAM. The study aims to identify conditions where UL 256QAM provides performance benefits, does not reflect side conditions for setting the UE RF requirement for UL 256QAM.
Table 5.2.2.1-1 link level simulation assumptions
	Parameter
	Value 

	Carrier frequency
	29 GHz (n257), 39 GHz (n260) and 48GHz (n262)

	CBW
	50 MHz, 100MHz

	SCS
	120 kHz

	Allocated RBs
	Full allocation

	Propagation
	TDL-A  30ns delay spread, 35Hz Doppler frequency
TDL-D 30ns delay spread, 35Hz Doppler frequency
Static (AWGN)

	MCS
	64QAM: 
CP-OFDM: MCS 23, 24 in TS 38.214 Table 5.1.3.1-1, other MCSs are not precluded.
DFT-s-OFDM: MCS 22, 23 in TS 38.214 Table 6.1.4.1-1, other MCSs are not precluded.
256QAM: 
CP-OFDM/DFT-s-OFDM: MCS 21, 23 in TS 38.214 Table 5.1.3.1-2, other MCSs are not precluded.
Baseline: fixed MCSs

	Symbol type 
	CP-OFDM; DFT-s-OFDM

	HARQ 
	8, None 

	Antenna configuration
	Fading channel: 2x2 for Rank1 and Rank2, Low correlation
Static channel: 1x2 for Rank1, 2x2 for Rank2 (using the diagonal matrix)

	Channel estimation 
	Practical 

	Receiver type
	MMSE

	PUSCH configuration
	Type A mapping, Start symbol 0, Duration 14 

	DMRS configuration
	Type 1, Single symbol, 1 additional DMRS

	PTRS configuration
	CP-OFDM: KPTRS : 2 (every 2 RBs), LPTRS : 1 (every 1 symbol)


DFT-s-OFDM: (,)=(4, 4), LPTRS : 1 (every 1 symbol)

	Phase noise compensation
	Practical based on PTRS

	Phase noise model
	TR 38.803 model (in section 6.1.10 and section 6.1.11)
modelled Phase noise for TX and RX
Option a): example1 (UE)  + example1(BS)
Option b): example2 (UE) + example2(BS)
Option d): example1 (UE) + example2(BS)

	txEVM + rxEVM excluding phase noise for 256QAM
	txEVM: 3%, 3.5%, 4%, rxEVM: 3%, 3.5%, 4%
Option 1: txEVM >= rxEVM; 

	Other parameters
	follow assumptions in TS38.104 Section 11.2.2 .



[bookmark: _Toc117000700]5.2.3	MPR simulation


[bookmark: _Toc117000701]5.3	Implementation impact for UE

[bookmark: _Toc117000702]5.4	Specification impact

[bookmark: _Toc117000703]5.5	Conclusion

[bookmark: _Toc117000704]6	Study for beam correspondence
[bookmark: _Toc117000705]6.1	General
[bookmark: _Toc117000706]6.2	Implementation impact to UE
[bookmark: _Toc117000707]6.3	Specification Impact
[bookmark: _Toc117000708]6.3.1	RF	
[bookmark: _Toc117000709]6.3.2	RRM
[bookmark: _Toc117000710]6.4	Testing impact
[bookmark: _Toc117000711]6.5	Conclusion
Editor’s note:
[bookmark: historyclause]
[bookmark: _Toc117000712]
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