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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
6.3A.3.3	Transmit ON/OFF time mask for inter-band CA
[bookmark: _Toc45888193][bookmark: _Toc45888792][bookmark: _Toc61367454][bookmark: _Toc61372837][bookmark: _Toc68230778][bookmark: _Toc69084191][bookmark: _Toc75467201][bookmark: _Toc76509223][bookmark: _Toc76718213][bookmark: _Toc83580534][bookmark: _Toc84405043][bookmark: _Toc84413652]6.3A.3.3.1	General 
For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the transmit ON/OFF time mask requirements in subclause 6.3.3 apply. 
For inter-band carrier aggregation with two contiguous carriers assigned to one NR band, the transmit ON/OFF time mask requirements in subclause 6.3A.3.1 apply for those carriers. 
For inter-band carrier aggregation with two uplink non-contiguous carrier assigned to one NR band, the transmit ON/OFF time mask requirements in subclause 6.3A.3.2 apply for those carriers. 
For inter-band carrier aggregation with uplink assigned to two NR bands, the general output power ON/OFF time mask specified in clause 6.3.3.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in clause 6.3.3.1 shall only be applicable for each component carrier when all the component carriers are OFF.
For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two contiguously aggregated carriers per operating band), the transmit ON/OFF time mask requirements specified in subclause 6.3.3.1 apply for the NR band supporting one component carrier, and for the NR band supporting two contiguous component carriers the requirements specified in subclause 6.3A.3.1 apply.
Time masks for Tx switching due to switching period are defined in clauses 6.3A.3.3.2-6.3A.3.3.5 for both single TAG and multi-TAG scenarios. For the case of Tx switching with multi-TAG for the two uplink carriers/bands, the timing advance difference should be considered with the switching time. The UE is not expected to transmit PUCCH/PUSCH/SRS on OFDM symbols that overlaps with the switching period on both the carriers.
[bookmark: _GoBack]
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