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<Start of Change>
5.5A	Configured Grant based Small Data Transmissions (CG-SDT) in unlicensed band.
5.5A.1	Introduction
The requirements in this clause are applicable when the UE is configured in unlicensed band with timing alignment (TA) validation using cg-SDT-RSRP-ChangeThreshold for transmitting in uplink using CG-SDT as specified in [TS 38.331].

5.5A.2	Requirements on UE synchronization for small data transmissions in unlicensed band.
The requirements in clause 5.5.2 shall apply.
5.5A.2.1	TA validation requirements
The requirements in clause 5.5.3 shall apply.
5.5A.2.2	Scheduling restriction
Editor’s Note: The requirements in this clause can be revisited if technical issues are identified, e.g. conflicts with agreements from other WG.
5.5A.2.2.1	Scheduling availability of UE performing measurements in TDD bands on FR1
The requirements in clause 5.5.4.1 shall apply.
5.5A.2.2.2	Scheduling availability of UE performing measurements with a different subcarrier spacing than PDSCH/PDCCH on FR1
The requirements in clause 5.5.4.2 shall apply.
5.5A.2.2.3	Scheduling availability of UE performing measurements on FR2
The requirements in clause 5.5.4.3 shall apply.
5.5A.2.3		Applicability conditions for SDT
The UE is not required to meet the following measurement requirements during subsequent SDT transmissions [if the corresponding condition is met]:
-	Measurements of inter-frequency NR cells in clause 5.1A.2.4 [provided that SMTC for inter-frequency measurements overlaps with the resources for subsequent transmission. ]
-	Measurements of inter-RAT E-UTRAN cells in clause 5.1A.2.5 [provided that inter-RAT E-UTRAN measurements resources overlaps with the resources for subsequent transmission.] 
Editor’s Note: RAN4 to further discuss whether to introduce or update the conditions above in [] for when the UE is allowed to not meet the inter-frequency NR cells and inter-RAT E-UTRAN cells.
The UE is allowed to delay the reception of PRS resources on the positioning frequency layer until the SDT session is completed if the measurement using PRS resource overlaps with the SDT resources.
<End of Change>
