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1 Topic #1 RRM core requirement maintenance
1.1 Sub-topic 1-1
Issue 1-1: PDC measurement period if PRS measurements occasionally/continuously collide with Type 1A/1B PPW/Type 2 PPW

Agreement: 
If PDC RS resources overlap with Type 1A/1B/2 PPW the UE is allowed longer measurement period for PDC measurements
1.2 Sub-topic 1-2
Issue 1-2: how to account for overlap between PDC RS and Measurement Gaps
Way forward: 

Further discuss how to account for overlap between PDC RS and Measurement Gaps:
· Option 1: Introduce a scaling factor Kgap, to account for overlap between PDC RS and Measurement gaps.
· Option 2: Allow for additional delay if there is any overlap between PDC RSs and Measurement gaps
Option 3 listed in the email discussion summary in RAN4#104bis did not get support from any company in RAN4#104bis. Hence, it is not listed. Other options how address the issue is not precluded.
1.3 Sub-topic 1-3
Issue 1-3: How to develop requirements when DRX is in use
Agreement:

RAN4 will develop PDC measurement delay requirements for UE Rx-Tx time difference based on the assumption that UE perform 1 sample per DRX cycle.
Agreement: 

PDC accuracy requirements for UE Rx-Tx time difference apply without DRX as well as for any DRX configuration specified in TS 38.331.
1.4 Sub-topic 1-4

(New)
Way forward:
FFS on whether max or LCM on (T_RS, T_DRx) should be used to reflect the above agreement in the requirement 

2 Topic #2 RRM performance requirements
2.1 Sub-topic 2-1
Issue 2-1: TRS measurement accuracy requirements
Way forward: 

Based on comment from companies we will return to this during meeting or next meeting once results have been verified
2.2 Sub-topic 2-2
Issue 2-2: Adopt the TRS measurement accuracy requirements in Table 2 and Table 3 addition with the group delay defined in TS 38.133 – 10.1.25.2.
Agreement:

Based on the discussion there is no need to discuss this further as it has already been agreed in RAN4#103 meeting
2.3 Sub-topic 2-3
Issue 2-3: Capture BB and RF error in the separate tables in accuracy requirements for UE Rx-Tx for PDC.
Agreement:

Capture BB and RF error in the separate tables in accuracy requirements for UE Rx-Tx for PDC
2.4 Sub-topic 2-4
Issue 2-4: Rel-16 UE Rx-Tx accuracy requirements that were derived assuming a sampling rate higher than 32∙Tc do not apply to RTT-based PDC using PRS as the DL reference signal.
Way forward: Open issue needs further discussion [Moderator: Still under discussion in 2nd round and will be updated accordingly]
· Option 1: Yes
· Option 2: No
2.5 Sub-topic 2-5
Issue 2-5: Simulation results assuming sampling rates higher than 32∙Tc will not be used to define measurement accuracy requirements for RTT-based PDC using TRS as the DL reference signal.
Way forward: Open issue needs further discussion [Moderator: Still under discussion in 2nd round and will be updated accordingly]
· Option 1: Yes
· Option 2: No
2.6 Sub-topic 2-6

(new)

Open issue from CR discussion:
Way forward: FFS whether and which applicability conditions from clause 10.1.25.2 should be added to PDC measurement accuracy.
