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1 Introduction
In terms of the work split in the approved WF[1]. This contribution provides a text proposal to TS38.181 [2] on sub-clause 9.4. 
2 Reference
[1] R4-2214371, WF on NTN Solutions RF conformance, Ericsson, approved.
[2] R4-2211688,Draft TS 38.181 v0.1.0, CATT, agreed.
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[bookmark: _Toc114678137]9.4	OTA output power dynamics
9.4.1	General
The requirements in clause 9.4 apply during the transmitter ON period. Transmit signal quality (as specified in clause 9.6) shall be maintained for the output power dynamics requirements.
The OTA output power requirements are single direction requirements and apply to the beam peak directions over the OTA peak directions set.
9.4.2	OTA RE power control dynamic range
9.4.2.1	Definition and applicability
The OTA RE power control dynamic range is the difference between the power of an RE and the average RE power for a SAN at maximum output power (Pmax,c,EIRP) for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
9.4.2.2	Minimum requirement
The minimum requirement for SAN type 1-O is in TS 38.108 [2], clause 9.4.2.2.
9.4.2.3	Method of test
No specific test or test requirements are defined for RE power control dynamic range. The Error Vector Magnitude test, as described in clause 9.6 provides sufficient test coverage for this requirement.
9.4.3	OTA total power dynamic range
9.4.3.1	Definition and applicability
The OTA total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
NOTE:	The upper limit of the OTA total power dynamic range is the BS maximum carrier EIRP (Pmax,c,EIRP) when transmitting on all RBs. The lower limit of the OTA total power dynamic range is the average EIRP for single RB transmission in the same direction using the same beam. The OFDM symbols shall carry PDSCH and not contain PDCCH, RS or SSB.
9.4.3.2	Minimum requirement
The minimum requirement for SAN type 1-O is in TS 38.108 [2], clause 9.4.3.2.
9.4.3.3	Test purpose
The test purpose is to verify that the total power dynamic range is within the limits specified by the minimum requirement.
9.4.3.4	Method of test
9.4.3.4.1	Initial conditions
Test environment:	Normal, see annex B.2.
RF channels to be tested for single carrier:	M; see clause 4.9.1.
Beams to be tested:	Declared beam with the highest intended EIRP for the narrowest intended beam corresponding to the smallest BeWθ, or for the narrowest intended beam corresponding to the smallest BeWϕ (D.3, D.11).
Directions to be tested: The OTA peak directions set reference beam direction pair (D.8).
9.4.3.4.2	Procedure
1)	Place the SAN at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the SAN with the test system.
3)	Orient the positioner (and SAN) in order that the direction to be tested aligns with the test antenna.
4)	Configure the beam peak direction of the SAN according to the declared beam direction pair.
5)	For SAN type 1-O, set the SAN to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test models:
-	NR-SAN-FR1-TM3.1 if 64QAM is supported by SAN without power back off, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is supported by SAN with power back off, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is  not supported by SAN but 16QAM is supported by SAN, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by QPSK PDSCH PRBs if 16QAM is not supported by SAN.
6)	Measure the OFDM symbol TX power as defined in annex L by measuring the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.
7)	For SAN type 1-O, set the SAN to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test models:
-	NR-SAN-FR1-TM2 if 64QAM is supported by SAN, or
-	NR-SAN-FR1-TM2 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is not supported by SAN and 16QAM is supported;
-	NR-SAN-FR1-TM2 with all 64QAM PDSCH PRBs replaced by QPSK PDSCH PRBs if 64QAM and 16QAM are both not supported;
8)	Measure the OFDM symbol TX power (OSTP) as defined in annex L by measuring the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.
	The measured OFDM symbols shall not contain RS or SSB.
9.4.3.5	Test requirement
9.4.3.5.1	SAN type 1-O
The downlink (DL) total power dynamic range for each NR carrier shall be larger than or equal to the level in table 6.4.3.5.1-1.
Table 9.4.3.5.1-1: Total power dynamic range
	SAN channel bandwidth (MHz)
	Total power dynamic range
(dB)

	
	15 kHz SCS
	30 kHz SCS
	60 kHz SCS

	5
	13.5
	10
	N/A

	10
	16.7
	13.4
	10

	15
	18.5
	15.3
	12.1

	20
	19.8
	16.6
	13.4



NOTE:	Additional test requirements for the Error Vector Magnitude (EVM) at the lower limit of the dynamic range are defined in clause 6.6.
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