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1 Background
According to the WID [1], the Phase 1 study of UE EMC is listed as below:

Phase 1 (Study phase till RAN#99):
1. Study on the need and motivation for additional UE features as per priority outlined below (highest to lowest):
a. NR UE: CA, DC
b. NR UE: SUL, UL MIMO and V2X
c. EUTRA UE: CA, DC (Based on the NR study outcome), other features as captured in subclause 4.3A of TS 36.101.
NOTE: Limit the scope within FR1 as currently the UE EMC specification only covers FR1 UE.

2. Investigate current 3GPP UE EMC radiated emission limit as whether current test frequency range is suitable, including the lower and upper test frequency range.
3. Investigate how to establish the communication link for NR and LTE UEs with different features:
a. Possible deltaRIB to be considered.
b. Possible MSD to be considered.
Note: These do not apply to UL MIMO.

With that, three main parts of study is needed to be done in phase 1 as down selection of the UE features, investigate the emission limit and how to establish the communication link. Below the WF captures some initial discussion of the task #1 and #3.
2 Open issues
Sub-topic 2-1
Sub-topic description: Starting point for communication link of immunity test 
Options:
Option 1: For immunity test, use the reference sensitivity as the starting point to establish the communication link.
· Further consider the channel bandwidth, SCS, ΔRIB and MSD.

Other options not precluded.

Sub-topic 2-2
Sub-topic description: Features to be studied
Agreement:
Start with CA and EN-DC. Other features captures in the WID to be handled with lower priority.
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