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1 Introduction
In last meeting, RAN4 received the LS [1] on the support of positioning in FR2-2 from RAN2 to clarify the positioning support in FR2-2. In this paper, we provide the discussions on this issue and give our proposals. Based on the discussion, a draft LS is provided in Annex. 
2 Discussion
In the RAN2 LS, they stated the current situation about the feature support in FR2-2, i.e. from RAN2 perspective, FR2-2 is applied to other R17 features unless otherwise stated. But in positioning WI, there is not any discussion about FR2-2, so it is better to clarify the applicability. There is the following question in the LS which need RAN4 feedback. 
	Question: Can SRS for positioning/DL-PRS with 480/960 kHz SCS be supported in FR2-2 in R17?


Firstly, in the RAN4 discussion in R17 positioning WI, there is not any discussion about FR2-2 since the feature is on-going in parallel. And when we defining the requirements in FR2, it refers to FR2-1. Regarding whether the SRS for positioning/DL-PRS in FR2-2 can be supported in R17, technically we think it should be yes, but this is under RAN1 scope and should be defined in RAN1. From RAN4 perspective, we only define the requirements for FR1 and FR2-1. Even if the reference signals in FR2-2 is supported in R17, there are no requirements. 
[bookmark: _GoBack]Proposal 1: Whether SRS for positioning/DL-PRS with 480/960 kHz SCS can be supported in FR2-2 in R17 is within RAN1 scope. From RAN4 perspective, there are no requirements for the positioning in FR2-2 in R17. 
3 Summary
In this paper, we discuss the RAN2 LS on support of positioning in FR2-2 and the following proposal is given: 
Proposal 1: Whether SRS for positioning/DL-PRS with 480/960 kHz SCS can be supported in FR2-2 in R17 is within RAN1 scope. From RAN4 perspective, there are no requirements for the positioning in FR2-2 in R17. 
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1	Overall description
RAN4 thanks RAN2 for the LS R4-2218016 (R2-2208810) on support of positioning in FR2-2. In RAN4#105 meeting, RAN4 discussed the LS and provided the following feedbacks: 
	Question: Can SRS for positioning/DL-PRS with 480/960 kHz SCS be supported in FR2-2 in R17?
RAN4 feedback: Whether SRS for positioning/DL-PRS with 480/960 kHz SCS can be supported in FR2-2 in R17 is within RAN1 scope. From RAN4 perspective, there are no requirements for the positioning in FR2-2 in R17. 


RAN4 kindly asks RAN2 to take the above information into account in the following work on NR positioning enhancements. 

2	Actions
To RAN WG2: 
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account in the following work on NR positioning enhancements. 

3	Dates of next TSG RAN WG4 meetings
TSG RAN WG4 Meeting #106		February 27 – March 3, 2023		Athens, GR
TSG RAN WG4 Meeting #106-bis-e		April 17 – April 26, 2023		Electronic
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