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<< Start of change 1>>
8.3.16	Fast SCell Activation Delay Requirement for Deactivated SCell
Aperiodic CSI-RS resources can be configured for fast SCell activation. The requirements in this clause shall apply for the UE configured with one downlink SCell in EN-DC, or in standalone NR carrier aggregation or in NE-DC or in NR-DC and when one SCell is being activated. The requirements in this clause shall apply for the UE provided with aperiodic CSI-RS resources for SCell activation for the target SCell.
Note: If UE is allocated A-TRS for fast Scell activation, the UE is not required to use the SSB of the target Scell.
The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.
Upon receiving SCell activation command in slot n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot  , where:
	THARQ (in ms) is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3]
	Tactivation_time is the SCell activation delay in millisecond. 
	If the SCell is known and belongs to FR1, Tactivation_time is:
-	TFirstATRS+ 5ms, if the measurement period of the SCell being activated is equal to or smaller than [2400ms].
-	TFirstATRS + Tgap + TATRS + 5ms, if the measurement period of the SCell being activated is larger than [2400ms].
Note: The RSs on the activated serving cell in the same band are not required to be transmitted in the same slot as the temporary RS.
Note: UE may report inaccurate non-zero CQI for any activated Cell and being activated SCell during the fast SCell activation procedure only if the RSs on the activated serving cell in the same band are not transmitted in the same slot as the aperiodic CSI-RS for fast SCell activation.
If the SCell is unknown and belongs to FR1, and SCell is contiguous to an active serving cell in the same band, provided that the side condition Ês/Iot ≥ -2dB is fulfilled, Tactivation_time is:
-	TFirstATRS + Tgap + TATRS + 5ms, if the following conditions are met, 
-	the SCell is contiguous to an active serving cell in the same band, and
-	its ssb-PositionInBurst is same as the one of contiguous FR1 active serving cell, and
-	its SMTC offset is same as the one of contiguous FR1 active serving cell, and 
-	its RTD with contiguous FR1 active serving cell is smaller than or equal to 260ns with respect to the to-be-activated SCell’s SSB numerology, and its reception power difference with contiguous FR1 active serving cell is smaller than or equal to 6dB;
Note: The RSs on the activated serving cell in the same band are not required to be transmitted in the same slot as the temporary RS.
Note: UE may report inaccurate non-zero CQI for any activated SCell and being activated SCell during the fast SCell activation procedure only if the RSs on the activated serving cell in the same band are not transmitted in the same slot as the aperiodic CSI-RS for fast SCell activation.
	If the SCell being activated belongs to FR2 and if there is at least one active serving cell on that FR2 band, then Tactivation_time is TFirstATRS+ 5ms provided:
-	The UE is provided with aperiodic CSI-RS resources for SCell activation for the target SCell, and  
-	The SSBs in the serving cell(s) and the SSBs in the SCell being activated fulfil the condition defined in clause 3.6.3,
-	The parameter ssb-PositionsInBurst is same for the serving cell(s) and the SCell.
-	SSB is in the same half-frame on the SCell and the contiguous FR2 active serving cell
	If the SCell being activated belongs to FR2 and if there is no active serving cell on that FR2 band provided that PCell or PSCell is in FR1 or in FR2, and assuming PDCCH TCI and PDSCH TCI (when applicable) are associated with the triggered aperiodic CSI-RS resources for fast SCell activation, and when the following conditions are fulfillied:
-	One of the candidate TCI states configured in TCI-StatesPDCCH-ToAddList has the same QCL source of the triggered A-TRS,
-	The QCL source of CSI-RS for CQI reporting is the same as the triggered A-TRS,
-	The TCI state for PDCCH/PDSCH is the same as A-TRS remain unchanged during SCell activation,
Note: The requirements apply to the case that UE receives the SCell activation command and TCI state activation command at the same time and the case that UE receives only the SCell activation command without TCI state activation command at the same time.
-	If the target SCell belongs to FR2 is known to UE and semi-persistent CSI-RS is used for CSI reporting, then Tactivation_time is:
-	3ms + max(TFirstATRS + 2ms, Tuncertainty_SP), where Tuncertainty_SP=0 if UE receives the SCell activation command and semi-persistent CSI-RS activation command at the same time.
-	If the target SCell belongs to FR2 is known to UE and periodic CSI-RS is used for CSI reporting, then Tactivation_time is:
-	max(TFirstATRS + 5ms, Tuncertainty_RRC + TRRC_delay-THARQ).
	where,
	TFirstATRS: is the time to the end of the first complete CSI-RS burst for SCell activation after slot n + , where the CSI-RS burst is defined as four CSI-RS resources in two consecutive slots.
	TATRS is the CSI-RS burst for SCell activation where the CSI-RS burst is defined as four CSI-RS resources in two consecutive slots.
	Tgap is a gap length between two aperiodic CSI-RS bursts, 
-	at least 2 slots for 15kHz and 30kHz
-	at least 3 slots for 60kHz
	Tuncertainty_RRC is the time period between reception of the RRC configuration message for TCI of periodic CSI-RS for CQI reporting (when applicable) relative to SCell activation command.
	Tuncertainty_SP is the time period between reception of the activation command for semi-persistent CSI-RS resource set for CQI reporting relative to SCell activation command for known case.
	TRRC_delay is the RRC procedure delay as specified in TS38.331 [2].
TCSI_reporting is the delay (in ms) including uncertainty in acquiring the first available downlink CSI reference resource, UE processing time for CSI reporting and uncertainty in acquiring the first available CSI reporting resources as specified in TS 38.331 [2].
SCell in FR1 is known if it has been meeting the following conditions:
-	During the period equal to max(5*measCycleSCell,  5*DRX cycles) for FR1 before the reception of the SCell activation command:
-	the UE has sent a valid measurement report for the SCell being activated and
-	the SSB measured remains detectable according to the cell identification conditions specified in clause 9.2 and 9.3.
-	the SSB measured during the period equal to max(5*measCycleSCell, 5*DRX cycles) also remains detectable during the SCell activation delay according to the cell identification conditions specified in clause 9.2 and 9.3.
Otherwise SCell in FR1 is unknown.
For the first SCell activation in FR2 bands, the SCell is known if it has been meeting the following conditions:
-	During the period equal to 4s for UE supporting power class 1/5 and 3s for UE supporting power class 2/3/4 before UE receives the last activation command for PDCCH TCI, PDSCH TCI (when applicable) and semi-persistent CSI-RS for CQI reporting (when applicable):
-	the UE has sent a valid L3-RSRP measurement report with SSB index 
-	SCell activation command is received after L3-RSRP reporting and no later than the time when UE receives MAC-CE command for TCI activation
-	During the period from L3-RSRP reporting to the valid CQI reporting, the reported SSBs with indexes remain detectable according to the cell identification conditions specified in clauses 9.2 and 9.3, and the TCI state is selected based on one of the latest reported SSB indexes.
Otherwise, the first SCell in FR2 band is unknown.
In addition to CSI reporting defined above, UE shall also apply other actions related to the activation command specified in TS 38.331 [2] for a SCell at the first opportunities for the corresponding actions once the SCell is activated.
The starting point of an interruption window on spCell or any activated SCell, as specified in clause 8.2, shall not occur before slot n+1+  and not occur after slot slot n+1+, where NR slot length is with respect to the numerology used in the SCell being activated, and TX is:
-	TFirstATRS, for any scenario where Tactivation_time   includes TFirstATRS;
The length of the interruption window may be different for different victim cells, and depends on the applicable scenario and on the frequency band relation between the aggressor cell and the victim cell.
The requirements in this clause and requriements on interruption due to SCell activation in clause 8.x apply provided that the SSB and A-TRS of the to-be-activated SCell is within the first active DL BWP of the Scell.
Starting from slot n + THARQ + 3 ms where slot n is the slot where SCell activation command is received (as specified in clause 4.3 of TS 38.213 [3]) and until the SCell activation completion at UE, after at least one CSI-RS transmission occasion for the channel measurement and reporting (specified in clause 5.2.2.5 of TS 38.214 [26]), the UE shall report out of range if the UE has available uplink resources to report CQI for the SCell.
<< End of change 1>>

<< Start of change 2>>
8.17.2	SCG Activation Delay Requirement
The requirements in this clause shall apply for the UE configured with one deactivated SCG in NR-DC and when PScell in one SCG is being activated.
The delay within which the UE shall be able to activate the deactivated SCG depends upon the specified conditions.
Upon receiving SCG activation command in slot n, the UE shall be capable to transmit PRACH preamble or PUCCH or PUSCH towards PSCell no later than in slot  ,
where:
	Tactivation_time = TRRC_delay + Tprocessing + Tsearch + T∆ + TIU + 2 ms
	TRRC_delay is the RRC procedure delay as specified in TS 38.331 [2].
	Tprocessing is the SW processing time needed by UE, including RF warm up period. When PSCell is activated from deactivated state, if any PSCell parameter is modified, Tprocessing = 20ms. Otherwise, Tprocessing = 5 ms.	Tsearch is the time for AGC settling and PSS/SSS detection.
	Tsearch is the time for AGC settling and PSS/SSS detection.
	For RACH based PSCell activation, if the target cell is a known NR FR2 PSCell, Tsearch = 0 ms. If the target cell is an unknown FR2 PSCell and Es/Iot ≥ -2 dB, then Tsearch = 24* Trs ms.
	For RACH-less based PSCell activation, if RLM and BFD are configured and TCI state is known, Tsearch = 0 ms if the target cell is a known FR2 PScell. There are no requirements if PSCell is unknown.
	T∆ is time for fine time tracking and acquiring full timing information of the target PSCell. T∆ = 1*Trs ms. 
	TIU: When RACH based PSCell activation is configured, it is the delay uncertainty in acquiring the first available PRACH occasion in the PSCell. TIU is up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in Table 8.1-1 of TS 38.213 [3].
	When RACH-less based PSCell activation is configured, it is the uncertainty in acquiring the first PUSCH transmission occasion [or SR on PUCCH]. 
	Trs is the SMTC periodicity of the PSCell if the UE has been provided with an SMTC configuration for the target cell in PSCell addition message, otherwise Trs is the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing. If the UE is not provided SMTC configuration or measurement object on this frequency, the requirement in this clause is applied with Trs = 5 ms assuming the SSB transmission periodicity is 5 ms. There is no requirement if the SSB transmission periodicity is not 5ms.
Note: The RACH-less SCG activation delay requirements apply under the condition that PL-RS of PSCell is identical to the associated SSB or CSI-RS of the TCI states for PDCCH/PDSCH reception in PSCell.
In FR2, the PSCell is known if it has been meeting the following conditions:
-	During the last 5 seconds before the reception of the SCG activation command:
-	the UE has sent a valid measurement report for the PSCell being activated and
-	One of the SSBs measured from the PSCell being activated remains detectable according to the cell identification conditions specified in clause 9.3.
-	One of the SSBs measured from PSCell being activated also remains detectable during the PSCell activation delay Tactivation_time according to the cell identification conditions specified in clause 9.3.
otherwise it is unknown.
If the UE is configured to perform BFD while the SCG is deactivated
-	The TCI state is known if the following conditions are met:
-	During the period from the PSCell deactivation to the completion of PSCell activation, while PSCell was deactivated, 
-	UE has not detected beam failure
-	Otherwise, the TCI state is unknown.
The PCell interruption specified in clause 8.2 is allowed only during the RRC reconfiguration procedure [2].
<< End of change 2>>

<< Start of change 3>>
[bookmark: _Hlk2700093][bookmark: _Hlk45205855]9.3.4	Inter-frequency measurement with measurement gaps
When measurement gaps are provided, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable inter frequency cell within Tidentify_inter_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index (reportQuantityRsIndexes or maxNrofRSIndexesToReport is not configured). Otherwise UE shall be able to identify a new detectable inter frequency cell within Tidentify_inter_with_index. The UE shall be able to identify a new detectable inter frequency SS block of an already detected cell within Tidentify_inter_without_index.
Tidentify_inter_without_index = (TPSS/SSS_sync_inter + T SSB_measurement_period_inter) ms
Tidentify_inter_with_index = (TPSS/SSS_sync_inter + T SSB_measurement_period_inter + TSSB_time_index_inter) ms
Where:
	TPSS/SSS_sync_inter: it is the time period used in PSS/SSS detection given in table 9.3.4-1, table 9.3.4-2, and table 9.3.4-5 when highSpeedMeasInterFreq-r17 is configured and UE supports measurementEnhancementInterFreq-r17, or table 9.3.4-7 and table 9.3.4-8 when inter-frequency configured only by SCG and SCG is deactivated..
	TSSB_time_index_inter: it is the time period used to acquire the index of the SSB being measured given in table 9.3.4-3, and table 9.3.4-6 when highSpeedMeasInterFreq is configured and UE supports measurementEnhancementInterFreq-r17, or table 9.3.4-9 and table 9.3.4-10 when inter-frequency configured only by SCG and SCG is deactivated.
	TSSB_measurement_period_inter: equal to a measurement period of SSB based measurement given in table 9.3.5-1, table 9.3.5-2 and , table 9.3.5-3 when highSpeedMeasInterFreq is configured and UE supports [measurementEnhancementInterFreq-r17, or table 9.3.5-4 and table 9.3.5-5 when inter-frequency configured only by SCG and SCG is deactivated.
	Mpss/sss_sync_inter: For a UE supporting FR2-1 power class 1 or 5, Mpss/sss_sync_inter = 64 samples. For a UE supporting FR2-1 power class 2, Mpss/sss_sync_inter = 40 samples. For a UE supporting FR2-1 power class 3, Mpss/sss_sync_inter = 40 samples. For a UE supporting FR2-1 power class 4, Mpss/sss_sync_inter = 40 samples. For a UE supporting FR2-2 power class 1, Mpss/sss_sync_inter = [TBD samples, TBD samples and TBD samples for 120kHz, 480kHz and 960kHz respectively]. For a UE supporting FR2-2 power class 2, Mpss/sss_sync_inter = [TBD samples, TBD samples and TBD samples for 120kHz, 480kHz and 960kHz respectively]. For a UE supporting FR2-2 power class 3, Mpss/sss_sync_inter = [TBD samples, TBD samples and TBD samples respectively]. 
	MSSB_index_inter: For a UE supporting FR2-1 power class 1 or 5, MSSB_index_inter = 40 samples. For a UE supporting FR2 power class 2, MSSB_index_inter = 24 samples. For a UE supporting FR2-1 power class 3, MSSB_index_inter = 24 samples. For a UE supporting FR2-1 power class 4, MSSB_index_inter = 24 samples. For a UE supporting FR2-2 power class 2 or 3, MSSB_index_inter = 48 samples. For a UE supporting FR2 power class 1, MSSB_index_inter = 72 samples.
	Mmeas_period_inter: For a UE supporting FR2-1 power class 1 or 5, Mmeas_period_inter =64 samples. For a UE supporting FR2-1 power class 2, Mmeas_period_inter=40 samples. For a UE supporting FR2-1 power class 3, Mmeas_period_inter =40 samples. For a UE supporting FR2-1 power class 4, Mmeas_period_inter = 40 samples. For a UE supporting FR2-2 power class 1, Mmeas_period_inter =TBD samples. For a UE supporting FR2-2 power class 2, Mmeas_period_inter=TBD samples. For a UE supporting FR2-2 power class 3, Mmeas_period_inter =TBD samples.
	CSSFinter: it is a carrier specific scaling factor and is determined according to CSSFwithin_gap,i in clause 9.1.5.2 for measurement conducted within measurement gaps.
	Kgap is a scaling factor for a SSB frequency layer to be measured within an associated measurement gap pattern. Kgap = 1 when the UE is not configured with concurrent measurement gaps. Otherwise, Kgap = Ntotal / Navailable, where Navailable and Ntotal are calculated as follows:
-	For a window W of duration max(SMTC period,  MGRP_max), where MGRP_max is the maximum MGRP across all configured per-UE measurement gap(s) and per-FR measurement gap(s) within the same FR, and starting from the beginning of any SMTC occasion: 
-	Ntotal is the total number of SMTC occasions that are covered by instances of the associated measurement gap within the window W, including those overlapped with other measurement gap occasions within the window, and
-	Navailable is the number of SMTC occasions that are covered by instances of the non-dropped associated measurement gap within the window W, after accounting for collisions between the measurement gaps by applying the measurement gap collision rule in section 9.1.8.3.
	Kgap is only applicable for UE supporting concurrentMeasGap-r17. When concurrent measurement gaps are configured, requirements in this clause do not apply if Navailable =0.

Table 9.3.4-1: Time period for PSS/SSS detection (Frequency range FR1)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	 Max(600ms, Ceil(8 * Kgap)  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(8*1.5 * Kgap)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms 
	Ceil(8 * Kgap)  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.



Table 9.3.4-2: Time period for PSS/SSS detection, (Frequency range FR2)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	Max(600ms, Ceil(Kgap  Mpss/sss_sync_inter x KFR)  Max(MGRP , SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(1.5 * Kgap  Mpss/sss_sync_inter x KFR)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap  Mpss/sss_sync_inter x KFR)  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4: 	KFR is a scaling factor depending on the frequency range and the SSB SCS. For FR2-1, KFR = 1. For FR2-2: KFR = 1 if the SCS of the SSB of the cell being detected is 120 kHz, KFR = 2 if the SCS of the SSB of the cell being detected is 480 kHz, and KFR = 3 if the SCS of the SSB of the cell being detected is 960 kHz.



Table 9.3.4-3: Time period for time index detection (Frequency range FR1)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, Ceil(3 * Kgap) Max(MGRP , SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3  1.5 * Kgap)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(3 * Kgap) DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.



Table 9.3.4-4: Time period for time index detection (Frequency range FR2)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(200ms, Ceil(Kgap  MSSB_index_inter)  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(1.5 * Kgap  MSSB_index_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap MSSB_index_inter)  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.



Table 9.3.4-5: Time period for PSS/SSS detection when highSpeedMeasInterFreq-r17 is configured (Frequency range FR1)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	max(600ms, N1  Max(MGRP, SMTC period))  CSSFinter
N1 = 7

	DRX cycle ≤ 160ms
	max(600ms, ceil(N2) x max(MGRP, SMTC period, DRX cycle)) x CSSFinter
N2 = 7 x M2

	160ms < DRX cycle ≤ 320ms
	ceil(N3) x DRX cycle x CSSFinter
N3 = 7 x M2

	DRX cycle>320ms
	N4 x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1
NOTE 3:	N4=6 if SMTC periodicity > 40 ms, otherwise N4=5



Table 9.3.4-6: Time period for time index detection when highSpeedMeasInterFreq-r17 is configured (Frequency range FR1)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, 3  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3  M2 NOTE3)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	3  DRX cycle  CSSFinter

	NOTE 1: DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3: M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1.



Table 9.3.4-7: Time period for PSS/SSS detection when SCG is deactivated (FR1)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	 Max(600ms, Ceil(8 * Kgap)  Max(MGRP, measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(8*1.5 * Kgap)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms 
	Ceil(8 * Kgap)  Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1. 
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.



Table 9.3.4-8: Time period for PSS/SSS detection for inter-frequency configured only by SCG and SCG is deactivated (FR2)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	Max(600ms, Ceil(Kgap  Mpss/sss_sync_inter)  Max(MGRP , measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(1.5 * Kgap  Mpss/sss_sync_inter)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap  Mpss/sss_sync_inter)  Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. 
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.



Table 9.3.4-9: Time period for time index detection when SCG is deactivated (FR1)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, Ceil(3 * Kgap) Max(MGRP , measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3  1.5 * Kgap)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(3 * Kgap) Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1. 
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.



Table 9.3.4-10: Time period for time index detection when SCG is deactivated (FR2)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(200ms, Ceil(Kgap  MSSB_index_inter)  Max(MGRP, measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(1.5 * Kgap  MSSB_index_inter)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap MSSB_index_inter)  Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1. 
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.
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9.3.5	Inter-frequency measurements
When measurement gaps are provided for inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in clauses 10.1.4, 10.1.5, 10.1.9, 10.1.10, 10.1.14 and 10.1.15, respectively,  as shown in table 9.3.5-1 and 9.3.5-2. When highSpeedMeasInterFreq-r17 is configured, and UE supports measurementEnhancementInterFreq-r17, T SSB_measurement_period_inter is specified in Table 9.3.5-3. When SCG is deactivated, T SSB_measurement_period_inter is specified in Table 9.3.5-4 and 9.3.5-5 for measurements on inter-frequency configured only by SCG.
Table 9.3.5-1: Measurement period for inter-frequency measurements with gaps (Frequency FR1)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(200ms, Ceil(8 * Kgap)  Max(MGRP , SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(8  1.5 * Kgap)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(8 * Kgap)  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.



Table 9.3.5-2: Measurement period for inter-frequency measurements with gaps (Frequency FR2)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(400ms, Ceil(Kgap  Mmeas_period_inter)  Max(MGRP , SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(400ms, Ceil(1.5 * Kgap  Mmeas_period_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap  Mmeas_period_inter)  DRX cycle  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.



Table 9.3.5-3: Measurement period for inter-frequency measurements with gaps when highSpeedMeasInterFreq-r17 is configured (Frequency range FR1)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	max(200ms, 7  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 160ms
	max(200ms, ceil(7 x M2 NOTE3) x max(MGRP, SMTC period, DRX cycle)) x CSSFinter

	160ms < DRX cycle ≤ 320ms
	ceil(7 x M2 NOTE3) x DRX cycle x CSSFinter

	DRX cycle>320ms
	4 x M2 NOTE3 x DRX cycle x CSSFinter

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1



Table 9.3.5-4: Measurement period for inter-frequency measurements with gaps when SCG is deactivated (FR1)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(200ms, Ceil(8 * Kgap)  Max(MGRP , measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(8  1.5 * Kgap)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(8 * Kgap)  Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1. 
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.



Table 9.3.5-5: Measurement period for inter-frequency measurements with gaps when SCG is deactivated (FR2)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(400ms, Ceil(Kgap  Mmeas_period_inter)  Max(MGRP, measCyclePSCell))  CSSFinter

	DRX cycle ≤ 320ms
	Max(400ms, Ceil(1.5 * Kgap  Mmeas_period_inter)  Max(MGRP, measCyclePSCell, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Ceil(Kgap  Mmeas_period_inter)  Max(measCyclePSCell, DRX cycle)  CSSFinter

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1.
NOTE 2:	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:	For a UE supporting concurrent gaps, the MRGP above is the MRGP of the measurement gap associated with the target frequency layer to be measured if concurrent measurement gaps are configured.
NOTE 4:   The requirements in this table are only applicable to the inter-frequency layers configured by SCG only.
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