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1	Introduction
This is a TP to TR 38.717-03-01 to add CA_n5-n7-n77 with 2UL CA.
************************************* Start of TP*****************************************
[bookmark: _Toc117459046][bookmark: _Toc117459047]5.x	CA_n5-n7-n77
5.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc117459048]5.x.1.1	Operating bands for CA
Table 5.x.1.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n5A-n7A-n77A
	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD



[bookmark: _Toc117459049]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n5+n7+n77
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n5A-n7A-n77A
	CA_n5A-n7A CA_n5-n77A CA_n7-n77A
	n5
	See n5A channel bandwidths in Table 5.3.5-1
	0

	
	
	n7
	See n7A channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	See n77A channel bandwidths in Table 5.3.5-1
	



[bookmark: _Toc117459050]5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n5-n7-n77, the TIB,c and RIB,c values are reused from DC_5-7_n77 and are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)8

	
	Component band in order of bands in configuration9

	CA_n5-n7-n77
	0.6
	0.6
	0.8

	NOTE 8:	“-” denotes ΔTIB,c = 0.
NOTE 9:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5 the band order from left to right is n1, n3 and n5.



Table 5.x.1.3-2: ΔRIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)9

	
	Component band in order of bands in configuration10

	CA_n5-n7-n77
	0.2
	0.2
	0.5

	NOTE 9:	 “-” denotes ΔRIB,c = 0.
NOTE 10:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n8 the band order from left to right is n1, n3 and n8.


[bookmark: _Toc117459051]5.x.2	Specific for 2 bands UL CA
[bookmark: _Toc117459052]5.x.2.1	UE co-existence studies
UL n5-n7 gives IMD2, IMD3 and IMD4 into DL n77.
UL n5-n77 gives IMD2 into DL n7.
UL n7-n77 gives IMD2 and IMD3 into DL n5.
[bookmark: _Toc117459053]5.x.2.2	REFSENS requirements
Based on the co-existence studies there are a need to define MSD values. MSD values from DC_5-7_n77 are reused, where possible, while n5+n7 into n77 is added in same range of MSD as the other two MSD values.
Table 5.x.2.2-1: 3DL/2UL inter-band Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n5-n7-n77
	n5
	844
	5
	25
	889
	N/A
	FDD
	N/A

	
	n7
	2525
	5
	25
	2645
	30.1
	FDD
	IMD2

	
	n77
	3489
	10
	50
	3489
	N/A
	TDD
	N/A

	
	n5
	834
	5
	25
	879
	30.2
	FDD
	IMD21

	
	n7
	2550
	5
	25
	2670
	N/A
	FDD
	N/A

	
	n77
	3429
	10
	50
	3429
	N/A
	TDD
	N/A

	
	n5
	827
	5
	25
	852
	N/A
	FDD
	N/A

	
	n7
	2503
	5
	25
	2623
	N/A
	FDD
	N/A

	
	n77
	3330
	10
	50
	3330
	30.2
	TDD
	IMD21

	NOTE 1:	This band is subject to IMD3 also which MSD is not specified



************************************* End of TP*****************************************


