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1. Overall Description:

In Rel-15 and Rel-16, RAN4 introduced intra-band contiguous and non-contiguous ENDC configurations with more than 2 carriers.

For the configuration of intra-band ENDC combination with more than 2 carriers, it is possible that 

· Case 3: All CCs are contiguous in DL but neither carrier is contiguous to each other in UL, e.g., DL DC_(n)41AB with UL DC_41A_n41A
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· Case 4: LTE and NR adjacent carriers are contiguous but carriers in LTE or NR are non-contiguous, it will has two kinds of UL ENDC configurations:

	EN-DC

configuration
	Uplink EN-DC

configuration

	DC_48A_(n)48AA
	DC_(n)48AA
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The IE intraBandENDC-Support in UE capability can indicate three states {contiguous, non-contiguous, both} per band combination. Whether the Band combination is contiguous or non-contiguous is unclear if UL and DL configurations are different or if LTE and NR carriers are in mixed contiguous and non-contiguous configuration. 

From RAN4 point of view, the configurations in Case4 and the b48+n48 in Case 3 are valid. And a solution is necessary to address the ambiguity issue for configurations in the two cases. 
2. Actions:

To RAN2:
ACTION: RAN4 respectfully asks RAN2 to take the above information into account. 
3. Date of Next TSG WG RAN4 Meetings:
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