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Introduction
· In this email thread, R16 RRM maintenance is discussed and include AI 4.4.
It is appreciated that the delegates for this topic put their contact information in the table below.
Contact information
	Company
	Name
	Email address

	
	
	



Note:
1) Please add your contact information in above table once you make comments on this email thread. 
2) If multiple delegates from the same company make comments on single email thread, please add you name as suffix after company name when make comments i.e. Company A (XX, XX)
Topic #1: Group delay calibration error for RSTD with dual PFL 
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Title
	Company
	Proposals / Observations

	R4-2219527
	Discussion on remaining issues in R16 POS
	Huawei, HiSilicon
	Proposal: Use Table 1 and Table 2 to define group delay calibration margin for RSTD with dual PFL.
Table 1: Group delay calibration margin for RSTD with dual PFL (Δ) for FR1
	PRS BW (MHz)
	Margin (Tc)

	≥ 5
	128

	≥ 10
	64

	≥ 20
	32

	≥ 50
	16

	≥ 100
	8


Table 2: Group delay calibration margin for RSTD with dual PFL (Δ) for FR2
	PRS BW (MHz)
	Margin (Tc)

	≥ 20
	32

	≥ 50
	16

	≥ 100
	8

	≥ 200
	4






Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1: Group delay calibration error for RSTD with dual PFL 
Sub-topic description:
Open issues and candidate options before e-meeting:
Issue 1-1: Proposal: Use Table 1 and Table 2 to define group delay calibration margin for RSTD with dual PFL.
· Table 1: Group delay calibration margin for RSTD with dual PFL (Δ) for FR1
	PRS BW (MHz)
	Margin (Tc)

	≥ 5
	128

	≥ 10
	64

	≥ 20
	32

	≥ 50
	16

	≥ 100
	8


· Table 2: Group delay calibration margin for RSTD with dual PFL (Δ) for FR2
	PRS BW (MHz)
	Margin (Tc)

	≥ 20
	32

	≥ 50
	16

	≥ 100
	8

	≥ 200
	4


· Recommended WF
· TBA
CRs/TPs 

	CR/TP number
	title
	company

	R4-2219528
	CR on positioning requirements R16
	Huawei, HiSilicon

	
	
	

	
	
	

	
	
	





Topic #2: PRS measurement requirements for Deferred MT-LR Periodic Location 
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Title
	Company
	Proposals / Observations

	R4-2219909
	PRS measurement requirements for Deferred MT-LR Periodic Location
	Nokia, Nokia Shanghai Bell
	1. RAN4 to agree the following change in clause 9.9.2.5, and corresponding changes in 9.9.3.5 and 9.9.4.5, on Deferred MT-LR with “Periodic Location”:
	For deferred MT-LR as defined in clause 4.1a.5.1 [TS 23.273], the time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after the associated event(s) occurs. 







Open issues summary
Proposal: RAN4 to agree the following change in clause 9.9.2.5, and corresponding changes in 9.9.3.5 and 9.9.4.5, on Deferred MT-LR with “Periodic Location”:
	For deferred MT-LR as defined in clause 4.1a.5.1 [TS 23.273], the time starts from the first MG instance aligned with a DL PRS resource(s) in the assistance data after the associated event(s) occurs. 




CRs/TPs comments collection

	CR/TP number
	Title
	Company

	R4-2219910
	CR 38.133 on PRS measurement period for Deferred MT-LR
	Nokia, Nokia Shanghai Bell

	
	
	

	
	
	




Topic #3: Miscellaneous  CR
Main technical topic overview. The structure can be done based on sub-agenda basis. 

CRs/TPs 

	CR/TP number
	Title
	Company

	R4-2218084
	CR to TS 38.133: Corrections to NR positioning and high speed train test cases (Rel 16)
	Rohde & Schwarz

	
	
	

	
	
	

	R4-2218173
	Editorial CR on scheduling restrictions for L3 measurements in FR2 (Rel-16)
	Apple

	
	
	

	
	
	

	
	
	

	R4-2218422
	Modification on TS38.133 for Rel-16
	CATT

	R4-2218453
	CR on positioning measurement accuracy requirements in R16
	CATT

	R4-2218536
	R16 Cat-F CR testcase correction from R16 TS 38.133
	Qualcomm Incorporated

	R4-2218654
	CR on test case correction for timing advance
	CMCC

	R4-2218675
	38133 CR on SRS configuration for SRS carrier based switching
	Nokia, Nokia Shanghai Bell, Qualcomm, Inc

	R4-2218790
	CR to TS 38.133 Correction to conditional handover requirements(Rel-16)
	vivo

	R4-2218792
	CR to TS 38.133 Correction to conditional PSCell change requirements(Rel-16)
	vivo

	R4-2219168
	Correction of L1 L3 measurenent sharing factors for inter-frequency L3 measurement performed outside gaps in R16
	vivo

	R4-2219406
	Correction on Aperiodic CSI-RS RMCs and RLM in-sync test cases for R16
	Huawei, HiSilicon

	R4-2219847
	Correction to Idle Mode CA/DC Measurement Tests in TS 38.133
	Ericsson

	R4-2219937
	CR on Rel-16 measurements and UE specific CBW switch maintenance
	Ericsson



