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1. Introduction
This contribution is a text proposal for TR 37.718-21-11 to include DC_1-28_n20 which was agreeable in RAN4#104-bis-e. Resubmitting as upload of the final revision failed.
2. Reference

3. Text Proposal
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[bookmark: _Toc521480329][bookmark: _Toc23151708][bookmark: _Toc42864999][bookmark: _Toc46234182][bookmark: _Toc46235159][bookmark: _Toc46742700][bookmark: _Toc535322123][bookmark: _Toc23151772][bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]5.x	DC_1-28_n20
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Table 5.x.1-1: Inter-band DC configurations (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-28A_n20A22
	DC_1A_n20A
DC_28A_n20A22

	NOTE 22:	The frequency range in band 28 is restricted for this band combination to 703 - 733 MHz for the UL and 758 - 788 MHz for the DL.
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5.x.2	Co-existence studies
Table 5.x.2-1 lists the Band 1A + Band n20A 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 5.x.2-1: Band 1 and Band n20 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	1920
	1980
	832
	862

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	3840 – 3960
	1664 – 1724

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	5760 – 5940
	2496 – 2586

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	1058 – 1148
	2752 – 2842

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	2978 – 3128
	196 – 316

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	4672 – 4822
	3584 – 3704

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	1900 – 2000
	812 – 882

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	4898 – 5108
	516 – 666

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|

	IMD frequency limits (MHz)
	2116 – 2296
	5504 – 5684

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	6592 – 6802
	4416 – 4566

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	1348 – 1528
	6818 – 7088

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	1254 – 1464
	4036 – 4276

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	5248 – 5428
	8512 – 8782

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	6336 – 6546
	7424 – 7664



Based on Table 5.x.2-1,
-	2nd order harmonics may fall into Rx frequencies of bands 46 and 47.
-	3rd order harmonics may fall into Rx frequencies of bands 38, 41, 69, 77 and 90.
-	3rd order IMD may fall into Rx frequencies of bands 22, 42, 43, 48, 49, 77, 78 and 79.
-	4th order IMD may fall into Rx frequencies of bands 1, 4, 10, 23, 46, 65, 66, 71 and 79.
-	5th order IMD may fall into Rx frequencies of bands 11, 21, 24, 32, 45, 46, 50, 51, 74, 75, 76, 77, 91, 92, 93 and 94.

When a 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS, the harmonics and intermodulation products can have an impact on these systems. Table 5.x.2-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 5.x.2-2: 2UL Band 1 + Band n20 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	2nd harmonic, IMD4, IMD5

	
	5150
	-
	5350
	Yes
	Europe
	IMD5

	
	5470
	-
	5725
	Yes
	
	IMD4

	
	5150
	-
	5825
	Yes
	Asia
	2nd harmonic, IMD4, IMD5



[bookmark: _Hlk95224851]The requirements for spurious emission band UE coexistence already exist in 38.101-3 for DC_1_n20.
Table 5.x.2-3 lists the Band 28A + Band n20A 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 5.x.2-3: Band 28 and Band n20 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	703
	733
	832
	862

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	1406 – 1466
	1664 – 1724

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	2109 – 2199
	2496 – 2586

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	99 – 159
	1535 – 1595

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	544 – 634
	931 – 1021

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	2238 – 2328
	2367 – 2457

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	683 – 753
	812 – 882

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	1247 – 1367
	1763 – 1883

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|

	IMD frequency limits (MHz)
	198 – 318
	3070 – 3190

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	2941 – 3061
	3199 – 3319

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	2595 – 2745
	1950 – 2100

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	1030 – 1180
	385 – 535

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	4031 – 4181
	3644 – 3794

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	3902 – 4052
	3773 – 3923



Based on Table 5.x.2-3,
-	2nd order harmonics may fall into Rx frequencies of bands 32, 38, 41, 45, 50, 51, 69, 75, 76, 90, 91, 92, 93 and 94.
-	3rd order harmonics may fall into Rx frequencies of bands 1, 4, 10, 23, 65 and 66.
-	2nd order IMD may fall into Rx frequencies of band 24.
-	3rd order IMD may fall into Rx frequencies of bands 8, 40 and 71.
-	4th order IMD may fall into Rx frequencies of bands 3, 9, 35, 39, 52, 77 and 78.
-	5th order IMD may fall into Rx frequencies of bands 2, 7, 25, 31, 34, 36, 38, 41, 43, 48, 49, 69, 70, 72, 73, 77, 78, 87, 88 and 90.

When a 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS, the harmonics and intermodulation products can have an impact on these systems. Table 5.x.2-4 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 5.x.2-4: 2UL Band 28 + Band n20 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2

	GPS
	1563
	-
	1587
	Yes
	
	IMD2

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD3

	
	2400
	-
	2494
	Yes
	Asia
	IMD3

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	



The requirements for spurious emission band UE coexistence that exist in 38.101-3 for DC_20_n28 can be reused.
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Table 5.X.3-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-28_n20
	1
	0.3

	
	28
	0.6

	
	n20
	0.6


Table 5.X.3-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-28_n20
	28
	0.2

	
	n20
	0.2
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5.x.4	Reference sensitivity exceptions
No additional sensitivity exceptions required compared to fallbacks.

<End of Text Proposal>
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