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Introduction
In last meeting RAN4#104bis meeting the discussion related to defining the RRM requirements for the Rel-17 MUSIM gaps continued. A number of baseline agreements were reached which can be used for progressing the next step.
In this paper we address some of the Issues raised in the meeting related to Network A requirements but for which RAN4 did not yet manage to reach agreement on.

Discussion
On network A requirements
In last meeting most issues where postponed until other issues have been decided. However, we would like to raise the point that operation in Network A while having MUSM gaps for Network B operations would need to be considered.
As commented many times, if this feature is to be usable in the field the UE performance in Network A while having MUSIM gaps configured needs to be clear and known for Network A. Hence, applying a fixed highest priority for MUSIM always when MUSIM gaps are configured is from UE and specification work likely the simplest. However, the negative impact on Network A can be significant.
We see that a priority between MUSIM gaps and legacy gaps is needed. Additionally, such priority may not be a fixed priority either in terms of MUSIM gaps always being of highest priority or the assigned priority (whatever RAN4 decides) should account the network A operation and connection robustness.
[bookmark: _Hlk118745685]At least a priority between MUSIM gaps and legacy gaps is needed
Network A operation and connection robustness needs to be accounted in the priority discussions
Additionally, we see that the existing UE requirements applicable for Network A shall still be fulfilled when UE is allocated MUSIM gaps.
Existing UE requirements applicable for Network A shall apply when UE is allocated MUSIM gaps 

Conclusion
In this paper we addressed some of the Issues raised in the meeting related to Network A requirements but for which RAN4 did not yet manage to reach agreement on. Based on the discussion we propose:
1. At least a priority between MUSIM gaps and legacy gaps is needed
Network A operation and connection robustness needs to be accounted in the priority discussions
Existing UE requirements applicable for Network A shall apply when UE is allocated MUSIM gaps 
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