[bookmark: _Toc113002747]
[bookmark: OLE_LINK146][bookmark: OLE_LINK147][bookmark: OLE_LINK9][bookmark: OLE_LINK41][bookmark: OLE_LINK40][bookmark: _Toc5938268][bookmark: _Toc9865820]3GPP TSG-RAN WG4 Meeting #105                           	R4-2219969
Toulouse, France, November 14 – November 18, 2022


Source: 	Huawei, HiSilicon
Title: 	TP to TS 38.181: removal of colocation requirements
Agenda Item:	6.2.2.3
Document for:	Approval 
1 Introduction
The co-location scenario is not applicable to NTN, and testing of co-location type requirements is not feasible in OTA domain for NTN. Therefore, removal of related co-location aspects is proposed.
Related discussion is captured in [2]. 
2 Conclusions 
Based on the above discussion, the following proposal was formulated: 

Proposal 1: Approve the attached TP to TS 38.181. 
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The maximum conducted Test System uncertainty for conducted transmitter tests minimum requirements is given in table 4.1.2.2-1. And the maximum OTA Test System uncertainty for OTA transmitter tests minimum requirements is given in table 4.1.2.2-2.
Table 4.1.2.2-1: Maximum Test System uncertainty for conducted transmitter tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2 Base Station output power
	±0.7 dB, f ≤ 3 GHz
	

	6.3 Output power dynamics
	± 0.4 dB
	

	6.5.2 Frequency error
	± 12 Hz
	

	6.5.3 EVM
	± 1%
	

	6.6.2 Occupied bandwidth
	5 MHz, 10 MHz SAN Channel BW: ±100 kHz
15 MHz, 20 MHz SAN Channel BW: ±300 kHz
	

	6.6.3 Adjacent Channel Leakage power Ratio (ACLR)
	ACLR/ CACLR
BW ≤ 20MHz: ±0.8 dB

Absolute power ±2.0 dB, f ≤ 3 GHz


CACLR
BW ≤ 20MHz: ±0.8 dB

CACLR absolute power ±2.0 dB , f ≤ 3 GHz

	

	6.6.4 Operating band unwanted emissions
	±1.5 dB, f ≤ 3 GHz
	

	6.6.5.5.1.1 Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB
4 GHz < f ≤ 15 GHz: ±4.0 dB
	

	6.6.5.5.1.2 Transmitter spurious emissions, Protection of SAN receiver
	±3.0 dB
	



Table 4.1.2.2-2: Maximum OTA Test System uncertainty for FR1 OTA transmitter tests
	Clause
	Maximum OTA Test System uncertainty

	9.2 Radiated transmit power
	Normal condition:
[TBD] dB, f ≤ 3 GHz

	9.3 OTA base station output power
	[TBD] dB, f ≤ 3.0 GHz

	9.4.3 OTA total power dynamic range 
	[bookmark: OLE_LINK85][bookmark: OLE_LINK86][TBD] dB

	9.6.2 OTA frequency error
	[TBD] Hz

	9.6.3 OTA modulation quality
	[TBD]

	9.7.2 OTA occupied bandwidth
	[TBD] kHz, BWChannel 5 MHz, 10 MHz
[TBD] kHz, BWChannel 15 MHz, 20 MHz 

	9.7.3 OTA ACLR/CACLR
	f ≤ 3.0 GHz
[TBD] dB, BW ≤ 20MHz

Absolute power [TBD] dB, f ≤ 3.0 GHz


	9.7.4 OTA operating band unwanted emissions
	Absolute power [TBD] dB, f ≤ 3.0 GHz

	9.7.5.2	OTA transmitter spurious emissions, mandatory requirements
	[TBD] dB, 30 MHz < f ≤ 6 GHz
[TBD] dB, 6 GHz < f ≤ 15 GHz

	9.7.5.3	OTA transmitter spurious emissions, protection of SAN receiver[(Note 1)]
	[TBD] dB, f ≤ 3 GHz

	[NOTE 1:	Fulfilling the criteria for CLTA selection and placement in clause 4.10 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.941 [13] shall be used for evaluating the test system uncertainty. ]
NOTE 2:	Test system uncertainty values are applicable for normal condition unless otherwise stated.



----------------------------- Next modified section ------------------------------
.2.2	SAN type 1-O
For SAN type 1-O, the radiated characteristics are defined over the air (OTA), where the operating band specific radiated interface is referred to as the Radiated Interface Boundary (RIB). Radiated requirements are also referred to as OTA requirements. The (spatial) characteristics in which the OTA requirements apply are detailed for each requirement.
[bookmark: _Hlk500328328][image: ]
Figure 4.2.2-1: Radiated reference points for SAN type 1-O 
[Co-location requirements are specified at the conducted interface of the co-location reference antenna, the co-location reference antenna does not form part of the SAN under test but is a means to provide OTA power levels which are representative of a co-located system, further defined in clause 4.10. Transmitter units and receiver units may be combined into transceiver units. The transmitter/receiver units have the ability to transmit/receive parallel independent modulated symbol streams.]
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Unless otherwise stated, the radiated transmitter characteristics in clause 9 are specified at RIB, with a full complement of transceiver units for the configuration in normal operating conditions.
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Figure 4.5.3-1: SAN type 1-O transmitter test interfaces
[[image: ]]
[Figure 4.5.3-2: Transmitter test interfaces for co-location concept]
[bookmark: _Toc21102581][bookmark: _Toc29810430][bookmark: _Toc36635782][bookmark: _Toc37272728][bookmark: _Toc45885803][bookmark: _Toc53182912][bookmark: _Toc58915579][bookmark: _Toc58917760][bookmark: _Toc66693629][bookmark: _Toc74915581][bookmark: _Toc76114206][bookmark: _Toc76544092][bookmark: _Toc82536214][bookmark: _Toc89952507][bookmark: _Toc98766323][bookmark: _Toc99702686][bookmark: _Toc106206472][bookmark: _Toc115080474][bookmark: _Toc117268540]4.5.4	SAN type 1-O receive configurations
Unless otherwise stated, the radiated receiver characteristics in clause 10 are specified at RIB, with a full complement of transceiver units for the configuration in normal operating conditions.
[image: ]
Figure 4.5.4-1: SAN type 1-O receiver test interfaces
[[image: ]]
[Figure 4.5.4-2: Receiver test interfaces for co-location concept]
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Table 4.6-1 Manufacturers declarations for SAN type 1-H conducted test requirements, and for SAN type 1-H and SAN type 1-O radiated test requirements
	Declaration identifier
	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	SAN type 1-H
(Note 2)
	SAN type 1-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the SAN enclosure.
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the SAN enclosure.
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the SAN is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x

	D.4
	Operating bands and frequency ranges
	List of NR operating band(s) supported by the SAN and if applicable, frequency range(s) within the operating band(s) that the SAN can operate in. 
Supported bands declared for every beam for SAN type 1-O (D.3), or every TAB connector for SAN type 1-H.
(Note 4)
	c
	x

	D.5
	SAN requirements set
	Declaration of one of the NR satellite access node requirement's set as defined for SAN type 1-H, or SAN type 1-O.
	c
	x

	D.6
	SAN class
	Declared as GEO SAN, or LEO SAN.
	c
	x

	D.7
	SAN channel band width and SCS support
	SAN supported SCS and channel bandwidth per supported SCS. Declared for each beam for SAN type 1-O (D.3) or each TAB connector for SAN type 1-H, and each operating band (D.4).
	c
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x

	D.11
	Rated beam EIRP (Prated,c,EIRP)
	The rated EIRP level per carrier (Prated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 11)
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the SAN is capable of generating at maximum TRP declared for every beam (D.3).
	n/a
	x

	D.16
	Maximum Satellite Access Node RF Bandwidth
	Maximum Satellite Access Node RF Bandwidth in the operating band, declared for each supported operating band for each beam for SAN type 1-O, or for each TAB connector for SAN type 1-H (D.4).
(Note 10)
	c
	x

	D.17
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.42). 
	c
	x

	D.18
	Contiguous spectrum operation support
	Ability of SAN to support contiguous frequency distribution of carriers when operating multi-carrier in an operating band.
Declared for each single-band RIB for SAN type 1-O or each single-band connector for SAN type 1-H, for each operating band.
	c
	x

	D.19
	OSDD identifier
	A unique identifier for the OSDD.
	x
	x

	D.20
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD (D.19).
(Note 5)
	x
	x

	D.21
	OTA sensitivity supported SAN channel bandwidth and SCS
	The SAN supported SCS and channel bandwidth per supported SCS by each OSDD.
	x
	x

	D.22
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD.
	x
	x

	D.23
	Minimum EIS for FR1 (EISminSENS)
	The minimum EISminSENS requirement (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA per OSDD.
Declared per NR supported channel BW for the OSDD (D.19).
The lowest EIS value for all the declared OSDD's is called minSENS, while its related range of angles of arrival is called minSENS RoAoA.
(Note 6)
	x
	x

	D.24
	Receiver target reference direction Sensitivity Range of Angle of Arrival
	The sensitivity RoAoA associated with the receiver target reference direction (D.26) for each OSDD.
	x
	x

	D.25
	Receiver target redirection range
	For each OSDD the associated union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD.
	x
	x

	D.26
	Receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D.25).
(Note 7)
	x
	x

	D.27
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, four sensitivity RoAoA comprising the conformance test directions (D.28).
	x
	x

	D.28
	Conformance test directions
	For each OSDD four conformance test directions.
If the OSDD includes a receiver target redirection range the following four directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
If an OSDD does not include a receiver target redirection range the following 4 directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
	x
	x

	D.29
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 8)
	x
	x

	D.30
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA converge range (D.29).
(Note 9)
	x
	x

	D.31
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
	x
	x

	D.32
	The rated carrier OTA SAN power, Prated,c,TRP
	Prated,c,TRP is declared as TRP OTA power per carrier, declared per supported operating band.
(Note 11)
	n/a
	x

	D.33
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Note 11)
	n/a
	x

	D.34
	Rated carrier output power (Prated,c,TABC)
	Conducted rated carrier output power, per single band connector.
Declared per supported operating band, per TAB connector for SAN type 1-H. 
(Note 11)
	c
	n/a

	D.35
	Rated total output power (Prated,t,TABC)
	Conducted total rated output power.
Declared per supported operating band, per TAB connector for SAN type 1-H.
(Note 11)
	c
	n/a

	D.36
	Single band connector
	List of single-band connector for the supported operating bands (D.4).
	c
	n/a

	D.37
	Equivalent connectors
	List of TAB connector of SAN type 1-H, which have been declared equivalent.
Equivalent connectors imply that the TAB connector of SAN type 1-H, are expected to behave in the same way when presented with identical signals under the same operating conditions. All declarations made for the TAB connector of SAN type 1-H are identical and the transmitter unit and/or receiver unit driving TAB connector of SAN type 1-H are of identical design.
	c
	n/a

	D.38
	Single-band RIB
	List of single-band RIB for the supported operating bands (D.4). 
	n/a
	x

	D.39
	Single or multiple carrier
	SAN capability to operate with a single carrier (only) or multiple carriers. Declared per supported operating band, per RIB for SAN type 1-O or per TAB connector for SAN type 1-H. 
	c
	x

	D.40
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers. Declared per supported operating band, per RIB for SAN type 1-O or per TAB connector for SAN type 1-H.
(Note 10)
	c
	x

	D.41
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band. Declared per operating band (D.4), per RIB for SAN type 1-O or per TAB connector for SAN type 1-H.
	c
	x

	D.42
	Operating band combination support
	List of operating bands combinations supported by single-band RIB(s) of SAN type 1-O, or single-band connector(s) of SAN type 1-H. 
	c
	x

	D.43
	OTA REFSENS RoAoA
	Range of angles of arrival associated with the OTA REFSENS. 
	n/a
	x

	D.44
	OTA REFSENS receiver target reference direction
	Reference direction inside the OTA REFSENS RoAoA (D.43).
	n/a
	x

	D.45
	OTA REFSENS conformance test directions
	The following four OTA REFSENS conformance test directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
	n/a
	x

	D.46
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitter TRP;
-	The reduced total output power at the maximum number of supported carriers.
	n/a
	x

	D.47
	Relation between supported maximum RF bandwidth, number of carriers and Rated total output power
	If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated total output power;
-	The reduced total output power at the maximum number of supported carriers.
	c
	n/a

	D.48
	[CLTA placement for co-location test]
	The manufacturer shall declare the side of EUT where radiating elements are placed closest to the edge of EUT when applicable. The CLTA shall be placed at the EUT side where radiating elements are placed closest.
	n/a
	x
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Co-location requirements are requirements which are based on assuming the SAN type 1-O is co-located with another SAN of the same base station class. They ensure that both co-located systems can operate with minimal degradation to each other.
The co-location requirements in table 4.10.1-1 rely on a co-location reference antenna used to mimic a base station to base station co-location scenario.
Table 4.10.1-1: Co-location requirements
	Clause number
	Requirement
	Co-location reference antenna operation
	Type

	9.7.5.3

	OTA spurious emission: Protection of the SAN receiver of own or different SAN
	Measure emission
	Optional based on declaration

	
	
	
	



The co-location reference antenna is defined in TS 38.108 [2].
[bookmark: _Toc21102623][bookmark: _Toc29810472][bookmark: _Toc36635824][bookmark: _Toc37272770][bookmark: _Toc45885847][bookmark: _Toc53182956][bookmark: _Toc58915623][bookmark: _Toc58917804][bookmark: _Toc66693673][bookmark: _Toc74915625][bookmark: _Toc76114250][bookmark: _Toc76544136][bookmark: _Toc82536258][bookmark: _Toc89952551][bookmark: _Toc98766367][bookmark: _Toc99702730][bookmark: _Toc106206516][bookmark: _Toc117268569]4.10.2	Co-location test antenna
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Co-location requirements are specified as power levels into or out of the conducted interface of the co-location reference antenna. For conformance testing the requirements are translated to the input or output of a co-location test antenna (CLTA).
A CLTA is a practical antenna which can be used to test conformance to the co-location requirements.
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A co-location test antenna is a practical passive antenna that is used for conformance testing of the co-location requirements and is based on the definition of the co-location reference antenna. A CLTA shall comply with the requirements specified in table 4.10.2.2-1.
Translation of the requirements to other test antennas are not precluded but suitable translations between the co-location reference antenna and test antenna must be provided to demonstrate that the method is within the specified MU.
NOTE:	The currently defined CLTAs are suitable for testing SAN type 1-O implemented with a planar antenna array. The method for testing SAN with other antenna array implementations is not covered by the present release of this specification.
Table 4.10.2.2-1: CLTA characteristics
	Parameter
	In-band CLTA
	Out-of-band CLTAs

	Vertical radiating dimension (h)
	Test object vertical radiating length ±30%
	Test object vertical radiating length ±30%
(Note 2)

	Horizontal beam width
	65° ± 10°
	65° ± 10°

	Vertical beam width
	N/A
	The half-power vertical beam width of the CLTA equals the narrowest declared (D.3) vertical beamwidth ±3°
(Note 2)

	Polarization (Note 3)
	Match (Note4)
	Match to in-band (Note 4)

	Conducted interface return loss
	> 10 dB
	> 10 dB

	NOTE 1:	If a multi-column or multi-band antenna is used the column closest to the NR SAN shall be selected while other columns are terminated during testing.
NOTE 2:	The vertical radiating dimension definition shall be used instead of the vertical beam width definition when the test chamber dimensions limit the use of vertical beam width definition. Otherwise the vertical beam width definition shall be used.
NOTE 3:	For SAN type 1-O with dual polarization the CLTA has two conducted interfaces each representing one polarization.
NOTE 4:	Matched to the polarization of EUT antenna.
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The alignment between the NR SAN under test and the co-location test antenna is described in table 4.10.2.3-1 and figure 4.10.2.3-1. The same physical alignment applies to in-band and out-of-band co-location requirements.
Table 4.10.2.3-1: CLTA alignment tolerances
	Parameter
	

	Edge-to-edge separation between the NR SAN and the CLTA, d
	0.1 m ± 0.01 m

	Vertical alignment
	Centre ± 0.01 m

	Front alignment
	Random front ± 0.01 m
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Figure 4.10.2.3-1: Alignment of NR SAN and CLTA
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[bookmark: _Hlk505597907]Unwanted emissions consist of so-called out-of-band emissions and spurious emissions according to ITU definitions ITU-R SM.329 [x]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the SAN channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The OTA out-of-band emissions requirement for the SAN type 1-O is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE). The OTA Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. OTA Unwanted emissions outside of this frequency range are limited by an OTA spurious emissions requirement.
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The value of ΔfOBUE is defined in table 9.7.1-1 for SAN type 1-O for the SAN operating bands.
Table 9.7.1-1: Maximum offset ΔfOBUE outside the downlink operating band
	SAN type
	Operating band characteristics
	ΔfOBUE (MHz)

	SAN type 1-O
	FDL,high – FDL,low  < 100 MHz
	10



The unwanted emission requirements are applied per cell for all the configurations.  Requirements for OTA unwanted emissions are captured using as TRP requirements, or directional requirements, or co-location requirements as described per requirement.
There is in addition a requirement for occupied bandwidth.

------------------------------ Next modified section ------------------------------
[bookmark: _Toc117268781]







------------------------------ End of modified section ------------------------------
image5.emf
Composite antenna

Radio 

Distribution

Network

RDN

Antenna 

Array

(AA)

Transceiver unit array

Top view

Co-location reference antenna

Measurement

equipment

NR BS

Measurement

equipment

Test antenna


image6.emf
N

0

d

2

=N

0

/P

UEM

P

UEM

N

tot

d

1

=N

tot

/N

0


image7.png
5, [0B]

2

10

UEM level relative to noisefloor

05

5, [0B]

25





image1.png
Satellite Access Node (SAN)

Non-NTN
infrastructure
NB functions

Gateway

Feeder iink

NTN payload RF Radiated infrfafe boundary

N
Transceiver! | Rado 11 Antenna
unitarray | Distribution | | Array
L RKUA § L Nework |1 (g
Tl LioRON
T ' 1
i " i
I P S SO
L





image2.emf
Composite antenna

Radio 

Distribution

Network

RDN

Antenna 

Array

(AA)

Transceiver unit array

Radiated interface boundary

NR BS

Measurement

equipment


image3.emf
NR BS

Transceiver unit array

Top view

Composite antenna

Radio 

Distribution

Network

RDN

Antenna 

Array

(AA)

Co-location reference antenna

Measurement

equipment

Measurement

equipment

Test antenna


image4.emf
NR BS

Measurement

equipment

Composite antenna

Radio 

Distribution

Network

RDN

Antenna 

Array

(AA)

Transceiver unit array


