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----------------------------- Modified section ------------------------------
[bookmark: _Toc21102561][bookmark: _Toc29810410][bookmark: _Toc36635762][bookmark: _Toc37272708][bookmark: _Toc45885783][bookmark: _Toc53182892][bookmark: _Toc58915559][bookmark: _Toc58917740][bookmark: _Toc66693609][bookmark: _Toc74915561][bookmark: _Toc76114186][bookmark: _Toc76544072][bookmark: _Toc82536194][bookmark: _Toc89952487][bookmark: _Toc98766303][bookmark: _Toc99702666][bookmark: _Toc106206452][bookmark: _Toc115080454]1	Scope
The present document specifies the Radio Frequency (RF) test methods and conformance requirements for NR Base Station (BS) type 1-H, BS type 1-O and BS type 2-O. These have been derived from, and are consistent with the radiated requirements for BS type 1-H, BS type 1-O and BS type 2-O in BS specification defined in TS 38.104 [2].
A BS type 1-C only has conducted requirements so it does not require compliance to this specification.
A BS type 1-H has both conducted and radiated requirements so it requires compliance to the applicable requirements of this specification and TS 38.141-1 [3].
BS type 1-O and BS type 2-O have only radiated requirements so they require compliance to this specification only.
[bookmark: _Toc21102562][bookmark: _Toc29810411][bookmark: _Toc36635763][bookmark: _Toc37272709][bookmark: _Toc45885784][bookmark: _Toc53182893][bookmark: _Toc58915560][bookmark: _Toc58917741][bookmark: _Toc66693610][bookmark: _Toc74915562][bookmark: _Toc76114187][bookmark: _Toc76544073][bookmark: _Toc82536195][bookmark: _Toc89952488][bookmark: _Toc98766304][bookmark: _Toc99702667][bookmark: _Toc106206453][bookmark: _Toc115080455]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.104: "NR Base Station (BS) radio transmission and reception"
[3]	3GPP TS 38.141-1: "NR, Base Station (BS) conformance testing, Part 1: Conducted conformance testing"
[4]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[5]	ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain"
[6]	Void
[7]	IEC 60 721-3-3: "Classification of environmental conditions - Part 3-3: Classification of groups of environmental parameters and their severities - Stationary use at weather protected locations"
[8]	IEC 60 721-3-4: "Classification of environmental conditions - Part 3: Classification of groups of environmental parameters and their severities - Clause 4: Stationary use at non-weather protected locations"
[9]	IEC 60 721: "Classification of environmental conditions"
[10]	IEC 60 068-2-1 (2007): "Environmental testing - Part 2: Tests. Tests A: Cold"
[11]	IEC 60 068-2-2: (2007): "Environmental testing - Part 2: Tests. Tests B: Dry heat"
[12]	IEC 60 068-2-6: (2007): "Environmental testing - Part 2: Tests - Test Fc: Vibration (sinusoidal)"
[13]	Recommendation ITU-R M.328: "Spectra and bandwidth of emissions"
[14]	FCC publication number 662911: "Emissions Testing of Transmitters with Multiple Outputs in the Same Band".
[15]	ECC/DEC/(17)06: "The harmonised use of the frequency bands 1427-1452 MHz and 1492-1518 MHz for Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)"
[16]	Void
[17]	Void
[18]	3GPP TS 36.104: "E-UTRA; Base Station (BS) radio transmission and reception"
[19]	3GPP TS 38.212: "NR; Multiplexing and channel coding"
[20]	3GPP TS 38.211: "NR; Physical channels and modulation"
[21]	3GPP TS 38.214: "NR; Physical layer procedures for data"
[22]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[23]	3GPP TR 38.901: "Study on channel model for frequencies from 0.5 to 100 GHz"
[24]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[25]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone"
[26]	ERC Recommendation 74-01: "Unwanted emissions in the spurious domain"
[27]	3GPP TR 25.942: "RF system scenarios".
[28]	ITU-T Recommendation O.150, "Equipment for the measurement of digital and analogue/digital parameters"
[29]	3GPP TR 37.941: "Radio Frequency (RF) conformance testing background for radiated Base Station (BS) requirements"



[bookmark: _Toc21102563][bookmark: _Toc29810412][bookmark: _Toc36635764][bookmark: _Toc37272710][bookmark: _Toc45885785][bookmark: _Toc53182894][bookmark: _Toc58915561][bookmark: _Toc58917742][bookmark: _Toc66693611][bookmark: _Toc74915563][bookmark: _Toc76114188][bookmark: _Toc76544074][bookmark: _Toc82536196][bookmark: _Toc89952489][bookmark: _Toc98766305][bookmark: _Toc99702668][bookmark: _Toc106206454][bookmark: _Toc115080456]3	Definitions, symbols and abbreviations
[bookmark: _Toc21102564][bookmark: _Toc29810413][bookmark: _Toc36635765][bookmark: _Toc37272711][bookmark: _Toc45885786][bookmark: _Toc53182895][bookmark: _Toc58915562][bookmark: _Toc58917743][bookmark: _Toc66693612][bookmark: _Toc74915564][bookmark: _Toc76114189][bookmark: _Toc76544075][bookmark: _Toc82536197][bookmark: _Toc89952490][bookmark: _Toc98766306][bookmark: _Toc99702669][bookmark: _Toc106206455][bookmark: _Toc115080457]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
aggregated BS channel bandwidth: the RF bandwidth in which a Base Station transmits and receives multiple contiguously aggregated carriers. The aggregated BS channel bandwidth is measured in MHz.
antenna connector: connector at the conducted interface of the BS type 1-C.
Base Station RF Bandwidth: RF bandwidth in which a base station transmits and/or receives single or multiple carrier(s) within a supported operating band.
NOTE 1:	In single carrier operation, the Base Station RF Bandwidth is equal to the channel bandwidth.
Base Station RF Bandwidth edge: frequency of one of the edges of the Base Station RF Bandwidth.
basic limit: emissions limit relating to the power supplied by a single transmitter to a single antenna transmission line in ITU-R SM.329 [5] used for the formulation of unwanted emission requirements for FR1.
beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array.
NOTE 2:	For certain BS antenna array, there may be more than one beam.
beam centre direction: direction equal to the geometric centre of the half-power contour of the beam.
beam direction pair: data set consisting of the beam centre direction and the related beam peak direction.
beam peak direction: direction where the maximum EIRP is found.
beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse.
BS channel bandwidth: RF bandwidth supporting a single NR RF carrier with the transmission bandwidth configured in the uplink or downlink.
NOTE 3:	The BS channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
NOTE 4:	It is possible for the BS to transmit to and/or receive from one or more UE bandwidth parts that are smaller than or equal to the BS transmission bandwidth configuration, in any part of the BS transmission bandwidth configuration.
BS receiver: composite receiver function of a BS receiving in an operating band.
BS type 1-C: NR base station operating at FR1 with requirements set consisting only of conducted requirements defined at individual antenna connectors.
BS type 1-H: NR base station operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB.
BS type 1-O: NR base station operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB.
BS type 2-O: NR base station operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB.
channel edge: lowest or highest frequency of the NR carrier, separated by the BS channel bandwidth.
carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths.
carrier aggregation configuration: a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements.
[bookmark: _Hlk500327898]co-location reference antenna: a passive antenna used as reference for base station to base station co-location requirements.
contiguous carriers: set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
contiguous spectrum: spectrum consisting of a contiguous block of spectrum with no sub-block gap(s).
demodulation branch: single input of the BS receiver to the demodulation algorithms.
directional requirement: requirement which is applied in a specific direction within the OTA coverage range for the Tx and when the AoA of the incident wave of a received signal is within the FR1 OTA REFSENS RoAoA or FR2 OTA REFSENS RoAoA or the minSENS RoAoA as appropriate for the receiver.
equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device.
NOTE 5:	Isotropic directivity is equal in all directions (0 dBi).
equivalent isotropic sensitivity: sensitivity for an isotropic directivity device equivalent to the sensitivity of the discussed device exposed to an incoming wave from a defined AoA.
NOTE 6:	The sensitivity is the minimum received power level at which specific requirement is met.
NOTE 7:	Isotropic directivity is equal in all directions (0 dBi).
fractional bandwidth: fractional bandwidth FBW is defined in percent as .
highest carrier: the carrier with the highest carrier frequency transmitted/received in a specified frequency band.
inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands.
NOTE 8:	Carriers aggregated in each band can be contiguous or non-contiguous.
intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band.
intra-band non-contiguous carrier aggregation: non-contiguous carriers aggregated in the same operating band.
Inter-band gap: The frequency gap between two supported consecutive operating bands.
Inter RF Bandwidth gap: frequency gap between two consecutive Base Station RF Bandwidths that are placed within two supported operating bands.
lowest Carrier: the carrier with the lowest carrier frequency transmitted/received in a specified frequency band.
lower sub-block edge: frequency at the lower edge of one sub-block.
NOTE 9:	It is used as a frequency reference point for both transmitter and receiver requirements.
maximum carrier TRP: mean power level measured per RIB during the transmitter ON period for a specific carrier in a specified reference condition and corresponding to the declared rated carrier TRP (Prated,c,TRP).
maximum transmitter TRP: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated transmitter TRP (Prated,t,TRP).
measurement bandwidth: RF bandwidth in which an emission level is specified.
minSENS: the lowest declared EIS value for the OSDD's declared for OTA sensitivity requirement.
minSENS RoAoA: The reference RoAoA associated with the OSDD with the lowest declared EIS.
multi-band RIB: operating band specific RIB associated with a transmitter or receiver that is characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different operating band than the other carrier(s) and where this different operating band is not a sub-band or superseding-band of another supported operating band.
multi-carrier transmission configuration: set of one or more contiguous or non-contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer's specification.
non-contiguous spectrum: spectrum consisting of two or more sub-blocks separated by sub-block gap(s).
operating band: frequency range in which NR operates (paired or unpaired), that is defined with a specific set of technical requirements.
NOTE 10:	The operating band(s) for a BS is declared by the manufacturer according to the designations in TS 38.104 [2].
OTA coverage range: a common range of directions within which TX OTA requirements that are neither specified in the OTA peak directions sets nor as TRP requirement are intended to be met.
OTA peak directions set: set(s) of beam peak directions within which certain TX OTA requirements are intended to be met, where all OTA peak directions set(s) are subsets of the OTA coverage range.
NOTE 11:	The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
OTA REFSENS RoAoA: Is the RoAoA determined by the contour defined by the points at which the achieved EIS is 3dB higher than the achieved EIS in the reference direction assuming that for any AoA, the receiver gain is optimized for that AoA.
NOTE 12:	This contour will be related to the average element/sub-array radiation pattern 3dB beam width.
OTA sensitivity directions declaration: set of manufacturer declarations comprising at least one set of declared minimum EIS values (with BS channel bandwidth), and related directions over which the EIS applies.
NOTE 13:	All the directions apply to all the EIS values in an OSDD.
polarization match: condition that exists when a plane wave, incident upon an antenna from a given direction, has a polarization that is the same as the receiving polarization of the antenna in that direction.
radiated interface boundary: operating band specific radiated requirements reference where the radiated requirements apply.
NOTE 14:	For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region
Radio Bandwidth: frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier.
rated beam EIRP: For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the base station is declared to radiate at the associated beam peak direction during the transmitter ON period.
[bookmark: _Hlk496012569]rated carrier TRP: mean power level declared by the manufacturer per carrier, for BS operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the RIB during the transmitter ON period.
rated transmitter TRP: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB during the transmitter ON period.
reference beam direction pair: declared beam direction pair, including reference beam centre direction and reference beam peak direction where the reference beam peak direction is the direction for the intended maximum EIRP within the OTA peak directions set.
receiver target: AoA in which reception is performed by BS types 1-H, BS type 1-O and BS types 2-O.
receiver target redirection range: union of all the sensitivity RoAoA achievable through redirecting the receiver target related to particular OSDD.
receiver target reference direction: direction inside the OTA sensitivity directions declaration declared by the manufacturer for conformance testing. For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
reference RoAoA: the sensitivity RoAoA associated with the receiver target reference direction for each OSDD.
requirement set:	one of the NR base station requirement's set as defined for BS type 1-C, BS type 1-H, BS type 1-O, and BS type 2-O.
sensitivity RoAoA: RoAoA within the OTA sensitivity directions declaration, within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific BS direction setting.
single-band RIB: operating band specific RIB supporting operation either in a single operating band only, or in multiple operating bands but does not meet the conditions for a multi-band RIB.
sub-band: A sub-band of an operating band contains a part of the uplink and downlink frequency range of the operating band.
sub-block: one contiguous allocated block of spectrum for transmission and reception by the same base station.
NOTE 15:	There may be multiple instances of sub-blocks within a Base Station RF Bandwidth.
sub-block gap: frequency gap between two consecutive sub-blocks within a Base Station RF Bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
superseding-band: A superseding-band of an operating band includes the whole of the uplink and downlink frequency range of the operating band.
TAB connector: transceiver array boundary connector.
total radiated power: the total power radiated by the antenna.
NOTE 16:	The total radiated power is the power radiating in all direction for two orthogonal polarizations. Total radiated power is defined in both the near-field region and the far-field region.
total RF bandwidth: maximum sum of Base Station RF Bandwidths in all supported operating bands.
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna.
transmission bandwidth: RF Bandwidth of an instantaneous transmission from a UE or BS, measured in resource block units.
transmitter OFF period: time period during which the BS transmitter is not allowed to transmit.
transmitter ON period: time period during which the BS transmitter is transmitting data and/or reference symbols.
transmitter transient period: time period during which the transmitter is changing from the OFF period to the ON period or vice versa.
upper sub-block edge: frequency at the upper edge of one sub-block.
NOTE 17:	It is used as a frequency reference point for both transmitter and receiver requirements.
[bookmark: _Toc21102565][bookmark: _Toc29810414][bookmark: _Toc36635766][bookmark: _Toc37272712][bookmark: _Toc45885787][bookmark: _Toc53182896][bookmark: _Toc58915563][bookmark: _Toc58917744][bookmark: _Toc66693613][bookmark: _Toc74915565][bookmark: _Toc76114190][bookmark: _Toc76544076][bookmark: _Toc82536198][bookmark: _Toc89952491][bookmark: _Toc98766307][bookmark: _Toc99702670][bookmark: _Toc106206456][bookmark: _Toc115080458]3.2	Symbols
For the purposes of the present document, the following symbols apply:
	Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BeWθ	The beam width in θ
BeWφ	The beam width in ϕ
BeWθ,REFSENS	The beamwidth equivalent to the OTA REFSENS RoAoA in the θ-axis in degrees, applicable for FR1 only
BeWφ,REFSENS	The beamwidth equivalent to the OTA REFSENS RoAoA in the φ-axis in degrees, applicable for FR1 only
BWChannel	BS channel bandwidth
BWChannel_CA	Aggregated BS channel bandwidth, expressed in MHz. BWChannel_CA = Fedge_high- Fedge_low
BWConfig	Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x SCS x 12
BWContiguous	Contiguous transmission bandwidth, i.e. BS channel bandwidth for single carrier or aggregated BS channel bandwidth for contiguously aggregated carriers. For non-contiguous operation within a band the term is applied per sub-block.
BWtot	Total RF bandwidth
f	Separation between the channel edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency
fmax	f_offsetmax minus half of the bandwidth of the measuring filter
ΔFGlobal	Global frequency raster granularity
ΔfOBUE	Maximum offset of the operating band unwanted emissions mask from the downlink operating band edge
ΔFR2_REFSENS	Offset applied to the FR2 OTA REFSENS depending on the AoA
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge
ΔminSENS	Difference between conducted reference sensitivity and EISminsens
ΔOTAREFSENS	Difference between conducted reference sensitivity and OTA REFSENS
ΔFRaster	Channel raster granularity
Δsample	The difference between the nominal and extreme power measurements during extreme EIRP testing, Pmax,sample,nom - Pmax,sample,ext
ΔSUL	Channel raster offset for SUL
EISminsens	The EIS declared for the minSENS RoAoA
EISREFSENS	OTA REFSENS EIS value
EISREFSENS_50M	Declared OTA reference sensitivity basis level for FR2 based on a reference measurement channel with 50MHz BS channel bandwidth
FFBWhigh	Highest supported frequency within supported operating band, for which fractional bandwidth support was declared
FFBWlow	Lowest supported frequency within supported operating band, for which fractional bandwidth support was declared
FC	RF reference frequency on the channel raster
FC,block, high	Fc of the highest transmitted/received carrier in a sub-block
FC,block, low	Fc of the lowest transmitted/received carrier in a sub-block
FC_low	The Fc of the lowest carrier, expressed in MHz
FC_high	The Fc of the highest carrier, expressed in MHz
Fedge_low	The lower edge of Aggregated BS channel bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset_low
Fedge_high	The upper edge of Aggregated BS channel bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset_high
Fedge,block,low	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset_low
Fedge,block,high	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset_high
Foffset_high	Frequency offset from FC_high to the upper Base Station RF Bandwidth edge, or from F C,block, high to the upper sub-block edge
Foffset_low	Frequency offset from FC_low to the lower Base Station RF Bandwidth edge, or from FC,block, low to the lower sub-block edge
f_offset	Separation between the channel edge frequency and the centre of the measuring filter
f_offsetmax	The offset to the frequency ΔfOBUE outside the downlink operating band
FREF	RF reference frequency
FREF,SUL	RF reference frequency for Supplementary Uplink (SUL) bands
Fstep,X	Frequency steps for the OTA transmitter spurious emissions (Category B)
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
Iuant	gNB internal logical interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the gNB
Ncells	The declared number corresponding to the minimum number of cells that can be transmitted by an BS type 1-H in a particular operating band
NRB	Transmission bandwidth configuration, expressed in resource blocks
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN)
NRXU,active	The number of active receiver units. The same as the number of demodulation branches to which compliance is declared for chapter 8 performance requirements
PEM,n50,ind	Declared emission level for Band n50 in the band 1518-1559 MHz; ind = a, b
Pmax,c,EIRP	The maximum carrier EIRP when the BS is configured at the maximum rated carrier TRP (Prated,c,TRP)
Pmax,c,EIRP, extreme	The maximum carrier EIRP when the BS is configured at the maximum rated carrier TRP (Prated,c,TRP) under extreme conditions, either measured directly or calculated
Pmax,c,TRP	Maximum carrier TRP measured at the RIB(s), and corresponding to the declared rated carrier TRP (Prated,c,TRP)
Pmax,sample,nom	The measured sample power in extreme conditionals chamber when the BS is configured at the rated carrier TRP (Prated,c,TRP), under nominal conditions
Pmax,sample,ext	The measured sample power in extreme conditionals chamber when the BS is configured at the rated carrier TRP (Prated,c,TRP), under extreme conditions
Prated,c,EIRP	The rated carrier EIRP when the BS is configured at the rated carrier TRP (Prated,c,TRP)
Prated,c,FBWhigh	The rated carrier EIRP for the higher supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,FBWlow	The rated carrier EIRP for the lower supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,TRP	Rated carrier TRP declared per RIB
Prated,t,TRP	Rated transmitter TRP declared per RIB
PREFSENS	Conducted reference Sensitivity power level
SSREF	SS block reference frequency position
TRPEstimate	Numerically approximated TRP
TTOTA	Test tolerance for OTA requirements
Wgap	Sub-block gap or Inter RF Bandwidth gap size
	The angle in the reference coordinate system between the projection of the x/y plane and the radiation vector defined between -90° and 90°. 0° represents the y/z plane. The angle is aligned with the down-tilt angle
	The angle in the reference coordinate system between the x-axis and the projection of the radiation vector onto the x/y plane defined between -180° and 180°

[bookmark: _Toc21102566][bookmark: _Toc29810415][bookmark: _Toc36635767][bookmark: _Toc37272713][bookmark: _Toc45885788][bookmark: _Toc53182897][bookmark: _Toc58915564][bookmark: _Toc58917745][bookmark: _Toc66693614][bookmark: _Toc74915566][bookmark: _Toc76114191][bookmark: _Toc76544077][bookmark: _Toc82536199][bookmark: _Toc89952492][bookmark: _Toc98766308][bookmark: _Toc99702671][bookmark: _Toc106206457][bookmark: _Toc115080459]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AA	Antenna Array
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
AoA	Angle of Arrival
AWGN	Additive White Gaussian Noise
BS	Base Station
BW	Bandwidth
CA	Carrier Aggregation 
CACLR	Cumulative ACLR
CATR	Compact Antenna Test Range
CPE	Common Phase Error
[bookmark: OLE_LINK20]CP-OFDM	Cyclic Prefix-OFDM
CLTA	Co-Location Test Antenna
CW	Continuous Wave
[bookmark: OLE_LINK10]DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
DM-RS	Demodulation Reference Signal
EUT	Equipment Under Test
EIRP	Equivalent Isotropic Radiated Power
EIS	Equivalent Isotropic Sensitivity
FBW	Fractional Bandwidth
FR	Frequency Range
GSCN	Global Synchronization Channel Number
ICS	In-Channel Selectivity
ITU‑R	Radiocommunication Sector of the International Telecommunication Union
LA	Local Area
LNA	Low Noise Amplifier
MR	Medium Range
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
OBUE	Operating Band Unwanted Emissions
OCC	Orthogonal Covering Code
OSDD	OTA Sensitivity Directions Declaration
OTA	Over The Air
PT-RS	Phase Tracking Reference Signal
[bookmark: OLE_LINK17]PWS	Plane Wave Synthesizer
RB	Resource Block
RDN	Radio Distribution Network
REFSENS	Reference Sensitivity
RIB	Radiated Interface Boundary
RMS	Root Mean Square (value)
RS	Reference Signal
RV	Redundancy Version
RX	Receiver
RoAoA	Range of Angles of Arrival
SCS	Sub-Carrier Spacing
SSB	Synchronization Signal Block
TAB	Transceiver Array Boundary
TAE	Time Alignment Error
[bookmark: OLE_LINK28][bookmark: OLE_LINK27]TDD	Time Division Duplex
TDL	Tapped Delay Line
TRP	Total Radiated Power
[bookmark: OLE_LINK29]TT	Test Tolerance
UCI	Uplink Control Information
ZF	Zero Forcing
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[bookmark: _Toc21102715][bookmark: _Toc29810564][bookmark: _Toc36635916][bookmark: _Toc37272862][bookmark: _Toc45885939][bookmark: _Toc53183045][bookmark: _Toc58915712][bookmark: _Toc58917893][bookmark: _Toc66693762][bookmark: _Toc74915714][bookmark: _Toc76114339][bookmark: _Toc76544225][bookmark: _Toc82536347][bookmark: _Toc89952640][bookmark: _Toc98766456][bookmark: _Toc99702819]6.7	OTA unwanted emissions
[bookmark: _Toc21102716][bookmark: _Toc29810565][bookmark: _Toc36635917][bookmark: _Toc37272863][bookmark: _Toc45885940][bookmark: _Toc53183046][bookmark: _Toc58915713][bookmark: _Toc58917894][bookmark: _Toc66693763][bookmark: _Toc74915715][bookmark: _Toc76114340][bookmark: _Toc76544226][bookmark: _Toc82536348][bookmark: _Toc89952641][bookmark: _Toc98766457][bookmark: _Toc99702820]6.7.1	General
[bookmark: _Hlk505597907]OTA unwanted emissions consist of so-called out-of-band emissions and spurious emissions according to ITU definitions ITU-R SM.329 [5]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the BS channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The OTA out-of-band emissions requirement for the BS type 1-O and BS type 2-O transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE). The OTA Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. OTA Unwanted emissions outside of this frequency range are limited by an OTA spurious emissions requirement.
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The value of ΔfOBUE is defined in table 6.7.1-1 for BS type 1-O and BS type 2-O for the NR operating bands.
Table 6.7.1-1: Maximum offset ΔfOBUE outside the downlink operating band
	BS type
	Operating band characteristics
	ΔfOBUE (MHz)

	BS type 1-O
	FDL_high – FDL_low < 100 MHz
	10

	
	100 MHz ≤ FDL_high – FDL_low ≤ 900 MHz
	40

	BS type 2-O
	FDL_high – FDL_low ≤ 4000 MHz
	1500

	
	4000 < FDL,high – FDL,low ≤ 14000
	3500



The OTA unwanted emission requirements are applied per cell for all the configurations. Requirements for OTA unwanted emissions are captured using TRP, directional requirements or co-location requirements as described per requirement.
There is in addition a requirement for OTA occupied bandwidth.
[bookmark: _Toc21102717][bookmark: _Toc29810566][bookmark: _Toc36635918][bookmark: _Toc37272864][bookmark: _Toc45885941][bookmark: _Toc53183047][bookmark: _Toc58915714][bookmark: _Toc58917895][bookmark: _Toc66693764][bookmark: _Toc74915716][bookmark: _Toc76114341][bookmark: _Toc76544227][bookmark: _Toc82536349][bookmark: _Toc89952642][bookmark: _Toc98766458][bookmark: _Toc99702821]6.7.2	OTA occupied bandwidth
[bookmark: _Toc21102718][bookmark: _Toc29810567][bookmark: _Toc36635919][bookmark: _Toc37272865][bookmark: _Toc45885942][bookmark: _Toc53183048][bookmark: _Toc58915715][bookmark: _Toc58917896][bookmark: _Toc66693765][bookmark: _Toc74915717][bookmark: _Toc76114342][bookmark: _Toc76544228][bookmark: _Toc82536350][bookmark: _Toc89952643][bookmark: _Toc98766459][bookmark: _Toc99702822]6.7.2.1	Definition and applicability
The OTA occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also recommendation ITU-R SM.328 [13].
The value of /2 shall be taken as 0.5%.
The OTA occupied bandwidth requirement applies during the transmitter ON period for a single transmitted carrier. The minimum requirement below may be applied regionally. There may also be regional requirements to declare the OTA occupied bandwidth according to the definition in the present clause.
The OTA occupied bandwidth is defined as a directional requirement and shall be met in the manufacturer's declared OTA coverage range at the RIB.
[bookmark: _Toc21102719][bookmark: _Toc29810568][bookmark: _Toc36635920][bookmark: _Toc37272866][bookmark: _Toc45885943][bookmark: _Toc53183049][bookmark: _Toc58915716][bookmark: _Toc58917897][bookmark: _Toc66693766][bookmark: _Toc74915718][bookmark: _Toc76114343][bookmark: _Toc76544229][bookmark: _Toc82536351][bookmark: _Toc89952644][bookmark: _Toc98766460][bookmark: _Toc99702823]6.7.2.2	Minimum requirement
The minimum requirement for BS type 1-O and BS type 2-O is in TS 38.104 [2], clause 9.7.2.2.
[bookmark: _Toc21102720][bookmark: _Toc29810569][bookmark: _Toc36635921][bookmark: _Toc37272867][bookmark: _Toc45885944][bookmark: _Toc53183050][bookmark: _Toc58915717][bookmark: _Toc58917898][bookmark: _Toc66693767][bookmark: _Toc74915719][bookmark: _Toc76114344][bookmark: _Toc76544230][bookmark: _Toc82536352][bookmark: _Toc89952645][bookmark: _Toc98766461][bookmark: _Toc99702824]6.7.2.3	Test purpose
The test purpose is to verify that the emission at the RIB does not occupy an excessive bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.
[bookmark: _Toc21102721][bookmark: _Toc29810570][bookmark: _Toc36635922][bookmark: _Toc37272868][bookmark: _Toc45885945][bookmark: _Toc53183051][bookmark: _Toc58915718][bookmark: _Toc58917899][bookmark: _Toc66693768][bookmark: _Toc74915720][bookmark: _Toc76114345][bookmark: _Toc76544231][bookmark: _Toc82536353][bookmark: _Toc89952646][bookmark: _Toc98766462][bookmark: _Toc99702825]6.7.2.4	Method of test
[bookmark: _Toc21102722][bookmark: _Toc29810571][bookmark: _Toc36635923][bookmark: _Toc37272869][bookmark: _Toc45885946][bookmark: _Toc53183052][bookmark: _Toc58915719][bookmark: _Toc58917900][bookmark: _Toc66693769][bookmark: _Toc74915721][bookmark: _Toc76114346][bookmark: _Toc76544232][bookmark: _Toc82536354][bookmark: _Toc89952647][bookmark: _Toc98766463][bookmark: _Toc99702826]6.7.2.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1.
Directions to be tested: OTA coverage range reference direction (D.35).
Beams to be tested: Declared beam with the highest intended EIRP for the narrowest intended beam corresponding to the smallest BeWθ, or for the narrowest intended beam corresponding to the smallest BeWϕ (D.3, D.11).
Aggregated BS channel bandwidth positions to be tested for contiguous carrier aggregation: MBW Channel CA; see clause 4.9.1.
For a BS declared to be capable of single carrier operation, start transmission according to the applicable test configuration in clause 4.8 using the corresponding test model NR-FR1-TM1.1 for BS type 1-O or NR-FR2-TM1.1 for BS type 2-O in clause 4.9.2 at manufacturers declared rated carrier EIRP (Prated,c,EIRP, D.11).
For a BS declared to be capable of contiguous carrier aggregation operation, set the base station to transmit according to NR-FR1-TM1.1 for BS type 1-O or NR-FR2-TM1.1 for BS type 2-O in clause 4.9.2 on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7.2.3.1 and 4.8.
[bookmark: _Toc21102723][bookmark: _Toc29810572][bookmark: _Toc36635924][bookmark: _Toc37272870][bookmark: _Toc45885947][bookmark: _Toc53183053][bookmark: _Toc58915720][bookmark: _Toc58917901][bookmark: _Toc66693770][bookmark: _Toc74915722][bookmark: _Toc76114347][bookmark: _Toc76544233][bookmark: _Toc82536355][bookmark: _Toc89952648][bookmark: _Toc98766464][bookmark: _Toc99702827]6.7.2.4.2	Procedure
1)	Place the BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the BS with the test system.
3)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna..
4)	Configure the beam peak direction of the BS according to the declared beam direction pair.
5)	Set the BS to transmit signal.
6)	Measure the spectrum emission of the transmitted signal using at least the number of measurement points, and across a span, as listed in table 6.7.2.4.2-1 and table 6.7.2.4.2-2. The selected resolution bandwidth (RBW) filter of the analyser shall be 30 kHz or less.
NOTE:	The detection mode of the spectrum analyzer will not have any effect on the result if the statistical properties of the out-of-OBW power are the same as those of the inside-OBW power. Both are expected to have the Rayleigh distribution of the amplitude of Gaussian noise. In any case where the statistics are not the same, though, the detection mode is power responding. There are at least two ways to be power responding. The spectrum analyser can be set to "sample" detection, with its video bandwidth setting at least three times its RBW setting. Or the analyser may be set to respond to the average of the power (root-mean-square of the voltage) across the measurement cell.
Table 6.7.2.4.2-1: Span and number of measurement points for OBW measurements for FR1
	Bandwidth
	BS channel bandwidth
BWChannel (MHz)
	Aggregated BS channel bandwidth BWChannel_CA (MHz)

	
	5
	10 
	15
	20
	> 20
	> 20

	Span (MHz)
	10
	20
	30
	40
	
	[image: ]

	Minimum number of measurement points
	400
	400
	400
	400
	
	[image: ]



Table 6.7.2.4.2-2: Span and number of measurement points for OBW measurements for FR2
	Bandwidth
	BS channel bandwidth
BWChannel (MHz)
	Aggregated BS channel bandwidth BWChannel_CA (MHz)

	
	50
	100 
	200
	400
	> 50

	Span (MHz)
	

	[image: ]

	Minimum number of measurement points
	

	




7)	Compute the total of the EIRP, P0, (in power units, not decibel units) of all the measurement cells in the measurement span. Compute P1, the EIRP outside the occupied bandwidth on each side. P1 is half of the total EIRP outside the bandwidth. P1 is half of (100 % - (occupied percentage)) of P0. Measure the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.
8)	Determine the lowest frequency, f1, for which the sum of all EIRP in the measurement cells from the beginning of the span to f1 exceeds P1.
9)	Determine the highest frequency, f2, for which the sum of all EIRP in the measurement cells from the end of the span to f2 exceeds P1.
10)	Compute the OTA occupied bandwidth as f2 - f1.
In addition, for multi-band RIB(s), the following steps shall apply:
11) For multi-band RIBs and single band tests, repeat the steps 6) - 10) above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.
[bookmark: _Toc21102724][bookmark: _Toc29810573][bookmark: _Toc36635925][bookmark: _Toc37272871][bookmark: _Toc45885948][bookmark: _Toc53183054][bookmark: _Toc58915721][bookmark: _Toc58917902][bookmark: _Toc66693771][bookmark: _Toc74915723][bookmark: _Toc76114348][bookmark: _Toc76544234][bookmark: _Toc82536356][bookmark: _Toc89952649][bookmark: _Toc98766465][bookmark: _Toc99702828]6.7.2.5	Test requirement
[bookmark: _Toc21102725][bookmark: _Toc29810574][bookmark: _Toc36635926][bookmark: _Toc37272872][bookmark: _Toc45885949][bookmark: _Toc53183055][bookmark: _Toc58915722][bookmark: _Toc58917903][bookmark: _Toc66693772][bookmark: _Toc74915724][bookmark: _Toc76114349][bookmark: _Toc76544235][bookmark: _Toc82536357][bookmark: _Toc89952650][bookmark: _Toc98766466][bookmark: _Toc99702829]6.7.2.5.1	BS type 1-O
The OTA occupied bandwidth for each NR carrier shall be less than the channel bandwidth as defined in TS 38.104 [2], table 5.3.5-1. For contiguous CA, the occupied bandwidth shall be less than or equal to the aggregated BS channel bandwidth as defined in TS 38.104 [2], clause 5.3A.
[bookmark: _Toc21102726][bookmark: _Toc29810575][bookmark: _Toc36635927][bookmark: _Toc37272873][bookmark: _Toc45885950][bookmark: _Toc53183056][bookmark: _Toc58915723][bookmark: _Toc58917904][bookmark: _Toc66693773][bookmark: _Toc74915725][bookmark: _Toc76114350][bookmark: _Toc76544236][bookmark: _Toc82536358][bookmark: _Toc89952651][bookmark: _Toc98766467][bookmark: _Toc99702830]6.7.2.5.2	BS type 2-O
The OTA occupied bandwidth for each NR carrier shall be less than the channel bandwidth as defined in TS 38.104 [2], table 5.3.5-2. For contiguous CA, the occupied bandwidth shall be less than or equal to the aggregated BS channel bandwidth as defined in TS 38.104 [2], clause 5.3A.
[bookmark: _Toc21102727][bookmark: _Toc29810576][bookmark: _Toc36635928][bookmark: _Toc37272874][bookmark: _Toc45885951][bookmark: _Toc53183057][bookmark: _Toc58915724][bookmark: _Toc58917905][bookmark: _Toc66693774][bookmark: _Toc74915726][bookmark: _Toc76114351][bookmark: _Toc76544237][bookmark: _Toc82536359][bookmark: _Toc89952652][bookmark: _Toc98766468][bookmark: _Toc99702831]6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
[bookmark: _Toc21102728][bookmark: _Toc29810577][bookmark: _Toc36635929][bookmark: _Toc37272875][bookmark: _Toc45885952][bookmark: _Toc53183058][bookmark: _Toc58915725][bookmark: _Toc58917906][bookmark: _Toc66693775][bookmark: _Toc74915727][bookmark: _Toc76114352][bookmark: _Toc76544238][bookmark: _Toc82536360][bookmark: _Toc89952653][bookmark: _Toc98766469][bookmark: _Toc99702832]6.7.3.1	Definition and applicability
OTA Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The measured power is TRP.
For both BS type 1-O and BS type 2-O, for a RIB operating in multi-carrier or contiguous CA, the OTA ACLR requirements in clause 6.7.3.2 apply to BS channel bandwidths of the outermost carrier.
For BS type 1-O, for a RIB operating in non-contiguous spectrum, the OTA ACLR requirements in clause 6.7.3.2 shall apply inside sub-block gaps for the frequency ranges defined in table 6.7.3.5.1-2a, while the CACLR requirement in clause 6.7.3.2 shall apply in sub block gaps for the frequency ranges defined in table 6.7.3.5.1-3. In addition, for a multi-band RIB, the ACLR requirement in clause 6.7.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.7.3.5.1-2a, while the CACLR requirement in clause 6.7.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.7.3.5.1-3.
For BS type 2-O, for a RIB operating in non-contiguous spectrum, the OTA ACLR requirements in clause 6.7.3.2 shall apply inside any sub-block gap for the frequency ranges defined in table 6.7.3.5.2-3, while the CACLR requirement in clause 6.6.3.2 shall apply in sub block gaps for the frequency ranges defined in table 6.7.3.5.2-3.
The requirement shall be applied per RIB during the transmitter ON period.
[bookmark: _Toc21102729][bookmark: _Toc29810578][bookmark: _Toc36635930][bookmark: _Toc37272876][bookmark: _Toc45885953][bookmark: _Toc53183059][bookmark: _Toc58915726][bookmark: _Toc58917907][bookmark: _Toc66693776][bookmark: _Toc74915728][bookmark: _Toc76114353][bookmark: _Toc76544239][bookmark: _Toc82536361][bookmark: _Toc89952654][bookmark: _Toc98766470][bookmark: _Toc99702833]6.7.3.2	Minimum requirement
The minimum requirement for BS type 1-O is in TS 38.104 [2], clause 9.7.3.2.
The minimum requirement for BS type 2-O is in TS 38.104 [2], clause 9.7.3.3.
[bookmark: _Toc21102730][bookmark: _Toc29810579][bookmark: _Toc36635931][bookmark: _Toc37272877][bookmark: _Toc45885954][bookmark: _Toc53183060][bookmark: _Toc58915727][bookmark: _Toc58917908][bookmark: _Toc66693777][bookmark: _Toc74915729][bookmark: _Toc76114354][bookmark: _Toc76544240][bookmark: _Toc82536362][bookmark: _Toc89952655][bookmark: _Toc98766471][bookmark: _Toc99702834]6.7.3.3	Test purpose
To verify that the OTA adjacent channel leakage ratio requirement shall be met as specified by the minimum requirement.
[bookmark: _Toc21102731][bookmark: _Toc29810580][bookmark: _Toc36635932][bookmark: _Toc37272878][bookmark: _Toc45885955][bookmark: _Toc53183061][bookmark: _Toc58915728][bookmark: _Toc58917909][bookmark: _Toc66693778][bookmark: _Toc74915730][bookmark: _Toc76114355][bookmark: _Toc76544241][bookmark: _Toc82536363][bookmark: _Toc89952656][bookmark: _Toc98766472][bookmark: _Toc99702835]6.7.3.4	Method of test
[bookmark: _Toc21102732][bookmark: _Toc29810581][bookmark: _Toc36635933][bookmark: _Toc37272879][bookmark: _Toc45885956][bookmark: _Toc53183062][bookmark: _Toc58915729][bookmark: _Toc58917910][bookmark: _Toc66693779][bookmark: _Toc74915731][bookmark: _Toc76114356][bookmark: _Toc76544242][bookmark: _Toc82536364][bookmark: _Toc89952657][bookmark: _Toc98766473][bookmark: _Toc99702836]6.7.3.4.1	Initial conditions
Test environment:	normal; see annex B.2.
RF channels to be tested for single carrier:	B and T; see clause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	BRFBW and TRFBW in single-band operation, see clause 4.9.1;
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operaton, see clause 4.9.1.
Directions to be tested: As the requirement is TRP the beam pattern(s) may be set up to optimise the TRP measurement procedure (see annex I) as long as the required TRP level is achieved.
[bookmark: _Toc21102733][bookmark: _Toc29810582][bookmark: _Toc36635934][bookmark: _Toc37272880][bookmark: _Toc45885957][bookmark: _Toc53183063][bookmark: _Toc58915730][bookmark: _Toc58917911][bookmark: _Toc66693780][bookmark: _Toc74915732][bookmark: _Toc76114357][bookmark: _Toc76544243][bookmark: _Toc82536365][bookmark: _Toc89952658][bookmark: _Toc98766474][bookmark: _Toc99702837]6.7.3.4.2	Procedure
[bookmark: _Hlk513388270]The following procedure for measuring TRP is based on the directional power measurements as described in annexI. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 6, 8, 9, 10, 11, 12 and 13.
1)	Place the BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the BS with the test system.
3)	The measurement devices characteristics shall be:
	- measurement filter bandwidth: defined in clause 6.7.3.5.
	- detection mode: true RMS voltage or true power averaging.
The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
4)	For single carrier operation, set the BS to transmit according to the applicable test configuration in clause 4.8 using the corresponding test model(s) in clause 4.9.2 at manufacturers declared rated carrier output power (Prated,c,TRP).
	For a BS declared to be capable of multi-carrier and/or CA operation use the applicable test signal configuration and corresponding power setting specified in clauses 4.7.2 and 4.8 using the corresponding test model(s) in clause 4.9.2 on all carriers configured.
5)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex I).
6)	Measure the absolute power of the assigned channel frequency and the (adjacent channel frequency).
7)	Repeat step 5-6 for all directions in the appropriated TRP measurement grid needed for TRPEstimate (see annex I).
8)	Calculate TRPEstimate for the absolute total radiated power of the wanted channel and the adjacent channel using the measurements made in Step 7.
9)	Calculate relative ACLR estimate.
NOTE 1:	ACLR is calculated by the ratio of the absolute TRP of the assigned channel frequency and the absolute TRP of the adjacent frequency channel.
NOTE 2:	For FR1 the measurement uncertainty of the reverberation chamber for the relative ACLR is higher than the measurement uncertainty in clause 4.1.2 the test requirements in table 6.7.3.5.1-1 shall be tightened following the procedure in clause 4.1.3.
10)	Measure OTA ACLR for the frequency offsets both side of channel frequency as specified in table 6.7.3.5.1-1 for BS type 1-O or table 6.7.3.5.2-1for BS type 2-O respectively. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.
11)	For the OTA ACLR requirement applied inside sub-block gap for non-contiguous spectrum operation or inside Inter RF Bandwidth gap for multi-band operation:
a)	Measure OTA ACLR inside sub-block gap or Inter RF Bandwidth gap, if applicable.
b)	Measure OTA CACLR inside sub-block gap or Inter RF Bandwidth gap, if applicable.
12)	Repeat the test with the channel set-up using NR- FR1-TM1.2 defined in clause 4.9.2 in TS 38.141-1 [3] for BS type 1-O.
In addition, for multi-band RIB, the following steps shall apply:
13)	For BS type 1-O and multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc21102734][bookmark: _Toc29810583][bookmark: _Toc36635935][bookmark: _Toc37272881][bookmark: _Toc45885958][bookmark: _Toc53183064][bookmark: _Toc58915731][bookmark: _Toc58917912][bookmark: _Toc66693781][bookmark: _Toc74915733][bookmark: _Toc76114358][bookmark: _Toc76544244][bookmark: _Toc82536366][bookmark: _Toc89952659][bookmark: _Toc98766475][bookmark: _Toc99702838]6.7.3.5	Test requirements
[bookmark: _Toc21102735][bookmark: _Toc29810584][bookmark: _Toc36635936][bookmark: _Toc37272882][bookmark: _Toc45885959][bookmark: _Toc53183065][bookmark: _Toc58915732][bookmark: _Toc58917913][bookmark: _Toc66693782][bookmark: _Toc74915734][bookmark: _Toc76114359][bookmark: _Toc76544245][bookmark: _Toc82536367][bookmark: _Toc89952660][bookmark: _Toc98766476][bookmark: _Toc99702839]6.7.3.5.1	BS type 1-O
For the OTA ACLR requirement either the OTA ACLR limits in tables 6.7.3.5.1-1/2a or the OTA ACLR absolute limits in table 6.7.3.5.1-2 shall apply, whichever is less stringent. The OTA CACLR limits in table 6.7.3.5.1-3 or the OTA CACLR absolute limits in table 6.7.3.5.1-3a shall apply, whichever is less stringent.
The CACLR in a sub-block gap and Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.7.3.5.1-3 and the filters on the assigned channels are defined in table 6.7.3.5.1-4.
For operation in paired and unpaired spectrum, the OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.1-1.
Table 6.7.3.5.1-1: BS type 1-O ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(0 – 3 GHz)
	OTA ACLR limit (3 – 6 GHz)

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90,100
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44 dB (Note 3)
	43.8 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44 dB (Note 3)
	43.8 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



The absolute total power measurement shall not exceed the OTA ACLR absolute limit specified in table 6.7.3.5.1-2.
Table 6.7.3.5.1-2: BS type 1-O ACLR absolute limit
	BS category / BS class
	OTA ACLR absolute limit

	Category A Wide Area BS
	-4 dBm/MHz

	Category B Wide Area BS
	-6 dBm/MHz

	Medium Range BS
	-16 dBm/MHz

	Local Area BS
	-23 dBm/MHz

	NOTE 1:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 2:	Void



For operation in non-contiguous spectrum or multiple bands, the OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.1-2a.
Table 6.7.3.5.1-2a: BS type 1-O ACLR limit in non-contiguous spectrum or multiple bands
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(0-3GHz)
	OTA ACLR limit (3-6GHz)

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



The OTA CACLR measurement result shall not less than the OTA CACLR limit specified in table 6.7.3.5.1-3.
Table 6.7.3.5.1-3: BS type 1-O CACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA CACLR limit
(0-3 GHz)
	OTA CACLR limit (3-6 GHz)

	5, 10, 15, 20
	5 ≤ Wgap < 15 (Note 3)
5 ≤ Wgap < 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	
	10 < Wgap < 20 (Note 3)
10 ≤ Wgap < 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44 dB
	43.8 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80,90, 100
	20 ≤ Wgap < 60 (Note 4)
20 ≤ Wgap < 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	
	40 < Wgap < 80 (Note 4)
40 ≤ Wgap < 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	44 dB 
	43.8 dB 

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



The absolute total power measurement shall not exceed the OTA CACLR absolute limit specified in table 6.7.3.5.1-3a.
Table 6.7.3.5.1-3a: BS type 1-O CACLR absolute limit
	BS category / BS class
	OTA CACLR absolute limit

	Category A Wide Area BS
	-4 dBm/MHz

	Category B Wide Area BS
	-6 dBm/MHz

	Medium Range BS
	-16 dBm/MHz

	Local Area BS
	-23 dBm/MHz

	NOTE 1:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 2:	Void



Table 6.7.3.5.1-4: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration
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For the OTA ACLR requirement either the OTA ACLR limits in tables 6.7.3.5.2-1/3 or the OTA ACLR absolute limits in table 6.7.3.5.2-2 shall apply, whichever is less stringent. The OTA CACLR limits in table 6.7.3.5.2-4 or the OTA CACLR absolute limits in table 6.7.3.5.2-4a shall apply, whichever is less stringent.

The CACLR in a sub-block gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges.
The assumed filter for the adjacent channel frequency is defined in table 6.7.3.5.2-4 and the filters on the assigned channels are defined in table 6.7.3.5.2-5.
The OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.2-1.
Table 6.7.3.5.2-1: BS type 2-O ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted
BWChannel (MHz)
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(dB)






	50, 100, 200, 400, 800, 1600, 2000
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 5) 
FFS (Note 6)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 43.5 GHz.
NOTE 5:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz. 
NOTE 6:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71.0 GHz.



The absolute total power measurement shall not exceed the OTA ACLR absolute limit specified in table 6.7.3.5.2-2
Table 6.7.3.5.2-2: BS type 2-O ACLR absolute limit
	BS class
	ACLR absolute limit (Note 1)
	ACLR absolute limit (Note 2)
	ACLR absolute limit (Note 3)

	Wide-area BS
	-10.3 dBm/MHz
	-10.1 dBm/MHz
	FFS dBm/MHz

	Medium-range BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz
	FFS dBm/MHz

	Local-area BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz
	FFS dBm/MHz

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 43.5 GHz.
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz.
NOTE 3:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71.0 GHz.



For operation in non-contiguous spectrum, the OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.2-3.
Table 6.7.3.5.2-3: BS type 2-O ACLR limit in non-contiguous spectrum
	BS channel bandwidth of lowest/highest NR carrier transmitted (MHz)
	Sub-block gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(MHz)

	50, 100
	Wgap ≥ 100 (Note 5)
Wgap ≥ 250 (Note 6)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 7)

	200, 400
	Wgap ≥ 400 (Note 6)
Wgap ≥ 250 (Note 5) 
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 7)

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.24 – 33.4 GHz.
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 43.5 GHz.
NOTE 5:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 6:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.
NOTE 7:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz.



For operation in non-contiguous spectrum, the CACLR for carriers located on either side of the sub-block gap shall be less than the value specified in table 6.7.3.5.2-4.
Table 6.7.3.5.2-4: BS type 2-O CACLR limit in non-contiguous spectrum
	BS channel bandwidth of lowest/highest NR carrier transmitted (MHz) 
	Sub-block gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA CACLR limit
(dB)

	50, 100
	50 ≤ Wgap < 100 (Note 5)
50 ≤ Wgap < 250 (Note 6)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 7)

	200, 400
	200 ≤ Wgap < 400 (Note 6)
200 ≤ Wgap < 250 (Note 5)
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 7)

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.24 – 33.4 GHz.
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 43.5 GHz.
NOTE 5:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 6:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.
NOTE 7:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz.



The absolute total power measurement shall not exceed the OTA CACLR absolute limit specified in table 6.7.3.5.2-4a.
Table 6.7.3.5.2-4a: BS type 2-O CACLR absolute limit
	BS class
	CACLR absolute limit (Note 1)
	ACLR absolute limit (Note 2)

	Wide area BS
	-10.3 dBm/MHz
	-10.1 dBm/MHz

	Medium range BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz

	Local area BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 43.5 GHz
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz



Table 6.7.3.5.2-5: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration
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The OTA limits for operating band unwanted emissions are specified as TRP per RIB, unless otherwise stated.
For BS type 1-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to BS channel bandwidths of the outermost carrier. In addition, for a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap. In addition, for a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap.
For BS type 2-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to the frequencies (ΔfOBUE) starting from the edge of the contiguous transmission bandwidth. In addition, for a RIB operating in non-contiguous spectrum, the requirements apply inside any sub-block gap.
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The minimum requirement for BS type 1-O is defined in TS 38.104 [2], clause 9.7.4.2.
The minimum requirement for BS type 2-O is defined in TS 38.104 [2], clause 9.7.4.3.
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This test measures the emissions of the BS, close to the assigned channel bandwidth of the wanted signal, while the BS is in operation.
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Test environment: normal; see annex B.2.
RF channels to be tested for single carrier: B, M and T; see clause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	BRFBW, MRFBW and TRFBW in single-band operation, see clause 4.9.1;
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see clause 4.9.1.
Directions to be tested: As the requirement is TRP the beam pattern(s) may be set up to optimise the TRP measurement procedure (see annex I) as long as the required TRP level is achieved.
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The following procedure for measuring TRP is based on the directional power measurements as described in annex I. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 6 and 9.
1)	Place the BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the BS with the test system.
3)	The measurement devices characteristics shall be:
-	measurement filter bandwidth: defined in clause 6.7.4.5.
-	detection mode: true RMS voltage or true power averaging.
	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
4)	For single carrier operation, set the BS to transmit according to the applicable test configuration in clause 4.8 using the corresponding test model(s) in clause 4.9.2 at manufacturers declared rated carrier output power (Prated,c,TRP).
	For a BS declared to be capable of multi-carrier and/or CA operation, use the applicable test signal configuration and corresponding power setting specified in clause 4.7.2 and 4.8 using the corresponding test model(s) in clause 4.9.2 on all carriers configured.
5) Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex I).
6)	Sweep the centre frequency of the measurement filter in contiguous steps and measure emission power within the specified frequency ranges with the specified measurement bandwidth.
7)	Repeat step 5-6 for all directions in the appropriated TRP measurement grid needed for TRPEstimate (see annex I).
8)	Calculate TRPEstimate using the measurements made in step 6.
9) For BS type 1-O and multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
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The emission measurement result shall not exceed the maximum levels specified in tables 6.7.4.5.1.1-1 to 6.7.4.5.1.5-3, where:
 -	f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.
-	f_offset is the separation between the channel edge frequency and the centre of the measuring filter.
-	f_offsetmax is the offset to the frequency ΔfOBUE MHz outside the downlink operating band.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band RIB inside any Inter RF Bandwidth gaps with Wgap < 2*ΔfOBUE, emissions shall not exceed the cumulative sum of the test requirements specified at the Base Station RF Bandwidth edges on each side of the Inter RF Bandwidth gap. The test requirement for Base Station RF Bandwidth edge is specified in the tables 6.7.4.5.1.1-1 to 6.7.4.5.1.5-3 below, where in this case:
-	f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the Base Station RF Bandwidth edge.
-	f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the Inter RF Bandwidth gap minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band RIB, the operating band unwanted emission limits apply also in a supported operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported operating band. In this case, no cumulative limit is applied in the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted and
-	In case the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted is less than 2*ΔfOBUE, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported downlink operating bands and the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present clause, shall apply across both downlink bands.
-	In other cases, the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present clause for the largest frequency offset (fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported downlink operating band without any carrier transmitted.
For a multicarrier single-band RIB or a single-band RIB configured for intra-band contiguous or non-contiguous carrier aggregation the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the upper edge of the carrier transmitted at the highest carrier frequency within a specified frequency band.
In addition inside any sub-block gap for a single-band RIB operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the test requirements specified for the adjacent sub blocks on each side of the sub block gap. The test requirement for each sub block is specified in the tables 6.7.4.5.1.1-1 to 6.7.4.5.1.5-3 below, where in this case:
-	f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.
-	f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
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For a RIB operating in Bands n5, n8, n12, n13, n14, n26, n28, n29, n71, n85, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.1‑1.
Table 6.7.4.5.1.1-1: Wide Area BS operating band unwanted emission limits 
(NR bands ≤ 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm - 7/5(f_offset/MHz - 0.05) dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -4 dBm/100 kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



For a RIB operating in Bands n1, n2, n3, n7, n25, n30, n34, n38, n39, n40, n41, n50, n65, n66, n70, n74, n75, n77, n78, n79,  emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.1-2 to 6.7.4.5.1.1-4:
[bookmark: _Hlk515383231]Table 6.7.4.5.1.1-2: Wide Area BS operating band unwanted emission limits 
(1 GHz < NR bands ≤ 3 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.1-3: Wide Area BS operating band unwanted emission limits 
(3 GHz < NR bands ≤ 4.2 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.1-4: Wide Area BS operating band unwanted emission limits 
(4.2 GHz < NR bands ≤ 6 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-4 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑4 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



[bookmark: _Toc21102747][bookmark: _Toc29810596][bookmark: _Toc36635948][bookmark: _Toc37272894][bookmark: _Toc45885971]6.7.4.5.1.2	Wide Area BS Category B (Option 1)
For Category B operating band unwanted emissions, there are two options for the limits that may be applied regionally. option 1 is as follows.
For a RIB operating in Bands n5, n8, n12, n20, n26, n28, n29, n67, n71, n85, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.2-1:
Table 6.7.4.5.1.2-1: Wide Area BS operating band unwanted emission limits 
(NR bands ≤ 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-7 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑7 dBm/ 100 kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



For a RIB operating in Bands n1, n2, n3, n7, n25, n34, n38, n39, n40, n41, n50, n65, n66, n70, n75, n77, n78, n79, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.2-2 to 6.7.4.5.1.2-4:
Table 6.7.4.5.1.2-2: Wide Area BS operating band unwanted emission limits 
(1 GHz < NR bands ≤ 3 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	3.8 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.2-3: Wide Area BS operating band unwanted emission limits 
(3 GHz < NR bands ≤ 4.2 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.2-4: Wide Area BS operating band unwanted emission limits 
(4.2 GHz < NR bands ≤ 6 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	4 dBm-7/5(f_offset/MHz-0.05)dB
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-3 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-6 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑6 dBm/1 MHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



[bookmark: _Toc21102748][bookmark: _Toc29810597][bookmark: _Toc36635949][bookmark: _Toc37272895][bookmark: _Toc45885972]6.7.4.5.1.3	Wide Area BS Category B (Option 2)
The limits in this clause are intended for Europe and may be applied regionally for a RIB operating in bands n1, n3, n8.
For a RIB operating in bands n1, n3, n8, n65 emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.3-1:
Table 6.7.4.5.1.3-1: Regional Wide Area BS operating band unwanted emission limits for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2, 5)
	Measurement bandwidth

	0 MHz  f < 0.2 MHz
	0.015 MHz  f_offset < 0.215 MHz 
	-3.2 dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215 MHz  f_offset < 1.015 MHz
	

	30 kHz 

	(Note 4)
	1.015 MHz  f_offset < 1.5 MHz 
	-15.2 dBm
	30 kHz 

	1 MHz  f 
min( 10 MHz, fmax) 
	1.5 MHz  f_offset <
min(10.5 MHz, f_offsetmax)
	-2.2 dBm
	1 MHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	- 6 dBm (Note 3)
	1 MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -6 dBm/1MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	This frequency range ensures that the range of values of f_offset is continuous.
NOTE 5:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 6:	Void



[bookmark: _Toc21102749][bookmark: _Toc29810598][bookmark: _Toc36635950][bookmark: _Toc37272896][bookmark: _Toc45885973]6.7.4.5.1.4	Medium Range BS (Category A and Category B)
For Medium Range BS class in NR bands ≤ 3 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-1 and 6.7.4.5.1.4-4.
For Medium Range BS class in 3GHz <NR bands ≤ 4.2 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-2 and 6.7.4.5.1.4-5.
For Medium Range BS class in 4.2GHz <NR bands ≤ 6 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.4-3 and 6.7.4.5.1.4-6.
Table 6.7.4.5.1.4-1: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	 – 58.2 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP - 60 dB, -16 dBm)
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.4-2: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm ( 3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,c,TRP - 58 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP – 60 dB, -16 dBm)
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.4-3: Medium Range BS operating band unwanted emission limits, 40 < Prated,c,TRP  47 dBm ( 4.2 GHz < NR bands ≤ 6 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,c,TRP - 58 dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,c,TRP – 60 dB, -16 dBm)
(Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,c,TRP – 60 dB, ‑16 dBm)/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.4-4: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm
(NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.4-5: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm
(3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.4-6: Medium Range BS operating band unwanted emission limits, Prated,c,TRP  40 dBm
(4.2 GHz < NR bands ≤ 6 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-18 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-20 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -20 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



[bookmark: _Toc21102750][bookmark: _Toc29810599][bookmark: _Toc36635951][bookmark: _Toc37272897][bookmark: _Toc45885974]6.7.4.5.1.5	Local Area BS (Category A and Category B)
For Local Area BS class in NR bands ≤ 3 GHz, emissions shall not exceed the maximum levels specified in table 6.7.4.5.1.5-1.
For Local Area BS class in 3 GHz < NR bands ≤ 4.2 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.5-2.
For Local Area BS class in 4.2 GHz < NR bands ≤ 6 GHz, emissions shall not exceed the maximum levels specified in tables 6.7.4.5.1.5-3.
Table 6.7.4.5.1.5-1: Local Area BS operating band unwanted emission limits (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.5-2: Local Area BS operating band unwanted emission limits (3 GHz < NR bands ≤ 4.2 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



Table 6.7.4.5.1.5-3: Local Area BS operating band unwanted emission limits (4.2 GHz < NR bands ≤ 6 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement (Note 1, 2, 4)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-26 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-28 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -28 dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	The test requirement is derived from the basic limit a scaling factor of 9 dB and any applicable TT.
NOTE 5:	Void



[bookmark: _Toc21102751][bookmark: _Toc29810600][bookmark: _Toc36635952][bookmark: _Toc37272898][bookmark: _Toc45885975]6.7.4.5.1.6	Additional requirements
[bookmark: _Toc21102752][bookmark: _Toc29810601][bookmark: _Toc36635953][bookmark: _Toc37272899][bookmark: _Toc45885976]6.7.4.5.1.6.1	Limits in FCC Title 47
In addition to the requirements in tables 6.7.4.5.1.1-1 to 6.7.4.5.1.5-3, the BS may have to comply with the applicable emission limits established by FCC Title 47 [14], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.
[bookmark: _Toc21102753][bookmark: _Toc29810602][bookmark: _Toc36635954][bookmark: _Toc37272900][bookmark: _Toc45885977]6.7.4.5.1.6.2	Protection of DTT
In certain regions the following requirement may apply for protection of DTT. For BS type 1-O operating in Band n20, the level of emissions in the band 470-790 MHz, measured in an 8 MHz filter bandwidth on centre frequencies Ffilter according to table 6.7.4.5.1.6.2-1, shall not exceed the maximum emission TRP level shown in the table. This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain.
Table 6.7.4.5.1.6.2-1: Declared emissions levels for protection of DTT
	Case
	Measurement filter centre frequency
	Condition on BS maximum aggregate EIRP / 10 MHz, PEIRP_10MHz
(NOTE) 
	Maximum level
PEIRP,N,MAX
	Measurement bandwidth

	A: for DTT frequencies where
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	PEIRP_10MHz  59 dBm
	0 dBm  
	8 MHz

	broadcasting is protected
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	36  PEIRP_10MHz < 59 dBm
	PEIRP_10MHz – 59 dBm
	8 MHz

	
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	PEIRP_10MHz < 36 dBm
	-23 dBm  
	8 MHz

	B: for DTT frequencies where
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	PEIRP_10MHz  59 dBm
	10 dBm  
	8 MHz

	broadcasting is subject to an
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	36  PEIRP_10MHz < 59 dBm
	PEIRP_10MHz – 49 dBm
	8 MHz

	intermediate level of protection
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	PEIRP_10MHz < 36 dBm
	-13 dBm  
	8 MHz

	C: for DTT frequencies where broadcasting is not protected
	N*8 + 306 MHz,
21 ≤ N ≤ 60 
	N.A.
	22 dBm  
	8 MHz

	[bookmark: _Hlk523346006]NOTE:	PEIRP_10MHz (dBm) is defined by PEIRP_10MHz = P10MHz + Gant + 9dB, where Gant is 17 dBi.



6.7.4.5.1.6.3	Protection of GPS
In regions where FCC regulation applies, requirements for protection of GPS according to FCC Order DA 10-48 applies for operation in Band n24. The following normative requirement covers BS type 1-O operating in Band n24 to verify compliance with the requirement in FCC Order DA 10-48.
The level of emissions in the 1541 – 1650 MHz band, measured in measurement bandwidth according to Table 6.7.4.5.1.6.3-1 shall not exceed the maximum emission TRP limits indicated in the table. This requirement applies in the frequency range 1541-1650 MHz even though part of the range falls in the spurious domain.

Table 6.7.4.5.1.6.3-1: Emissions levels for protection of GPS
	Operating Band
	Frequency range (MHz)
	Emission level (dBW) 
(Measurement bandwidth = 1 MHz)
	Emission level (dBW) of discrete emissions of less than 700 Hz bandwidth
(Measurement bandwidth = 1 kHz)
	Emission level (dBW) of discrete emissions of less than 2 kHz bandwidth
(Measurement bandwidth = 1 kHz)

	n24

	1541 - 1559
	PEIRP – 17 dBi + 9 dB
	
	PEIRP – 17 dBi + 9 dB

	
	1559 - 1610
	PEIRP – 17 dBi + 9 dB
	PEIRP – 17 dBi + 9 dB
	

	
	1610 - 1650
	PEIRP – 17 dBi + 9 dB
	PEIRP – 17 dBi + 9 dB
	



Note:	The regional requirements in FCC Order DA 20-48 are defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). PEIRP values in table 6.7.4.5.1.6.3-1 are the effective isotropic power (or radiated power spectral density) set in the FCC Order DA 20-48 for the specified frequency ranges and bandwidths.

6.7.4.5.1.6.4	Additional limits for BS operating in Bands n50, n51, n74, n75, n76
For BS operating in bands n50, n51, n74, n75 and n76 additional emission limits that might be applicable in the OBUE frequency domain are specified in clause 6.7.5.4.5.

[bookmark: _Toc21102754][bookmark: _Toc29810603][bookmark: _Toc36635955][bookmark: _Toc37272901][bookmark: _Toc45885978][bookmark: _Toc53183076][bookmark: _Toc58915743][bookmark: _Toc58917924][bookmark: _Toc66693793][bookmark: _Toc74915745][bookmark: _Toc76114370][bookmark: _Toc76544256][bookmark: _Toc82536378][bookmark: _Toc89952671][bookmark: _Toc98766487][bookmark: _Toc99702850]6.7.4.5.2	BS type 2-O
[bookmark: _Toc21102755][bookmark: _Toc29810604][bookmark: _Toc36635956][bookmark: _Toc37272902][bookmark: _Toc45885979]6.7.4.5.2.1	General
The requirements of either clause 6.7.4.5.2.2 (Category A limits) or clause 6.7.4.5.2.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for General OTA transmitter spurious emissions requirements (BS type 2-O) in clause 6.7.5.2.5.2. In addition, the limits in clause 6.7.4.5.2.4 may also apply. The emission measurement result shall not exceed the maximum levels specified in the tables below, where:
-	f is the separation between the contiguous transmission bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the contiguous transmission bandwidth edge.
-	f_offset is the separation between the contiguous transmission bandwidth edge frequency and the centre of the measuring filter.
-	f_offsetmax is the offset to the frequency ΔfOBUE outside the downlink operating band, where ΔfOBUE is defined in table 6.7.1-1.
In addition, inside any sub-block gap for a RIB operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the test requirements specified for the adjacent sub blocks on each side of the sub block gap. The test requirement for each sub-block is specified in the clauses 6.7.4.5.2.2 and 6.7.4.5.2.3 below, where in this case:
-	f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.
-	f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
Table 6.7.4.5.2-1: Void
Table 6.7.4.5.2-2: Void
[bookmark: _Toc21102756][bookmark: _Toc29810605][bookmark: _Toc36635957][bookmark: _Toc37272903][bookmark: _Toc45885980]6.7.4.5.2.2	OTA operating band unwanted emission limits (Category A)
The power of unwanted emission shall not exceed the limits in table 6.7.4.5.2.2-1, 6.7.4.5.2.2-2 or 6.7.4.5.2.2-3.
Table 6.7.4.5.2.2-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 32.3 dB, -9.3 dBm))

	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))

	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 



Table 6.7.4.5.2.2-2: OBUE limits applicable in the frequency range 37 GHz – 43.5 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 30.3 dB, -9.3 dBm))

	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))

	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.



Table 6.7.4.5.2.2-3: OBUE limits applicable in the frequency range 43.5 GHz – 48.2 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.1 dBm, Max(Prated,t,TRP – 30.1 dB, -9.1 dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.



Table 6.7.4.5.2.2-4: OBUE limits applicable in the frequency range 52.6 – 71.0 GHz
	Frequency offset of measurement filter -3B point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-FFS dBm, Max(Prated,t,TRP – FFS dB, -FFS dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – FFS dB, -20 dBm))
	1 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap.




[bookmark: _Toc21102757][bookmark: _Toc29810606][bookmark: _Toc36635958][bookmark: _Toc37272904][bookmark: _Toc45885981]6.7.4.5.2.3	OTA operating band unwanted emission limits (Category B)
The power of unwanted emission shall not exceed the limits in table 6.7.4.5.2.3-1, 6.7.4.5.2.3-2 or 6.7.4.5.2.3-3.
Table 6.7.4.5.2.3-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 32.3 dB, -9.3 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block.
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 6.7.4.5.2.3-2: OBUE limits applicable in the frequency range 37 – 43.5 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 30.3 dB, -9.3 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block.
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



[bookmark: _Hlk106712118]Table 6.7.4.5.2.3-3: OBUE limits applicable in the frequency range 43.5 – 48.2 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.1 dBm, Max(Prated,t,TRP – 30.1 dB, -9.1 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 6.7.4.5.2.3-4: OBUE limits applicable in the frequency range 52.6 – 71.0 GHz
	Frequency offset of measurement filter -3 dB point,  f
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-FFS dBm, Max(Prated,t,TRP – FFS dB, -FFS dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – FFS dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – FFS dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



[bookmark: _Toc45885982]6.7.4.5.2.4	Additional OTA operating band unwanted emission limits
[bookmark: _Toc45885983]6.7.4.5.2.4.1	Protection of Earth Exploration Satellite Service
For BS operating in the frequency range 24.25 – 27.5 GHz, the power of unwanted emission shall not exceed the limits in table 6.7.4.5.2.4.1-1.
Table 6.7.4.5.2.4.1-1: BS radiated limits for protection of EESS
	Frequency range 
	Measurement filter centre frequency range
	Limit
	Measurement Bandwidth

	23.6 – 24 GHz
	23.7 – 23.9 GHz
	-3 dBm (Note 1)
	200 MHz

	23.6 – 24 GHz
	23.7 – 23.9 GHz
	-9 dBm (Note 2)
	200 MHz

	NOTE 1:	This limit applies to BS brought into use on or before 1 September 2027.
NOTE 2:	This limit applies to BS brought into use after 1 September 2027.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21102866][bookmark: _Toc29810715][bookmark: _Toc36636067][bookmark: _Toc37273013][bookmark: _Toc45886093][bookmark: _Toc53183169][bookmark: _Toc58915836][bookmark: _Toc58918017][bookmark: _Toc66693886][bookmark: _Toc74915838][bookmark: _Toc76114463][bookmark: _Toc76544349][bookmark: _Toc82536471][bookmark: _Toc89952764][bookmark: _Toc98766580][bookmark: _Toc99702943]7.6	OTA out-of-band blocking	
[bookmark: _Toc21102867][bookmark: _Toc29810716][bookmark: _Toc36636068][bookmark: _Toc37273014][bookmark: _Toc45886094][bookmark: _Toc53183170][bookmark: _Toc58915837][bookmark: _Toc58918018][bookmark: _Toc66693887][bookmark: _Toc74915839][bookmark: _Toc76114464][bookmark: _Toc76544350][bookmark: _Toc82536472][bookmark: _Toc89952765][bookmark: _Toc98766581][bookmark: _Toc99702944]7.6.1	Definition and applicability
The OTA out-of-band blocking characteristics are a measure of the receiver unit ability to receive a wanted signal at the RIB at its assigned channel in the presence of an unwanted interferer.
For the general OTA out-of-band blocking the requirement applies to the wanted signal for each supported polarization, under the assumption of polarization match. The interferer shall be polarization matched for in-band frequencies and the polarization maintained for out-of-band frequencies.
[bookmark: _Toc21102868][bookmark: _Toc29810717][bookmark: _Toc36636069][bookmark: _Toc37273015][bookmark: _Toc45886095][bookmark: _Toc53183171][bookmark: _Toc58915838][bookmark: _Toc58918019][bookmark: _Toc66693888][bookmark: _Toc74915840][bookmark: _Toc76114465][bookmark: _Toc76544351][bookmark: _Toc82536473][bookmark: _Toc89952766][bookmark: _Toc98766582][bookmark: _Toc99702945]7.6.2	Minimum requirement
The minimum requirement for BS type 1-O is defined in TS 38.104 [2], clause 10.6.2.
The minimum requirement for BS type 2-O is defined in TS 38.104 [2], clause 10.6.3.
[bookmark: _Toc21102869][bookmark: _Toc29810718][bookmark: _Toc36636070][bookmark: _Toc37273016][bookmark: _Toc45886096][bookmark: _Toc53183172][bookmark: _Toc58915839][bookmark: _Toc58918020][bookmark: _Toc66693889][bookmark: _Toc74915841][bookmark: _Toc76114466][bookmark: _Toc76544352][bookmark: _Toc82536474][bookmark: _Toc89952767][bookmark: _Toc98766583][bookmark: _Toc99702946]7.6.3	Test purpose
The test stresses the ability of the receiver unit associated with the RIB under test to withstand high-level interference from unwanted signals at specified frequency bands, without undue degradation of its sensitivity.
[bookmark: _Toc21102870][bookmark: _Toc29810719][bookmark: _Toc36636071][bookmark: _Toc37273017][bookmark: _Toc45886097][bookmark: _Toc53183173][bookmark: _Toc58915840][bookmark: _Toc58918021][bookmark: _Toc66693890][bookmark: _Toc74915842][bookmark: _Toc76114467][bookmark: _Toc76544353][bookmark: _Toc82536475][bookmark: _Toc89952768][bookmark: _Toc98766584][bookmark: _Toc99702947]7.6.4	Method of test
[bookmark: _Toc21102871][bookmark: _Toc29810720][bookmark: _Toc36636072][bookmark: _Toc37273018][bookmark: _Toc45886098][bookmark: _Toc53183174][bookmark: _Toc58915841][bookmark: _Toc58918022][bookmark: _Toc66693891][bookmark: _Toc74915843][bookmark: _Toc76114468][bookmark: _Toc76544354][bookmark: _Toc82536476][bookmark: _Toc89952769][bookmark: _Toc98766585][bookmark: _Toc99702948]7.6.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier (SC): M; see clause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier (MC):
-	MRFBW in single-band RIB, see clause 4.9.1; BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band RIB, see clause 4.9.1.
In addition, for multi-band RIB:
-	For BRFBW_T'RFBW, blocking testing above the highest operating band may be omitted.
-	For B'RFBW_TRFBW, blocking testing below the lowest operating band may be omitted.
Directions to be tested:
-	For BS type 1-O, receiver target reference direction (D.31).
-	For BS type 2-O, OTA REFSENS receiver target reference direction (D.54).
[bookmark: _Toc21102872][bookmark: _Toc29810721][bookmark: _Toc36636073][bookmark: _Toc37273019][bookmark: _Toc45886099][bookmark: _Toc53183175][bookmark: _Toc58915842][bookmark: _Toc58918023][bookmark: _Toc66693892][bookmark: _Toc74915844][bookmark: _Toc76114469][bookmark: _Toc76544355][bookmark: _Toc82536477][bookmark: _Toc89952770][bookmark: _Toc98766586][bookmark: _Toc99702949]7.6.4.2	Procedure
[bookmark: _Toc21102873][bookmark: _Toc29810722][bookmark: _Toc36636074][bookmark: _Toc37273020][bookmark: _Toc45886100][bookmark: _Toc53183176][bookmark: _Toc58915843][bookmark: _Toc58918024][bookmark: _Toc66693893][bookmark: _Toc74915845][bookmark: _Toc76114470][bookmark: _Toc76544356][bookmark: _Toc82536478][bookmark: _Toc89952771][bookmark: _Toc98766587][bookmark: _Toc99702950]7.6.4.2.1	BS type 1-O procedure for out-of-band blocking
1)	Place BS and the test antenna(s) according to annex E.2.4.1.
2)	Align the BS and test antenna(s) according to the directions to be tested.
3)	Connect test antenna(s) to the measurement equipment as shown in annex E.2.4.1.
4)	The test antenna(s) shall be dual (or single) polarized covering the same frequency ranges as the BS and the blocking frequencies. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.
5)	The OTA blocking interferer is injected into the test antenna, with the blocking interferer producing specified interferer field strength level for each supported polarization. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
6)	Generate the wanted signal in receiver target reference direction, according to the applicable test configuration (see clause 4.8) using applicable reference measurement channel to the RIB, according to annex A.1.
7)	For FDD operation, configure the beam peak direction for the transmitter units associated with the RIB under test according to the declared reference beam direction pair for the appropriate beam identifier with the carrier set-up and power allocation according to the applicable test configuration(s) (see clause 4.8). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
8)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1. The distance between the test object and test antenna injecting the interferer signal is adjusted when necessary to ensure specified interferer signal level to be received.
9)	The CW interfering signal shall be swept with a step size of 1 MHz within the frequency range specified in clause 7.6.5.1.1.
10)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the clause 7.6.5, for the relevant carriers specified by the test configuration in clause 4.7 and 4.8.
11)	Repeat for all supported polarizations.
In addition, for multi-band RIB, the following steps shall apply:
12)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc21102874][bookmark: _Toc29810723][bookmark: _Toc36636075][bookmark: _Toc37273021][bookmark: _Toc45886101][bookmark: _Toc53183177][bookmark: _Toc58915844][bookmark: _Toc58918025][bookmark: _Toc66693894][bookmark: _Toc74915846][bookmark: _Toc76114471][bookmark: _Toc76544357][bookmark: _Toc82536479][bookmark: _Toc89952772][bookmark: _Toc98766588][bookmark: _Toc99702951]7.6.4.2.2	BS type 1-O procedure for co-location blocking
1)	Place NR BS and CLTA as specified in clause 4.12.2.3.
2)	Several CLTA are required to cover the whole co-location blocking frequency ranges. The CLTA shall be selected according to clause 4.12.2.2.
3)	Align the NR BS and test antenna(s) according to the directions to be tested.
4)	Connect test antenna and CLTA to the measurement equipment as depicted in annex E.2.4.2.
5)	The NR BS receives the wanted signal in all supported polarizations, in the receiver target reference direction from the test antenna.
6)	The OTA co-location blocking interferer is injected via the CLTA. The CLTA is fed with the specified co-location blocking interferer power per supported polarization.
7)	Generate the wanted signal in receiver target reference direction, all supported polarizations, from the test antenna, according to the applicable test configuration (see clause 4.8) using applicable reference measurement channel to the RIB, according to annex A.1.
8)	For FDD operation, configure the beam peak direction for the transmitter units associated with the RIB under test according to the declared reference beam direction pair for the appropriate beam identifier with the carrier set-up and power allocation according to the applicable test configuration(s) (see clause 4.8). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
9)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1 and, when applicable, for co-location test requirements in table 7.6.5.1.2-1.
10)	The CW interfering signal shall be swept with a step size of 1 MHz within the frequency range corresponding to downlink operating bands related to co-located systems (according to declaration D.43).
11)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the clause 7.6.5, for the relevant carriers specified by the test configuration in clause 4.7 and 4.8.
In addition, for multi-band RIB, the following steps shall apply:
12)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
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1)	Place BS and the test antenna(s) according to annex E.2.4.1.
2)	Align the BS and test antenna(s) according to the directions to be tested.
3)	Connect test antenna(s) to the measurement equipment as shown in annex E.2.4.1.
4)	The test antenna(s) shall be dual (or single) polarized covering the same frequency ranges as the BS and the blocking frequencies. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.
5)	The OTA blocking interferer is injected into the test antenna, with the blocking interferer producing specified interferer field strength level for each supported polarization. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
6)	Generate the wanted signal, according to the applicable test configuration (see clause 4.7 and 4.8) using applicable reference measurement channel to the RIB, according to annex A.1.
7)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.2.1-1. The distance between the test object and test antenna injecting the interferer signal is adjusted when necessary to ensure specified interferer signal level to be received.
8)	The interfering signal shall be swept within the frequency range specified in table 7.6.5.2.1-1 with the step size specified in table 7.6.4.2.3-1 and table 7.6.4.2.3-2.
9)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the clause 7.6.5, for the relevant carriers specified by the test configuration in clause 4.7 and 4.8.
Table 7.6.4.2.3-1: Interferer signal step size for FR2-1
	Frequency range
(MHz)
	Minimum supported BS channel bandwidth (MHz)
	Measurement
step size
(MHz)

	30 to 6000
	50, 100, 200, 400
	1

	6000 to 60000
	50
	15

	
	100 
	30

	
	200
	60

	
	400 
	60



Table 7.6.4.2.3-2: Interferer signal step size for FR2-2
	Frequency range
(MHz)
	Minimum supported BS channel bandwidth (MHz)
	Measurement
step size
(MHz)

	30 to 6000
	100, 400, 800, 1600, 2000
	1

	6000 to 142000
	100
	30

	
	400
	60

	
	800
	240

	
	1600
	240

	
	2000
	240



[bookmark: _Toc21102876][bookmark: _Toc29810725][bookmark: _Toc36636077][bookmark: _Toc37273023][bookmark: _Toc45886103][bookmark: _Toc53183179][bookmark: _Toc58915846][bookmark: _Toc58918027]10)	Repeat for all supported polarizations.
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The test requirement consists of general and co-location requirements.
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For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 7.6.5.1.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.2 in TS 38.104 [2] for each BS channel bandwidth and further specified in annex A.1.
For a multi-band RIB, the OTA out-of-band requirement shall apply for each supported operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to clause 7.4.2.2 in TS 38.104 [2] shall be excluded from the OTA out‑of‑band blocking requirement.
For BS type 1-O the OTA out-of-band blocking requirement apply from 30 MHz to FUL_low - ΔfOOB and from FUL_high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band for BS supporting FDD. The ΔfOOB for BS type 1-O is defined in table 7.5.2.5.2-0.
Table 7.6.5.1.1-1: OTA out-of-band blocking performance requirement
	Wanted signal mean power
(dBm)
	Interfering signal RMS field-strength
(V/m)
	Type of interfering signal

	EISminSENS + 6 dB
 (Note 1)
	0.36 V/m
	CW carrier

	NOTE 1:	EISminSENS depends on the channel bandwidth as specified in TS 38.104 [2], clause 10.2.1.
NOTE 2:	The RMS field-strength level in V/m is related to the interferer EIRP level at a distance described as [image: ], where EIRP is in W and r is in m; for example, 0.36 V/m is equivalent to 36 dBm at fixed distance of 30 m.



[bookmark: _Toc21102879][bookmark: _Toc29810728][bookmark: _Toc36636080][bookmark: _Toc37273026][bookmark: _Toc45886106][bookmark: _Toc53183182][bookmark: _Toc58915849][bookmark: _Toc58918030][bookmark: _Toc66693899][bookmark: _Toc74915851][bookmark: _Toc76114476][bookmark: _Toc76544362][bookmark: _Toc82536484][bookmark: _Toc89952777][bookmark: _Toc98766593][bookmark: _Toc99702956]7.6.5.1.2	Co-location requirement
This additional OTA out-of-band blocking requirement may be applied for the protection of BS receivers when NR, E‑UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.
The interferer power level is specified at the CLTA conducted input(s) as the signal power per supported polarization.
For OTA wanted and OTA interfering signal provided at the RIB using the parameters in table 7.6.5.1.2-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.2 in TS 38.104 [2] for each BS channel bandwidth and further specified in annex A.1. 
For BS type 1-O the OTA blocking requirement for co-location with BS in other frequency bands is applied for all operating bands for which co-location protection is provided.
Table 7.6.5.1.2-1: OTA blocking requirement for co-location with BS in other frequency bands
	Frequency range of interfering signal
	Wanted signal mean power (dBm)
	Interfering signal mean power for WA BS (dBm)
	Interfering signal mean power for MR BS (dBm)
	Interfering signal mean power for LA BS (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	EISminSENS + 6 dB
 (Note 1)
	+46
	+38
	+24
	CW carrier

	NOTE 1:	EISminSENS depends on the BS class and on the BS channel bandwidth as specified in TS 38.104 [2], clause 10.2.1.
NOTE 2:	The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in ΔfOOB immediately outside any of the supported uplink operating band(s).
NOTE 3:	The specified interferer signal power level is applied to all supported CLTA input ports..
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The test requirement consists of general requirements.
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For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 7.6.5.2.1-1 and table 7.6.5.2.1-2, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.3 in TS 38.104 [2] for each BS channel bandwidth and further specified in annex A.1.
For BS type 2-O within FR2-1 the OTA out-of-band blocking requirement apply from 30 MHz to FUL_low – ΔfOOB and from FUL_high + ΔfOOB up to min(2nd harmonic of the upper frequency edge of the operating band, 60 GHz). The ΔfOOB for BS type 2-O is defined in table 7.5.2.5.3-0. 
For BS type 2-O within FR2-2 the OTA out-of-band blocking requirement apply from 30 MHz to FUL_low – ΔfOOB and from FUL_high + ΔfOOB up to [142] GHz. The ΔfOOB for BS type 2-O is defined in table 7.5.2.5.3-0.


Table 7.6.5.2.1-1: OTA out-of-band blocking performance requirement for FR2-1
	Frequency range of interfering signal
(MHz)
	Wanted signal mean power
(dBm)
	Interferer RMS field-strength
(V/m)
	Type of interfering signal

	30 to 12750
	EISREFSENS + 6 dB
	0.36
	CW carrier

	12750 to FUL_low – ΔfOOB
	
	0.1
	

	FUL_high + ΔfOOB to min(2nd harmonic of the upper frequency edge of the operating band, 60000)
	
	0.1
	

	NOTE:	EISREFSENS is given in TS 38.104 [2], clause 10.3.3.



Table 7.6.5.2.1-2: OTA out-of-band blocking performance requirement for FR2-2
	Frequency range of interfering signal
(MHz)
	Wanted signal mean power
(dBm)
	Interferer RMS field-strength
(V/m)
	Type of interfering signal

	30 to 12750
	EISREFSENS + 6 dB
	0.36
	CW carrier

	12750 to FUL_low – ΔfOOB
	
	0.1
	

	FUL_high + ΔfOOB to 2nd harmonic of the upper frequency edge of the operating band
	
	0.1
	

	NOTE:	EISREFSENS is given in TS 38.104 [2], clause 10.3.3.


------------------------------ End of modified section ------------------------------
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