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The minimum performance requirements are applicable to all FR1 operating bands defined in clause 5.2.
If same test is listed for different UE features/capabilities in Clauses 8.2.1.1.2, then this test shall apply for UEs which support all corresponding UE features/capabilities.
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Table 8.2.1.1.2-1: Requirements applicability for optional UE features
	UE feature/capability [TBD]
	Test type
	Test list
	Applicability notes

	NR NTN access (nonTerrestrialNetwork-r17)
	FR1 FDD
	PDSCH
	[bookmark: _GoBack]Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	

	NR NTN scenario support (ntn-ScenarioSupport-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-1, Test 1-2, Test 1-3, Test 1-4)
	The requirements apply only when ntn-ScenarioSupport-r17 is “ngso” or is not inculded.

	Increasing the number of HARQ processes (max-HARQ-ProcessNumber-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-3)
	

	Disabled HARQ feedback for downlink transmission (harq-FeedbackDisabled-r17)
	FR1 FDD
	PDSCH
	Clause 8.2.1.2.2.1 (Test 1-4)
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