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Topic #1: Core requirements maintenance
Issue 1-1: Inter-frequency QCL-ed assumption for RSSI
Agreement:
· Case 1: When there is no serving cell in FR2-2.
· It is up to UE implementation how to determine the spatial domain filter for the inter-frequency RSSI measurement in FR2-2
· Do not define inter-frequency RSSI measurement requirement in FR2-2
· UE does not expect that TCI state is provided if there is no serving cell in FR2-2
· Case 2: When no TCI state is provided in the RMTC-config and UE has at least one FR2-2 active serving cell:
· UE shall assume the configured RSSI measurement resources are QCL-ed with TypeD to one of the latest received PDSCH and the latest monitored CORESET in the active BWP of a serving cell in FR2-2 

Issue 1-2: UE capability for Cell detection relaxation
Agreement:
· Do not introduce UE capability on relaxed requirements for cell detection in Release 17. 
· Consider introducing UE capability on relaxed requirements for cell detection in later release

Issue 1-3: Maximum separation between two consecutive measurements with CCA
Agreement:
· The requirement only applies when 
· Within the set of measurements any two measurements shall not be separated in time by more than 2 seconds when no DRX is configured, and
· Within the set of measurements any two measurements shall not be separated in time by more than max (1 DRX occasion group duration, 2 seconds) when DRX is configured.

