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1	Overall description
RAN1 would like to thank RAN2 for their LS in R1-2210807 (R2-2211017) and provide response to the following question asked by RAN2.
	For mobility enhancement in Rel-18 NR NTN, RAN2 has discussed RACH-less handover. RAN2 would like to check with RAN1 in which of the following listed scenarios RACH-less handover is possible.

(1) Intra-satellite handover with the same feeder link. i.e., with same gateway/gNB
(2) Intra-satellite handover with different feeder links, i.e., with gateway/gNB switch
(3) Inter-satellite handover with gateway/gNB switch
(4) Inter-satellite handover with same gateway/gNB

ACTION:	RAN2 respectfully asks RAN1 to provide response to the above question.




RAN1 response
For scenario (1), from RAN1 perspective the RACH-less handover is possible, assuming the following notes can be satisfied, when UE UL transmission synchronization can be maintained by applying pre-compensation using the assistance information, e.g., epoch time, ephemeris, common TA, of the target cell. 
For scenario (2)-(4), from RAN1 perspective the RACH-less handover may be possible, assuming the following notes can be satisfied, when UE UL transmission synchronization can be maintained by applying pre-compensation using the assistance information, e.g., epoch time, ephemeris, common TA, of the target cell. 
Note 1: RAN1 assumes that the RAN4 UL synchronization requirement specified in Table 7.1C.2-1 of TS38.133 applies to the first UL transmission in the target cell.
Note 2: gNB is expected to provide valid assistance information of the target cell to UE.
Note 3: gNB is expected to ensure the UE can perform the UL transmission while respecting common TA and UE processing time.

2	Actions
To RAN2:
RAN1 respectfully asks RAN2 to take the above response into account in the future work.
To RAN4: 
RAN1 respectfully asks RAN4 whether RAN1’s assumption in Note 1 is correct.
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