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1. Overall Description:

RAN2 thanks RAN1 for their LS on L1 intra- and inter- frequency measurement and configurations for L1/L2-based inter-cell mobility. Based on the agreement in RAN2, RAN2 would like to provide feedback for RAN1’s question as follows:
Question 3 (to RAN2 and RAN3): RAN1 respectfully asks RAN2 and RAN3 if the serving DU knows the measurement RS configuration and TCI state configuration of cells served by another DU. 
RAN2 assumes that LTM (intra DU and inter DU) is network-controlled mobility where the control is from the source, i.e., measurements (L1 measurements) are configured in the UE from the source Cell, and the decision to switch cell is by the source cell, and enhancements considered for LTM before cell switch, e.g. pre-synchronization, TA handling, target beam management (to the extent it is supported) may be made by the source cell. RAN2 understands that this may require cooperation among source DU, CU, target DU, and/or OAM. RAN2 don’t see any blocking issue to share information between DUs but the support of this is in RAN3 domain. RAN2 see no necessity for a direct inter-DU-interface to support this. 

2. Actions
To RAN1 and RAN3 groups
ACTION: 	RAN2 kindly asks RAN1 and RAN3 to take the above feedback into consideration. 

3. Date of Next RAN2 Meetings:
TSG RAN WG2 Meeting #121		27 February – 3 March 2023		Athens GR
TSG RAN WG2 Meeting #121bis-e		17 – 26 April 2023		               Online
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