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1 	Introduction
The discussion on R18 NR sidelink relay enhancements [1] in RAN4 starts to be carried out in this meeting. This contribution provides some preliminary analysis on the requirements to define from RRM perspective.
2 Discussion
[bookmark: _Hlk127365330]According to WID [1], RAN4 is supposed to “Specify RRM core requirements for relay discovery and (re)selection in UE-to-UE relay”. To our knowledge, relay discovery and (re)selection procedure in U2U (UE-to-UE) relay is basically the same as U2N (UE-to-Network) relay. So the legacy requirements of selection / reselection of relay UE in U2N relay can be used as a baseline for U2U relay. RAN2 has agreed to introduce a new measurement event as shown below. This may have some impact on the requirements of reselection of relay UE. As the details are still in discussion in RAN2, we can wait for RAN2 outcome and further discuss the impact on RRM requirements.
	RAN2#119bis Agreements:
Proposal 1 (modified)   For i2i path switch procedure, introduce a new measurement event based on individual thresholds i.e., Event Z1: Serving L2 U2N Relay UE becomes worse than threshold1 and Candidate L2 U2N Relay UE becomes better than threshold2.  FFS if we also have an event Z2: Candidate L2 U2N Relay UE becomes an offset better than serving L2 U2N Relay UE, and in this case if/how to compare SL-RSRP of serving U2N relay UE and SD-RSRP of candidate U2N relay UE.




Proposal 1: Use the legacy requirements of selection/reselection of relay UE in U2N relay as a baseline for U2U relay.
Proposal 2: Wait for RAN2 progress and further discuss RRM impacts due to the new measurement event.
3 Summary
In this paper, we have some discussion on R18 sidelink relay enhancements. We have the following proposals:
Proposal 1: Use the legacy requirements of selection/reselection of relay UE in U2N relay as a baseline for U2U relay.
Proposal 2: Wait for RAN2 progress and further discuss RRM impacts due to the new measurement event.
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