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[bookmark: _Toc21345380][bookmark: _Toc29806229][bookmark: _Toc37255762][bookmark: _Toc37256103][bookmark: _Toc45889940][bookmark: _Toc52381765][bookmark: _Toc61374864][bookmark: _Toc67936215][bookmark: _Toc67937088][bookmark: _Toc76452324][bookmark: _Toc76630167][bookmark: _Toc83742727][bookmark: _Toc83886841][bookmark: _Toc83887641][bookmark: _Toc90588482]5	Operating bands and channel arrangement
[bookmark: _Toc21345381][bookmark: _Toc29806230][bookmark: _Toc37255763][bookmark: _Toc37256104][bookmark: _Toc45889941][bookmark: _Toc52381766][bookmark: _Toc61374865][bookmark: _Toc67936216][bookmark: _Toc67937089][bookmark: _Toc76452325][bookmark: _Toc76630168][bookmark: _Toc83742728][bookmark: _Toc83886842][bookmark: _Toc83887642][bookmark: _Toc90588483]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specifications are identified as described in Table 5.1-1. Whenever the FR2 is referred, both FR2-1 and FR2-2 frequency sub-ranges shall be considered, unless otherwise stated.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz

	FR2      
	FR2-1
	24250 MHz – 52600 MHz

	
	FR2-2
	52600 MHz – 71000 MHz



The present specification covers band combinations including
-	at least one FR1 operating band and one FR2 operating band for carrier aggregation and dual connectivity operations;
-	at least one E-UTRA operating band for dual connectivity operations.
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NR is designed to operate in FR1 operating bands defined in TS 38.101-1 [2] and FR2 operating bands defined in TS 38.101-2 [3]. E-UTRA is designed to operate in operating bands defined in TS 36.101 [4].
******************************* < END OF CHANGE > ******************************************
