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Table C.1-1: Derivation of test requirements (radiated tests)
	Test 
	Minimum requirement in TS 38.106 [2]
	Test Tolerance
(TT)
	Test requirement in the present document

	6.2 Radiated transmit power (EIRP)
	See TS 38.106 [2], clause 7.2
	Normal conditions:
1.7 dB, 24.25GHz < f ≦ 29.5GHz
2.0 dB, 37GHz < f ≦ 43.5GHz
2.2 dB, 43.5GHz < f ≦ 48.2GHz
Extreme conditions:
3.1 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.5 dB, 43.5GHz < f ≦ 48.2GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.3 OTA repeater output power (TRP)
	
	2.1 dB, 24.25GHz < f ≦ 29.5GHz
2.4 dB, 37GHz < f ≦ 43,5GHz
2.6 dB, 43.5GHz < f ≦ 48.2GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.4 OTA frequency stability
	See TS 38.106 [2], clause 7.3
	12 Hz
	Formula:
Frequency Error limit + TT

	6.5 OTA out of band gain
	See TS 38.106 [2], clause 7.4
	±2.1 dB, 24.25GHz < f ≦ 29.5GHz
±2.4 dB, 37GHz < f ≦ 43,5GHz
±2.6 dB, 43.5GHz < f ≦ 48.2GHz

	Formula:
Minimum Requirement + TT Upper limit + TT, Lower limit – TT


	6.6.2 OTA ACLR
	See TS 38.106 [2], clause 7.5.2
	Relative:
2.3 dB, 24.25GHz < f ≦ 29.5GHz
2.6 dB, 37GHz < f ≦43.5GHz
2.8 dB, 43.5GHz < f ≦ 48.2GHz
Absolute:
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
	Formula:
Relative limit - TT
Absolute limit +TT


	6.6.3 OTA operating band unwanted emission
	See TS 38.106 [2], clause 7.5.3
	0 MHz  f < 0.1*BWcontiguous
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
0.1*BWcontiguous  f < fmax
0 dB 
	Formula:
Minimum Requirement + TT

	6.6.4 OTA spurious emissions
	See TS 38.106 [2], clause 7.5.4
	0 dB
	Formula:
Minimum Requirement + TT

	6.7 OTA EVM
	See TS 38.106 [2], clause 7.6
	1.4%, Up to 16QAM
1.5%, 64QAM NOTE 2
1.8%, 256QAM Note 3
	Test requirement limit shifted by RSS of minimum requirement and stimulus signal EVM. Analyser error added to requirement limit.
Formula: EVM limit + TT

	6.7 OTA input intermodulation
	See TS 38.106 [2], clause 7.7
	±2.0 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.2 dB, 4.2 GHz < f ≤ 6.0 GHz
	Formula:
Minimum Requirement + TT

	6.9 OTA ACRR
	See TS 38.106 [2], clause 7.8
	±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 43.5 GHz)
±2.9 dB (43.5 GHz < f ≤ 48.2 GHz)
	Formula:
Minimum Requirement – TT

	6.10.1 OTA transmitter OFF power
	See TS 38.106 [2], clause 7.9.2
	2.9 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.6 dB, 43.5GHz < f ≦ 48.2GHz
	Formula:
Minimum Requirement + TT

	6.10.2 OTA transient period
	See TS 38.106 [2], clause 7.9.3
	N/A
	

	NOTE 1:	TT values are applicable for normal condition unless otherwise stated.
NOTE 2:	Support of 64QAM is based on the declaration
NOTE 3:	Support of 256QAM is based on the declaration.
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