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Introduction
In this paper, we provide the following text proposals to capture the remaining requirements MSD evaluation and delta Tib and Rib for CA_n8-n20-n28.
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Text proposal
[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change for TR 38.872>>
[bookmark: _Toc120543107]5.3.2.4	∆TIB,c and ∆RIB,c values
For CA_n8-n20, the TIB,c and RIB,c values which has have been specified in TS 38.101-1.

<<Next of Change>>
[bookmark: _Toc120543117]5.3.3.4	∆TIB,c and ∆RIB,c values
For CA_n8-n28, the TIB,c and RIB,c values which has have been specified in TS 38.101-1.

<<Next of Change>>
[bookmark: _Toc109046457][bookmark: _Toc120543127]5.3.5.3	∆TIB,c and ∆RIB,c values
For CA_n8-n20-n28, the TIB,c and RIB,c values are derived from the existing CA_n8-n28 and CA_n20-n28 based on 3-antennas UE architecture as the baseline FFS.
Table 5.3.5.3-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c (dB)

	CA_n8-n20-n28
	n8
	FFS0.6

	
	n20
	FFS0.5

	
	n28
	FFS0.5


Table 5.3.5.3-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c (dB)

	CA_n8-n20-n28
	n8
	FFS0.2

	
	n20
	FFS0

	
	n28
	FFS0.1



<<Next of Change>>
[bookmark: _Toc109046460][bookmark: _Toc120543129]5.3.5.5	REFSENS evaluation
The MSD test configurations can be evaluated as below for band n8 MSD due to IMD3 of Tx band n20 + band n28 and band n28 MSD due to IMD3 of Tx band n8 + band n20.
Table 5.3.5.5-1: REFSENS exceptions due to IMD interference for CA_n8-n20-n28
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n8-n20-n28
	n20
	834.5
	5
	25
	793.5
	N/A
	FDD
	N/A

	
	n28
	715.5
	5
	25
	770.5
	N/A
	FDD
	N/A

	
	n8
	908.5
	5
	25
	953.5
	TBD23.5
	FDD
	IMD3

	
	n8
	887.5
	5
	25
	932.5
	N/A
	FDD
	N/A

	
	n20
	834.5
	5
	25
	793.5
	N/A
	FDD
	N/A

	
	n28
	726.5
	5
	25
	781.5
	TBD23.0
	FDD
	IMD3





<<End of Change>>
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