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5.2E.1	V2X operating bands
NR V2X is designed to operate in the operating bands in FR1 defined in Table 5.2E.1-1.
Table 5.2E.1-1 V2X operating bands in FR1
	V2X Operating Band
	Sidelink (SL) Transmission operating band
	Sidelink (SL)  Reception operating band
	Duplex Mode
	Interface

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	n142
	788 MHz
	-
	798 MHz
	788 MHz
	-
	798 MHz
	HD
	PC5

	n381
	2570 MHz
	-
	2620 MHz
	2570 MHz
	-
	2620 MHz
	HD
	PC5

	n47
	5855 MHz
	-
	5925 MHz
	5855 MHz
	-
	5925 MHz
	HD
	PC5

	n79
	4400 MHz
	-
	5000 MHz
	4400 MHz
	-
	5000 MHz
	HD
	PC5

	Note 1: When this band is used for V2X SL service, the band is exclusively used for NR V2X in particular regions.
Note 2: When this band is used for public safety service, the NR band is operated with both in-coverage scenarios and out-of-coverage scenarios.



5.2E.2	V2X operating bands for con-current operation
NR V2X operation is designed to operate concurrent with NR uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1 and Table 5.2E.2-2.
Table 5.2E.2-1 Inter-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n1-n47
	n1
	Uu

	
	n47
	PC5

	V2X_n1-n47
	n1
	Uu

	
	n47
	PC5

	V2X_n3-n47
	n3
	Uu

	
	n47
	PC5

	V2X_n3-n47
	n3
	Uu

	
	n47
	PC5

	V2X_n5-n47
	n5
	Uu

	
	n47
	PC5

	V2X_n8-n47
	n8
	Uu

	
	n47
	PC5

	V2X_n8-n47
	n8
	Uu

	
	n47
	PC5

	V2X_n34-n47

	n34
	Uu

	
	n47
	PC5

	V2X_n39-n47
	n39
	Uu

	
	n47
	PC5

	V2X_n40-n47
	n40
	Uu

	
	n47
	PC5

	V2X_n41-n47
	n41
	Uu

	
	n47
	PC5

	V2X_n71-n47
	n71
	Uu

	
	n47
	PC5

	V2X_n78-n47
	n78
	Uu

	
	n47
	PC5

	V2X_n79-n47
	n79
	Uu

	
	n47
	PC5



Table 5.2E.2-2 Intra-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n79-n79
	n79
	Uu

	
	n79
	PC5



<< Unchanged sections omitted >>
5.3E	Channel bandwidth for V2X
5.3E.1	General
NR V2X operation channel bandwidths for each operating band is are specified in Table 5.3E.1-1. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path. The maximum channel bandwidth for SL operation in licensed band is 40MHz.
Table 5.3E.1-1 NR V2X operation channel bandwidths for each operating band
	NR band / SCS / UE Channel bandwidth (MHz)

	NR Band
	SCS
(kHz)
	5 MHz
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	n14
	15
	Yes5
	Yes10
	
	
	

	
	30
	
	Yes10
	
	
	

	
	60
	
	
	
	
	

	n38
	15
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	30
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	60
	
	Yes10
	Yes20
	Yes30
	Yes40

	n47
	15
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	30
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	60
	
	Yes10
	Yes20
	Yes30
	Yes40

	n79
	15
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	30
	
	Yes10
	Yes20
	Yes30
	Yes40

	
	60
	
	Yes10
	Yes20
	Yes30
	Yes40






5.3E.2	Channel bandwidth for V2X concurrent operation
For NR V2X inter-band con-current operation in FR1, the NR V2X channel bandwidths for each operating band is are specified in Table 5.3E.2-1.
Table 5.3E.2-1: Inter-band con-current operation configurations
	NR V2X inter-band con-current operating configuration
	NR Band
	Interface
	Channel bandwidth (MHz) (NOTE 31)
	Bandwidth combination set

	V2X_n1A-n47A
	n1
	Uu
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n3A-n47A
	n3
	Uu
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n3A-n47A
	n3
	Uu
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n5A-n47A
	n5
	Uu
	5, 10, 15, 20, 25
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n8A-n47A
	n8
	Uu
	5, 10, 15, 20, 35
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n34A-n47A

	n34
	Uu
	5, 10, 15
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n39A-n47A
	n39
	Uu
	5, 10, 15, 20, 25, 30, 40
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n40A-n47A
	n40
	Uu
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n41A-n47A
	n41
	Uu
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n71A-n47A
	n71
	Uu
	5, 10, 15, 20
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	V2X_n78A-n47A
	n78
	Uu
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	n47
	PC5
	10, 20, 30, 40
	



For NR V2X intra-band con-current operation in FR1, the NR V2X channel bandwidths for each operating band is are specified in Table 5.3E.2-2.

Table 5.3E.2-2: Intra-band con-current operation configurations
	NR V2X intra-band con-current operating configuration
	NR Band
	Interface
	Channel bandwidth (MHz) (NOTE 31)
	Bandwidth combination set

	V2X_n79B
	n79
	Uu
	40, 50, 60, 80, 100
	0

	
	n79
	PC5
	10, 20, 30, 40
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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<< End of changes >>


image1.png
Table-5.2E.2-1-Inter-band-con-current-V2X-operating-bands-

= V2X-con-currentoperating: | NR-or-V2X-Operating Interface
Band: Band:
- V2X_ni-nd7~ nio Uu
- - ” nd7o PC5-
- V2X_n5-n47- n5- Uu-
- . nd7o PC5-
- V2X_nB-nd7ony ng- Uu-
- . 7 n47o PC5-
- V2X_n39-n47- n39- Uu-
- . nd7o PC5-





