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[bookmark: _Toc368026521]8.7	Sustained downlink data rate provided by lower layers
<Unchanged skipped >
8.7.5	TDD FDD CA
<Unchanged skipped >
8.7.5.1	Minimum Requirement FDD PCell
<Unchanged skipped >

Table 8.7.5.1-3: Minimum requirement (TDD FDD CA 256QAM)
	Test number
	Bandwidth (MHz)
	Measurement channel
	Reference value

	
	Total
	FDD CC
	TDD CC
	FDD CC
	TDD CC
	TB success rate [%]

	1
	2x20
	20
	20
	R.68 FDD
	R.68 TDD
	85

	2
	10+20
	10
	20
	R.68-2 FDD
	R.68 TDD
	85

	3
	15+20
	15
	20
	R.68-1 FDD
	R.68 TDD
	85

	4
	3x20
	20
	2x20
	R.68 FDD
	R.68 TDD
	85

	5
	15+20+20
	15
	2x20
	R.68-1 FDD
	R.68 TDD
	85

	6
	10+20+20
	10
	2x20
	R.68-2 FDD
	R.68TDD
	85

	7
	3x20
	2x20
	20
	R.68 FDD
	R.68 TDD
	85

	8
	20+20+15
	20+15
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	9
	20+20+10
	20+10
	20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	9A
	20+10+10
	2x10
	20
	R.68-2 FDD
	R.68 TDD
	85

	9B
	10+15+20
	10
	15+20
	R.68-2 FDD
	R.68-1 TDD for 15MHz CC
R.68 TDD for 20MHz CC
	85

	9C
	10+15+20
	10+15
	20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	10
	4x20
	20
	3x20
	R.68-2 FDD
	R.68TDD
	85

	11
	4x20
	2×20
	2×20
	R.68 FDD
	R.68 TDD
	85

	12
	3x20+15
	20+15
	2×20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	13
	2×15+2x20
	2×15
	2x20
	R.68-1 FDD
	R.68 TDD
	85

	14
	3x20+15
	2×20+15
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15
	2×15+2x20
	2x15+20
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15A
	3x20+10
	2x20+10
	20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	15B
	4x20
	3x20
	20
	R.68 FDD
	R.68TDD
	85

	15C
	10+3x20
	10
	3x20
	R.68-2 FDD
	R.68TDD
	85

	15D
	2x10+2x20
	2x10
	2x20
	R.68-2 FDD
	R.68TDD
	85

	15E
	2x10+20+15
	2x10
	20+15
	R.68-2 FDD
	R.68-1 TDD for 15MHz CC
R.68 TDD for 20MHz CC
	85

	15F
	10+3x20
	10+20
	2x20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	15G
	10+15+2x20
	10+15
	2x20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15H
	10+15+2x20
	10+15+20
	20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	16
	4x20+15
	2x20+15
	2x20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	17
	2x15+3x20
	2x15+20
	2x20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	18
	4x20+20
	4x20
	20
	R.68 FDD
	R.68TDD
	85

	19
	3x20+2x20
	3x20
	2x20
	R.68 FDD
	R.68 TDD
	85

	20
	2x20+3x20
	2x20
	3x20
	R.68 FDD
	R.68TDD
	85

	21
	20+4x20
	20
	4x20
	R.68 FDD
	R.68 TDD
	85

	22
	10+4x20
	10
	4x20
	R.68-2 FDD
	R.68 TDD
	85

	23
	10+20+3x20
	10+20
	3x20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	24
	2x10+3x20
	2x10
	3x20
	R.68-2 FDD
	R.68 TDD
	85

	25
	10+2×20+2×20
	10+2x20
	2x20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	26
	10+15+20+2x20
	10+15+20
	2x20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	27
	20+5x20
	20
	5x20
	R.68-2 FDD
	R.68 TDD
	85

	28
	2x20+4x20
	2x20
	4x20
	R.68-2 FDD
	R.68 TDD
	85

	29
	20+6x20
	20
	6x20
	R.68-2 FDD
	R.68 TDD
	85

	30
	2x20+5x20
	2x20
	5x20
	R.68-2 FDD
	R.68 TDD
	85



8.7.5.2	Minimum Requirement TDD PCell
<Unchanged skipped >
Table 8.7.5.2-3: Minimum requirement (TDD FDD CA 256QAM)
	Test number
	Bandwidth (MHz)
	Measurement channel
	Reference value

	
	Total
	FDD CC
	TDD CC
	FDD CC
	TDD CC
	TB success rate [%]

	1
	2x20
	20
	20
	R.68 FDD
	R.68 TDD
	85

	2
	10+20
	10
	20
	R.68-2 FDD
	R.68 TDD
	85

	3
	15+20
	15
	20
	R.68-1 FDD
	R.68 TDD
	85

	4
	3x20
	20
	2x20
	R.68 FDD
	R.68 TDD
	85

	5
	15+20+20
	15
	2x20
	R.68-1 FDD
	R.68 TDD
	85

	6
	10+20+20
	10
	2x20
	R.68-2 FDD
	R.68TDD
	85

	7
	3x20
	2x20
	20
	R.68 FDD
	R.68 TDD
	85

	8
	20+20+15
	20+15
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	9
	20+20+10
	20+10
	20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	9A
	20+10+10
	2x10
	20
	R.68-2 FDD
	R.68 TDD
	85

	9B
	10+15+20
	10
	15+20
	R.68-2 FDD
	R.68-1 TDD for 15MHz CC
R.68 TDD for 20MHz CC
	85

	9C
	10+15+20
	10+15
	20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	10
	4x20
	20
	3x20
	R.68-2 FDD
	R.68TDD
	85

	11
	4x20
	2×20
	2×20
	R.68 FDD
	R.68 TDD
	85

	12
	3x20+15
	20+15
	2×20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	13
	2×15+2x20
	2×15
	2x20
	R.68-1 FDD
	R.68 TDD
	85

	14
	3x20+15
	2×20+15
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15
	2×15+2x20
	2x15+20
	20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15A
	3x20+10
	2x20+10
	20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	15B
	4x20
	3x20
	20
	R.68 FDD
	R.68TDD
	85

	15C
	10+3x20
	10
	3x20
	R.68-2 FDD
	R.68TDD
	85

	15D
	2x10+2x20
	2x10
	2x20
	R.68-2 FDD
	R.68TDD
	85

	15E
	2x10+20+15
	2x10
	20+15
	R.68-2 FDD
	R.68-1 TDD for 15MHz CC
R.68 TDD for 20MHz CC
	85

	15F
	10+3x20
	10+20
	2x20
	R.68 FDD for 20MHz CC, R.68-2 FDD for 10MHz CC
	R.68 TDD
	85

	15G
	10+15+2x20
	10+15
	2x20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	15H
	10+15+2x20
	10+15+20
	20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	16
	4x20+15
	2x20+15
	2x20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	17
	2x15+3x20
	2x15+20
	2x20
	R.68 FDD for 20MHz CC, R.68-1 FDD for 15MHz CC
	R.68 TDD
	85

	18
	4x20+20
	4x20
	20
	R.68 FDD
	R.68 TDD
	85

	19
	3x20+2x20
	3x20
	2x20
	R.68 FDD
	R.68 TDD
	85

	20
	2x20+3x20
	2x20
	3x20
	R.68 FDD
	R.68 TDD
	85

	21
	20+4x20
	20
	4x20
	R.68 FDD
	R.68 TDD
	85

	22
	10+4x20
	10
	4x20
	R.68-2 FDD
	R.68 TDD
	85

	23
	10+20+3x20
	10+20
	3x20
	R.68-2 FDD for 10MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	24
	2x10+3x20
	2x10
	3x20
	R.68-2 FDD
	R.68 TDD
	85

	25
	10+2×20+2×20
	10+2x20
	2x20
	R.68-2 FDD for 10MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	26
	10+15+20+2x20
	10+15+20
	2x20
	R.68-2 FDD for 10MHz CC,
R.68-1 FDD for 15MHz CC,
R.68 FDD for 20MHz CC
	R.68 TDD
	85

	27
	20+5x20
	20
	5x20
	R.68-2 FDD
	R.68 TDD
	85

	28
	2x20+4x20
	2x20
	4x20
	R.68-2 FDD
	R.68 TDD
	85

	29
	20+6x20
	20
	6x20
	R.68-2 FDD
	R.68 TDD
	85

	30
	2x20+5x20
	2x20
	5x20
	R.68-2 FDD
	R.68 TDD
	85



