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The WF is related to the WI on Expanded and Improved NR Positioning, which is discussed under the following email thread [1]: 
· [106][220] NR_pos_enh2
The following sections contain agreements at RAN4#106. The topic, sub-topic and issue numbers used in this document are based on the summary in [1]. 
Topic #2: SL Positioning
Sub-topic 2-1: Scenarios for SL positioning core requirements
Issue 2-1-1: Applicable frequency range (FR)
Agreements (on-line session):
· In Rel-18, RAN4 will discuss and define requirements for sidelink positioning in FR1 only.
Issue 2-1-2: Applicable coverage scenarios:
Agreements:
· RAN4 will prioritize requirements for SL positioning measurements performed by the UE only on the PC5.
· RAN4 to investigate whether the SL positioning measurement requirements will be defined in all or subset of the following coverage scenarios: in-coverage, out-of-coverage and partial coverage. 
Topic #3: LPHAP use case 6
Sub-topic 3-2: DRX cycle in RRC_IDLE
Issue 3-2-1: PRS measurement requirements for in RRC_IDLE:
Agreements:
· Existing PRS measurement requirements in RRC_INACTIVE state defined in 38.133 Rel-17 can be reused as starting point for defining the corresponding PRS measurement requirements in RRC_IDLE state. Other options are not precluded. 
Topic #4: RedCap Positioning
Sub-topic 4-1: DRX cycle in RRC_IDLE
Issue 4-1-1: PRS measurement requirements for 2Rx without frequency hopping:
Agreements:
· Reuse Rel. 17 core requirements to define core requirements for RedCap UE positioning in RRC_CONNECTED state for 2Rx RedCap UE for FDD/TDD without frequency hopping. FFS on RRC_INACTIVE state.
Issue 4-1-2: PRS measurement requirements for 1Rx without frequency hopping:
Agreements:
· RAN4 to evaluate whether it is feasible to reuse the existing PRS measurement periods in 38.133, Rel-17 for PRS measurements for 1Rx RedCap UE and the impact on side conditions and PRS measurement accuracies. 
· The evaluation is based on link level simulations.
Topic #5: Scenarios for PRS/SRS bandwidth aggregation
Sub-topic 5-1: Scenarios for PRS/SRS bandwidth aggregation
Issue 5-1-2: Applicable number of PFLs
Agreements:
· PRS requirements for PRS/SRS bandwidth aggregation will be defined for up to [3] PFLs.
Topic #6: Carrier Phase Positioning
Sub-topic 6-1: Applicable scenarios for carrier phase measurements
Issue 6-1-3: Applicable number of PFL
Agreements:
· Requirements for carrier phase positioning measurement will be defined for single carrier/PFL.
Topic #7: Others
Sub-topic 7-1: Integrity of RAT-dependent positioning methods
Issue 7-1-1: UE-based and LMF-based integrity of RAT-dependent positioning methods
Agreements:
· No RAN4 work is needed for UE-based and LMF-based integrity of RAT-dependent positioning methods.
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