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Introduction
This document is to capture all agreements in email thread [106][233] IoT_NTN_enh.
Topic #1: RRM core requirements (AI 10.6.4)

Issue 2: Requirements which not applicable due to lack of neighbor cell ephemeris
· Conclusion: postpone discussion till the related open issues for NB-IoT/eMTC core & perf. requirements for NTN WI are resolved

Issue 3-1: Neighbour cell measurements in connected mode 
· The mechanism for defining the neighbour cell measurements in CONNECTED mode for NB-IoT from Rel-17 WI can be reused as baseline for NB-IoT NTN while NTN specific impact needs investigation. 

Issue 3-2: Neighbour cell measurements in connected mode and triggering before RLF, for quasi-earth fixed cell
· Agreement
· It is up to RAN2 to decide the mechanism of neighbour cell measurements and corresponding measurement triggering before RLF for IoT NTN

Issue 3-3: Neighbour cell measurements in connected mode and triggering before RLF, for earth-moving cell
· RAN4 to wait for more RAN2 progress on neighbour cell measurement triggered before losing coverage. 

Issue 4: For eMTC, CHO requirements
· Agreement
· Define RRM requirements for time and [location based] CHO based on further RAN2 progress.
· Define RRM requirements for time and [location based] CHO for both normal and enhanced overage for eMTC.


Issue 5: GNSS re-acquisition
· RAN4 to postpone the discussions on GNSS re-acquisition until more progress has been reached on this objective in other WGs.

