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Network signalling assistance
Agreement:
· Do not consider RRC based solutions to inform UE of the TCI state switch across RRH.
Way forward:
· FFS: Introduce MAC-CE based solutions to inform UE of the TCI state switch across RRH
· FFS: RAN4 informs RAN2 that the following additional information shall be added for TCI State Indication for UE-specific PDCCH MAC CE, for Rel-18 FR2 HST scenario: 
· [1] bit indication for whether or not UE shall follow the one shot large UL timing adjustment specified in clause 7.1.2.3 in TS38.133 when switching to the TCI State ID contained in the MAC-CE
UL transmit timing adjustment at UL beam switch
Way forward: 
· FFS: Whether requirements on UL transmit timing adjustment at UL spatial relation switch are needed.
· FFS: Whether PC6 UE, capable of simultaneous multi-panel reception, can support UL transmit timing to two RRHs

Impact of large propagation delay jump on timeAlignemntTimer
Way forward:
· FFS: Potential impacts of large jump in propagation delay on UE MAC timeAlignmentTimer
· Option 1: In HST FR2 scenarios, UE MAC timeAlignmentTimer should be stopped after inter-RRH TCI state switch
· Option 2: Not to introduce timeAlignemntTimer enhancements at UL timing adjustment.
· Other options are not precluded.
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