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1 Agreements
Issue 1-1: Scope of RRM Requirements

· Agreements

· Do not define RRM requirements for IAB-DU
Issue 1-2: Baseline for RRM Requirements

· Agreement

· UE RRM Requirements which are relevant to mobile IAB-MT are taken as baseline

Issue 1-3: Co-existence study impact

· Agreement

· No RRM impact is expected from the adjacent channel co-existence study

Issue 1-4: Target RRM Requirements

· Agreement

· Following requirements should be investigated and specified, if needed:

· RRC_CONNECTED state mobility

· Handover requirements

· Signaling characteristics

· TCI state switching delays

· Measurement Procedures

· Intra-frequency measurements for L3 mobility

· L1-RSRP measurements for beam management

· FFS on inter-frequency measurements

· FFS on BWP switching delay

· FFS whether to include additional requirements or adjust any of existing requirements

Issue 1-5: Timing requirements impact

· Agreement

· Do not define additional timing requirements for mobile IAB. 

· Timing requirements include initial timing error, autonomous timing adjustment and timing advance

· Note: the agreement applies for non-HST scenarios

· FFS if HST scenario is in the scope of mobile IAB WI scope

Issue 1-7: Idle mode requirements for mobile IAB-MT

· Agreement

· Do not introduce idle mode requirements

