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<Start of the change>
6.6.6.5.2.5	Co-existence with other systems in the same geographical area
<<Unchanged text skipped>>
The following requirement may also apply to BS operating in Band 54 in certain regions. The level of emissions in the 1541 – 1650 MHz band, measured in measurement bandwidth according to Table 6.6.6.5.2.5-9 shall not exceed the maximum emission levels PEM,B54,a, PEM,B54,b, PEM,B54,c, PEM,B54,d, PEM,B54,e and PEM,B54,f declared by the manufacturer.
Table 6.6.6.5.2.5-9: Declared Band 54 emissions levels for protection of the 1541-1650 MHz band
	Operating Band
	Frequency range
	Declared emission level (dBW) 
(Measurement bandwidth = 1 MHz)
	Declared emission level (dBW) of discrete emissions of less than 700 Hz bandwidth
(Measurement bandwidth = 1 kHz)
	Declared emission level (dBW) of discrete emissions of less than 2 kHz bandwidth
(Measurement bandwidth = 1 kHz)

	54
	1541 - 1559 MHz 
	PEM,B54,a
	
	PEM,B54,f

	
	1559 - 1610 MHz
	PEM,B54,b
	PEM,B54,d
	

	
	1610 - 1650 MHz
	PEM,B54,c
	PEM,B54,e
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Note:	The regional requirements specified in attachment to the in FCC reference document, 0007135419, are defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The EIRP level is calculated using: PEIRP = PE + Gant where PE denotes the BS unwanted emission level at the antenna connector, Gant equals the BS antenna gain minus feeder loss. The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement.
<End of the change>


