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Power class 3 is supported for all uplinks. Power classes other than power class 3 are supported as indicated in Table 5.5A.1-1.

Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations or single uplink carrier5
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n2B
	-
	5
	15
	
	
	
	20
	0

	
	
	10
	10
	
	
	
	
	

	CA_n3B
	-
	5
	15, 20, 25, 30
	
	
	
	60
	0

	
	
	10
	10, 15, 20, 25, 30
	
	
	
	
	

	
	
	15, 20, 25, 30
	5, 10, 15, 20, 25, 30
	
	
	
	
	

	CA_n5B
	CA_n5B
	5, 10, 15
	5, 10, 15
	
	
	
	20
	0

	CA_n7B
	CA_n7B
	10
	10, 15, 20, 30, 40
	
	
	
	50
	0

	
	
	15
	15, 20, 30
	
	
	
	
	

	
	
	20
	20, 30
	
	
	
	
	

	CA_n25B
	-
	5
	15
	
	
	
	20
	0

	
	
	10
	10
	
	
	
	
	

	CA_n38B
	-
	5
	15, 20, 25
	
	
	
	50
	0

	
	
	10
	10, 15, 20, 25
	
	
	
	
	

	
	
	15, 20, 25
	5, 10, 15, 20, 25
	
	
	
	
	

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	
	CA_n40B
	10,15, 20, 30, 40, 50, 60, 80
	10, 15, 20, 30, 40, 50, 60, 80
	
	
	
	100
	1

	CA_n41B
	n413
CA_n41B
	10, 20, 30, 40, 50
	10, 20, 30, 40, 50
	
	
	
	100
	0

	CA_n41C
	n413,4
CA_n41C3
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	2

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	30, 40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	190
	4 and 5

	CA_n46B
	-
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	-
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	-
	60, 80
	80
	80
	
	
	240
	0

	CA_n46M
	-
	20, 40, 60
	20, 40
	20, 40
	
	
	140
	0

	CA_n46N
	-
	20, 40, 80
	20, 40
	20, 40
	20, 40
	
	200
	0

	CA_n46O
	-
	20, 60
	20, 40
	20, 40
	20, 40
	20, 40
	220
	0

	CA_n48B
	CA_n48B
	5
	15, 20
	
	
	
	40
	0

	
	
	10, 15, 20
	10, 15, 20
	
	
	
	
	

	
	
	15, 20
	15, 20
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90
	
	
	
	100
	2

	CA_n48C
	-
	10
	100
	
	
	
	140
	0

	
	
	15
	90, 100
	
	
	
	
	

	
	
	20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	70, 80, 90, 100
	
	
	
	140
	1

	CA_n66B
	-
	5 1
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	15, 20
	
	
	
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	5, 10, 15
	15, 20
	
	
	
	35
	2

	
	
	See n71 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	35
	4 and 5

	CA_n77B
	n773-
	20
	25, 30, 40
	
	
	
	60
	0

	
	
	25
	30
	
	
	
	
	

	CA_n77C
	n773
CA_n77C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	CA_n77D
	n773-
	100
	100
	100
	
	
	300
	0

	CA_n78B
	n783
-
	20
	50
	
	
	
	70
	0

	CA_n78C

	n783
CA_n78C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	CA_n78D
	n783
-
	100
	100
	100
	
	
	300
	0

	CA_n79C
	CA_n79C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n79D
	-
	100
	100
	100
	
	
	300
	0

	CA_n96B
	CA_n96B
	20, 40
	20, 40, 60, 80
	
	
	
	100
	0

	CA_n96C
	CA_n96C
	80
	40, 60, 80
	
	
	
	160
	0

	CA_n96D
	
	80
	80
	60, 80
	
	
	240
	0

	CA_n96E
	
	80
	80
	80
	80
	
	320
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.
NOTE 2:	The aggregated bandwidth must be greater than or equal to the minimum for the bandwidth class defined in Table 5.3A.5-1, and smaller than or equal to the maximum aggregated bandwidth.
NOTE 3: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 4: 	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 5: 	Only single uplink carriers with power class other than PC3 are listed.
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Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink CA Configurations or single uplink carrier5
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n1(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n2(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n3(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	-
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20, 25, 30
	
	
	60
	1

	CA_n5(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	25
	0

	CA_n7(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n12(2A)
	-
	5
	5
	
	
	10
	0

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	60
	1

	
	
	See n25 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	60
	4 and 5

	CA_n25(3A)
	-
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	55
	0

	
	
	See n25 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	55
	4 and 5

	CA_n41(2A)
	n413,4 CA_n41(2A)
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	
	
	180
	0

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	190
	1

	
	-
	10, 15, 20, 30, 40, 50, 60, 80, 90
	15, 20, 30, 40, 50, 60, 80, 90, 100
	
	
	190
	2

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	190
	3

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	190
	4 and 5

	CA_n41(3A)
	n413,4
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	190
	0

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier
	
	190
	4 and 5

	CA_n41(4A)
	n413-
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	190
	0

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier
	190
	4 and 5

	CA_n48(2A)
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	1402
	1

	CA_n48(3A)
	-
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	1402
	1

	CA_n48(4A)
	-
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1352
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1352
	1

	CA_n66(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	
	60
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	80
	1

	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	
	80
	2

	
	
	See n66 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	85
	4 and 5

	CA_n66(3A)
	-
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	80
	0

	CA_n71(2A)
	-
	5, 10, 15, 20
	5,10,15, 20
	
	
	30
	0

	
	
	See n71 channel bandwidths in Table 5.3.5-1 for each carrier up to 25 MHz per carrier
	
	
	30
	4 and 5

	CA_n77(2A)
	n773,4
CA_n77(2A)
	20, 40, 80, 100
	20, 40, 80, 100
	
	
	200
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	1

	
	
	See n77 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	200
	4 and 5

	CA_n77(3A)
	n773-
	20, 40, 80, 100
	20, 40, 80, 100
	20, 40, 80, 100
	
	300
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	300
	1

	CA_n78(2A)
	n783
CA_n78(2A)
	10, 20, 40, 50, 60, 80, 90, 100
	10, 20, 40, 50, 60, 80, 90, 100
	
	
	200
	0

	
	
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	
	
	200
	1

	
	
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	2

	CA_n96(2A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	
	
	160
	0

	CA_n96(3A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	
	240
	0

	CA_n96(4A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	320
	0

	NOTE 1:	Void.
NOTE 2:	Parameter value accounts for both, the maximum frequency range of band n48 (150 MHz), and the minimum frequency gaps in between NR non-contiguous component carriers.
NOTE 3: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 4: 	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 5: 	Only single uplink carriers with power class other than PC3 are listed.




Table 5.5A.2-2: NR CA configurations and bandwidth combination sets defined for mixed intra-band contiguous and non-contiguous CA
	NR CA configuration
	Uplink CA configuration or single uplink carrier4
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41(A-C)
	n412,3
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 2 in Table 5.5A.1-1
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See CA_n41C Bandwidth Combination Set 4 and 5 in Table 5.5A.1-1
	

	CA_n41(2A-C)
	-
	n41
	See CA_n41(2A) Bandwidth Combination Set 3 in Table 5.5A.2-1
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 4 and 5 in Table 5.5A.2-1
	4 and 5

	
	
	n41
	See CA_n41C Bandwidth Combination Set 4 and 5 in Table 5.5A.1-1
	

	CA_n48(A-B)
	CA_n48B
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	CA_n48B
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	

	CA_n48(A-C)
	-
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	-
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE 2:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 3:	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 4:	Only single uplink carriers with power class other than PC3 are listed.
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Table 5.5A.3.1-1a: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3B
	-
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	CA_n1B-n3A
	CA_n1A-n3A
	n1
	CA_n1B_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n1
	CA_n1B_BCS0
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3(2A)
	CA_n1A-n3A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	CA_n3(2A)_BCS1
	

	CA_n1(2A)-n3A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3(2A)
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	CA_n1(2A)-n3B
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	CA_n1A-n5A
	CA_n1A-n5A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n1(2A)-n5A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n1A-n7A
	CA_n1A-n7A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n7B
	CA_n1A-n7A
CA_n7B

	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	CA_n1(2A)-n7A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n8A
	CA_n1A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n8
	5, 10, 15, 20
	

	CA_n1(2A)-n8A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n18A
	CA_n1A-n18A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n18
	5, 10, 15
	

	CA_n1A-n20A
	CA_n1A-n20A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	CA_n1A-n28A
	CA_n1A-n28A
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n1(2A)-n28A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n1A-n38A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n40A
	CA_n1A-n40A
	n1
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n1A-n40B
	-
	n1
	5, 10, 15, 20
	0

	
	
	n40
	CA_n40B_BCS0
	

	CA_n1A-n41A
	CA_n1A-n41A
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n67A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	CA_n1A-n74A
	CA_n1A-n74A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n1A-n77A
	CA_n1A-n77A
	n1
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n77(2A)
	CA_n1A-n77A
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n1A-n77(3A)
	CA_n1A-n77A
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n1A-n78A
	n788
CA_n1A-n78A8
	n1
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	3

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n78C
	CA_n78C
CA_n1A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	CA_n78C_BCS0
	

	CA_n1(2A)-n78A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n79C
	CA_n1A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1(2A)-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n79
	40, 60, 80, 100
	

	CA_n1(2A)-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n79
	CA_n79C_BCS0
	



Table 5.5A.3.1-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n2A-n5A
	CA_n2A-n5A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n2A-n5B
	CA_n2A-n5A
CA_n5B
	n2
	5, 10, 15, 20
	0

	
	
	n5
	CA_n5B_BCS0
	

	CA_n2(2A)-n5A
	CA_n2A-n5A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n2A-n7A
	CA_n2A-n7A
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n2A-n7(2A)
	CA_n2A-n7A
	n2
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	CA_n2A-n12A
	CA_n2A-n12A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	CA_n2(2A)-n12A
	CA_n2A-n12A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	CA_n2A-n14A
	CA_n2A-n14A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	CA_n2(2A)-n14A
	CA_n2A-n14A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	CA_n2A-n29A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	CA_n2(2A)-n29A
	-
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	CA_n2A-n30A
	CA_n2A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	CA_n2(2A)-n30A
	CA_n2A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	CA_n2A-n38A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n38
	5, 10, 15, 20, 40
	

	CA_n2A-n41A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n2A-n48A
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n2A-n48B
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n2A-n48C
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n2A-n48(2A)
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n2A-n48(A-B)
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	CA_n2A-n48(A-C)
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-C)_BCS0
	

	CA_n2A-n66A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2(2A)-n66A
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2A-n66(2A)
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2(2A)-n66(2A)
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2(2A)-n66(3A)
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n66(3A)
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n66B
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n2A-n71A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n2A-n77A
	n778,9
CA_n2A-n77A8
	n2
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n77(2A)
	n778,9 
CA_n2A-n77A8
CA_n77(2A)7
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n77C
	n778, 9
CA_n2A-n77A8
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77C_BCS0
	

	CA_n2(2A)-n77A
	n778, 9
CA_n2A-n77A8
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2(2A)-n77(2A)
	n778
CA_n2A-n77A8
CA_n77(2A)7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2(2A)-n77C
	n778, 9
CA_n2A-n77A8
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n2A-n78A
	n78
CA_n2A-n78A
	n2
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n78(2A)
	CA_n2A-n78A
	n2
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	



Table 5.5A.3.1-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n3A-n5A
	CA_n3A-n5A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n3(2A)-n5A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n3A-n7A
	CA_n3A-n7A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n3A-n7B
	CA_n3A-n7A
CA_n7B
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n7
	CA_n7B_BCS0
	

	CA_n3(2A)-n7A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n3
	CA_n3(2A)_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n3B-n7A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n3A-n8A
	CA_n3A-n8A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n8
	5, 10, 15, 20
	

	CA_n3(2A)-n8A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n3A-n18A
	CA_n3A-n18A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n18
	5, 10, 15
	

	CA_n3A-n20A
	CA_n3A-n20A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n20
	5, 10, 15, 20
	

	CA_n3A-n28A
	CA_n3A-n28A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n28
	5, 10, 15, 20
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	2

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n3(2A)-n28A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n3A-n34A
	CA_n3A-n34A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n34
	5, 10, 15
	

	CA_n3A-n38A
	CA_n3A-n38A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n38
	5, 10, 15, 20, 40
	

	CA_n3B-n38A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n3(2A)-n38A
	-
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n3A-n40A
	CA_n3A-n40A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n3A-n41A
	n418
CA_n3A-n41A8
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30
	1

	
	
	n41
	10, 15, 20, 40, 50, 60
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n41B
	CA_n3A-n41A
	n3
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41B_BCS0
	

	CA_n3A-n41C
	CA_n3A-n41A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	CA_n41C_BCS0
	

	CA_n3A-n41(2A)
	CA_n3A-n41A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	CA_n41(2A)_BCS0
	

	CA_n3A-n67A
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	CA_n3A-n74A
	CA_n3A-n74A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n3A-n75A
	-
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n3A-n77A
	CA_n3A-n77A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n77(2A)
	CA_n77(2A)
CA_n3A-n77A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n3A-n77(3A)
	CA_n3A-n77A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	CA_n3A-n78A
	n788
CA_n3A-n78A8
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40,
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n78C
	CA_n78C
CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78C_BCS0
	

	CA_n3A-n78(2A)
	CA_n3A-n78A
CA_n78(2A)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3(2A)-n78A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	CA_n3(2A)_BCS1
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n78A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n79A
	CA_n3A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3(2A)-n79A
	CA_n3A-n79A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3A-n79C
	CA_n79C
CA_n3A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3(2A)-n79C
	CA_n3A-n79A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3B-n79A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3B-n79C
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n79
	CA_n79C_BCS0
	



Table 5.5A.3.1-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n5A-n7A
	CA_n5A-n7A
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n5A-n7B
	CA_n5A-n7A
CA_n7B
	n5
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	CA_n5A-n12A
	CA_n5A-n12A
	n5
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	CA_n5A-n14A
	CA_n5A-n14A
	n5
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	CA_n5A-n25A
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n25(2A)
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n5A-n28A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n5A-n29A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	CA_n5A-n30A
	CA_n5A-n30A
	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	CA_n5A-n40A
	CA_n5A-n40A
	n5
	5, 10, 15, 20, 251
	0

	
	
	n40
	55, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90,100
	

	CA_n5A-n48A
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n5A-n48(2A)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n5A-n48B
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n5A-n48C
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n5A-n48(A-B)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	CA_n5A-n66A
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5B-n66A
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n66(2A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n66(3A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n5B-n66(2A)
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n77A
	n778, 9
CA_n5A-n77A8
	n5
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n77(2A)
	n778
CA_n5A-n77A8
CA_n77(2A)
	n5
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5(2A)-n77A
	n778
CA_n5A-n77A8
	n5
	CA_n5(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n77C
	n778, 9
CA_n5A-n77A8
	n5
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n5(2A)-n77C
	n778, 9
CA_n5A-n77A8
	n5
	CA_n5(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	CA_n5(2A)_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n5B-n77A
	n778
CA_n5A-n77A8
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5B-n77C
	n778
CA_n5A-n77A8
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	CA_n5B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n5A-n78A
	n788
CA_n5A-n78A8
	n5
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n5A-n78C
	CA_n5A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78C_BCS1
	

	CA_n5A-n79A
	CA_n5A-n79A
	n5
	5, 10, 15, 20
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n5A-n79C
	CA_n5A-n79A
	n5
	5, 10, 15, 20
	0

	
	
	n79
	CA_n79C_BCS0
	



Table 5.5A.3.1-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n7A-n8A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n7A-n25A
	CA_n7A-n25A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7A-n25(2A)
	CA_n7A-n25A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n7(2A)-n25A
	CA_n7A-n25A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n25(2A)
	CA_n7A-n25A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n7A-n28A
	CA_n7A-n28A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n7B-n28A
	CA_n7A-n28A
CA_n7B
	n7
	CA_n7B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n7A-n40A
	CA_n7A-n40A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46A
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n7A-n46C
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	CA_n7A-n46D
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	CA_n7A-n66A
	CA_n7A-n66A
	n7
	5, 10, 15, 20
	0

	
	
	n66
	10, 15, 20, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7A-n66(2A)
	CA_n7A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7(2A)-n66A
	CA_n7A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n66(2A)
	CA_n7A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7A-n77A
	CA_n7A-n77A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n77A
	CA_n7A-n77A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n77(2A)
	CA_n7A-n77A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7(2A)-n77(2A)
	CA_n7A-n77A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7A-n78A
	n788
CA_n7A-n78A8
	n7
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7B-n78A
	n788
CA_n7A-n78A8
CA_n7B
	n7
	CA_n7B_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n78(2A)
	CA_n7A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7(2A)-n78A
	CA_n7A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n7
	CA_n7(2A)_BCS0
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n78(2A)
	CA_n7A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n7
	CA_n7(2A)_BCS0
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n79A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n7A-n79C
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n8A-n20A
	-
	n8
	5, 10, 15, 20
	0

	
	
	n20
	5, 10, 15, 20
	

	CA_n8A-n28A
	-
	n8
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n8A-n34A
	CA_n8A-n34A
	n8
	5, 10, 15, 20
	0

	
	
	n34
	5, 10, 15
	

	CA_n8A-n38A
	-
	n8
	5, 10, 15, 20
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n8A-n39A
	CA_n8A-n39A
	n8
	5, 10, 15, 20
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 40
	

	CA_n8A-n40A
	CA_n8A-n40A
	n8
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n8A-n41A
	CA_n8A-n41A
	n8
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n8
	5, 10, 15, 20
	1

	
	
	n41
	10, 15, 20, 40, 50, 60
	

	CA_n8A-n75A
	-
	n8
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	CA_n8A-n77A
	-
	n8
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n8A-n77(2A)
	-
	n8
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n8
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	CA_n8A-n79A
	CA_n8A-n79A
	n8
	5, 10, 15, 20
	0

	
	
	n79
	10, 20, 40, 50, 60, 80, 100
	



Table 5.5A.3.1-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n12A-n25A
	-
	n12
	5, 10, 15
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n12A-n30A
	CA_n12A-n30A
	n12
	5, 10, 15
	0

	
	
	n30
	5, 10
	

	CA_n12A-n48A
	-
	n12
	5, 10, 15
	0

	
	
	n48
	10, 15, 20, 30, 40
	

	CA_n12A-n66A
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n12A-n66(2A)
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n12A-n66(3A)
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n12A-n71A
	-
	n12
	5, 10, 15
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n12A-n77A
	n778, 9
CA_n12A-n77A8
	n12
	5, 10, 15
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n12A-n77(2A)
	n778, 9
CA_n12A-n77A8
	n12
	5, 10, 15
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n13A-n25A
	CA_n13A-n25A
	n13
	5, 10
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n13A-n66A
	CA_n13A-n66A
	n13
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n13
	5, 10,
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n13A-n77A
	n778, 9
CA_n13A-n77A8
	n13
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n14A-n30A
	CA_n14A-n30A
	n14
	5, 10
	0

	
	
	n30
	5, 10
	

	CA_n14A-n66A
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n14A-n66(2A)
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n14A-n66(3A)
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n14A-n77A
	n778, 9
CA_n14A-n77A8
	n14
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n14A-n77(2A)
	n778, 9
CA_n14A-n77A8
	n14
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n18A-n28A
	CA_n18A-n28A 
	n18
	5, 10, 15
	0

	
	
	n28
	5, 10
	

	CA_n18A-n41A
	CA_n18A-n41A
	n18
	5, 10, 15
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n18A-n74A
	CA_n18A-n74A
	n18
	5, 10, 15
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n18A-n77A
	CA_n18A-n77A
	n18
	5, 10, 15
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n18A-n77(2A)
	CA_n18A-n77A
	n18
	5, 10, 15
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n18A-n77(3A)
	CA_n18A-n77A
	n18
	5, 10, 15
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n18A-n78A
	CA_n18A-n78A
	n18
	5, 10, 15
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n18A-n78(2A)
	CA_n18A-n78A
	n18
	5, 10, 15
	0

	
	
	n78
	CA_n78(2A)_BCS2
	



Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n20A-n28A
	CA_n20A-n28A
	n20
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n20
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n20A-n40A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n20A-n67A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n67
	5, 10, 15, 20
	

	CA_n20A-n75A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	CA_n20A-n78A
	CA_n20A-n78A
	n20
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n41A
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	CA_n24A-n48A
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n48B
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48B_BCS1
	

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n24A-n48(3A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n24A-n77A
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n24A-n77C
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n24A-n77(2A)
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n25A-n29A
	-
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n29
	5, 10
	

	CA_n25A-n38A
	CA_n25A-n38A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25(2A)-n38A
	CA_n25A-n38A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25A-n41A
	n418, 9
CA_n25A-n41A8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41A
	n418, 9
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS1
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	CA_n25(2A)-n41C
	n418, 9
CA_n25A-n41A8
CA_n41C
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41C_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41C_BCS 4 and 5
	

	CA_n25(2A)-n41(2A)
	n418, 9
CA_n25A-n41A 8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41C
	n418, 9
CA_n25A-n41A8
CA_n41C
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41C_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	CA_n25A-n41(2A)
	n418, 9
CA_n25A-n41A8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41(3A)
	n418, 9
CA_n25A-n41A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(3A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	

	CA_n25A-n41(A-C)
	n418, 9
CA_n25A-n41A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(A-C)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	

	CA_n25A-n46A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n25A-n48A
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n25A-n48(2A)
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n25A-n48C
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48C_BCS0
	

	CA_n25A-n66A
	CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n66(2A)
	CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25(2A)-n66A
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	10, 15, 20, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n66(2A)
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25A-n71A
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n71B
	CA_n25A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n71(2A)
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71A
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n71(2A)
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71B
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n77A
	n778,9
CA_n25A-n77A8
	n25
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n77(2A)
	n778,9
CA_n25A-n77A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n25(2A)-n77A
	n778,9
CA_n25A-n77A8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n77(2A)
	CA_n25A-n77A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n25A-n78A
	CA_n25A-n78A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n25A-n78(2A)
	CA_n25A-n78A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n25(2A)-n78A
	CA_n25A-n78A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n25(2A)-n78(2A)
	CA_n25A-n78A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n78
	CA_n78(2A)_BCS2
	



Table 5.5A.3.1-1h: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n26A-n66A
	CA_n26A-n66A
	n26
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n26A-n66(2A)

	CA_n26A-n66A

	n26
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n26A-n70A
	CA_n26A-n70A
	n26
	5, 10, 15, 20
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n28A-n34A
	CA_n28A-n34A
	n28
	5, 10, 15, 20, 30
	0

	
	
	n34
	5, 10, 15
	

	CA_n28A-n38A
	-
	n28
	5, 10, 15, 20, 30
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n28A-n39A
	CA_n28A-n39A
	n28
	5, 10, 15, 20, 30
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 40
	

	CA_n28A-n40A
	CA_n28A-n40A
	n28
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n28A-n40B
	-
	n28
	5, 10, 15, 20
	0

	
	
	n40
	CA_n40B_BCS0
	

	CA_n28A-n41A
	n418
CA_n28A-n41A8
	n28
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20, 30
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n28A-n41B
	CA_n28A-n41A
	n28
	5, 10
	0

	
	
	n41
	CA_n41B_BCS0
	

	CA_n28A-n41C
	CA_n28A-n41A
CA_n41C
	n28
	5, 10, 15, 20, 30
	0

	
	
	n41
	CA_n41C_BCS1
	

	CA_n28A-n46A
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n28A-n46C
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	CA_n46C_BCS0
	

	CA_n28A-n46D
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	CA_n46D_BCS0
	

	CA_n28A-n50A
	CA_n28A-n50A
	n28
	5, 10, 15, 20
	0

	
	
	n50
	5, 10, 15, 20, 40, 50, 60, 801
	

	CA_n28A-n71A
	-
	n28
	5, 10, 15, 20, 30
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n28A-n74A
	CA_n28A-n74A
	n28
	5, 10, 15, 20, 30
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n28A-n75A
	-
	n28
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	
	-
	n28
	5, 10, 15, 20
	1

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n28A-n77A
	CA_n28A-n77A
	n28
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n28A-n77(2A)
	CA_n77(2A)
CA_n28A-n77A
	n28
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n28A-n77(3A)
	CA_n28A-n77A
	n28
	5, 10
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	CA_n28A-n78A
	n788
CA_n28A-n78A8
	n28
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20, 30
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n28A-n78(2A)
	CA_n78(2A)
CA_n28A-n78A
	n28
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n28
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n28A-n79A
	n798
CA_n28A-n79A8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n28A-n79C
	CA_n79C
	n28
	5, 10, 15, 20, 30
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n29A-n30A
	-
	n29
	5, 10
	0

	
	
	n30
	5, 10
	

	CA_n29A-n66A
	-
	n29
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n29
	5, 10
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n29A-n66B
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n29A-n66(2A)
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n29
	5, 10
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n29A-n66(3A)
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n29A-n70A
	-
	n29
	5, 10
	0

	
	
	n70
	5, 10, 15, 201,, 251
	

	CA_n29A-n71A
	-
	n29
	5, 10
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n29A-n77A
	n778, 9
	n29
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n29A-n77(2A)
	n778, 9
	n29
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	



Table 5.5A.3.1-1i: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n30A-n66A
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n30A-n66(2A)
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n30A-n66(3A)
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n30A-n77A
	n778, 9
CA_n30A-n77A8
	n30
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n30A-n77(2A)
	n778, 9
CA_n77(2A)
CA_n30A-n77A8
	n30
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n34A-n40A
	CA_n34A-n40A
	n34
	5, 10, 15
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n34A-n41A
	CA_n34A-n41A
	n34
	5, 10, 15
	0

	
	
	n41
	10, 15, 20, 30 ,40 ,50, 60, 70, 80, 90, 100
	

	CA_n34A-n41C
	CA_n34A-n41A
	n34
	5, 10, 15
	0

	
	
	n41
	CA_n41C_BCS1
	

	CA_n34A-n79A
	CA_n34A-n79A
	n34
	5, 10, 15
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n34A-n79C
	CA_n34A-n79A
	n34
	5, 10, 15
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n38A-n40A
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n38A-n66A
	CA_n38A-n66A
	n38
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n38A-n66(2A)
	CA_n38A-n66A
	n38
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n38A-n71A
	-
	n38
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n38A-n78A
	CA_n38A-n78A
	n38
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n38A-n78(2A)
	CA_n38A-n78A
	n38
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n38
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n38A-n79A
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n38A-n79C
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n39A-n40A
	CA_n39A-n40A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n39A-n41A
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n39A-n41C
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41C_BCS0
	

	CA_n39A-n41(2A)
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(2A)_BCS0
	

	CA_n39A-n79A
	CA_n39A-n79A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n40A-n41A
	n418
CA_n40A-n41A8
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 40, 50, 60
	

	CA_n40A-n41C
	CA_n41C
CA_n40A-n41A
	n40
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41C_BCS0
	

	CA_n40A-n77A
	CA_n40A-n77A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n40A-n77(2A)
	CA_n40A-n77A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n40A-n77C
	-
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n40B-n77A
	CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n40B-n77(2A)
	CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n40B-n77C
	CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n40A-n78A
	CA_n40A-n78A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n40A-n78(2A)
	CA_n40A-n78A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	CA_n40A-n78C
	CA_n40A-n78A
	n40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n78
	CA_n78C_BCS1
	

	CA_n40B-n78A
	-
	n40
	CA_n40B_BCS0
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n40B-n78(2A)
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n40B-n78C
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	0

	
	
	n78
	CA_n78C_BCS1
	

	CA_n40A-n79A
	CA_n40A-n79A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n79
	40, 50, 60, 80, 100
	



Table 5.5A.3.1-1j: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n41A-n48A
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n41A-n48B
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41A-n48C
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41A-n48(2A)
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n41C-n48A
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n41C-n48B
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41C-n48C
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41(2A)-n48A
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n41(2A)-n48B
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41(2A)-n48C
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41(2A)-n48(2A)
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n41A-n50A
	CA_n41A-n50A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n50
	5, 10, 15, 20, 40, 50, 60, 801
	

	CA_n41A-n66A
	n418,9
CA_n41A-n66A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n66A
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66(2A)
	n418, 9
CA_n41A-n66A8
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41C-n66A
	n418, 9
n418, 9
CA_n41C
CA_n41A-n66A8
	n41
	CA_n41C_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66(2A)
	n418, 9
CA_n41C
CA_n41A-n66A8
	n41
	CA_n41C_BCS2
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41(2A)-n66(2A)
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41(3A)-n66A
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40,
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n66A
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n70A
	CA_n41A-n70A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n41A-n71A
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n71B
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41A-n71(2A)
	n418,9
CA_n41C
CA_n41A-n71A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41C-n71A
	n418, 9
CA_n41C
CA_n41A-n71A8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	CA_n41C_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71A
	n418, 9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS3
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71B
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41(3A)-n71A
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n71A
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n71B
	n418,9
CA_n41C
CA_n41A-n71A8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41A-n74A
	CA_n41A-n74A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n41A-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41B-n77A
	CA_n41A-n77A
	n41
	CA_n41B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n41(2A)-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n77A
	n418,9
n778,9
CA_n41A-n77A8
CA_n41C
	n41
	CA_n41C_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n77(2A)
	n418,9 
n778,9
CA_n41A-n77A8
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n41C-n77(2A)
	n418,9
n778,9
CA_n41A-n77A8
CA_n41C
	n41
	CA_n41C_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n41A-n77(3A)
	CA_n41A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	CA_n41(2A)-n77(2A)
	-
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n41A-n77C
	CA_n41A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77C_BCS0
	

	CA_n41A-n78A
	CA_n41A-n78A
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n41A-n78(2A)
	CA_n41A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n41A-n78C
	CA_n41A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n78
	CA_n78C_BCS0
	

	CA_n41A-n79A
	n418
n798
CA_n41A-n79A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 40, 50, 60
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	2

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n41C-n79A
	CA_n41A-n79A
CA_n41C
	n41
	CA_n41C_BCS0
	0

	
	
	n79
	40, 50, 60, 80, 100
	



Table 5.5A.3.1-1k: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n46A-n48A
	CA_n46A-n48A
	n46
	20, 40, 60, 80
	0

	
	
	n48
	20
	

	
	
	n46
	20, 40, 60, 80
	1

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n46A-n48(2A)
	CA_n46A-n48A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n46A-n48(3A)
	CA_n46A-n48A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46A-n48(4A)
	CA_n46A-n48A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46A-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	20, 40, 60, 80
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46A-n48C
	CA_n46A-n48A
CA_n46A-n48B
	n46
	20, 40, 60, 80
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46B-n48A
	CA_n46A-n48A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	20
	

	
	
	n46
	CA_n46B_BCS0
	1

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n46B-n48(2A)
	CA_n46A-n48A
	n46
	 CA_n46B_BCS0
	0

	
	
	n48
	 CA_n48(2A)_BCS0
	

	CA_n46B-n48(3A)
	CA_n46A-n48A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46B-n48(4A)
	CA_n46A-n48A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46B-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46B-n48C
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46C-n48A
	CA_n46A-n48A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	20
	

	
	
	n46
	CA_n46C_BCS0
	1

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n46C-n48(2A)
	CA_n46A-n48A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n46C-n48(3A)
	CA_n46A-n48A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46C-n48(4A)
	CA_n46A-n48A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46C-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46C-n48C
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46D-n48A
	CA_n46A-n48A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	20
	

	
	
	n46
	CA_n46D_BCS0
	1

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n46D-n48(2A)
	CA_n46A-n48A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n46D-n48(3A)
	CA_n46A-n48A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46D-n48(4A)
	CA_n46A-n48A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46D-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46D-n48C
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46M-n48A
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	20
	

	CA_n46M-n48(2A)
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n46M-n48(3A)
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46M-n48(4A)
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46M-n48B
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46M-n48C
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46N-n48A
	CA_n46A-n48A
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	

	CA_n46N-n48(2A)
	CA_n46A-n48A
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n46N-n48(3A)
	CA_n46A-n48A
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n46N-n48(4A)
	CA_n46A-n48A
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	CA_n48(4A)_BCS0
	

	CA_n46N-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	CA_n46N-n48C
	CA_n46A-n48A
CA_n46A-n48B
	n46
	CA_n46N_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n46A-n66A
	-
	n46
	20, 40, 60, 80
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n46A-n78A
	CA_n46A-n78A
	n46
	20, 40, 60, 80
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n46C-n78A
	CA_n46A-n78A
	n46
	CA_n46C_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n46D-n78A
	CA_n46A-n78A
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n46A-n96A
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46B-n96A
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46C-n96A
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46D-n96A
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46M-n96A
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46N-n96A
	-
	n46
	CA_n46N_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n46A-n96B
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46B-n96B
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46C-n96B
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46D-n96B
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46M-n96B
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46N-n96B
	-
	n46
	CA_n46N_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46A-n96C
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46B-n96C
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46C-n96C
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46D-n96C
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46M-n96C
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46N-n96C
	-
	n46
	CA_n46N_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46A-n96D
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46B-n96D
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46C-n96D
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46D-n96D
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46M-n96D
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46N-n96D
	-
	n46
	CA_n46N_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n46A-n96E
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n46B-n96E
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n46C-n96E
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n46D-n96E
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n46M-n96E
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n46N-n96E
	-
	n46
	CA_n46N_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	



Table 5.5A.3.1-1l: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n48A-n53A
	-
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n53
	5, 10
	

	CA_n48(2A)-n53A
	-
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n53
	5, 10
	

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	5, 10, 15, 20, 40, 501, 601, 801, 901, 1001
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40,
	

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n48B-n66A
	CA_n48A-n66A

	n48
	CA_n48B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48B-n66(2A)
	CA_n48A-n66A
	n48
	CA_n48B_BCS2
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n48C-n66A
	CA_n48A-n66A

	n48
	CA_n48C_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48C_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48(2A)-n66(2A)
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n48(A-B)-n66A
	CA_n48A-n66A
	n48
	CA_n48(A-B)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(A-B)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48(A-C)-n66A
	CA_n48A-n66A
	n48
	CA_n48(A-C)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48(A-C)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48A-n70A
	CA_n48A-n70A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	CA_n48B-n70A
	CA_n48A-n70A
	n48
	CA_n48B_BCS2
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n71A
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(2A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n71(2A)
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(3A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(4A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n71A
	CA_n48A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n71(2A)
	CA_n48A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48C-n71A
	CA_n48A-n71A
	n48
	CA_n48C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n77A
	n778,9
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48A-n77C
	n778,9
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n48A-n77(2A)
	-
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n48(2A)-n77A
	n778,9
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(2A)-n77C
	n778,9
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS1
	3

	
	
	n77
	CA_n77C_BCS1
	

	CA_n48(2A)-n77(2A)
	-
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n48B-n77A
	n778,9
	n48
	CA_n48B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48B-n77C
	n778,9
	n48
	CA_n48B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48B_BCS2
	3

	
	
	n77
	CA_n77C_BCS1
	

	CA_n48(A-B)-n77A
	n778,9
	n48
	CA_n48(A-B)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(A-B)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48A-n96A
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(2A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80 
	

	CA_n48(2A)-n96B
	CA_n48A-n96B
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(2A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(2A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(2A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48(3A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(3A)-n96B
	CA_n48A-n96B
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(3A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(3A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(3A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48(4A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(4A)-n96B
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(4A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(4A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(4A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48A-n96B
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48A-n96C
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48A-n96D
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48A-n96E
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48B-n96A
	CA_n48A-n96A  CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48B-n96B
	CA_n48A-n96A  CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48B-n96C
	CA_n48A-n96A  CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48B-n96D
	CA_n48A-n96A  CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48B-n96E
	CA_n48A-n96A  CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48C-n96A
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48C-n96B
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48C-n96C
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48C-n96D
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48C-n96E
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n50A-n78A
	CA_n50A-n78A
	n50
	5, 10, 15, 20, 30, 40, 50, 60, 801
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	



Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n70A
	-
	n66
	5, 10, 15, 20, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66B-n70A
	-
	n66
	CA_n66B_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66(2A)-n70A
	-
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71B
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	CA_n66B_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n77A

	n778,9
CA_n66A-n77A8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n77A
	n778,9
CA_n66A-n77A8

	n66
	CA_n66(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n77(2A)
	n778,9
CA_n66A-n77A8
CA_n77(2A)
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(3A)-n77A
	n778
CA_n66A-n77A8
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66(2A)-n77(2A)
	n778
CA_n66A-n77A8
CA_n77(2A)
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66A-n77C
	n778,9
CA_n66A-n77A8
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n66(2A)-n77C
	n778,9
CA_n66A-n77A8
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n66B-n77A
	n778,9
CA_n66A-n77A8
	n66
	CA_n66B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66B-n77C
	n778,9
CA_n66A-n77A8
	n66
	CA_n66B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n66
	CA_n66B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n66A-n78A
	CA_n66A-n78A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n78(2A)
	CA_n66A-n78A
	n66
	5, 10, 15, 20, 30, 40
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n66(2A)-n78A
	CA_n66A-n78A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66(2A)-n78(2A)
	CA_n66A-n78A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n78
	CA_n78(2A)_BCS2
	



Table 5.5A.3.1-1n: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n70A-n71(2A)
	CA_n70A-n71A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n70A-n78A
	CA_n70A-n78A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n71A-n77A
	n778, 9
CA_n71A-n77A8
	n71
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n71A-n77(2A)
	n778, 9
CA_n71A-n77A8
	n71
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71B-n77A

	n778, 9
CA_n71A-n77A8
	n71
	CA_n71B_BCS2
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71B-n77(2A)
	CA_n71A-n77A
	n71
	CA_n71B_BCS2
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71(2A)-n77A
	n778, 9
CA_n71A-n77A8
	n71
	CA_n71(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n71(2A)-n77(2A)
	CA_n71A-n77A
	n71
	CA_n71(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71A-n78A
	CA_n71A-n78A
	n71
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n71A-n78(2A)
	CA_n71A-n78A
	n71
	10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n74A-n77A
	CA_n74A-n77A
	n74
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n74A-n78A
	CA_n74A-n78A
	n74
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n75A-n78A
	-
	n75
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n75A-n78(2A)
	-
	n75
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	CA_n76A-n78A
	-
	n76
	5
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n77A-n78A7
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n77A-n79A
	CA_n77A-n79A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n77(2A)-n79A
	CA_n77A-n79A
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n77(3A)-n79A
	CA_n77A-n79A
	n77
	CA_n77(3A)_BCS1
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n78A-n79A
	CA_n78A-n79A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n78A-n79C
	-
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n79
	CA_n79C_BCS0
	

	CA_n78(2A)-n79A
	CA_n78A-n79A
	n78
	CA_n78(2A)_BCS1
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n78A-n92A
	CA_n78A-n92A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n92
	5, 10, 15, 20
	

	CA_n78(2A)-n92A
	CA_n78A-n92A
	n78
	CA_n78(2A)_BCS0
	0

	
	
	n92
	5, 10, 15, 20
	



The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration
NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz.
NOTE 8:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 9:	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.
NOTE 11: The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification

<<< END OF CHANGES >>>
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