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1		Overall description
In RAN1#111, RAN1 made the following agreements.

Agreement-1
Regarding the modelling of inter-site gNB-gNB co-channel inter-subband CLI agreed in RAN1#110bis for the case that both large scale fading and small scale fading are modelled for gNB-gNB co-channel channel model, the second part of inter-site gNB-gNB co-channel inter-subband CLI across all Rx chains at one UL RB, caused by receiver selectivity at victim gNB, can be modelled as
 
· , , is modelled as white Gaussian noise
· 
·  
·  is the  channel matrix between aggressor gNB and victim gNB at DL RB , the analog beams of the aggressor gNB and the victim gNB can be taken into account by ,
·  is the digital precoder at DL RB  at aggressor gNB, ,
·  is the symbol transmitted at DL RB  at aggressor gNB with transmission power for each layer as .
·  is the total number of DL RBs in the DL subbands,
· RAN1 can assume  (in channel selectivity) is given by gNB ACS unless further RAN4 guidance is received.
· Send LS to RAN4 to confirm RAN1 understanding and check whether  can be modelled depending on the value of the blocker interference, e.g.,

· Note:  can be reported by companies

Agreement-2
For SLS in RAN1, for co-site inter-sector co-channel inter-subband CLI modelling, reuse similar method as gNB self-interference modelling as follows. 


·  is DL Tx power of sector x per RB (in linear scale),  
·  is the maximum DL Tx Power of sector x on the two DL subbands (in linear scale).
·  is the total number of DL RBs in the DL subbands.
·  is the number of DL RBs allocated for DL transmission of sector x.
·  is the interference suppression capability of co-site inter-sector co-channel inter-subband CLI. 
· 
· Note:  and  are in linear scale. gNB ACLR (i.e.,) is provided as the candidate for TX leakage, and gNB ACS (i.e.,) is provided as the candidate for Receiver impairment. 
· Companies shall report the value of  assumed in the simulations with feasibility of how these values were derived. 
· Send LS to RAN4 confirming the model and asking the value ranges for spatial isolation, and values of   and  .

Agreement-3
For SLS in RAN1, regarding Tx leakage model of UE-UE co-channel inter-subband CLI modelling, Option 1 is used as starting point.
· Option 1: RAN1 to take in-band emission (IBE) defined in TS38.101-1 and TS38.101-2 as starting point.
· Send LS to RAN4 to ask them whether it can be modelled as an equivalent frequency flat model (e.g., ) based on RAN4 IBE requirement, and if possible, what is the value of 

2		Actions
To: RAN4 
ACTION: 	RAN1 respectfully asks RAN4 to provide feedback on the questions above.

3		Dates of next TSG RAN WG1 meetings
TSG RAN WG1 Meeting #112                                   	27th Feb – 3rd Mar, 2023			               Athens, GR
TSG RAN WG1 Meeting #112-bis-e                           17th Apr – 26th Apr, 2023			               E-meeting
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