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1. Introduction
A text proposal for TR 37.718-21-11 to include DC_5-7_n40.

2. Text Proposal

--- Start of Changes ---
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Table 5.x.1-1: Inter-band DC configurations (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration

	DC_5A-7A_n40A
	DC_5A_n40A
DC_7A_n40A



[bookmark: _Toc46742702]5.x.2	Co-existence studies
For UE coexistence study of Band 5 + Band n40, the 2nd, 3rd, 4th, and 5th order harmonics and the 2nd, 3rd, 4th, and 5th order inter-modulation products are calculated and presented in Table 5.x.2-1.
Based on this calculation, we find that there is no impact of harmonics and inter-modulation products from UL DC_5_n40 affecting DL Band 7.
Table 5.x.2-1: Harmonics and IMD analysis of Band 5 + Band n40
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	2300
	2400

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2*fy_low
	2*fy_high

	2nd harmonics frequency limits (MHz)
	1648
	1698
	4600
	4800

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3*fy_low
	3*fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	6900
	7200

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4*fy_low
	4*fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	9200
	9600

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5*fy_low
	5*fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	11500
	12000

	Two-tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1451
	1576
	3124
	3249

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	752
	602
	3751
	3976

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3948
	4098
	5424
	5649

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	72
	247
	6051
	6376

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	3152
	2902
	6248
	6498

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	4772
	4947
	7724
	8049

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8776
	8351
	1096
	896

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	5552
	5202
	2053
	2328

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10024
	10449
	5596
	5796

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8548
	8898
	7072
	7347



For UE coexistence study of Band 7 + Band n40, the 2nd, 3rd, 4th, and 5th order harmonics and the 2nd, 3rd, 4th, and 5th order inter-modulation products are calculated and presented in Table 5.x.2-2.
Based on this calculation, we find that there is no impact of harmonics and inter-modulation products from UL DC_7_n40 affecting DL Band 5.
Table 5.x.2-2: Harmonics and IMD analysis of Band 7 + Band n40
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	2300
	2400

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2*fy_low
	2*fy_high

	2nd harmonics frequency limits (MHz)
	5000
	5140
	4600
	4800

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3*fy_low
	3*fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	6900
	7200

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4*fy_low
	4*fy_high

	4th harmonics frequency limits (MHz)
	10000
	10280
	9200
	9600

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5*fy_low
	5*fy_high

	5th harmonics frequency limits (MHz)
	12500
	12850
	11500
	12000

	Two-tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	270
	100
	4800
	4970

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2600
	2840
	2030
	2300

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7300
	7540
	7100
	7370

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	5100
	5410
	4330
	4700

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	200
	540
	9600
	9940

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	9800
	10110
	9400
	9770

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	7100
	6630
	7980
	7600

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	2200
	1760
	3110
	2700

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11700
	12170
	12300
	12680

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11900
	12340
	12100
	12510



[bookmark: _Toc46742703][bookmark: OLE_LINK14][bookmark: OLE_LINK15]5.x.3	∆TIB and ∆RIB values
For DC_5-7_n40, TIB,c and RIB,c values are given as follows.
Table 5.x.3-1: ΔTIB,c
	Inter-band EN-DC configuration
	ΔTIB,c for E-UTRA band / NR band (dB)6

	
	Component band in order of bands in configuration7

	DC_5-7_n40
	0.3
	0.5
	0.6

	NOTE 6:	“-” denotes ΔTIB,c = 0.
NOTE 7:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_66_(n)12 the band order from left to right is 12, 66 and n12.



Table 5.x.3-2: ΔRIB,c
	Inter-band EN-DC configuration
	ΔRIB,c for E-UTRA band / NR band (dB)7

	
	Component band in order of bands in configuration8

	DC_5-7_n40
	0.2
	0.3
	0.7

	NOTE 7:	“-” denotes ΔRIB,c = 0.
NOTE 8:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_5_(n)12 the band order from left to right is 5, 12 and n12.



[bookmark: _Toc46742704]5.x.4	Reference sensitivity exceptions
Based on the coexistence study results, there is no need to define additional MSD requirements for this band combination.

--- End of Changes ---
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