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1. Introduction 
In RAN4#105 UE demodulation requirements for 52.6 - 71 GHz was discussed and way forward [1] was agreed. The draft Big CR [2] was endorsed to capture demodulation and CSI requirements for FR2-2. In this paper we provide simulation results for PDCCH demodulation requirements definition. 
2. Simulation Results
Based on the agreed simulation parameters, we present results for PDCCH performance in FR2-2.
Table 1: Simulation assumptions for PDCCH demod in FR2-2
	Test number
	CBW/SCS
	CORESET duration
	CORESET RB
	Intl.
size
	REG bundle size
	Agg level
	Prop. Condition
	
DCI
format
	
Payload size
	Ant. Config and corr  Mtx

	1
	100/120
	1
	60
	3
	2
	2
	TDLA30-200
	1_0
	40
	1x2 Low

	2
	100/120
	1
	60
	2
	6
	4
	TDLA10-650
	1_1
	56
	1x2 Low

	3
	100/120
	1
	60
	3
	2
	8
	TDLA10-200
	1_1
	56
	2x2 Low

	4
	100/120
	2
	60
	3
	2
	16
	TDLA30-650
	1_0
	40
	2x2 Low

	5
	400/480
	1
	60
	2
	6
	8
	TDLA10-200
	1_1
	56
	1x2 Low

	6
	400/480
	2
	60
	3
	2
	16
	TDLA10-200
	1_0
	40
	2x2 Low




Table 2: Simulation results for PDCCH demod in FR2-2
	Test number
	CBW/SCS
	Prop. Condition
	Ant. Config and corr  Mtx
	1% Pm-dsg

	
	
	
	
	Alignment
	Impairment

	1
	100/120
	TDLA30-200
	1x2 Low
	4.3
	6.3

	2
	100/120
	TDLA10-650
	1x2 Low
	0.9
	2.9

	3
	100/120
	TDLA10-200
	2x2 Low
	-2.3
	-0.3

	4
	100/120
	TDLA30-650
	2x2 Low
	-5.6
	-3.6

	5
	400/480
	TDLA10-200
	1x2 Low
	-2.0
	0.0

	6
	400/480
	TDLA10-200
	2x2 Low
	-5.5
	-3.5





3. Conclusion
In this paper we present simulation results for PDCCH demodulation requirements for 52.6-71GHz. 
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