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1 	Introduction
In the LS [1], RAN2 would like to kindly ask RAN4 the question below on concurrent measurement gap configuration in Rel17. We also provided our view and reply in this contribution.
	ACTION: 	RAN2 kindly requests RAN4 to provide feedback whether RAN4 supports PRS to be associated with per FR measurement gap in case of concurrent gaps.




2 Discussion 
Based on the RAN4 discussion in Rel17, the max number of concurrent gap was agreed in TS38.133[2].
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In our views, RAN2’s discussion is based on the note 1 in this table above. Hereby, we would like to further clarify the intention to add this note in RAN4. In short, with this note 1, the scenario in which both per-FR gap for PRS and per-UE gap for PRS can be avoided. But the cases in which per-FR gap for PRS (FR1 and FR2 gaps for PRS is allowed according to configuration #0,1,6,7
Observation 1: PRS to be associated with per FR measurement gap in case of concurrent gaps can be supported.
Therefore, we can propose that:
Proposal 1: The reply on LS[1] can be:
	RAN4 would like to thank RAN2 for the LS on concurrent gap configuration [1]. After discussion in RAN4, the answers to RAN2 questions are as followings:
[RAN4: RAN4 supports PRS to be associated with per FR measurement gap in case of concurrent gaps, e.g. with gap combination configuration #0,1,6,7 in Table 9.1.8-1 in TS38.133 v17.8.0]



3 Conclusion
In this contribution, the LS on Rel17 concurrent MGs was discussed. The proposals can be drawn as: 
Proposal 1: The reply on LS[1] can be:
	RAN4 would like to thank RAN2 for the LS on concurrent gap configuration [1]. After discussion in RAN4, the answers to RAN2 questions are as followings:
[RAN4: RAN4 supports PRS to be associated with per FR measurement gap in case of concurrent gaps, e.g. with gap combination configuration #0,1,6,7 in Table 9.1.8-1 in TS38.133 v17.8.0]
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0 2 1 0
1 1 2 0
2 0 0 2
3Nole 1 1 0 1
4Nole 1 0 1 1
5Nole 1 1 1 1
6 2 0 0
7 0 2 0

Note 1:  Gap Combination Configuration Id #3, #4, #5 will be only
applied when the per-UE measurement gap is associated
to measure PRS for any RSTD, PRS-RSRP, and UE Rx-Tx
time difference measurement defined in TS 38.215 [4].





