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< begin changes >

6.2.1.1	UE maximum output power for power class 1
The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The minimum output power values for EIRP are found in Table 6.2.1.1-1. The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1.1-1: UE minimum peak EIRP for power class 1
	Operating band
	Min peak EIRP (dBm)

	n257
	40.0

	n258
	40.0

	n260
	38.0

	n261
	40.0

	n262
	34.2

	n263
	30.6

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found in Table 6.2.1.1-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1.1-2: UE maximum output power limits for power class 1
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	35
	55

	n258
	35
	55

	n260
	35
	55

	n261
	35
	55

	n262
	35
	55

	n263
	25
	401

	NOTE 1: This is Max average EIRP



[bookmark: _Hlk515541620]The minimum EIRP at the 85th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.1-3 below. The requirement is verified with the test metric of EIRP (Link=Spherical coverage grid, Meas=Link angle).
Table 6.2.1.1-3: UE spherical coverage for power class 1
	Operating band
	Min EIRP at 85 %-tile CDF (dBm)

	n257
	32.0

	n258
	32.0

	n260
	30.0

	n261
	32.0

	n262
	26.0

	n263
	19.1

	NOTE 1:	Minimum EIRP at 85 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.



[bookmark: _Toc115257259][bookmark: _Toc123086578][bookmark: _Toc123088313][bookmark: _Toc124297968]6.2.1.2	UE maximum output power for power class 2
The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The minimum output power values for EIRP are found in Table 6.2.1.2-1. The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1.2-1: UE minimum peak EIRP for power class 2
	Operating band
	Min peak EIRP (dBm)

	n257
	29

	n258
	29

	n259
	25

	n261
	29

	n262
	22.9

	n263
	22.7

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found in Table 6.2.1.2-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1.2-2: UE maximum output power limits for power class 2
	[bookmark: _Hlk515395432]Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n259
	23
	43

	n261
	23
	43

	n262
	23
	43

	n263
	23
	43



The minimum EIRP at the 60th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.2-3 below. The requirement is verified with the test metric of EIRP (Link=Spherical coverage grid, Meas=Link angle).
Table 6.2.1.2-3: UE spherical coverage for power class 2
	Operating band
	Min EIRP at 60 %-tile CDF (dBm)

	n257
	18.0

	n258
	18.0

	n259
	12.5

	n261
	18.0

	n262
	11.0

	n263
	7.6

	NOTE 1:	Minimum EIRP at 60 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.



6.2.1.3	UE maximum output power for power class 3
The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The minimum output power values for EIRP are found in Table 6.2.1.3-1. The requirement is verified with the test metric of total component of EIRP (Link=TX beam peak direction, Meas=Link angle). The requirement for the UE which supports a single FR2 band is specified in Table 6.2.1.3-1. The requirement for the UE which supports multiple FR2 bands is specified in both Table 6.2.1.3-1 and Table 6.2.1.3-4.
Table 6.2.1.3-1: UE minimum peak EIRP for power class 3
	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n259
	18.7

	n260
	20.6

	n261
	22.4

	n262
	16.0

	n263
	14.1

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance
NOTE 2:	Void



The maximum output power values for TRP and EIRP are found on the Table 6.2.1.3-2. The max allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and the total component of EIRP (Link=TX beam peak direction, Meas=Link angle.
Table 6.2.1.3-2: UE maximum output power limits for power class 3
	[bookmark: _Hlk515357814]Operating band
	Max TRP (dBm)
	Max EIRP (dBm)
	Max EIRP
(dBm/MHz)
	Notes

	n257
	23
	43
	
	

	n258
	23
	43
	
	

	n259
	23
	43
	
	

	n260
	23
	43
	
	

	n261
	23
	43
	
	

	n262
	23
	43
	
	

	n263
	FFS25
	FFS43
	
	[Default for “NS_200”]

	
	2725
	40 (NOTE1)
	23
	Applies when “NS_204” is indicated in the cell

NOTE 1: it is max average EIRP



The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.3-3 below. The requirement is verified with the test metric of the total component of EIRP (Link=Beam peak search grids, Meas=Link angle). The requirement for the UE which supports a single FR2 band is specified in Table 6.2.1.3-3. The requirement for the UE which supports multiple FR2 bands is specified in both Table 6.2.1.3-3 and Table 6.2.1.3-4.
Table 6.2.1.3-3: UE spherical coverage for power class 3
	Operating band
	Min EIRP at 50 %-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n259
	5.8

	n260
	8

	n261
	11.5

	n262
	2.9

	n263
	2.3

	NOTE 1:	Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	Void
NOTE 3:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.



For the UEs that support multiple FR2 bands, minimum requirement for peak EIRP and EIRP spherical coverage in Tables 6.2.1.3-1 and 6.2.1.3-3 shall be decreased per band, respectively, by the peak EIRP relaxation parameter MBP,n and EIRP spherical coverage relaxation parameter MBS,n, as defined in Table 6.2.1.3-4..
Table 6.2.1.3-4: UE multi-band relaxation factors for power class 3
	[bookmark: _Hlk32225119][bookmark: _Hlk32316771]Band
	MBP,n (dB)
	MBS,n (dB)

	n257
	0.73
	0.73

	n258
	0.6
	0.7

	n259
	0.5
	0.4

	n260
	0.51
	0.41

	n261
	0.52,4
	0.74

	n262
	0.7
	0.7

	n263
	1.0
	1.0

	Note 1: n260 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n260
Note 2: n261 peak relaxation is 0 dB for UE that exclusively supports n261+n260
Note 3: n257 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257
Note 4: n261 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257



[bookmark: _Toc21340763][bookmark: _Toc29805210][bookmark: _Toc36456419][bookmark: _Toc36469517][bookmark: _Toc37253926][bookmark: _Toc37322783][bookmark: _Toc37324189][bookmark: _Toc45889712][bookmark: _Toc52196367][bookmark: _Toc52197347][bookmark: _Toc53173070][bookmark: _Toc53173439][bookmark: _Toc61119428][bookmark: _Toc61119810][bookmark: _Toc67925856][bookmark: _Toc75273494][bookmark: _Toc76510394][bookmark: _Toc83129547][bookmark: _Toc90591080][bookmark: _Toc98864102][bookmark: _Toc99733351][bookmark: _Toc106577242][bookmark: _Toc114536993]6.2.1.4	UE maximum output power for power class 4

--------------------------------------------------------------------------------------------------------------------------- < end changes >

< text omitted >

< begin changes > -------------------------------------------------------------------------------------------------------------------------

6.2.2	UE maximum output power reduction
6.2.2.0	General
[bookmark: _Hlk520275743]The requirements in clause 6.2.2 only apply when both UL and DL of a UE are configured for single CC operation, and they are of the same bandwidth. A UE may reduce its maximum output power due to modulation orders, transmit bandwidth configurations, waveform types and narrow allocations. This Maximum Power Reduction (MPR) is defined in clauses below. The allowed MPR for SRS, PUCCH formats 0, 1, 3 and 4, and PRACH shall be as specified for QPSK modulated DFT-s-OFDM of equivalent RB allocation. The allowed MPR for PUCCH format 2 shall be as specified for QPSK modulated CP-OFDM of equivalent RB allocation. When the maximum output power of a UE is modified by MPR, the power limits specified in clause 6.2.4 apply.
For a UE that is configured for single CC operation with different channel bandwidths in UL and DL, the requirements in clause 6.2A.2 apply.
For all power classes, the waveform defined by BW = 100 MHz, SCS = 120 kHz, DFT-S-OFDM QPSK, 20RB23 is the reference waveform with 0 dB MPR and is used for the power class definition.

[bookmark: _Toc115257267][bookmark: _Toc123086586][bookmark: _Toc123088321][bookmark: _Toc124297976]6.2.2.1	UE maximum output power reduction for power class 1
For power class 1, MPR for contiguous allocations is defined as:
MPR = max(MPRWT, MPRnarrow)
Where,
	MPRnarrow = 14.4 dB, when BWalloc,RB ≤ 1.44 MHz, MPRnarrow = 10 dB, when 1.44 MHz < BWalloc,RB ≤ 10.8 MHz, where BWalloc,RB is the bandwidth of the RB allocation size.
	MPRWT is the maximum power reduction due to modulation orders, transmission bandwidth configurations listed in table 5.3.2-1, and waveform types. MPRWT is defined in Tables 6.2.2.1-1 and 6.2.2.1-2 for FR2-1 and in Tables 6.2.2.1-3 and 6.2.2.1-4 for FR2-2.
Table 6.2.2.1-1 MPRWT for power class 1, BWchannel ≤ 200 MHz
	Modulation
	MPRWT (dB), BWchannel ≤ 200 MHz

	
	Outer RB allocations
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.5
	0.0
	≤ 3.0

	
	QPSK
	≤ 6.5
	0.0
	≤ 3.0

	
	16 QAM
	≤ 6.5
	≤ 4.0
	≤ 4.0

	
	64 QAM
	≤ 6.5
	≤ 5.0
	≤ 5.0

	CP-OFDM
	QPSK
	≤ 7.0
	≤ 4.5
	≤ 4.5

	
	16 QAM
	≤ 7.0
	≤ 5.5
	≤ 5.5

	
	64 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5



Table 6.2.2.1-2 MPRWT for power class 1, BWchannel = 400 MHz
	Modulation
	MPRWT (dB), BWchannel = 400 MHz

	
	Outer RB allocations
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.5
	0.0
	≤ 3.0

	
	QPSK
	≤ 6.5
	0.0
	≤ 3.5

	
	16 QAM
	≤ 6.5
	≤ 4.5
	≤ 4.5

	
	64 QAM
	≤ 6.5
	≤ 6.5
	≤ 6.5

	CP-OFDM
	QPSK
	≤ 7.0
	≤ 5.0
	≤ 5.0

	
	16 QAM
	≤ 7.0
	≤ 6.5
	≤ 6.5

	
	64 QAM
	≤ 9.0
	≤ 9.0
	≤ 9.0



Table 6.2.2.1-3 MPRWT for power class 1, BWchannel = 100 MHz in FR2-2
	Modulation
	MPRWT (dB), BWchannel = 100 MHz

	
	Outer RB allocations
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ [5.5]
	[0.0]
	≤ [3.5]

	
	QPSK
	≤ [6.5]
	[0.0]
	≤ [3.5]

	
	16 QAM
	≤ [7.0]
	≤ [2.5]
	≤ [2.5]

	
	64 QAM
	≤ [8.0]
	≤ [8.0]
	≤ [8.0]

	CP-OFDM
	QPSK
	≤ [8.0]
	≤ [1.5]
	≤ [3.5]

	
	16 QAM
	≤ [8.0]
	≤ [3.5]
	≤ [4.0]

	
	64 QAM
	≤ [9.5]
	≤ [9.5]
	≤ [9.5]



Table 6.2.2.1-4 MPRWT for power class 1, BWchannel >= 400 MHz in FR2-2
	Modulation
	MPRWT (dB), BWchannel = 400, 800, 1600, 2000 MHz

	
	Outer RB allocations
	Inner RB allocations

	
	
	Region 1
	Region 2

	DFT-s-OFDM
	Pi/2 BPSK
	≤ [6.0]
	≤ [1.0]
	≤ [3.5]

	
	QPSK
	≤ [6.0]
	≤ [1.0]
	≤ [4.0]

	
	16 QAM
	≤ [4.5]
	≤ [3.0]
	≤ [3.0]

	
	64 QAM
	≤ [8.0]
	≤ [8.0]
	≤ [8.0]

	CP-OFDM
	QPSK
	≤ [6.0]
	≤ [1.5]
	≤ [3.5]

	
	16 QAM
	≤ [6.0]
	≤ [4.0]
	≤ [5.5]

	
	64 QAM
	≤ [10.0]
	≤ [10.0]
	≤ [10.0]



Where the following parameters are defined to specify valid RB allocation ranges for the RB allocations regions in Tables 6.2.2.1-1 ,  6.2.2.1-2, 6.2.2.1-3, and 6.2.2.1-4:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1.
RBend = RBStart + LCRB - 1
RBStart,Low = Max(1, Floor(LCRB/2))
RBStart,High = NRB – RBStart,Low – LCRB
An RB allocation is an Outer RB allocation if
RBStart < RBStart,Low OR RBStart > RBStart,High OR LCRB > Ceil(NRB/2) 
An RB allocation belonging to table 6.2.2.1-1 is a Region 1 inner RB allocation if 
RBstart ≥ Ceil(1/3 NRB) AND RBend < Ceil(2/3 NRB)
An RB allocation belonging to table 6.2.2.1-2 is a Region 1 inner RB allocation if
RBstart ≥ Ceil(1/4 NRB) AND RBend < Ceil(3/4 NRB) AND LCRB ≤ Ceil(1/4 NRB)
An RB allocation is a Region 2 inner allocation if it is NOT an Outer allocation AND NOT a Region 1 inner allocation
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2.4 apply.
[bookmark: _Toc21340766][bookmark: _Toc29805213][bookmark: _Toc36456422][bookmark: _Toc36469520][bookmark: _Toc37253929][bookmark: _Toc37322786][bookmark: _Toc37324192][bookmark: _Toc45889715][bookmark: _Toc52196370][bookmark: _Toc52197350][bookmark: _Toc53173073][bookmark: _Toc53173442][bookmark: _Toc61119432][bookmark: _Toc61119814][bookmark: _Toc67925861][bookmark: _Toc75273499][bookmark: _Toc76510399][bookmark: _Toc83129552][bookmark: _Toc90591085][bookmark: _Toc98864109][bookmark: _Toc99733358][bookmark: _Toc106577249][bookmark: _Toc114537000]6.2.2.2	UE maximum output power reduction for power class 2
For power class 2, MPR for FR2-1 and FR2-2 as specified in clause 6.2.2.3 applies. 
Table 6.2.2.2-1: Void

[bookmark: _Toc21340767][bookmark: _Toc29805214][bookmark: _Toc36456423][bookmark: _Toc36469521][bookmark: _Toc37253930][bookmark: _Toc37322787][bookmark: _Toc37324193][bookmark: _Toc45889716][bookmark: _Toc52196371][bookmark: _Toc52197351][bookmark: _Toc53173074][bookmark: _Toc53173443][bookmark: _Toc61119433][bookmark: _Toc61119815][bookmark: _Toc67925862][bookmark: _Toc75273500][bookmark: _Toc76510400][bookmark: _Toc83129553][bookmark: _Toc90591086][bookmark: _Toc98864110][bookmark: _Toc99733359][bookmark: _Toc106577250][bookmark: _Toc114537001]6.2.2.3	UE maximum output power reduction for power class 3
For power class 3, MPR for contiguous allocations is defined as: 
MPR = max(MPRWT, MPRnarrow)
For transmission bandwidth configuration less than or equal to 200MHz, and 0 ≤ RBstart < Ceil(1/3 NRB) or Ceil((2/3NRB)- LCRB) < RBstart ≤ NRB-LCRB:
-	MPRnarrow = 2.5 dB, when BWalloc,RB is less than or equal to 1.44 MHz, 
-	MPRnarrow = 2.0 dB, when 1.44 MHz < BWalloc,RB <= 4.32 MHz,
-	otherwise MPRnarrow = 0 dB.
MPRWT is the maximum power reduction due to modulation orders, transmission bandwidth configurations listed in Table 5.3.2-1, and waveform types. MPRWT is defined for FR2-1 in Table 6.2.2.3-1.
Table 6.2.2.3-1 MPRWT for power class 3, BWchannel ≤ 200 MHz, FR2-1
	Modulation
	MPRWT, BWchannel ≤ 200 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	0.0
	≤ 2.0

	
	QPSK
	0.0
	≤ 2.0

	
	16 QAM
	≤ 3.0
	≤ 3.5

	
	64 QAM
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 4.0

	
	16 QAM
	≤ 5.0
	≤ 5.0

	
	64 QAM
	≤ 7.5
	≤ 7.5



MPRWT is defined for FR2-2 in Table 6.2.2.3-1b.
Table 6.2.2.3-1b MPRWT for power class 3, BWchannel = 100 MHz, FR2-2
	Modulation
	MPRWT, BWchannel = 100 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	0.0
	≤ [0.5]

	
	QPSK
	0.0
	≤ [0.5]

	
	16 QAM
	≤ [3.0]
	≤ [3.0]

	
	64 QAM
	≤ [8.5]
	≤ [8.5]

	CP-OFDM
	QPSK
	≤ [1.5]
	≤ [1.5]

	
	16 QAM
	≤ [4.0]
	≤ [4.0]

	
	64 QAM
	≤ [10.0]
	≤ [10.0]




Where the following parameters are defined to specify valid RB allocation ranges for RB allocations in Table 6.2.2.3-1:
-	RBStart,Low = max(1, LCRB), where max() indicates the largest value of all arguments.
-	RBStart,High = NRB – RBStart,Low – LCRB,
An RB allocation belonging to table 6.2.2.3-1 is a Region 1 inner RB allocation if:
-	RBStart,Low  ≤  RBStart  ≤  RBStart,High, and LCRB  ≤  ceil(NRB/3), where ceil(x) is the smallest integer greater than or equal to x.
For transmission bandwidth configuration equal to 400MHz,
MPRnarrow = 2.5 dB, when BWalloc,RB is less than or equal to 1.44 MHz, and 0 ≤ RBstart < Ceil(1/3 NRB) or Ceil(2/3NRB) ≤ RBstart ≤ NRB-LCRB, where BWalloc,RB is the bandwidth of the RB allocation size.
MPRWT is the maximum power reduction due to modulation orders, transmission bandwidth configurations listed in Table 5.3.2-1, and waveform types. MPRWT is defined for FR2-1 in Table 6.2.2.3-2.

Table 6.2.2.3-2 MPRWT for power class 3, BWchannel = 400 MHz, FR2-1
	Modulation
	MPRWT, BWchannel = 400 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	0.0
	≤ 3.0

	
	QPSK
	0.0
	≤ 3.0

	
	16 QAM
	≤ 4.5
	≤ 4.5

	
	64 QAM
	≤ 6.5
	≤ 6.5

	CP-OFDM
	QPSK
	≤ 5.0
	≤ 5.0

	
	16 QAM
	≤ 6.5
	≤ 6.5

	
	64 QAM
	≤ 9.0
	≤ 9.0



MPRWT is defined for FR2-2 in Table 6.2.2.3-2b and 6.2.2.3-2c.
Table 6.2.2.3-2b MPRWT for power class 3, BWchannel = 400 MHz, FR2-2
	Modulation
	MPRWT, BWchannel = 400 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	≤ [1.0]
	≤ 3.0

	
	QPSK
	≤ [1.0]
	≤ 3.0

	
	16 QAM
	≤ 4.5
	≤ 4.5

	
	64 QAM
	≤ [9.5]
	≤ [9.0]

	CP-OFDM
	QPSK
	≤ 5.0
	≤ 5.0

	
	16 QAM
	≤ 6.5
	≤ 6.5

	
	64 QAM
	≤ 10.0
	≤ 10.0



Table 6.2.2.3-2c MPRWT for power class 3, BWchannel >= 800 MHz, FR2-2
	Modulation
	MPRWT, BWchannel = 400 MHz

	
	Inner RB allocations,
Region 1
	Edge RB allocations


	DFT-s-OFDM
	Pi/2 BPSK
	≤ [1.0]
	≤ 4.0

	
	QPSK
	≤ [1.0]
	≤ 4.0

	
	16 QAM
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ [9.5]
	≤ [9.0]

	CP-OFDM
	QPSK
	≤ 6.5
	≤ 6.5

	
	16 QAM
	≤ 8.0
	≤ 8.0

	
	64 QAM
	≤ 10.5
	≤ 10.5



Where the following parameters are defined to specify valid RB allocation ranges for RB allocations in Table 6.2.2.3-2:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1.
RBend = RBStart + LCRB - 1
An RB allocation belonging to table 6.2.2.3-2 is a Region 1 inner RB allocation if
RBstart ≥ Ceil(1/4 NRB) AND RBend < Ceil(3/4 NRB) AND LCRB ≤ Ceil(1/4 NRB)
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[bookmark: _Toc114537002]6.2.2.4	UE maximum output power reduction for power class 4
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For power class 1, MPR for intra-band contiguous UL CA with contiguous allocations within the cumulative aggregated bandwidth is defined as:
MPRC_CA = max(MPRWT_C_CA, MPRnarrow)
Where,
	MPRnarrow = 14.4 dB, when BWalloc,RB is less than or equal to 1.44 MHz, MPRnarrow = 10 dB, when 1.44 MHz < BWalloc,RB ≤ 10.8 MHz, where BWalloc,RB is the bandwidth of the RB allocation size.
	MPRWT_C_CA is the maximum power reduction due to modulation orders, transmit bandwidth configurations, and waveform types. MPRWT_C_CA is defined in Tables 6.2A.2.2-1 and 6.2A.2.2-2. 
Table 6.2A.2.2-1: Maximum power reduction (MPRWT_C_CA) for UE power class 1 in FR2-1
	Waveform Type
	Cumulative aggregated channel bandwidth

	
	< 400 MHz
	≥ 400 MHz and < 800 MHz
	≥ 800 MHz and ≤ 1400 MHz
	> 1400 MHz and ≤ 2400 MHz

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.51
	7.71
	8.2
	≤ 8.7

	
	QPSK
	≤ 6.51
	8.71
	9.7
	≤ 9.7

	
	16 QAM
	≤ 6.5
	8.7
	9.2
	≤ 9.7

	
	64 QAM
	≤ 9.0
	10.7
	11.2
	≤ 11.7

	CP-OFDM
	QPSK
	≤ 6.5
	8.7
	8.7
	≤ 9.7

	
	16 QAM
	≤ 6.5
	8.7
	8.7
	≤ 9.7

	
	64 QAM
	≤ 9.0
	10.7
	11.2
	≤ 11.7

	NOTE 1:	(Void)



Table 6.2A.2.2-2: Maximum power reduction (MPRWT_C_CA) for UE power class 1 in FR2-2
	Waveform Type
	Cumulative aggregated channel bandwidth

	
	< 400 MHz
	≥ 400 MHz and < 800 MHz
	≥ 800 MHz and ≤ 1400 MHz
	> 1400 MHz and ≤ 2000 MHz

	Pi/2 BPSK
	≤ [7.0]
	≤ [5.0]
	≤ [2.0]
	≤ [2.0]

	QPSK
	≤ [8.0]
	≤ [6.0]
	≤ [3.0]
	≤ [3.0]

	16 QAM
	≤ [8.0]
	≤ [6.0]
	≤ [4.0]
	≤ [4.0]

	64 QAM
	≤ [10.0]
	≤ [10.0]
	≤ [10.0]
	≤ [10.0]



In case of a contiguous RB, DFT-s-BPSK or DFT-s-QPSK UL allocation in a single CC of a CA configuration with contiguous CCs, and whose cumulative aggregated BW  400 MHz, MPRWT_C_CA shall be derived instead as MAX(MPR1, MPR2), where: 
	MPR1 shall be determined from Table 6.2.2.1-1 if CABW  200 MHz, from Table 6.2.2.1-2 if CABW > 200 MHz. 
	MPR2 shall be determined from Table 6.2.2.1-1 if UL BWchannel_CA  200 MHz, from Table 6.2.2.1-2 if UL BWchannel_CA > 200 MHz.
and assume all UL CCs use the same SCS for the purpose of determination of inner and outer RB allocations in Table 6.2.2.1-1 and Table 6.2.2.1-2:
	NRB shall be chosen as the sum of NRB of all constituent UL CCs in the CA configuration. 
	LCRB shall be chosen as BWalloc,RB
	RBstart shall be derived as: RBstart_allocatedCC+NRB_unallocatedCC_low
	RBstart_allocatedCC is the index of the first allocated RB in the CC with allocation
	NRB_unallocatedCC_low is the sum of NRB in all UL CCs lower in frequency compared to the CC with allocation
When different waveform types exist across CCs, the requirement is set by the waveform type used in the configuration with the largest MPRC_CA.
For intra-band contiguous UL CA with non-contiguous RB allocations, the following rule for MPR applies:
MPR = max(MPRC_CA, -10*A +  14.4) 
Where:
	A = NRB_alloc / NRB_agg_C.
	NRB_alloc is the total number of allocated UL RBs
	NRB_agg_C is the number of the aggregated RBs within the fully allocated cumulative aggregated channel bandwidth assuming lowest SCS among all configured CCs
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For power class 3, MPR for intra-band contiguous UL CA with contiguous allocations within the cumulative aggregated bandwidth is denoted as MPRC_CA and is defined in Tables 6.2A.2.4-1 and 6.2A.2.4-2.
Table 6.2A.2.4-1: Maximum power reduction (MPRC_CA) for UE power class 3 in FR2-1
	
	Cumulative aggregated channel bandwidth (CABW)

	
	≤ 400 MHz
	> 400 MHz and < 800 MHz
	≥ 800 MHz and ≤ 1400 MHz
	> 1400 MHz and ≤ 2400 MHz

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 5.01
	≤ 7.71
	≤ 8.2
	≤ 8.7

	
	QPSK
	≤ 5.01
	≤ 7.71
	≤ 8.2
	≤ 9.7

	
	16 QAM
	≤ 6.5
	≤ 8.7
	≤ 9.3
	≤ 9.7

	
	64 QAM
	≤ 9.0
	≤ 10.7
	≤ 11.2
	≤ 11.7

	CP-OFDM
	QPSK
	≤ 5.0
	≤ 7.5
	≤ 8.0
	≤ 9.7

	
	16 QAM
	≤ 6.5
	≤ 8.7
	≤ 9.2
	≤ 9.7

	
	64 QAM
	≤ 9.0
	≤ 10.7
	≤ 11.2
	≤ 11.7

	NOTE 1:	(Void).



Table 6.2A.2.4-2: Maximum power reduction (MPRWT_C_CA) for UE power class 3 in FR2-2
	Waveform Type
	Cumulative aggregated channel bandwidth

	
	< 400 MHz
	≥ 400 MHz and < 800 MHz
	≥ 800 MHz and ≤ 1400 MHz
	> 1400 MHz and ≤ 2000 MHz

	Pi/2 BPSK
	≤ [1.0]
	≤ [1.0]
	≤ [1.0]
	≤ [1.0]

	QPSK
	≤ [2.0]
	≤ [2.0]
	≤ [2.0]
	≤ [2.0]

	16 QAM
	≤ [4.0]
	≤ [4.0]
	≤ [4.0]
	≤ [4.0]

	64 QAM
	≤ [10.0]
	≤ [10.0]
	≤ [10.0]
	≤ [10.0]



In case of a contiguous RB, DFT-s-BPSK or DFT-s-QPSK UL allocation in a single CC of a CA configuration with contiguous CCs, and whose cumulative aggregated BW  400 MHz, MPRC_CA shall be derived instead as MAX(MPR1, MPR2), where: 
	MPR1 shall be determined from Table 6.2.2.3-1 if CABW  200 MHz, from Table 6.2.2.3-2 if CABW > 200 MHz. 
	MPR2 shall be determined from Table 6.2.2.3-1 if UL BWchannel_CA  200 MHz, from Table 6.2.2.3-2 if UL BWchannel_CA > 200 MHz. 
and assume all UL CCs use the same SCS for the purpose of determination of inner and outer RB allocations in Table 6.2.2.3-1 and Table 6.2.2.3-2:
	NRB shall be chosen as the sum of NRB of all constituent UL CCs in the CA configuration. 
	LCRB shall be chosen as BWalloc,RB
	RBstart shall be derived as: RBstart_allocatedCC+NRB_unallocatedCC_low
	RBstart_allocatedCC is the index of the first allocated RB in the CC with allocation
	NRB_unallocatedCC_low is the sum of NRB in all UL CCs lower in frequency compared to the CC with allocation
When different waveform types exist across CCs, the requirement is set by the waveform type used in the configuration with the highest contiguous MPR.
For intra-band contiguous UL CA with non-contiguous RB allocations, the following rule for MPR applies:
MPR = max(MPRC_CA, -10*A +7.0) 
Where:
	A = NRB_alloc / NRB_agg_C.
	NRB_alloc is the total number of allocated UL RBs
	NRB_agg_C is the number of the aggregated RBs within the fully allocated cumulative aggregated channel bandwidth assuming lowest SCS among all configured CCs
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[bookmark: _Hlk516051685]Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band (the IE field freqBandIndicatorNR) and an associated value of additionalSpectrumEmission in the relevant RRC information elements.
To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in clause 6.2.1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-2. Unless otherwise stated, the allowed total back off is maximum of A-MPR and MPR specified in clause 6.2.2.
Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network Signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_200
	
	
	
	
	N/A

	NS_201
(NOTE 1)
	6.5.3.2.2
	n258
	
	
	6.2.3.2

	NS_202
	6.5.3.2.3
	n257, n258
	50, 100, 200, 400
	Table 5.3.2-1
	6.2.3.3

	NS_203
	6.5.3.2.4
	n258
	50, 100, 200, 400
	Table 5.3.2-1
	6.2.3.4

	NOTE 1:	NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.



Table 6.2.3.1-2: Mapping of Network Signalling labe
	NR Band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n257
	NS_200
	NS_202
	
	
	
	
	
	

	n258
	NS_200
	NS_201
(NOTE 2)
	NS_202
	NS_203
	
	
	
	

	n259
	NS_200
	
	
	
	
	
	
	

	n260
	NS_200
	
	
	
	
	
	
	

	n261
	NS_200
	
	
	
	
	
	
	

	n263
	NS_200
	NS_204
	
	
	
	
	
	

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in sub-clause 6.3.2 of TS 38.331 [13]. 
NOTE 2:	NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.
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The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods as shown in Figure 6.3.3.4-1. The measurement period for different PRACH preamble format is specified in Table 6.3.3.4-1.
Table 6.3.3.4-1: PRACH ON power measurement period
	Format
	SCS
	Measurement period
	Note

	A1
	60 kHz
	0.035677 ms
	

	
	120 kHz
	0.017839 ms
	

	
	480 kHz
	0.004460 ms
	

	
	960 kHz
	0.002230 ms
	

	A2
	60 kHz
	0.071354 ms
	

	
	120 kHz
	0.035677 ms
	

	
	480 kHz
	0.008919 ms
	

	
	960 kHz
	0.004460 ms
	

	A3
	60 kHz
	0.107031 ms
	

	
	120 kHz
	0.053516 ms
	

	
	480 kHz
	0.013379 ms
	

	
	960 kHz
	0.006690 ms
	

	B1
	60 kHz
	0.035091 ms
	

	
	120 kHz
	0.0175455 ms
	

	
	480 kHz
	0.004386 ms
	

	
	960 kHz
	0.002193 ms
	

	B4
	60 kHz
	0.207617 ms
	

	
	120 kHz
	0.103809 ms
	

	
	480 kHz
	0.025952 ms
	

	
	960 kHz
	0.012976 ms
	

	A1/B1
	60 kHz
	0.035677 ms for front X1 occasion
0.035091 ms for last occasion
X1 = [2,5]
	X1 = [2,5]

	
	120 kHz
	0.017839 ms for front X1occasion
0.017546 ms for last occasion
X1 = [2,5]
	

	
	480 kHz
	  0.004460 ms for front X1 occasion
 0.004387 ms for last occasion
	

	
	960 kHz
	0.017839 ms for front X1occasion
0.017546 ms for last occasion
	

	A2/B2
	60 kHz
	0.071354 ms for front X2 occasion
0.069596 ms for last occasion
X2 = [1,2]
	X2 = [1,2]

	
	120 kHz
	0.035677 ms for front X2 occasion
0.034798 ms for last occasion
X2 = [1,2]
	

	
	480 kHz
	0.008919 ms for front X2 occasion
0.008700 ms for last occasion
	

	
	960 kHz
	0.004460 ms for front X2 occasion
0.004350 ms for last occasion
	

	A3/B3
	60 kHz
	0.107031 ms for first occasion
0.104101 ms for second occasion
	

	
	120 kHz
	0.053515 ms for first occasion
0.052050 ms for second occasion
	

	
	480 kHz
	0.013379 ms for first occasion
0.013013 ms for second occasion
	

	
	960 kHz
	0.006689 ms for first occasion
0.006506 ms for second occasion
	

	C0
	60 kHz
	0.026758 ms
	

	
	120 kHz
	0.013379 ms
	

	
	480 kHz
	0.003345 ms
	

	
	960 kHz
	0.001672 ms
	

	C2
	60 kHz
	0.083333 ms
	

	
	120 kHz
	0.0416667 ms
	

	
	
	480 kHz
	

	
	
	960 kHz
	

	NOTE:	For PRACH on PRACH occasion start from begin of 0ms or 0.5 ms boundary, the measurement period will plus 0.032552 μs



[image: ]
Figure 6.3.3.4-1: PRACH ON/OFF time mask
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The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM, the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in sub-clauses 6.4.2.4 and 6.4.2.5. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and one slot for PUCCH and PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval as as defined in clause 6.3.3.
The RMS average of the basic EVM measurements over 10 subframes for the average EVM case, and over 60 subframes for the reference signal EVM case, for the different modulation schemes shall not exceed the values specified in Table 6.4.2.1-1 for the parameters defined in Table 6.4.2.1-2 or 6.4.2.1-3, depending on UE power class. For EVM evaluation purposes, all 13 PRACH preamble formats and all 5 PUCCH formats are considered to have the same EVM requirement as QPSK modulated. 
The requirement is verified with the test metric of EVM (Link=TX beam peak direction, Meas=Link angle). 
Table 6.4.2.1-1: Minimum requirements for error vector magnitude
	
Parameter
	Unit
	Average EVM level
	Reference signal EVM level

	Pi/2 BPSK 
	%
	30.0
	30.0

	QPSK 
	%
	17.5
	17.5

	16 QAM 
	%
	12.5
	12.5

	64 QAM 
	%
	8.0
	8.0
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Parameter
	Unit
	Level

	UE EIRP
	dBm
	 4

	UE EIRP for UL 16 QAM
	dBm
	 7

	UE EIRP for UL 64 QAM
	dBm
	 11

	Operating conditions
	
	Normal conditions



Table 6.4.2.1-2a: Parameters for Error Vector Magnitude for power class 1 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 4
	 [2]
	 [5]
	 [8]
	 [9]

	UE EIRP for UL 16 QAM
	dBm
	 7
	 [5]
	 [8]
	 [11]
	 [12]

	UE EIRP for UL 64 QAM
	dBm
	 11
	 [9]
	 [12]
	 [15]
	 [16]

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-3: Parameters for Error Vector Magnitude for power class 2, 3, 4 and 7 in FR2-1
	
Parameter
	Unit
	Level

	UE EIRP
	dBm
	 -13

	UE EIRP for UL 16 QAM
	dBm
	 -10

	UE EIRP for UL 64 QAM
	dBm
	 -6

	Operating conditions
	
	Normal conditions



Table 6.4.2.1-3a: Parameters for Error Vector Magnitude for power class 3 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 -13
	[ -11]
	[ -8] 
	[ -5] 
	[ -4] 

	UE EIRP for UL 16 QAM
	dBm
	 -10
	[ -8] 
	[ -5] 
	[ -2] 
	[ -1] 

	UE EIRP for UL 64 QAM
	dBm
	 -6
	[ -4] 
	[ -1] 
	[ 2] 
	[ 3] 

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-3b: Parameters for Error Vector Magnitude for power class 2 in FR2-2
	
	
	Level

	
Parameter
	Unit
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	UE EIRP
	dBm
	 -13
	 [-11]
	 [-8]
	 [-5]
	 [-4]

	UE EIRP for UL 16 QAM
	dBm
	 -10
	 [-8]
	 [-5]
	 [-2]
	 [-1]

	UE EIRP for UL 64 QAM
	dBm
	 -6
	 [-4]
	 [-1]
	 [2]
	 [3]

	Operating conditions
	Normal Conditions

	NOTE 1:	PTRS is configured for 16 QAM and 64 QAM



Table 6.4.2.1-4: Parameters for Error Vector Magnitude for power class 5
	
Parameter
	Unit
	Level

	UE EIRP
	dBm
	 -6

	UE EIRP for UL 16 QAM
	dBm
	 -3

	UE EIRP for UL 64 QAM
	dBm
	 1

	Operating conditions
	
	Normal conditions



[bookmark: _Toc114537139]6.4.2.2	Carrier leakage
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< begin changes > -------------------------------------------------------------------------------------------------------------------------

6.6.4.3.1	Side Condition for beam correspondence based on SSB and CSI-RS
The beam correspondence requirements are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided and Type D QCL shall be maintained between SSB and CSI-RS.
-	The reference measurement channel for beam correspondence are fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-1 and Table 6.6.4.3.1-2.
Table 6.6.4.3.1-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-96.2
	≥6

	
	n258
	-96.2
	

	
	n259
	-90.7
	

	
	n260
	-91.9
	

	
	n261
	-96.2
	

	
	n262
	-88.5
	

	
	n263
	-88.0
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.4.3.1-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-96.2
	≥6

	
	n258
	-96.2
	

	
	n259
	-90.7
	

	
	n260
	-91.9
	

	
	n261
	-96.2
	

	
	n262
	-88.5
	

	
	n263
	-88.0
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
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< end changes >
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< begin changes >
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[bookmark: _Hlk44411793]The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity specified in Table 7.3.2.1-1. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link Angle).
Table 7.3.2.1-1: Reference sensitivity for power class 1
	Operating band

	REFSENS (dBm) / Channel bandwidth

	
	50 
MHz
	100 
MHz
	200
MHz
	400
MHz
	800
MHz
	1600
MHz
	2000
MHz

	n257
	-97.5
	-94.5
	-91.5
	-88.5
	N/A
	N/A
	N/A

	n258
	-97.5
	-94.5
	-91.5
	-88.5
	N/A
	N/A
	N/A

	n260
	-94.5
	-91.5
	-88.5
	-85.5
	N/A
	N/A
	N/A

	n261
	-97.5
	-94.5
	-91.5
	-88.5
	N/A
	N/A
	N/A

	n262
	-92.5
	-89.5
	-86.5
	-83.5
	N/A
	N/A
	N/A

	n263
	N/A
	-85
	N/A
	-79
	-76
	-73
	-72

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4




The REFSENS requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.1-2.
Table 7.3.2.1-2: Uplink configuration for reference sensitivity
	Operating
band
	NR Band / Channel bandwidth / NRB / SCS / Duplex mode

	
	50 
MHz
	100 MHz
	200
MHz
	400
MHz
	800
MHz
	1600
MHz
	2000
MHz
	SCS
	Duplex mode

	n257
	32
	64
	128
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	n258
	32
	64
	128
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	n260
	32
	64
	128
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	n261
	32
	64
	128
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	n262
	32
	64
	128
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	n263
	N/A
	64
	N/A
	256
	N/A
	N/A
	N/A
	120 kHz
	TDD

	
	N/A
	N/A
	N/A
	[64]
	120
	[240]
	N/A
	480 kHz
	

	
	N/A
	N/A
	N/A
	[32]
	[60]
	[120]
	144
	960 kHz
	



Unless given by Table 7.3.2.1-3, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3-1) configured.
Table 7.3.2.1-3: Reserved
	Operating band
	Network Signalling value

	
	



[bookmark: _Toc21340943][bookmark: _Toc29805391][bookmark: _Toc36456600][bookmark: _Toc36469698][bookmark: _Toc37254107][bookmark: _Toc37322966][bookmark: _Toc37324372][bookmark: _Toc45889895][bookmark: _Toc52196570][bookmark: _Toc52197550][bookmark: _Toc53173273][bookmark: _Toc53173642][bookmark: _Toc61119644][bookmark: _Toc61120026][bookmark: _Toc67926096][bookmark: _Toc75273734][bookmark: _Toc76510634][bookmark: _Toc83129791][bookmark: _Toc90591323][bookmark: _Toc98864374][bookmark: _Toc99733623][bookmark: _Toc106577528][bookmark: _Toc114537279]7.3.2.2	Reference sensitivity power level for power class 2

--------------------------------------------------------------------------------------------------------------------------- < end changes >
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For each component carrier in the intra-band contiguous carrier aggregation, the throughput in QPSK R = 1/3 shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity values determined from clause 7.3.2, and relaxation applied  to peak reference sensitivity requirement as specified in Table 7.3A.2.1-1.
Table 7.3A.2.1-1: ΔRIBC EIS Relaxation for CA operation by aggregated channel bandwidth
	Aggregated Channel BW 'BWChannel_CA' (MHz)
	ΔRIBC (dB)

	BWChannel_CA ≤ 800
	0.0

	800 < BWChannel_CA ≤ 1200
	0.5

	1200 < BWChannel_CA ≤ 1600
	1.0

	1600 < BWChannel_CA ≤ 2000
	[1.5]



7.3A.2.2	Intra-band non-contiguous CA

< end changes >

---------------------------------------- < End of changes to Clause 7 > ---------------------------------------
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