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[bookmark: _Toc13080135][bookmark: _Toc18916160][bookmark: _Toc53185293][bookmark: _Toc53185669][bookmark: _Toc57820144][bookmark: _Toc57821071][bookmark: _Toc61183347][bookmark: _Toc61183741][bookmark: _Toc61184133][bookmark: _Toc61184525][bookmark: _Toc61184915][bookmark: _Toc66386258][bookmark: _Toc74583099][bookmark: _Toc76541912][bookmark: _Toc82449894][bookmark: _Toc82450542][bookmark: _Toc106094083][bookmark: _Toc114252858][bookmark: _Toc123045986][bookmark: _Toc124157527][bookmark: _Toc124258920][bookmark: _Toc124259064]5.3	NCR channel bandwidth
[bookmark: _Toc29811645][bookmark: _Toc53185303][bookmark: _Toc53185679][bookmark: _Toc57820154][bookmark: _Toc57821081][bookmark: _Toc61183357][bookmark: _Toc61183751][bookmark: _Toc61184143][bookmark: _Toc61184535][bookmark: _Toc61184925][bookmark: _Toc66386268][bookmark: _Toc74583109][bookmark: _Toc76541922][bookmark: _Toc82449904][bookmark: _Toc82450552][bookmark: _Toc106094085][bookmark: _Toc114252860][bookmark: _Toc123045988][bookmark: _Toc124157529][bookmark: _Toc124258922][bookmark: _Toc124259066]5.3.1	Transmission bandwidth configuration
The NCR channel bandwidth is the same as specified for BS in TS 38.104 [2] for FR1 and FR2-1, subclause 5.3.2.
5.3.2	Minimum guard band and transmission bandwidth configuration
The NCR minimum guard band and transmission bandwidth are the same as specified for BS in TS 38.104 [2] for FR1 and FR2-1, subclause 5.3.3.
5.3.3	RB alignment
The NCR RB alignment is the same as specified for BS in TS 38.104 [2] for FR1 and FR2-1, subclause 5.3.4.
5.3.4	channel bandwidth per operating band
[bookmark: _Hlk127475722]The NCR channel bandwidth per operating band is the same as specified for BS in TS 38.104 [2] for FR1 and FR2-1, subclause 5.3.5, except the operating bands n46, n96 and n102.
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[bookmark: _Toc29811641][bookmark: _Toc36817193][bookmark: _Toc37260109][bookmark: _Toc37267497][bookmark: _Toc44712099][bookmark: _Toc45893412][bookmark: _Toc53178139][bookmark: _Toc53178590][bookmark: _Toc61178816][bookmark: _Toc61179286][bookmark: _Toc67916582][bookmark: _Toc74663180][bookmark: _Toc82621720][bookmark: _Toc90422567][bookmark: _Toc106782760][bookmark: _Toc107311651][bookmark: _Toc107419235][bookmark: _Toc107474862][bookmark: _Toc114255455][bookmark: _Toc115186135]5.4	Channel arrangement
[bookmark: _Toc21127436][bookmark: _Toc29811642][bookmark: _Toc36817194][bookmark: _Toc37260110][bookmark: _Toc37267498][bookmark: _Toc44712100][bookmark: _Toc45893413][bookmark: _Toc53178140][bookmark: _Toc53178591][bookmark: _Toc61178817][bookmark: _Toc61179287][bookmark: _Toc67916583][bookmark: _Toc74663181][bookmark: _Toc82621721][bookmark: _Toc90422568][bookmark: _Toc106782761][bookmark: _Toc107311652][bookmark: _Toc107419236][bookmark: _Toc107474863][bookmark: _Toc114255456][bookmark: _Toc115186136]5.4.1	Channel spacing
[bookmark: _Toc21127437][bookmark: _Toc29811643][bookmark: _Toc36817195][bookmark: _Toc37260111][bookmark: _Toc37267499][bookmark: _Toc44712101][bookmark: _Toc45893414][bookmark: _Toc53178141][bookmark: _Toc53178592][bookmark: _Toc61178818][bookmark: _Toc61179288][bookmark: _Toc67916584][bookmark: _Toc74663182][bookmark: _Toc82621722][bookmark: _Toc90422569][bookmark: _Toc106782762][bookmark: _Toc107311653][bookmark: _Toc107419237][bookmark: _Toc107474864][bookmark: _Toc114255457][bookmark: _Toc115186137]5.4.1.1	Channel spacing for adjacent NR carriers
[bookmark: _Toc368026363]The NCR channel spacing for adjacent carriers is the same as specified for BS in TS 38.104 [2] for FR1 and FR2-1, subclause 5.4.1.1.
