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1. Introduction
This contribution is a text proposal for TR 37.718-11-21 to include DC_28A_n5A-n40A with dual UL according to the request in [1]. 
All the fallbacks are completed.
2. Reference
[1] RP-2218027 Revised WID on Rel-18 DC of x bands (x=1,2,3,4) LTE inter-band CA (xDL/1UL) and 2 bands NR inter-band CA (2DL/1UL)
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc120260767]6.X		DC_28_n5-n40
[bookmark: _Toc120260768]6.X.1	 Operating bands for DC
Table 6.X.1-1: LTE 1 band DL/1UL + NR 2 bands DL/1UL DC operating bands
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_28_n5-n40
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	n40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD


Table 6.X.1-2: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_28A_n5A-n40A
	DC_28A_n5A
DC_28A_n40A




[bookmark: _Toc120260769]6.X.2 	Channel bandwidths per operating band for DC
Table 6.X.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + NR 2DL/1UL
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
[kHz]
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Maximum aggregated bandwidth
[MHz]

	DC_28A_n5A-n40A
	28
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	145

	
	n5
	15
	5
	10
	15
	20
	253
	
	
	
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	253
	
	
	
	
	
	
	
	
	

	
	n40
	15
	55
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	60
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	



[bookmark: _Toc120260770]6.X.3	 Co-existence studies
The IMD products caused by UL DC_28_n5 are shown below.
Table 6.X.3-1: The IMD products caused by UL DC_28_n5
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	824
	849

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	146
	76
	1597
	1527

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	672
	557
	995
	900

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	2345
	2230
	2446
	2351

	Two-tone 4th order IMD products
	|2*fx_low –2*y_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	152
	292
	3054
	3194

	Two-tone 4th order IMD products
	|3*fx_low –1*fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – *fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1260
	1420
	1724
	1844

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	2933
	3093
	3175
	3295

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	2548
	2693
	1963
	2168

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	3999
	4144
	3636
	3841

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low –3 *fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	976
	1141
	411
	596

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	3878
	4043
	3757
	3942




The IMD products caused by UL DC_28_n40 are shown below.
Table 6.X.3-2: The IMD products caused by UL DC_28_n40
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	2300
	2400

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1496
	1406
	4800
	4600

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	994
	804
	4097
	3852

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3896
	3706
	5548
	5303

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3104
	3394
	6006
	6296

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	56
	291
	6152
	6497

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4409
	4644
	7603
	7948

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8452
	8897
	412
	692

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	9903
	10348
	5112
	5392

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	5404
	5794
	2356
	2691

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8306
	8696
	6709
	7044




The IMD3 interference of UL DC_28_n5 may have an impact on the Rx of band n40.
The IMD3 interference of UL DC_28_n40 may have an impact on the Rx of band n5.

[bookmark: _Toc120260771]6.X.4	 ∆TIB and ∆RIB values
ΔTIB,c and ΔRIB,c are specified as below.
Table 6.X.4-1: ΔTIB,c due to EN-DC(three bands)
	Inter-band EN-DC configuration
	ΔTIB,c for E-UTRA band / NR band (dB)6

	
	Component band in order of bands in configuration7

	DC_28_n5-n40
	0.6
	0.6
	0.9

	NOTE 6:	“-” denotes ΔTIB,c = 0.
NOTE 7:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_66_(n)12 the band order from left to right is 12, 66 and n12.



Table 6.X.4-2: ΔRIB,c due to EN-DC (three bands)
	Inter-band EN-DC configuration
	ΔRIB,c for E-UTRA band / NR band (dB)7

	
	Component band in order of bands in configuration8

	DC_28_n5-n40
	0.2
	0.2
	0.8

	NOTE 7:	“-” denotes ΔRIB,c = 0.
NOTE 8:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_5_(n)12 the band order from left to right is 5, 12 and n12.



[bookmark: _Toc120260772]6.X.4	 MSD requirements
Referring to DC_12-30_n5, the MSD requirements can be specified as below:
Table 6.X.4-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_28A_n5A-n40A

	28
	712
	5
	25
	767
	N/A
	N/A

	
	n5
	826.5
	5
	25
	871.5
	N/A
	N/A

	
	n40
	2365
	5
	25
	2365
	18.8
	IMD3

	
	28
	720
	5
	25
	775
	N/A
	N/A

	
	n5
	835
	5
	25
	880
	17.0
	IMD3

	
	n40
	2320
	5
	25
	2320
	N/A
	N/A
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