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[bookmark: _Toc61177981][bookmark: _Toc61178453][bookmark: _Toc67916521][bookmark: _Toc74669958][bookmark: _Toc76543606][bookmark: _Toc82624266][bookmark: _Toc90417005][bookmark: _Toc106771350][bookmark: _Toc115185425][bookmark: _Toc123046428][bookmark: _Toc124156693][bookmark: _Toc21127574][bookmark: _Toc29811783][bookmark: _Toc36817335][bookmark: _Toc37260257][bookmark: _Toc37267645][bookmark: _Toc44712247][bookmark: _Toc45893560][bookmark: _Toc53178282][bookmark: _Toc53178733][bookmark: _Hlk60837438]--------------Start of change-------------
[bookmark: _Toc58860438][bookmark: _Toc61182555][bookmark: _Toc66782548][bookmark: _Toc74967724][bookmark: _Toc76545175][bookmark: _Toc82598559][bookmark: _Toc89954207][bookmark: _Toc98774302][bookmark: _Toc106200282][bookmark: _Toc115190839][bookmark: _Toc122003410][bookmark: _Toc124155178][bookmark: _Toc74669961][bookmark: _Toc76543609][bookmark: _Toc82624269][bookmark: _Toc90417008][bookmark: _Toc106771353][bookmark: _Toc115185428][bookmark: _Toc123046431][bookmark: _Toc124156696]8.2.9.5	Test Requirement
The BLER measured according to clause 8.2.9.4.2 shall not be below the limits for the SNR levels specified in Table 8.2.9.5-1 to 8.2.9.5-4. Unless stated otherwise, the MIMO correlation metrics for the gNB are defined in Annex G for low correlation.
Table 8.2.9.5-1: Test requirements for msgA PUSCH for 2-step RA type, Type A, 15 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset [µs] (Note 1
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100
	1%
	G-FR1-A7A12-1 or 
G-FR1-A7A12-3
	0, 0.2, 3.8
	7.9

	Note 1:	The time offset values are described as X, Y, Z where  X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



Table 8.2.9.5-2: Test requirements for msgA PUSCH for 2-step RA type Type A, 30 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset [µs] (Note 1)
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100
	1%
	G-FR1-A7A12-2 or 
G-FR1-A7A12-4
	0, 0.2, 2.0
	7.7

	Note 1:	The time offset values are described as X, Y, Z where  X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



Table 8.2.9.5-3: Test requirements for msgA PUSCH for 2-step RA type Type B, 15 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset [µs] (Note 1)
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100
	1%
	G-FR1-A7A12-1 or 
G-FR1-A7A12-3
	0, 0.2, 3.8
	7.6

	Note 1:	The time offset values are described as X, Y, Z where  X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



Table 8.2.9.5-4: Test requirements for msgA PUSCH for 2-step RA type, Type B, 30 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset [µs] (Note 1)
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100
	1%
	G-FR1-A7A12-2 or 
G-FR1-A7A12-4
	0, 0.2, 2.0
	8.2

	Note 1:	The time offset values are described as X, Y, Z where  X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



--------------Next change-------------
[bookmark: _Toc58860535][bookmark: _Toc61182652][bookmark: _Toc66782645][bookmark: _Toc74967879][bookmark: _Toc76545330][bookmark: _Toc82598714][bookmark: _Toc89954362][bookmark: _Toc98774457][bookmark: _Toc106200437][bookmark: _Toc115190994][bookmark: _Toc122003565][bookmark: _Toc124155333]A.7	VoidFixed Reference Channels for performance requirements (QPSK, R=157/1024)
The parameters for the reference measurement channels are specified in table A.7-1 for FR1 PUSCH performance requirements for 2-step RA type:
-	FRC parameters are specified in table A.7-1 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.7-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
Table A.7-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer (QPSK, R=157/1024)
	Reference channel
	G-FR1-A7-1
	G-FR1-A7-2

	Subcarrier spacing (kHz)
	15
	30

	Allocated resource blocks
	2
	2

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	80
	80

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks – C
	1
	1

	Code block size including CRC (bits) (Note 2)
	96
	96

	Total number of bits per slot
	528
	528

	Total resource elements per slot
	264
	264

	[bookmark: _Hlk54113922]NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos2, and l0 = 2 or 3 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [17].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [16].



Table A.7-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=157/1024)
	Reference channel
	G-FR1-A7-3
	G-FR1-A7-4

	Subcarrier spacing (kHz)
	15
	30

	Allocated resource blocks
	2
	2

	Data bearing CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	88
	88

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	104
	104

	Total number of bits per slot
	576
	576

	Total resource elements per slot
	288
	288

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [17].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [16].



A.8	Void

[bookmark: _Hlk126620618]A.9	Void

A.10	Void

A.11	Void

A.12	Fixed Reference Channels for performance requirements (QPSK, R=157/1024)
The parameters for the reference measurement channels are specified in table A.12-1 for FR1 PUSCH performance requirements for 2-step RA type:
-	FRC parameters are specified in table A.12-1 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.12-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
Table A.12-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer (QPSK, R=157/1024)
	Reference channel
	G-FR1-A12-1
	G-FR1-A12-2

	Subcarrier spacing (kHz)
	15
	30

	Allocated resource blocks
	2
	2

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	80
	80

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks – C
	1
	1

	Code block size including CRC (bits) (Note 2)
	96
	96

	Total number of bits per slot
	528
	528

	Total resource elements per slot
	264
	264

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos2, and l0 = 2 or 3 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [17].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [16].



Table A.12-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=157/1024)
	Reference channel
	G-FR1-A12-3
	G-FR1-A12-4

	Subcarrier spacing (kHz)
	15
	30

	Allocated resource blocks
	2
	2

	Data bearing CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	88
	88

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	104
	104

	Total number of bits per slot
	576
	576

	Total resource elements per slot
	288
	288

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [17].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [16].
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