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[bookmark: _Toc515553226][bookmark: _Hlk500785459][bookmark: _Toc513025448]<< Start of change >>
[bookmark: _Toc45891700][bookmark: _Toc68784705][bookmark: _Toc68733389][bookmark: _Toc61378536][bookmark: _Toc45892520][bookmark: _Toc52352933][bookmark: _Toc29807074][bookmark: _Toc53174756][bookmark: _Toc67953722][bookmark: _Toc21351492][bookmark: _Toc36651513][bookmark: _Toc36648788][bookmark: _Toc45890476][bookmark: _Toc45892110][bookmark: _Toc37256447][bookmark: _Toc61378061][bookmark: _Toc37256788]5.2A	Operating bands for CA
[bookmark: _Toc45890477][bookmark: _Toc61378537][bookmark: _Toc61378062][bookmark: _Toc68784706][bookmark: _Toc36651514][bookmark: _Toc36648789][bookmark: _Toc45891701][bookmark: _Toc67953723][bookmark: _Toc21351493][bookmark: _Toc52352934][bookmark: _Toc37256448][bookmark: _Toc37256789][bookmark: _Toc45892111][bookmark: _Toc68733390][bookmark: _Toc29807075][bookmark: _Toc45892521][bookmark: _Toc53174757]5.2A.1	Inter-band CA between FR1 and FR2
NR carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1‑1 and Table 5.2A.1-2. The band combinations include at least one FR1 operating band and one FR2 operating band.
Operating bands for CA including Band n90 are defined by the corresponding operating bands for CA including Band n41 with Band n90 replacing Band n41. For brevity the said operating bands for CA including Band n90 are not listed in the tables below but are covered by this specification.
If the mandatory simultaneous Rx/Tx capability applies for a lower order band combination, when the applicable lower order band combination is a band pair in a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for the band pairin the higher order band combination.
Table 5.2A.1-1: Band combinations for inter-band CA between FR1 and FR2 (two bands)
	NR CA Band
	NR Band

	CA_n1-n2571
	n1, n257

	CA_n1-n2581
	n1, n258

	CA_n2-n2601
	n2, n260

	CA_n2-n2611
	n2, n261

	CA_n3-n2571
	n3, n257

	CA_n3-n2581
	n3, n258

	CA_n5-n2581
	n5, n258

	CA_n5-n2601
	n5, n260

	CA_n5-n2611
	n5, n261

	CA_n7-n2581
	n7, n258

	CA_n7-n2571
	n7, n257

	CA_n8-n2571
	n8, n257

	CA_n8-n2581
	n8, n258

	CA_n12-n2601
	n12, n260

	CA_n14-n2601
	n14, n260

	CA_n30-n2601
	n30, n260

	CA_n25-n2571
	n25, n257

	CA_n25-n2581
	n25, n258

	CA_n25-n2601
	n25, n260

	CA_n25-n2611
	n25, n261

	CA_n26-n2581
	n26, n258

	CA_n28-n2571
	n28, n257

	CA_n28-n2581
	n28, n258

	CA_n34-n2581
	n34, n258

	[bookmark: OLE_LINK20]CA_n38-n2571
	[bookmark: OLE_LINK21]n38, n257

	CA_n38-n2581
	n38, n258

	CA_n39-n2571
	n39, n257

	CA_n39-n2581
	n39, n258

	CA_n40-n2571
	n40, n257

	CA_n40-n2581
	n40, n258

	CA_n41-n2571
	n41, n257

	CA_n41-n2581
	n41, n258

	CA_n41-n2601
	n41, n260

	CA_n41-n2611
	n41, n261

	CA_n48-n2601
	n48, n260

	CA_n48-n2611
	n48, n261

	CA_n48-n2631
	n48, n263

	CA_n66-n2571
	n66, n257

	CA_n66-n2581
	n66, n258

	CA_n66-n260
	n66, n260

	CA_n66-n261
	n66, n261

	CA_n71-n2571
	n71, n257

	CA_n71-n2601
	n71, n260

	CA_n71-n2611
	n71, n261

	CA_n77-n2571
	n77, n257

	CA_n77-n2581
	n77, n258

	CA_n77-n2571
	n77, n257

	CA_n77-n2591
	n77, n259

	CA_n77-n2601
	n77, n260

	CA_n77-n2611
	n77, n261

	CA_n78-n2571
	n78, n257

	CA_n78-n2581
	n78, n258

	CA_n78-n2591
	n78, n259

	CA_n79-n2571
	n79, n257

	CA_n79-n2581
	n79, n258

	CA_n79-n2591
	n79, n2591

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.



<< Next change >>
[bookmark: _Toc13131517]5.5A	Configuration for CA
[bookmark: _Toc13131518]5.5A.1	Inter-band CA configurations between FR1 and FR2
The configurations for operating bands for CA including Band n41 also apply for the corresponding operating bands for CA with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said configuration for operating bands for CA with Band n90 are not listed in the tables below but are covered by this specification.
[bookmark: OLE_LINK35][bookmark: _Hlk87528202]The configuration tables for CA describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contains all possible defined channel bandwidths for each FR1 band in the combination. The fact that BCS4 and BCS5 contains all channel bandwidths for each FR1 band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 of TS 38.101-1 [2] for a given release are still optional for UEs that support BCS4 or BCS5, where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. Note that the minimum bandwidth is indicated only in BCS5 and BCS5 shall not be indicated together with BCS4 for a CA configuration. For inter-band CA combinations including intra-band CA and with BCS4 or BCS5 in the following configuration tables, the Bandwidth Combination Sets for the FR1 intra-band CA are BCS4 or BCS5, respectively, and the Bandwidth Combination Sets for the FR2 intra-band CA are BCS0.
Table 5.5A.1-1a: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n257A
	CA_n1A-n257A
	n1
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n1A-n257D
	CA_n257D
CA_n1A-n257A
CA_n1A-n257D
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n1A-n257E
	-
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n1A-n257F
	-
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n1A-n257G
	CA_n257G
CA_n1A-n257A
CA_n1A-n257G
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n1A-n257H
	CA_n257G
CA_n257H
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n1A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
CA_n1A-n257I
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n1A-n257J
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
CA_n1A-n257I
CA_n1A-n257J
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n1A-n257K
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
CA_n1A-n257I
CA_n1A-n257J
CA_n1A-n257K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n1A-n257L
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
CA_n1A-n257I
CA_n1A-n257J
CA_n1A-n257K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n1A-n257M
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n1A-n257A
CA_n1A-n257G
CA_n1A-n257H
CA_n1A-n257I
CA_n1A-n257J
CA_n1A-n257K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n1A-n257(2A)
	CA_n1A-n257A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n1A-n257(2G)
	CA_n1A-n257A
CA_n1A-n257G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n1A-n257(A-G)
	CA_n1A-n257A
CA_n1A-n257G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n1A-n258A
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	50, 100, 200, 400
	

	CA_n1A-n258B
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n1A-n258C
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n1A-n258D
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258D
	

	CA_n1A-n258E
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258E
	

	CA_n1A-n258F
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258F
	

	CA_n1A-n258G
	CA_n1A-n258A
CA_n1A-n258G
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258G
	

	CA_n1A-n258H
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258H
	

	CA_n1A-n258I
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
CA_n1A-n258I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258I
	

	CA_n1A-n258J
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
CA_n1A-n258I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258J
	

	CA_n1A-n258K
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
CA_n1A-n258I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258K
	

	CA_n1A-n258L
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
CA_n1A-n258I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258L
	

	CA_n1A-n258M
	CA_n1A-n258A
CA_n1A-n258G
CA_n1A-n258H
CA_n1A-n258I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258M
	

	CA_n1A-n258(2A)
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n1A-n258(2G)
	CA_n1A-n258A
CA_n1A-n258G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n1A-n258(A-G)
	CA_n1A-n258A
CA_n1A-n258G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(A-G)
	



Table 5.5A.1-1b: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n2A-n260A
	CA_n2A-n260A
	n2
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n2A-n260G
	CA_n2A-n260A
CA_n2A-n260G
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	CA_n2A-n260H
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	CA_n2A-n260I
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	CA_n2A-n260J
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	CA_n2A-n260K
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	CA_n2A-n260L
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
CA_n2A-n260L
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	CA_n2A-n260M
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
CA_n2A-n260L
CA_n2A-n260M
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	CA_n2A-n260R2
	CA_n2A-n260A
CA_n2A-n260R2
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R2
	

	CA_n2A-n260R3
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R3
	

	CA_n2A-n260R4
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R4
	

	CA_n2A-n260R5
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R5
	

	CA_n2A-n260R6
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R6
	

	CA_n2A-n260R7
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R7
	

	CA_n2A-n260R8
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R8
	

	CA_n2A-n260R9
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R9
	

	CA_n2A-n260R10
	CA_n2A-n260A
CA_n2A-n260R2
CA_n2A-n260R3
CA_n2A-n260R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R10
	

	CA_n2(2A)-n260A
	CA_n2A-n260A
	n2
	CA_n2(2A)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n2(2A)-n260G
	CA_n2A-n260A
CA_n2A-n260G

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260G
	

	CA_n2(2A)-n260H
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260H
	

	CA_n2(2A)-n260I
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260I
	

	CA_n2(2A)-n260J
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J 
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260J
	

	CA_n2(2A)-n260K
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260K
	

	CA_n2(2A)-n260L
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
CA_n2A-n260L 
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260L
	

	CA_n2(2A)-n260M
	CA_n2A-n260A
CA_n2A-n260G
CA_n2A-n260H
CA_n2A-n260I
CA_n2A-n260J
CA_n2A-n260K
CA_n2A-n260L
CA_n2A-n260M
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260M
	

	CA_n2A-n261A
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n2A-n261G
	CA_n2A-n261A
CA_n2A-n261G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261G
	

	CA_n2A-n261H
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261H
	

	CA_n2A-n261I
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261I
	

	CA_n2A-n261J
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261J
	

	CA_n2A-n261K
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261K
	

	CA_n2A-n261L
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261L
	

	CA_n2A-n261M
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261M
	

	CA_n2A-n261(2A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n2A-n261(2G)
	CA_n2A-n261A
CA_n2A-n261G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n2A-n261(2H)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n2A-n261(2I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n2A-n261(3A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n2A-n261(4A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n2A-n261(A-G)
	CA_n2A-n261A
CA_n2A-n261G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n2A-n261(A-H)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n2A-n261(A-I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n2A-n261(A-J)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n2A-n261(A-K)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n2A-n261(A-L)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n2A-n261(G-H)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n2A-n261(H-I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n2A-n261(G-I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n2A-n261(A-G-H)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n2A-n261(A-G-I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n2A-n261(2A-H)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n2A-n261(2A-G)
	CA_n2A-n261A
CA_n2A-n261G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n2A-n261(2A-I)
	CA_n2A-n261A
CA_n2A-n261G
CA_n2A-n261H
CA_n2A-n261I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n2A-n261(A-2G)
	CA_n2A-n261A
CA_n2A-n261G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-2G)
	



Table 5.5A.1-1c: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n3A-n257A
	CA_n3A-n257A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3A-n257D
	CA_n3A-n257A
CA_n3A-n257D
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257D
	

	CA_n3A-n257G
	CA_n3A-n257A
CA_n3A-n257G
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257G
	

	CA_n3A-n257H
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257H
	

	CA_n3A-n257I
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
CA_n3A-n257I
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257I
	

	CA_n3A-n257J
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
CA_n3A-n257I
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257J
	

	CA_n3A-n257K
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
CA_n3A-n257I
CA_n3A-n257J
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257K
	

	CA_n3A-n257L
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
CA_n3A-n257I
CA_n3A-n257J
CA_n3A-n257K
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257L
	

	CA_n3A-n257M
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257H
CA_n3A-n257I
CA_n3A-n257J
CA_n3A-n257K
CA_n3A-n257L
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257M
	

	CA_n3A-n257(2A)
	CA_n3A-n257A
CA_n3A-n257(2A)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n3A-n257(2G)
	CA_n3A-n257A
CA_n3A-n257G
CA_n3A-n257(2G)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257(2G)
	

	
	CA_n3A-n257A
CA_n3A-n257G
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n257
	CA_n257(2G)
	

	CA_n3A-n257(A-G)
	CA_n3A-n257A
CA_n3A-n257G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n3(2A)-n257A
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3(2A)-n257G
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257G
	

	CA_n3(2A)-n257H
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257H
	

	CA_n3(2A)-n257I
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257I
	

	CA_n3(2A)-n257J
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257J
	

	CA_n3(2A)-n257K
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257K
	

	CA_n3(2A)-n257L
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257L
	

	CA_n3(2A)-n257M
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257M
	

	CA_n3B-n257A
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3B-n257G
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257G
	

	CA_n3B-n257H
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257H
	

	CA_n3B-n257I
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257I
	

	CA_n3B-n257J
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257J
	

	CA_n3B-n257K
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257K
	

	CA_n3B-n257L
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257L
	

	CA_n3B-n257M
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257M
	

	CA_n3A-n258A
	CA_n3A-n258A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3A-n258B
	CA_n3A-n258A
CA_n3A-n258B
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258B
	

	CA_n3A-n258C
	CA_n3A-n258A
CA_n3A-n258B
CA_n3A-n258C
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258C
	

	CA_n3A-n258D
	CA_n3A-n258A
CA_n3A-n258D
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258D
	

	CA_n3A-n258E
	CA_n3A-n258A
CA_n3A-n258D
CA_n3A-n258E
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258E
	

	CA_n3A-n258F
	CA_n3A-n258A
CA_n3A-n258D
CA_n3A-n258E
CA_n3A-n258F
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258F
	

	CA_n3A-n258G
	CA_n3A-n258A
CA_n3A-n258G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n3A-n258H
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n3A-n258I
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
CA_n3A-n258I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n3A-n258J
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
CA_n3A-n258I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n3A-n258K
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
CA_n3A-n258I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n3A-n258L
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
CA_n3A-n258I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n3A-n258M
	CA_n3A-n258A
CA_n3A-n258G
CA_n3A-n258H
CA_n3A-n258I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	[bookmark: OLE_LINK5]CA_n3A-n258(2A)
	CA_n3A-n258A
CA_n3A-n258(2A)
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n3A-n258(2G)
	CA_n3A-n258A
CA_n3A-n258G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n3A-n258(A-G)
	CA_n3A-n258A
CA_n3A-n258G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n3(2A)-n258A
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3(2A)-n258G
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258G
	

	CA_n3(2A)-n258H
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258H
	

	CA_n3(2A)-n258I
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258I
	

	CA_n3(2A)-n258J
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258J
	

	CA_n3(2A)-n258K
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258K
	

	CA_n3(2A)-n258L
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258L
	

	CA_n3(2A)-n258M
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258M
	

	CA_n3B-n258A
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258G
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258G
	

	CA_n3B-n258H
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258H
	

	CA_n3B-n258I
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258I
	

	CA_n3B-n258J
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258J
	

	CA_n3B-n258K
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258K
	

	CA_n3B-n258L
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258L
	

	CA_n3B-n258M
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258M
	



Table 5.5A.1-1d: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n5A-n258A
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n5A-n258B
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n5A-n258C
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n5A-n258D
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n5A-n258E
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n5A-n258F
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n5A-n258G
	CA_n5A-n258A
CA_n5A-n258G
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n5A-n258H
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n5A-n258I
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
CA_n5A-n258I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n5A-n258J
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
CA_n5A-n258I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n5A-n258K
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
CA_n5A-n258I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n5A-n258L
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
CA_n5A-n258I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n5A-n258M
	CA_n5A-n258A
CA_n5A-n258G
CA_n5A-n258H
CA_n5A-n258I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	CA_n5A-n260A
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n5A-n260(2A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n5A-n260(3A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n5A-n260(4A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n5A-n260(5A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n5A-n260(6A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n5A-n260(7A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n5A-n260(8A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n5A-n260(2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2G)
	

	CA_n5A-n260(2H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2H)
	

	CA_n5A-n260(A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-G)
	

	CA_n5A-n260(2A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-G)
	

	CA_n5A-n260(A-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-H)
	

	CA_n5A-n260(2A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-2G)
	

	CA_n5A-n260(3A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A-G)
	

	CA_n5A-n260(A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-2G)
	

	CA_n5A-n260(G-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(G-H)
	

	CA_n5A-n260G
	CA_n5A-n260A
CA_n5A-n260G
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	CA_n5A-n260H
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	CA_n5A-n260I
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
CA_n5A-n260I
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	CA_n5A-n260J
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
CA_n5A-n260I
CA_n5A-n260J
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	CA_n5A-n260K
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
CA_n5A-n260I
CA_n5A-n260J
CA_n5A-n260K
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	CA_n5A-n260L
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
CA_n5A-n260I
CA_n5A-n260J
CA_n5A-n260K
CA_n5A-n260L
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	CA_n5A-n260M
	CA_n5A-n260A
CA_n5A-n260G
CA_n5A-n260H
CA_n5A-n260I
CA_n5A-n260J
CA_n5A-n260K
CA_n5A-n260L
CA_n5A-n260M
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	CA_n5A-n260R2
	CA_n5A-n260A
CA_n5A-n260R2
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R2
	

	CA_n5A-n260R3
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R3
	

	CA_n5A-n260R4
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R4
	

	CA_n5A-n260R5
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R5
	

	CA_n5A-n260R6
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R6
	

	CA_n5A-n260R7
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R7
	

	CA_n5A-n260R8
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R8
	

	CA_n5A-n260R9
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R9
	

	CA_n5A-n260R10
	CA_n5A-n260A
CA_n5A-n260R2
CA_n5A-n260R3
CA_n5A-n260R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R10
	

	CA_n5A-n260(2A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n5A-n260(3A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n5A-n260(4A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n5A-n260(5A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n5A-n260(6A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n5A-n260(7A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n5A-n260(8A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n5A-n260(2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2G)
	

	CA_n5A-n260(2H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2H)
	

	CA_n5A-n260(A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-G)
	

	CA_n5A-n260(2A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-G)
	

	CA_n5A-n260(A-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-H)
	

	CA_n5A-n260(2A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-2G)
	

	CA_n5A-n260(3A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A-G)
	

	CA_n5A-n260(A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-2G)
	

	CA_n5A-n260(G-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(G-H)
	

	CA_n5A-n261A
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n5A-n261(2A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n5A-n261(3A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n5A-n261(4A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n5A-n261G
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261G
	

	CA_n5A-n261H
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261H
	

	CA_n5A-n261I
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261I
	

	CA_n5A-n261J
	CA_n5A-n261A
CA_n5A_n261G
CA_n5A_n261H
CA_n5A_n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261J
	

	CA_n5A-n261K
	CA_n5A-n261A
CA_n5A_n261G
CA_n5A_n261H
CA_n5A_n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261K
	

	CA_n5A-n261L
	CA_n5A-n261A
CA_n5A_n261G
CA_n5A_n261H
CA_n5A_n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261L
	

	CA_n5A-n261M
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261M
	

	CA_n5A-n261O
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261O
	

	CA_n5A-n261P
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261P
	

	CA_n5A-n261Q
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261Q
	

	CA_n5A-n261(2G)
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n5A-n261(2H)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n5A-n261(2I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n5A-n261(A-G)
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n5A-n261(A-H)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n5A-n261(A-I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n5A-n261(A-J)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n5A-n261(A-K)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n5A-n261(A-L)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n5A-n261(G-H)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n5A-n261(G-J)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H 
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-J)
	

	CA_n5A-n261(H-I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n5A-n261(G-I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n5A-n261(A-G-H)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n5A-n261(A-G-I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n5A-n261(2A-H)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n5A-n261(2A-G)
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n5A-n261(3A-G)
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A-G)
	

	CA_n5A-n261(2A-I)
	CA_n5A-n261A
CA_n5A-n261G
CA_n5A-n261H
CA_n5A-n261I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n5A-n261(A-2G)
	CA_n5A-n261A
CA_n5A-n261G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-2G)
	



Table 5.5A.1-1e: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	[bookmark: OLE_LINK3]CA_n7A-n257A
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	50, 100, 200, 400
	

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	See n257 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n257G
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257G
	

	
	CA_n7A-n257A
CA_n7A-n257G
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n7A-n257H
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257H
	

	
	CA_n7A-n257A
CA_n7A-n257G
CA_n7A-n257H
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n7A-n257I
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257I
	

	
	CA_n7A-n257A
CA_n7A-n257G
CA_n7A-n257H
CA_n7A-n257I
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n7A-n257J
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257J
	

	CA_n7A-n257K
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257K
	

	CA_n7A-n257L
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257L
	

	CA_n7A-n257M
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257M
	

	CA_n7A-n258A
	CA_n7A-n258A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7A-n258B
	CA_n7A-n258A
CA_n7A-n258B
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n7A-n258C
	CA_n7A-n258A
CA_n7A-n258B
CA_n7A-n258C
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n7A-n258D
	CA_n7A-n258A
CA_n7A-n258D
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258D
	

	CA_n7A-n258E
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258E
	

	CA_n7A-n258F
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
CA_n7A-n258F
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258F
	

	CA_n7A-n258G
	CA_n7A-n258A
CA_n7A-n258G
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258G
	

	CA_n7A-n258H
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258H
	

	CA_n7A-n258I
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258I
	

	CA_n7A-n258J
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258J
	

	CA_n7A-n258K
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258K
	

	CA_n7A-n258L
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258L
	

	CA_n7A-n258M
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258M
	

	CA_n7B-n258A
	CA_n7A-n258A
	n7
	CA_n7B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7B-n258B
	CA_n7A-n258A
CA_n7A-n258B
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258B
	

	CA_n7B-n258C
	CA_n7A-n258A
CA_n7A-n258B
CA_n7A-n258C
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258C
	

	CA_n7B-n258D
	CA_n7A-n258A
CA_n7A-n258D
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258D
	

	CA_n7B-n258E
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258E
	

	CA_n7B-n258F
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
CA_n7A-n258F
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258F
	

	CA_n7B-n258G
	CA_n7A-n258A
CA_n7A-n258G
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258G
	

	CA_n7B-n258H
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258H
	

	CA_n7B-n258I
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258I
	

	CA_n7B-n258J
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258J
	

	CA_n7B-n258K
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258K
	

	CA_n7B-n258L
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258L
	

	CA_n7B-n258M
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258M
	

	CA_n8A-n257A
	CA_n8A-n257A
	n8
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n8A-n257D
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n8A-n257E
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n8A-n257F
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n8A-n257G
	CA_n8A-n257A
CA_n8A-n257G
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n8A-n257H
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n8A-n257I
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n8A-n257J
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n8A-n257K
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n8A-n257L
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n8A-n257M
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	



Table 5.5A.1-1f: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n12A-n258A
	CA_n12A-n258A
	n12
	5, 10, 15
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n12A-n260A
	CA_n12A-n260A
	n12
	5, 10, 15
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n12A-n260G
	CA_n12A-n260A
CA_n12A-n260G

	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260G
	

	CA_n12A-n260H
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260H
	

	CA_n12A-n260I
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
CA_n12A-n260I
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260I
	

	CA_n12A-n260J
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
CA_n12A-n260I
CA_n12A-n260J

	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260J
	

	CA_n12A-n260K
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
CA_n12A-n260I
CA_n12A-n260J
CA_n12A-n260K

	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260K
	

	CA_n12A-n260L
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
CA_n12A-n260I
CA_n12A-n260J
CA_n12A-n260K
CA_n12A-n260L
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260L
	

	CA_n12A-n260M
	CA_n12A-n260A
CA_n12A-n260G
CA_n12A-n260H
CA_n12A-n260I
CA_n12A-n260J
CA_n12A-n260K
CA_n12A-n260L
CA_n12A-n260M
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260M
	

	CA_n12A-n261A
	CA_n12A-n261A
	n12
	5, 10, 15
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n14A-n260A
	CA_n14A-n260A
	n14
	5, 10
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n14A-n260G
	CA_n14A-n260A
CA_n14A-n260G

	n14
	5, 10
	0

	
	
	n260
	CA_n260G
	

	CA_n14A-n260H
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H

	n14
	5, 10
	0

	
	
	n260
	CA_n260H
	

	CA_n14A-n260I
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H
CA_n14A-n260I
	n14
	5, 10
	0

	
	
	n260
	CA_n260I
	

	CA_n14A-n260J
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H
CA_n14A-n260I
CA_n14A-n260J

	n14
	5, 10
	0

	
	
	n260
	CA_n260J
	

	CA_n14A-n260K
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H
CA_n14A-n260I
CA_n14A-n260J
CA_n14A-n260K

	n14
	5, 10
	0

	
	
	n260
	CA_n260K
	

	CA_n14A-n260L
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H
CA_n14A-n260I
CA_n14A-n260J
CA_n14A-n260K
CA_n14A-n260L

	n14
	5, 10
	0

	
	
	n260
	CA_n260L
	

	CA_n14A-n260M
	CA_n14A-n260A
CA_n14A-n260G
CA_n14A-n260H
CA_n14A-n260I
CA_n14A-n260J
CA_n14A-n260K
CA_n14A-n260L
CA_n14A-n260M
	n14
	5, 10
	0

	
	
	n260
	CA_n260M
	



Table 5.5A.1-1g: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n25A-n257A
	CA_n25A-n257A
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	See n257 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n257G
	CA_n25A-n257A
CA_n25A-n257G
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n25A-n257H
	CA_n25A-n257A
CA_n25A-n257G
CA_n25A-n257H
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n25A-n257I
	CA_n25A-n257A
CA_n25A-n257G
CA_n25A-n257H
CA_n25A-n257I
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n25A-n258A
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n25A-n258(2A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n25A-n258(3A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n25A-n258(4A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n25A-n258(5A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n25A-n258G
	CA_n25A-n258A
CA_n25A-n258G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n25A-n258(2G)
	CA_n25A-n258A
CA_n25A-n258G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n25A-n258H
	CA_n25A-n258A
CA_n25A-n258G
CA_n25A-n258H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n25A-n258(A-G)
	CA_n25A-n258A
CA_n25A-n258G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n25A-n258(A-H)
	CA_n25A-n258A
CA_n25A-n258G
CA_n25A-n258H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n25A-n258(G-H)
	CA_n25A-n258A
CA_n25A-n258G
CA_n25A-n258H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	[bookmark: OLE_LINK4]CA_n25A-n260A
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n260(2A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n25A-n260(3A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n25A-n260(4A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n25A-n260(5A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n25A-n260(6A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n25A-n260(7A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n25A-n260(8A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n25A-n260G
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	
	CA_n25A-n260A
CA_n25A-n260G
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260G
	

	CA_n25A-n260H
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260H
	

	CA_n25A-n260I
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
CA_n25A-n260I
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260I
	

	CA_n25A-n260J
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
CA_n25A-n260I
CA_n25A-n260J
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260J
	

	CA_n25A-n260K
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
CA_n25A-n260I
CA_n25A-n260J
CA_n25A-n260K
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260K
	

	CA_n25A-n260L
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
CA_n25A-n260I
CA_n25A-n260J
CA_n25A-n260K
CA_n25A-n260L
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260L
	

	CA_n25A-n260M
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	
	CA_n25A-n260A
CA_n25A-n260G
CA_n25A-n260H
CA_n25A-n260I
CA_n25A-n260J
CA_n25A-n260K
CA_n25A-n260L
CA_n25A-n260M
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260M
	

	CA_n25A-n261A
	CA_n25A-n261A
	n25
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n261(2A)
	CA_n25A-n261A
	n25
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_ n261(2A)
	

	CA_n26A-n258A
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n26A-n258B
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258B
	

	CA_n26A-n258C
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258C
	

	CA_n26A-n258D
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258D
	

	CA_n26A-n258E
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258E
	

	CA_n26A-n258F
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258F
	

	CA_n26A-n258G
	CA_n26A-n258A
CA_n26A-n258G

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258G
	

	CA_n26A-n258H
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258H
	

	CA_n26A-n258I
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258I
	

	CA_n26A-n258J
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258J
	

	CA_n26A-n258K
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258K
	

	CA_n26A-n258L
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258L
	

	CA_n26A-n258M
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258M
	

	CA_n26(2A)-n258A
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	
	

	CA_n26(2A)-n258B
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258B
	

	CA_n26(2A)-n258C
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258C
	

	CA_n26(2A)-n258D
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258D
	

	CA_n26(2A)-n258E
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258E
	

	CA_n26(2A)-n258F
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258F
	

	CA_n26(2A)-n258G
	CA_n26A-n258A
CA_n26A-n258G
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258G
	

	CA_n26(2A)-n258H
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258H
	

	CA_n26(2A)-n258I
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258I
	

	CA_n26(2A)-n258J
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258J
	

	CA_n26(2A)-n258K
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258K
	

	CA_n26(2A)-n258L
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258L
	

	CA_n26(2A)-n258M
	CA_n26A-n258A
CA_n26A-n258G
CA_n26A-n258H
CA_n26A-n258I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258M
	



Table 5.5A.1-1h: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n28A-n257A
	CA_n28A-n257A
	n28
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n28A-n257D
	CA_n28A-n257A
CA_n28A-n257D
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n28A-n257G
	CA_n257G
CA_n28A-n257A
CA_n28A-n257G
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n28A-n257H
	CA_n257G
CA_n257H
CA_n28A-n257A
CA_n28A-n257G
CA_n28A-n257H
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n28A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n28A-n257A
CA_n28A-n257G
CA_n28A-n257H
CA_n28A-n257I
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n28A-n258A
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n28A-n258B
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n28A-n258C
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n28A-n258D
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n28A-n258E
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n28A-n258F
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n28A-n258G
	CA_n28A-n258A
CA_n28A-n258G
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n28A-n258H
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n28A-n258I
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n28A-n258J
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n28A-n258K
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n28A-n258L
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n28A-n258M
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	CA_n30A-n260A
	CA_n30A-n260A
	n30
	5, 10
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n30A-n260G
	CA_n30A-n260A
CA_n30A-n260G

	n30
	5, 10
	0

	
	
	n260
	CA_n260G
	

	CA_n30A-n260H
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H

	n30
	5, 10
	0

	
	
	n260
	CA_n260H
	

	CA_n30A-n260I
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
	n30
	5, 10
	0

	
	
	n260
	CA_n260I
	

	CA_n30A-n260J
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J

	n30
	5, 10
	0

	
	
	n260
	CA_n260J
	

	CA_n30A-n260K
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
	n30
	5, 10
	0

	
	
	n260
	CA_n260K
	

	CA_n30A-n260L
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
CA_n30A-n260L
	n30
	5, 10
	0

	
	
	n260
	CA_n260L
	

	CA_n30A-n260M
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
CA_n30A-n260L
CA_n30A-n260M
	n30
	5, 10
	0

	
	
	n260
	CA_n260M
	

	CA_n34A-n258A
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n34A-n258B
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258B
	

	CA_n34A-n258C
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258C
	

	CA_n34A-n258D
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258D
	

	CA_n34A-n258E
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258E
	

	CA_n34A-n258F
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258F
	

	CA_n34A-n258G
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258G
	

	CA_n34A-n258H
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258H
	

	CA_n34A-n258I
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258I
	

	CA_n34A-n258J
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258J
	

	CA_n34A-n258K
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258K
	

	CA_n34A-n258L
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258L
	

	CA_n34A-n258M
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258M
	

	[bookmark: OLE_LINK12]CA_n38A-n257A
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n38A-n257G
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257G
	

	CA_n38A-n257H
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257H
	

	CA_n38A-n257I
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257I
	

	CA_n38A-n257J
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257J
	

	CA_n38A-n257K
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257K
	

	CA_n38A-n257L
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257L
	

	CA_n38A-n257M
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257M
	

	[bookmark: OLE_LINK13]CA_n38A-n258A
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n38A-n258G
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n38A-n258H
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n38A-n258I
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n38A-n258J
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n38A-n258K
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n38A-n258L
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n38A-n258M
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n39A-n258A
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	



Table 5.5A.1-1i: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n40A-n257A
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n40A-n257D
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n40A-n257E
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n40A-n257F
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n40A-n257G
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n40A-n257H
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n40A-n257I
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n40A-n257J
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n40A-n257K
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n40A-n257L
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n40A-n257M
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n40B-n257A
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n40B-n257D
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257D
	

	CA_n40B-n257E
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257E
	

	CA_n40B-n257F
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257F
	

	CA_n40B-n257G
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257G
	

	CA_n40B-n257H
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257H
	

	CA_n40B-n257I
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257I
	

	CA_n40B-n257J
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257J
	

	CA_n40B-n257K
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257K
	

	CA_n40B-n257L
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257L
	

	CA_n40B-n257M
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257M
	

	CA_n40A-n258A
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n40A-n258D
	CA_n40A-n258A
	n40
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n40A-n258E
	CA_n40A-n258A
	n40
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n40A-n258F
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258F
	

	CA_n40A-n258G
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258G
	

	CA_n40A-n258H
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258H
	

	CA_n40A-n258I
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258I
	

	CA_n40A-n258J
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258J
	

	CA_n40A-n258K
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258K
	

	CA_n40A-n258L
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258L
	

	CA_n40A-n258M
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258M
	



Table 5.5A.1-1j: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n41A-n257A
	CA_n41A-n257A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n41A-n257G
	CA_n257G
CA_n41A-n257A
CA_n41A-n257G
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n41A-n257H
	CA_n257G
CA_n257H
CA_n41A-n257A
CA_n41A-n257G
CA_n41A-n257H
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n41A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n41A-n257A
CA_n41A-n257G
CA_n41A-n257H
CA_n41A-n257I
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n41A-n258A
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n258B
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n41A-n258C
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n41A-n258D
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n41A-n258E
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n41A-n258F
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n41A-n258G
	CA_n41A-n258A
CA_n41A-n258G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1

	
	
	n258
	CA_n258G
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41A-n258H
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0


	
	
	n258
	CA_n258H
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1

	
	
	n258
	CA_n258H
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41A-n258I
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n41A-n258J
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n41A-n258K
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n41A-n258L
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n41A-n258M
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n41A-n258(2A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	See n41 channel bandwidths in 38.101-1 Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41A-n258(3A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41A-n258(4A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41A-n258(5A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41A-n258(2G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41A-n258(A-G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41A-n258(A-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41A-n258(G-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41C-n258A
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n258(2A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41C-n258(3A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41C-n258(4A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41C-n258(5A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41C-n258G
	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41C-n258(2G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41C-n258H
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41C-n258(A-G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41C-n258(A-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41C-n258(G-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41(2A)-n258A
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	50, 100, 200, 400See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n258(2A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41(2A)-n258(3A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41(2A)-n258(4A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41(2A)-n258(5A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41(2A)-n258G

	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41(2A)-n258(2G)

	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41(2A)-n258H

	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41(2A)-n258(A-G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41(2A)-n258(A-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41(2A)-n258(G-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41A-n260A
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5


	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n260(2A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41A-n260(3A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41A-n260(4A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41A-n260(5A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41A-n260(6A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41A-n260(7A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41A-n260(8A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41A-n260G
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A
 CA_n41A-n260G
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41A-n260H
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41A-n260I
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41A-n260J
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41A-n260K
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41A-n260L
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41A-n260M
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
 CA_n41A-n260M
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41(2A)-n260A
	CA_n41A-n260A
	n41
	[bookmark: OLE_LINK1]CA_n41(2A)_ BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41(2A)_ BCS1
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41(2A)-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41(2A)-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41(2A)-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41(2A)-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41(2A)-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41(2A)-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41(2A)-n260G
	CA_n41A-n260A
CA_n41A-n260G
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41(2A)-n260H
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41(2A)-n260I
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260I
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41(2A)-n260J
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260J
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41(2A)-n260K
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260K
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41(2A)-n260L
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
CA_n41A-n260L
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260L
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41(2A)-n260M
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
CA_n41A-n260L
CA_n41A-n260M
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260M
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41C-n260A
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41C_ BCS 4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41C-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41C-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41C-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41C-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41C-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41C-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41C-n260G
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A
 CA_n41A-n260G
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41C-n260H
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
	n41
	CA_n41C_ BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41C-n260I
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41C-n260J
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41C-n260K
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41C-n260L
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41C-n260M
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
 CA_n41A-n260M
	n41
	CA_n41C _BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	[bookmark: OLE_LINK9]CA_n41A-n261A
	CA_n41A-n261A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n261(2A)
	CA_n41A-n261A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n41C-n261A
	CA_n41A-n261A
	n41
	CA_n41C
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	 CA_n41C_BCS 4 and 5 
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n261A
	CA_n41A-n261A
	n41
	CA_n41(2A)_ BCS1
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n261(2A)
	CA_n41A-n261A
	n41
	CA_n41C
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n41(2A)-n261(2A)
	CA_n41A-n261A
	n41
	CA_n41(2A)_ BCS1
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	4 and 5

	
	
	n261
	CA_n261(2A)
	



Table 5.5A.1-1k: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n48A-n260A
	CA_n48A-n260A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48A-n260G
	CA_n48A-n260A
CA_n48A-n260G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	CA_n48A-n260H
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	CA_n48A-n260I
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	CA_n48A-n260J
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	CA_n48A-n260K
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	CA_n48A-n260L
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	CA_n48A-n260M
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	CA_n48A-n260R2
	CA_n48A-n260A
CA_n48A-n260R2
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R2
	

	CA_n48A-n260R3
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R3
	

	CA_n48A-n260R4
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R4
	

	CA_n48A-n260R5
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R5
	

	CA_n48A-n260R6
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R6
	

	CA_n48A-n260R7
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R7
	

	CA_n48A-n260R8
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R8
	

	CA_n48A-n260R9
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R9
	

	CA_n48A-n260R10
	CA_n48A-n260A
CA_n48A-n260R2
CA_n48A-n260R3
CA_n48A-n260R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R10
	

	CA_n48(2A)-n260A
	CA_n48A-n260A
	n48
	CA_n48(2A)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48(2A)-n260G
	CA_n48A-n260A
CA_n48A-n260G
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260G
	

	CA_n48(2A)-n260H
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260H
	

	CA_n48(2A)-n260I
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260I
	

	CA_n48(2A)-n260J
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260J
	

	CA_n48(2A)-n260K
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260K
	

	CA_n48(2A)-n260L
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260L
	

	CA_n48(2A)-n260M
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260M
	

	CA_n48B-n260A
	CA_n48A-n260A
	n48
	CA_n48B
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48B-n260G
	CA_n48A-n260A
CA_n48A-n260G
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260G
	

	CA_n48B-n260H
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260H
	

	CA_n48B-n260I
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260I
	

	CA_n48B-n260J
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260J
	

	CA_n48B-n260K
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260K
	

	CA_n48B-n260L
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260L
	

	CA_n48B-n260M
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260M
	

	CA_n48(A-B)-n260A
	CA_n48A-n260A
	n48
	CA_n48(A-B)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48(A-B)-n260G
	CA_n48A-n260A
CA_n48A-n260G
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260G
	

	CA_n48(A-B)-n260H
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260H
	

	CA_n48(A-B)-n260I
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260I
	

	CA_n48(A-B)-n260J
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260J
	

	CA_n48(A-B)-n260K
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260K
	

	CA_n48(A-B)-n260L
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260L
	

	CA_n48(A-B)-n260M
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260M
	

	CA_n48A-n261A
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48A-n261G
	CA_n48A-n261A
CA_n48A-n261G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261G
	

	CA_n48A-n261H
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261H
	

	CA_n48A-n261I
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261I
	

	CA_n48A-n261J
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261J
	

	CA_n48A-n261K
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261K
	

	CA_n48A-n261L
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261L
	

	CA_n48A-n261M
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261M
	

	CA_n48A-n261(2A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n48A-n261(2G)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n48A-n261(2I)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n48A-n261(2H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n48A-n261(3A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n48A-n261(4A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n48A-n261(A-G)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n48A-n261(A-G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n48A-n261(A-G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48A-n261(A-H)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n48A-n261(A-I)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n48A-n261(G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n48A-n261(H-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n48A-n261(G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n48A-n261(2A-G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n48A-n261(2A-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n48A-n261(2A-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n48A-n261(A-2G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n48(2A)-n261A
	CA_n48A-n261A
	n48
	CA_n48(2A)
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48(2A)-n261G
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261G
	

	CA_n48(2A)-n261H
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261H
	

	CA_n48(2A)-n261I
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261I
	

	CA_n48(2A)-n261J
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261J
	

	CA_n48(2A)-n261K
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261K
	

	CA_n48(2A)-n261L
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261L
	

	CA_n48(2A)-n261M
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261M
	

	CA_n48(2A)-n261(G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(G-H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(G-H)
	

	CA_n48(2A)-n261(2H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(2H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(2H)
	

	CA_n48(2A)-n261(G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(G-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(G-I)
	

	CA_n48(2A)-n261(A-G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(A-G-H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n48(2A)-n261(H-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(H-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(H-I)
	

	CA_n48(2A)-n261(2A-G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n48(2A)-n261(2A-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n48(2A)-n261(2A-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n48(2A)-n261(2A)
	CA_n48A-n261A
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n48(2A)-n261(3A)
	CA_n48A-n261A
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n48(2A)-n261(2G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n48(2A)-n261(A-2G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n48(2A)-n261(A-G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n48(2A)-n261(A-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n48(2A)-n261(A-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A) _BCS1
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n48(2A)-n261(A-G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48B-n261A
	CA_n48A-n261A
	n48
	CA_n48B
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48B-n261G
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261G
	

	CA_n48B-n261H
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261H
	

	CA_n48B-n261I
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261I
	

	CA_n48B-n261J
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261J
	

	CA_n48B-n261K
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261K
	

	CA_n48B-n261L
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261L
	

	CA_n48B-n261M
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261M
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	CA_n48A-n261A
CA_n48A-n261G
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	n48
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	n261
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	n261
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	CA_n48B-n261(A-G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48B
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	n261
	CA_n261(A-G-H)
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	CA_n48B_BCS1
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	n261
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CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
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	n261
	CA_n261(H-I)
	

	
	
	n48
	CA_n48B_BCS1
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	n261
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	n48
	CA_n48B_BCS2
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	n261
	CA_n261(H-I)
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	CA_n48A-n261A
CA_n48A-n261G
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	0
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	n48
	CA_n48B_BCS1
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	n48
	CA_n48B
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	CA_n48B-n261(2A-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(2A-I)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(2A-I)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(2A-I)
	

	CA_n48B-n261(2A)
	CA_n48A-n261A
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(2A)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(2A)
	

	CA_n48B-n261(3A)
	CA_n48A-n261A
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(3A)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(3A)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(3A)
	

	CA_n48B-n261(2G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(2G)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(2G)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(2G)
	

	CA_n48B-n261(A-2G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(A-2G)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(A-2G)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(A-2G)
	

	CA_n48B-n261(A-G)
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(A-G)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(A-G)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(A-G)
	

	CA_n48B-n261(A-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(A-H)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(A-H)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(A-H)
	

	CA_n48B-n261(A-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(A-I)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(A-I)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(A-I)
	

	CA_n48B-n261(A-G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48(A-B)-n261A
	CA_n48A-n261A
	n48
	CA_n48(A-B)
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48(A-B)-n261G
	CA_n48A-n261A
CA_n48A-n261G
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261G
	

	CA_n48(A-B)-n261H
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261H
	

	CA_n48(A-B)-n261I
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261I
	

	CA_n48(A-B)-n261J
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261J
	

	CA_n48(A-B)-n261K
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261K
	

	CA_n48(A-B)-n261L
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261L
	

	CA_n48(A-B)-n261M
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261M
	

	CA_n48(A-B)-n261(G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n48(A-B)-n261(2H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n48(A-B)-n261(G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n48(A-B)-n261(A-G-H)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n48(A-B)-n261(H-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n48(A-B)-n261(A-G-I)
	CA_n48A-n261A
CA_n48A-n261G
CA_n48A-n261H
CA_n48A-n261I
	n48
	CA_n48(A-B)
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48A-n263A

	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0


	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48A-n263G

	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0


	
	
	n263
	CA_n263G
	

	CA_n48A-n263H
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263H
	

	CA_n48A-n263I
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263I
	

	CA_n48A-n263J
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263J
	

	CA_n48A-n263K
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263K
	

	CA_n48A-n263L
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263L
	

	CA_n48A-n263M
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263M
	

	CA_n48(2A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(2A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(2A)-n263H
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(2A)-n263I
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(2A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(2A)-n263K
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(2A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(2A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263M
	

	CA_n48B-n263A
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48B-n263G
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263G
	

	CA_n48B-n263H
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263H
	

	CA_n48B-n263I

	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263I
	

	CA_n48B-n263J
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263J
	

	CA_n48B-n263K
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263K
	

	CA_n48B-n263L
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263L
	

	CA_n48B-n263M
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263M
	

	CA_n48(A-B)-n263A
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0


	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(A-B)-n263G
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(A-B)-n263H
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(A-B)-n263I
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(A-B)-n263J
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(A-B)-n263K
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(A-B)-n263L
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(A-B)-n263M
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263M
	

	CA_n48C-n263A
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48C-n263G
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263G
	

	CA_n48C-n263H
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263H
	

	CA_n48C-n263I
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263I
	

	CA_n48C-n263J
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263J
	

	CA_n48C-n263K
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263K
	

	CA_n48C-n263L
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263L
	

	CA_n48C-n263M
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263M
	

	CA_n48(3A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(3A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(3A)-n263H
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(3A)-n263I
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(3A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(3A)-n263K
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(3A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(3A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263M
	

	CA_n48(4A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(4A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(4A)-n263H
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(4A)-n263I
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(4A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(4A)-n263K
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(4A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(4A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263M
	



Table 5.5A.1-1l: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n257A
	CA_n66A-n257A
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	50, 100, 200, 400
	

	CA_n66A-n257G
	CA_n66A-n257A
CA_n66A-n257G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
CA_n66A-n257I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n258A
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n66A-n258(2A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n66A-n258(3A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n66A-n258(4A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n66A-n258(5A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n66A-n258G
	CA_n66A-n258A
CA_n66A-n258G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n66A-n258(2G)
	CA_n66A-n258A
CA_n66A-n258G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n66A-n258H
	CA_n66A-n258A
CA_n66A-n258G
CA_n66A-n258H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n66A-n258(A-G)
	CA_n66A-n258A
CA_n66A-n258G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n66A-n258(A-H)
	CA_n66A-n258A
CA_n66A-n258G
CA_n66A-n258H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n66A-n258(G-H)
	CA_n66A-n258A
CA_n66A-n258G
CA_n66A-n258H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	[bookmark: OLE_LINK14]CA_n66A-n260A
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in 1 Table 5.3.5-1
	

	CA_n66A-n260(2A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n66A-n260(3A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n66A-n260(4A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n66A-n260(5A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n66A-n260(6A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n66A-n260(7A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n66A-n260(8A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n66A-n260G
	CA_n66A-n260A
CA_n66A-n260G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260G
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n66A-n260H
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260H
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n66A-n260I
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260I
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n66A-n260J
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260J
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260J
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n66A-n260K
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260K
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260K
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n66A-n260L
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
CA_n66A-n260L
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260L
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260L
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n66A-n260M
	CA_n66A-n260A
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
CA_n66A-n260L
CA_n66A-n260M
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260M
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260M
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n66A-n260R2
	CA_n66A-n260A
CA_n66A-n260R2
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R2
	

	CA_n66A-n260R3
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R3
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R3
	

	CA_n66A-n260R4
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R4
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R4
	

	CA_n66A-n260R5
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R5
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R5
	

	CA_n66A-n260R6
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R6
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R6
	

	CA_n66A-n260R7
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R7
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R7
	

	CA_n66A-n260R8
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R8
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R8
	

	CA_n66A-n260R9
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R9
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R9
	

	CA_n66A-n260R10
	CA_n66A-n260A
CA_n66A-n260R2
CA_n66A-n260R3
CA_n66A-n260R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R10
	

	CA_n66(2A)-n260A
	CA_n66A-n260A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n66(2A)-n260G
	CA_n66A-n260A 
CA_n66A-n260G
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n66(2A)-n260H
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n66(2A)-n260I
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n66(2A)-n260J
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n66(2A)-n260K
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n66(2A)-n260L
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
CA_n66A-n260L
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n66(2A)-n260M
	CA_n66A-n260A 
CA_n66A-n260G
CA_n66A-n260H
CA_n66A-n260I
CA_n66A-n260J
CA_n66A-n260K
CA_n66A-n260L
CA_n66A-n260M
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n66A-n261A
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n261(2A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n66A-n261(3A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n66A-n261(4A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n66A-n261G
	CA_n66A-n261A
CA_n66A-n261G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261G
	

	CA_n66A-n261H
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261H
	

	CA_n66A-n261I
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261I
	

	CA_n66A-n261J
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261J
	

	
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
CA_n66A-n261J
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261J
	

	CA_n66A-n261K
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261K
	

	
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
CA_n66A-n261J
CA_n66A-n261K
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261K
	

	CA_n66A-n261L
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261L
	

	
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
CA_n66A-n261J
CA_n66A-n261K
CA_n66A-n261L
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261L
	

	CA_n66A-n261M
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261M
	

	
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
CA_n66A-n261J
CA_n66A-n261K
CA_n66A-n261L
CA_n66A-n261M
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261M
	

	CA_n66A-n261O
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261O
	

	CA_n66A-n261P
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261P
	

	CA_n66A-n261Q
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261Q
	

	CA_n66A-n261(2G)
	CA_n66A-n261A
CA_n66A-n261G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n66A-n261(2H)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n66A-n261(2I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n66A-n261(A-G)
	CA_n66A-n261A
CA_n66A-n261G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n66A-n261(A-H)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n66A-n261(A-I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n66A-n261(A-J)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n66A-n261(A-K)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n66A-n261(A-L)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n66A-n261(G-H)
	CA_n66A-n261A
CA_n66A-n261G CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n66A-n261(H-I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n66A-n261(G-I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n66A-n261(A-G-H)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n66A-n261(A-G-I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n66A-n261(2A-H)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n66A-n261(2A-G)
	CA_n66A-n261A
CA_n66A-n261G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n66A-n261(2A-I)
	CA_n66A-n261A
CA_n66A-n261G
CA_n66A-n261H
CA_n66A-n261I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n66A-n261(A-2G)
	CA_n66A-n261A
CA_n66A-n261G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-2G)
	

	[bookmark: OLE_LINK15]CA_n71A-n257A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	
	CA_n71A-n257A
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257A
	

	CA_n71A-n257G
	CA_n71A-n257A
CA_n71A-n257G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n71A-n257H
	CA_n71A-n257A
CA_n71A-n257G
CA_n71A-n257H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n71A-n257I
	CA_n71A-n257A
CA_n71A-n257G
CA_n71A-n257H
CA_n71A-n257I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n71A-n260A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n71A-n260(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n71A-n260(3A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n71A-n260(4A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n71A-n261A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n71A-n261(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	



Table 5.5A.1-1m: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77A-n257D
	CA_n77A-n257A
CA_n77A-n257D
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n77A-n257G
	CA_n257G
CA_n77A-n257A
CA_n77A-n257G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n77A-n257H
	CA_n257G
CA_n257H
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n77A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n257J
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n77A-n257K
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
CA_n77A-n257K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n77A-n257L
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I,
CA_n77A-n257J
CA_n77A-n257K
CA_n77A-n257L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n77A-n257M
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M
CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
CA_n77A-n257K
CA_n77A-n257L
CA_n77A-n257M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n77A-n257(2A)
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n77A-n257(2G)
	CA_n77A-n257A
CA_n77A-n257G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n77A-n257(A-G)
	CA_n77A-n257A
CA_n77A-n257G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257D
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257E
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257F
	

	CA_n77C-n257G
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257G
	

	CA_n77C-n257H
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257H
	

	CA_n77C-n257I
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257I
	

	CA_n77C-n257J
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257J
	

	CA_n77C-n257K
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257K
	

	CA_n77C-n257L
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257L
	

	CA_n77C-n257M
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257M
	

	CA_n77(2A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(2A)-n257D
	CA_n77A-n257A
CA_n77A-n257D
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(2A)-n257G
	CA_n77A-n257A
CA_n77A-n257G
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(2A)-n257H
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(2A)-n257I
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77(2A)-n257J
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257J
	

	CA_n77(2A)-n257K
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
CA_n77A-n257K
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257K 
	

	CA_n77(2A)-n257L
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
CA_n77A-n257K
CA_n77A-n257L
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257L 
	

	CA_n77(2A)-n257M
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
CA_n77A-n257J
CA_n77A-n257K
CA_n77A-n257L
CA_n77A-n257M
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257M
	

	CA_n77(3A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(3A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(3A)-n257D
	CA_n77A-n257A
CA_n77A-n257D
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(3A)-n257G
	CA_n77A-n257A
CA_n77A-n257G
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(3A)-n257H
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(3A)-n257I
	CA_n77A-n257A
CA_n77A-n257G
CA_n77A-n257H
CA_n77A-n257I
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n258A
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77A-n258D
	CA_n77A-n258A
CA_n77A-n258D
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n77A-n258G
	CA_n77A-n258A
CA_n77A-n258G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n77A-n258H
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n77A-n258I
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n77A-n258J
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
CA_n77A-n258J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n77(2A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(2A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77(2A)-n258D
	CA_n77A-n258A
CA_n77A-n258D
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(2A)-n258G
	CA_n77A-n258A
CA_n77A-n258G
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(2A)-n258H
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(2A)-n258I
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(2A)-n258J
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
CA_n77A-n258J
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77(3A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(3A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77(3A)-n258D
	CA_n77A-n258A
CA_n77A-n258D
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(3A)-n258G
	CA_n77A-n258A
CA_n77A-n258G
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(3A)-n258H
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(3A)-n258I
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(3A)-n258J
	CA_n77A-n258A
CA_n77A-n258G
CA_n77A-n258H
CA_n77A-n258I
CA_n77A-n258J
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77A-n258(2A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n77A-n258(2G)
	CA_n77A-n258A
CA_n77A-n258G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n77A-n258(3A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n77A-n258(4A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n77A-n258(5A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n77A-n258(A-G)
	CA_n77A-n258A
CA_n77A-n258G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n77A-n259A
	CA_n77A-n259A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n77A-n259G
	CA_n259G
CA_n77A-n259A
CA_n77A-n259G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n77A-n259H
	CA_n259G
CA_n259H
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n77A-n259I
	CA_n259G
CA_n259H
CA_n259I
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
CA_n77A-n259I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n77A-n259J
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
CA_n77A-n259I
CA_n77A-n259J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n77A-n259K
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
CA_n77A-n259I
CA_n77A-n259J
CA_n77A-n259K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n77A-n259L
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
CA_n77A-n259I
CA_n77A-n259J
CA_n77A-n259K
CA_n77A-n259L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n77A-n259M
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n259M
CA_n77A-n259A
CA_n77A-n259G
CA_n77A-n259H
CA_n77A-n259I
CA_n77A-n259J
CA_n77A-n259K
CA_n77A-n259L
CA_n77A-n259M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	

	[bookmark: OLE_LINK17][bookmark: _GoBack]CA_n77A-n260A
	CA_n77A-n260A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n260G
	CA_n77A-n260A
CA_n77A-n260G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n77A-n260H
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n77A-n260I
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n77A-n260J
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n77A-n260K
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n77A-n260L
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
CA_n77A-n260L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n77A-n260M
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
CA_n77A-n260L
CA_n77A-n260M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n77A-n260R2
	CA_n77A-n260A
CA_n77A-n260R2
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R2
	

	CA_n77A-n260R3
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R3
	

	CA_n77A-n260R4
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R4
	

	CA_n77A-n260R5
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R5
	

	CA_n77A-n260R6
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R6
	

	CA_n77A-n260R7
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R7
	

	CA_n77A-n260R8
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R8
	

	CA_n77A-n260R9
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R9
	

	CA_n77A-n260R10
	CA_n77A-n260A
CA_n77A-n260R2
CA_n77A-n260R3
CA_n77A-n260R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R10
	

	CA_n77C-n260A
	CA_n77A-n260A
	n77
	CA_n77C
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77C-n260G
	CA_n77A-n260A
CA_n77A-n260G
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260G
	

	CA_n77C-n260H
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260H
	

	CA_n77C-n260I
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260I
	

	CA_n77C-n260J
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260J
	

	CA_n77C-n260K
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260K
	

	CA_n77C-n260L
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260L
	

	CA_n77C-n260M
	CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260M
	

	CA_n77(2A)-n260A
	CA_n77(2A)
CA_n77A-n260A
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77(2A)-n260G
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n77(2A)-n260H
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n77(2A)-n260I
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n77(2A)-n260J
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n77(2A)-n260K
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n77(2A)-n260L
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
CA_n77A-n260L
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n77(2A)-n260M
	CA_n77(2A)
CA_n77A-n260A
CA_n77A-n260G
CA_n77A-n260H
CA_n77A-n260I
CA_n77A-n260J
CA_n77A-n260K
CA_n77A-n260L
CA_n77A-n260M
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n77A-n261A
	CA_n77A-n261A
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n261D
	CA_n77A-n261A
CA_n77A-n261D
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261D
	

	CA_n77A-n261G
	CA_n77A-n261A
CA_n77A-n261G
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261G
	

	CA_n77A-n261H
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261H
	

	CA_n77A-n261I
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261I
	

	CA_n77A-n261J
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
CA_n77A-n261J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261J
	

	CA_n77A-n261K
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
CA_n77A-n261J
CA_n77A-n261K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261K
	

	CA_n77A-n261L
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
CA_n77A-n261J
CA_n77A-n261K
CA_n77A-n261L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261L
	

	CA_n77A-n261M
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
CA_n77A-n261J
CA_n77A-n261K
CA_n77A-n261L
CA_n77A-n261M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261M
	

	CA_n77A-n261(2A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n77A-n261(2G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n77A-n261(2H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n77A-n261(2I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n77A-n261(3A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n77A-n261(4A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n77A-n261(A-G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n77A-n261(A-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n77A-n261(A-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n77A-n261(G-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n77A-n261(G-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n77A-n261(H-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n77A-n261(A-J)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n77A-n261(A-K)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n77A-n261(A-L)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n77A-n261(A-G-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n77A-n261(A-G-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n77A-n261(2A-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n77A-n261(2A-G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n77A-n261(2A-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n77A-n261(A-2G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n77C-n261A
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n77C-n261G
	CA_n77A-n261A
CA_n77A-n261G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261G
	

	CA_n77C-n261H
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261H
	

	CA_n77C-n261I
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261I
	

	CA_n77C-n261J
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261J
	

	CA_n77C-n261K
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261K
	

	CA_n77C-n261L
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261L
	

	CA_n77C-n261M
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261M
	

	CA_n77C-n261(G-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(G-H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(G-H)
	

	CA_n77C-n261(2H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2H)
	

	CA_n77C-n261(G-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(G-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(G-I)
	

	CA_n77C-n261(A-G-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G-H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n77C-n261(H-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(H-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(H-I)
	

	CA_n77C-n261(2A-G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-G)
	

	
	
	n77
	CA_n77C_ BCS 1
	1

	
	
	n261
	CA_n261(2A-G)
	

	CA_n77C-n261(2A-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-H)
	

	
	
	n77
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(2A-H)
	

	CA_n77C-n261(2A-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-I)
	

	
	
	n77
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(2A-I)
	

	CA_n77C-n261(2A)
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n77
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(2A)
	

	CA_n77C-n261(3A)
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(3A)
	

	
	
	n77
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(3A)
	

	CA_n77C-n261(2G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2G)
	

	
	
	n77
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(2G)
	

	CA_n77C-n261(A-2G)
	CA_n77A-n261A
CA_n77A-n261G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-2G)
	

	
	
	n48
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(A-2G)
	

	CA_n77C-n261(A-G)
	CA_n77A-n261A
CA_n77A-n261G
	n48
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G)
	

	
	
	n48
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(A-G)
	

	CA_n77C-n261(A-H)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-H)
	

	
	
	n48
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(A-H)
	

	CA_n77C-n261(A-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-I)
	

	
	
	n48
	CA_n77C_BCS 1
	1

	
	
	n261
	CA_n261(A-I)
	

	CA_n77C-n261(A-G-I)
	CA_n77A-n261A
CA_n77A-n261G
CA_n77A-n261H
CA_n77A-n261I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-G-I)
	



Table 5.5A.1-1n: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n78A-n257A
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78A-n257D
	CA_n78A-n257A
CA_n78A-n257D
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n78A-n257E
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n78A-n257F
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n78C-n257A
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78C-n257D
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257D
	

	CA_n78C-n257E
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257E
	

	CA_n78C-n257F
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257F
	

	CA_n78C-n257G
	CA_n78A-n257A
CA_n78A-n257G
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257G
	

	CA_n78C-n257H
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257H
	

	CA_n78C-n257I
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257I
	

	CA_n78C-n257J
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257J
	

	CA_n78C-n257K
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257K
	

	CA_n78C-n257L
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257L
	

	CA_n78C-n257M
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257M
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n257G
	CA_n257G
CA_n78A-n257A
CA_n78A-n257G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n78A-n257H
	CA_n257G
CA_n257H
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n78A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n78A-n257J
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
CA_n78A-n257J
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n78A-n257K
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
CA_n78A-n257J
CA_n78A-n257K
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n78A-n257L
	CA_n257G
CA_n257H
CA_n257I
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n78A-n257M
	CA_n257G
CA_n257H
CA_n257I
CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n257(2G)
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257(2G)
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n78(2A)-n257A
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78(2A)-n257D
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257D
	

	CA_n78(2A)-n257E
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257E
	

	CA_n78(2A)-n257F
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257F
	

	CA_n78(2A)-n257G
	CA_n78A-n257A
CA_n78A-n257G
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n78(2A)-n257H
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n78(2A)-n257I
	CA_n78A-n257A
CA_n78A-n257G
CA_n78A-n257H
CA_n78A-n257I
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n78(2A)-n257J
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257J
	

	CA_n78(2A)-n257K
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257K
	

	CA_n78(2A)-n257L
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257L
	

	CA_n78(2A)-n257M
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n258A
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78A-n258B
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n78A-n258C
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n78A-n258D
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258D
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258D
	

	CA_n78A-n258E
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258E
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258E
	

	CA_n78A-n258F
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258F
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258F
	

	CA_n78A-n258G
	CA_n78A-n258A
CA_n78A-n258G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258G
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258G
	

	CA_n78A-n258H
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258H
	

	CA_n78A-n258I
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
CA_n78A-n258I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258I
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258I
	

	CA_n78A-n258J
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
CA_n78A-n258I
CA_n78A-n258J
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258J
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258J
	

	CA_n78A-n258K
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
CA_n78A-n258I
CA_n78A-n258J
CA_n78A-n258K
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258K
	

	CA_n78A-n258L
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
CA_n78A-n258I
CA_n78A-n258J
CA_n78A-n258K
CA_n78A-n258L
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258L
	

	CA_n78A-n258M
	CA_n78A-n258A
CA_n78A-n258G
CA_n78A-n258H
CA_n78A-n258I
CA_n78A-n258J
CA_n78A-n258K
CA_n78A-n258L
CA_n78A-n258M
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258M
	

	CA_n78A-n257(2A)
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n78A-n257(A-G)
	CA_n78A-n257A
CA_n78A-n257G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n78A-n258(2A)
	CA_n78A-n258A
CA_n78A-n258(2A)
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n78A-n258(2G)
	CA_n78A-n258A
CA_n78A-n258G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n78B-n258A
	CA_n78A-n258A
	n78
	CA_n78B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78B-n258B
	CA_n78A-n258A
	n78
	CA_n78B
	0

	
	
	n258
	CA_n258B
	

	CA_n78C-n258A

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78C-n258B

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258B
	

	CA_n78C-n258C

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258C
	

	CA_n78C-n258D

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258D
	

	CA_n78C-n258E

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258E
	

	CA_n78C-n258F

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258F
	

	CA_n78C-n258G

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258G
	

	CA_n78C-n258H

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258H
	

	CA_n78C-n258I

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258I
	

	CA_n78C-n258J

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258J
	

	CA_n78C-n258K

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258K
	

	CA_n78C-n258L

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258L
	

	CA_n78C-n258M

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258M
	

	CA_n78A-n259A
	CA_n78A-n259A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n78A-n259G
	CA_n259G
CA_n78A-n259A
CA_n78A-n259G
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n78A-n259H
	CA_n259G
CA_n259H
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n78A-n259I
	CA_n259G
CA_n259H
CA_n259I
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
CA_n78A-n259I
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n78A-n259J
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
CA_n78A-n259I
CA_n78A-n259J
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n78A-n259K
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
CA_n78A-n259I
CA_n78A-n259J
CA_n78A-n259K
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n78A-n259L
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
CA_n78A-n259I
CA_n78A-n259J
CA_n78A-n259K
CA_n78A-n259L
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n78A-n259M
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n259M
CA_n78A-n259A
CA_n78A-n259G
CA_n78A-n259H
CA_n78A-n259I
CA_n78A-n259J
CA_n78A-n259K
CA_n78A-n259L
CA_n78A-n259M
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	



Table 5.5A.1-1o: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n79A-n257G
	CA_n257G
CA_n79A-n257A
CA_n79A-n257G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n79A-n257H
	CA_n257G
CA_n257H
CA_n79A-n257A
CA_n79A-n257G
CA_n79A-n257H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n79A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n79A-n257A
CA_n79A-n257G
CA_n79A-n257H
CA_n79A-n257I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n79A-n257J
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n79A-n257K
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n79A-n257L
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n79A-n257M
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257D
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257E
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257F
	

	CA_n79C-n257G
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257G
	

	CA_n79C-n257H
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257H
	

	CA_n79C-n257I
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257I
	

	CA_n79C-n257J
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257J
	

	CA_n79C-n257K
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257K
	

	CA_n79C-n257L
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257L
	

	CA_n79C-n257M
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257M
	

	CA_n79A-n258A
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79A-n258B
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n79A-n258C
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n79A-n258D
	CA_n79A-n258A
CA_n79A-n258D
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n79A-n258E
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n79A-n258F
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n79A-n258G
	CA_n79A-n258A
CA_n79A-n258G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n79A-n258H
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n79A-n258I
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
CA_n79A-n258I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n79A-n258J
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
CA_n79A-n258I
CA_n79A-n258J
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n79A-n258K
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n79A-n258L
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n79A-n258M
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n79C-n258A
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79C-n258G
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258G
	

	CA_n79C-n258H
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258H
	

	CA_n79C-n258I
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258I
	

	CA_n79C-n258J
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258J
	

	CA_n79C-n258K
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258K
	

	CA_n79C-n258L
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258L
	

	CA_n79C-n258M
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258M
	

	CA_n79A-n259A
	CA_n79A-n259A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n79A-n259G
	CA_n259G
CA_n79A-n259A
CA_n79A-n259G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n79A-n259H
	CA_n259G
CA_n259H
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n79A-n259I
	CA_n259G
CA_n259H
CA_n259I
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
CA_n79A-n259I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n79A-n259J
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
CA_n79A-n259I
CA_n79A-n259J
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n79A-n259K
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
CA_n79A-n259I
CA_n79A-n259J
CA_n79A-n259K
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n79A-n259L
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
CA_n79A-n259I
CA_n79A-n259J
CA_n79A-n259K
CA_n79A-n259L
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n79A-n259M
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n259M
CA_n79A-n259A
CA_n79A-n259G
CA_n79A-n259H
CA_n79A-n259I
CA_n79A-n259J
CA_n79A-n259K
CA_n79A-n259L
CA_n79A-n259M
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	



The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is optional in this release of the specification. (From Table 5.3.5-1 of 38.101-1)
NOTE 2:	The CA configurations are given in Table 5.5A.1-1 of either TS 38.101-1 or TS 38.101-2 where unless otherwise stated BCS0 is referred to.
NOTE 3: 	The SCS of each channel bandwidth for NR FR1 and NR FR2 band refers to Table 5.3.5-1 of TS 38.101-1 and TS 38.101-2 respectively.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification. 
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as a SCell part of DC or CA configuration (In Table 5.3.5-1 in 38.101-1).
<< Next change >>
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K
DC_n1A-n257L
DC_n1A-n257M
	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K

	DC_n1A-n258A
DC_n1A-n258B
DC_n1A-n258C
DC_n1A-n258D
DC_n1A-n258E
DC_n1A-n258F
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258J
DC_n1A-n258K
DC_n1A-n258L
DC_n1A-n258M
	DC_n1A-n258A

	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M
DC_n2A-n260R2
DC_n2A-n260R3
DC_n2A-n260R4
DC_n2A-n260R5
DC_n2A-n260R6
DC_n2A-n260R7
DC_n2A-n260R8
DC_n2A-n260R9
DC_n2A-n260R10
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M
DC_n2A-n260R2
DC_n2A-n260R3
DC_n2A-n260R4

	DC_n2(2A)-n260A
DC_n2(2A)-n260G
DC_n2(2A)-n260H
DC_n2(2A)-n260I
DC_n2(2A)-n260J
DC_n2(2A)-n260K
DC_n2(2A)-n260L
DC_n2(2A)-n260M
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M

	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I
DC_n2A-n261J
DC_n2A-n261K
DC_n2A-n261L
DC_n2A-n261M
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n2A-n261(2A)
DC_n2A-n261(3A)
DC_n2A-n261(4A)
DC_n2A-n261(2G)
DC_n2A-n261(2H)
DC_n2A-n261(2I)
DC_n2A-n261(A-G)
DC_n2A-n261(A-H)
DC_n2A-n261(A-I)
DC_n2A-n261(A-J)
DC_n2A-n261(A-K)
DC_n2A-n261(A-L)
DC_n2A-n261(G-H)
DC_n2A-n261(H-I)
DC_n2A-n261(G-I)
DC_n2A-n261(A-G-H)
DC_n2A-n261(A-G-I)
DC_n2A-n261(2A-H)
DC_n2A-n261(2A-G)
DC_n2A-n261(2A-I)
DC_n2A-n261(A-2G)
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n3A-n257A1
DC_n3A-n257D1
DC_n3A-n257G1
DC_n3A-n257H1
DC_n3A-n257I1
	DC_n3A-n257A
DC_n3A-n257D
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I

	DC_n3A-n257(2A)
DC_n3A-n257(2G)
DC_n3(2A)-n257A
DC_n3(2A)-n257G
DC_n3(2A)-n257H
DC_n3(2A)-n257I
	DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257I
DC_n3A-n257H
DC_n3A-n257(2A) 
DC_n3A-n257(2G)

	DC_n3A-n258A
DC_n3A-n258B
DC_n3A-n258C
DC_n3A-n258D
DC_n3A-n258E
DC_n3A-n258F
DC_n3A-n258G
DC_n3A-n258H
DC_n3A-n258I
DC_n3A-n258J
DC_n3A-n258K
DC_n3A-n258L
DC_n3A-n258M
	DC_n3A-n258A

	DC_n3A-n258(2A)
	DC_n3A-n258A
DC_n3A-n258(2A)

	DC_n5A-n258A
DC_n5A-n258B
DC_n5A-n258C
DC_n5A-n258D
DC_n5A-n258E
DC_n5A-n258F
DC_n5A-n258G
DC_n5A-n258H
DC_n5A-n258I
DC_n5A-n258J
DC_n5A-n258K
DC_n5A-n258L
DC_n5A-n258M
	DC_n5A-n258A
DC_n5A-n258G
DC_n5A-n258H
DC_n5A-n258I

	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260J
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M
DC_n5A-n260R2
DC_n5A-n260R3
DC_n5A-n260R4
DC_n5A-n260R5
DC_n5A-n260R6
DC_n5A-n260R7
DC_n5A-n260R8
DC_n5A-n260R9
DC_n5A-n260R10
	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260J
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M
DC_n5A-n260R2
DC_n5A-n260R3
DC_n5A-n260R4

	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I
DC_n5A-n261J
DC_n5A-n261K
DC_n5A-n261L
DC_n5A-n261M
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n5A-n261(2A)
DC_n5A-n261(3A)
DC_n5A-n261(4A)
DC_n5A-n261(2G)
DC_n5A-n261(2H)
DC_n5A-n261(2I)
DC_n5A-n261(A-G)
DC_n5A-n261(A-H)
DC_n5A-n261(A-I)
DC_n5A-n261(A-J)
DC_n5A-n261(A-K)
DC_n5A-n261(A-L)
DC_n5A-n261(G-H)
DC_n5A-n261(H-I)
DC_n5A-n261(G-I)
DC_n5A-n261(A-G-H)
DC_n5A-n261(A-G-I)
DC_n5A-n261(2A-H)
DC_n5A-n261(2A-G)
DC_n5A-n261(2A-I)
DC_n5A-n261(A-2G)
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n7A-n258A
DC_n7A-n258B
DC_n7A-n258C
DC_n7A-n258D
DC_n7A-n258E
DC_n7A-n258F
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I
DC_n7A-n258J
DC_n7A-n258K
DC_n7A-n258L
DC_n7A-n258M
DC_n7B-n258A
DC_n7B-n258B
DC_n7B-n258C
DC_n7B-n258D
DC_n7B-n258E
DC_n7B-n258F
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I
DC_n7B-n258J
DC_n7B-n258K
DC_n7B-n258L
DC_n7B-n258M
	DC_n7A-n258A
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I
DC_n7B-n258A
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I

	DC_n8A-n257A
DC_n8A-n257D
DC_n8A-n257E
DC_n8A-n257F
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K
DC_n8A-n257L
DC_n8A-n257M
	DC_n8A-n257A
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K

	DC_n8A-n258A
DC_n8A-n258B
DC_n8A-n258C
DC_n8A-n258D
DC_n8A-n258E
DC_n8A-n258F
DC_n8A-n258G
DC_n8A-n258H
DC_n8A-n258I
DC_n8A-n258J
DC_n8A-n258K
DC_n8A-n258L
DC_n8A-n258M
	DC_n8A-n258A

	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M
	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M

	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M
	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M

	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I
	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I

	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n258(2A)
DC_n25A-n258(3A)
DC_n25A-n258(4A)
DC_n25A-n258(5A)
DC_n25A-n258(2G)
DC_n25A-n258(A-G)
DC_n25A-n258(A-H)
DC_n25A-n258(G-H)
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n260A
DC_n25A-n260G
DC_n25A-n260H
DC_n25A-n260I
DC_n25A-n260J
DC_n25A-n260K
DC_n25A-n260L
DC_n25A-n260M
	DC_n25A-n260A
DC_n25A-n260G
DC_n25A-n260H
DC_n25A-n260I
DC_n25A-n260J
DC_n25A-n260K
DC_n25A-n260L
DC_n25A-n260M

	DC_n25A-n260(2A)
DC_n25A-n260(3A)
DC_n25A-n260(4A)
DC_n25A-n260(5A)
DC_n25A-n260(6A)
DC_n25A-n260(7A)
DC_n25A-n260(8A)
	DC_n25A-n260A

	DC_n25A-n261A
	DC_n25A-n261A

	DC_n25A-n261(2A)
	DC_n25A-n261A

	DC_n26A-n258A
DC_n26A-n258B
DC_n26A-n258C
DC_n26A-n258D
DC_n26A-n258E
DC_n26A-n258F
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I
DC_n26A-n258J
DC_n26A-n258K
DC_n26A-n258L
DC_n26A-n258M
	DC_n26A-n258A
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I

	DC_n26(2A)-n258A
DC_n26(2A)-n258B
DC_n26(2A)-n258C
DC_n26(2A)-n258D
DC_n26(2A)-n258E
DC_n26(2A)-n258F
DC_n26(2A)-n258G
DC_n26(2A)-n258H
DC_n26(2A)-n258I
DC_n26(2A)-n258J
DC_n26(2A)-n258K
DC_n26(2A)-n258L
DC_n26(2A)-n258M
	DC_n26A-n258A
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I

	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I
	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I

	DC_n28A-n258A
DC_n28A-n258B
DC_n28A-n258C
DC_n28A-n258D
DC_n28A-n258E
DC_n28A-n258F
DC_n28A-n258G
DC_n28A-n258H
DC_n28A-n258I
DC_n28A-n258J
DC_n28A-n258K
DC_n28A-n258L
DC_n28A-n258M
	DC_n28A-n258A
DC_n28A-n258G
DC_n28A-n258H
DC_n28A-n258I

	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M
	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M

	DC_n40A-n257A
DC_n40A-n257D
DC_n40A-n257E
DC_n40A-n257F
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M
	DC_n40A-n257A
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M

	DC_n40A-n258A
DC_n40A-n258G
DC_n40A-n258H
DC_n40A-n258I
DC_n40A-n258J
DC_n40A-n258K
DC_n40A-n258L
DC_n40A-n258M
	DC_n40A-n258A

	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I

	DC_n41(2A)-n257A
DC_n41(2A)-n257G
DC_n41(2A)-n257H
DC_n41(2A)-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257I
DC_n41A-n257H

	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H
DC_n41C-n258A
DC_n41C-n258G
DC_n41C-n258H
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n258(2A)
DC_n41A-n258(3A)
DC_n41A-n258(4A)
DC_n41A-n258(5A)
DC_n41C-n258(2A)
DC_n41C-n258(3A)
DC_n41C-n258(4A)
DC_n41C-n258(5A)
DC_n41(2A)-n258A
DC_n41(2A)-n258G
DC_n41(2A)-n258H
DC_n41(2A)-n258(2A)
DC_n41(2A)-n258(3A)
DC_n41(2A)-n258(4A)
DC_n41(2A)-n258(5A)
DC_n41A-n258(2G)
DC_n41C-n258(2G)
DC_n41(2A)-n258(2G)
DC_n41A-n258(A-G)
DC_n41C-n258(A-G)
DC_n41(2A)-n258(A-G)
DC_n41A-n258(A-H)
DC_n41C-n258(A-H)
DC_n41(2A)-n258(A-H)
DC_n41A-n258(G-H)
DC_n41C-n258(G-H)
DC_n41(2A)-n258(G-H)
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n260A
DC_n41A-n260G
DC_n41A-n260H
DC_n41A-n260I
DC_n41A-n260J
DC_n41A-n260K
DC_n41A-n260L
DC_n41A-n260M
DC_n41C-n260A
DC_n41C-n260G
DC_n41C-n260H
DC_n41C-n260I
DC_n41C-n260J
DC_n41C-n260K
DC_n41C-n260L
DC_n41C-n260M
	DC_n41A-n260A
DC_n41A-n260G
 DC_n41A-n260H
 DC_n41A-n260I
 DC_n41A-n260J
 DC_n41A-n260K
 DC_n41A-n260L
 DC_n41A-n260M

	DC_n41A-n260(2A)
DC_n41A-n260(3A)
DC_n41A-n260(4A)
DC_n41A-n260(5A)
DC_n41A-n260(6A)
DC_n41A-n260(7A)
DC_n41A-n260(8A)
DC_n41(2A)-n260A
DC_n41(2A)-n260(2A)
DC_n41(2A)-n260(3A)
DC_n41(2A)-n260(4A)
DC_n41(2A)-n260(5A)
DC_n41(2A)-n260(6A)
DC_n41(2A)-n260(7A)
DC_n41(2A)-n260(8A)
DC_n41(2A)-n260G
DC_n41(2A)-n260H
DC_n41(2A)-n260I
DC_n41(2A)-n260J
DC_n41(2A)-n260K
DC_n41(2A)-n260L
DC_n41(2A)-n260M
DC_n41C-n260(2A)
DC_n41C-n260(3A)
DC_n41C-n260(4A)
DC_n41C-n260(5A)
DC_n41C-n260(6A)
DC_n41C-n260(7A)
DC_n41C-n260(8A)
	DC_n41A-n260A
DC_n41A-n260G
DC_n41A-n260H
DC_n41A-n260I
DC_n41A-n260J
DC_n41A-n260K
DC_n41A-n260L
DC_n41A-n260M

	DC_n41A-n261A
DC_n41C-n261A
	DC_n41A-n261A

	DC_n41A-n261(2A)
DC_n41C-n261(2A)
DC_n41(2A)-n261A
DC_n41(2A)-n261(2A)
	DC_n41A-n261A

	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I
DC_n48A-n260J
DC_n48A-n260K
DC_n48A-n260L
DC_n48A-n260M
DC_n48A-n260R2
DC_n48A-n260R3
DC_n48A-n260R4
DC_n48A-n260R5
DC_n48A-n260R6
DC_n48A-n260R7
DC_n48A-n260R8
DC_n48A-n260R9
DC_n48A-n260R10
DC_n48B-n260A
DC_n48B-n260G
DC_n48B-n260H
DC_n48B-n260I
DC_n48B-n260J
DC_n48B-n260K
DC_n48B-n260L
DC_n48B-n260M
DC_n48C-n260A
DC_n48C-n260G
DC_n48C-n260H
DC_n48C-n260I
DC_n48C-n260J
DC_n48C-n260K
DC_n48C-n260L
DC_n48C-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I
DC_n48A-n260R2
DC_n48A-n260R3
DC_n48A-n260R4
DC_48B-n260A 
DC_48B-n260G  
DC_48B-n260H  
DC_48B-n260I


	DC_n48(2A)-n260A
DC_n48(2A)-n260G
DC_n48(2A)-n260H
DC_n48(2A)-n260I
DC_n48(2A)-n260J
DC_n48(2A)-n260K
DC_n48(2A)-n260L
DC_n48(2A)-n260M
DC_n48(3A)-n260A
DC_n48(3A)-n260G
DC_n48(3A)-n260H
DC_n48(3A)-n260I
DC_n48(3A)-n260J
DC_n48(3A)-n260K
DC_n48(3A)-n260L
DC_n48(3A)-n260M
DC_n48(4A)-n260A
DC_n48(4A)-n260G
DC_n48(4A)-n260H
DC_n48(4A)-n260I
DC_n48(4A)-n260J
DC_n48(4A)-n260K
DC_n48(4A)-n260L
DC_n48(4A)-n260M
DC_n48(A-B)-n260A
DC_n48(A-B)-n260G
DC_n48(A-B)-n260H
DC_n48(A-B)-n260I
DC_n48(A-B)-n260J
DC_n48(A-B)-n260K
DC_n48(A-B)-n260L
DC_n48(A-B)-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I

	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I
DC_n48A-n261J
DC_n48A-n261K
DC_n48A-n261L
DC_n48A-n261M
DC_n48B-n261A
DC_n48B-n261G
DC_n48B-n261H
DC_n48B-n261I
DC_n48B-n261J
DC_n48B-n261K
DC_n48B-n261L
DC_n48B-n261M
	DC_n48A-n261A
DC_n48A-n261G 
DC_n48A-n261H 
DC_n48A-n261I

	DC_n48A-n261(2A)
DC_n48A-n261(2G)
DC_n48A-n261(2H)
DC_n48A-n261(2I)
DC_n48A-n261(3A)
DC_n48A-n261(4A)
DC_n48A-n261(A-G)
DC_n48A-n261(A-H)
DC_n48A-n261(A-I)
DC_n48A-n261(G-H)
DC_n48A-n261(H-I)
DC_n48A-n261(G-I)
DC_n48A-n261(2A-G)
DC_n48A-n261(2A-H)
DC_n48A-n261(2A-I)
DC_n48A-n261(A-2G)
DC_n48A-n261(A-G-H)
DC_n48A-n261(A-G-I)
DC_n48(2A)-n261A
DC_n48(2A)-n261G
DC_n48(2A)-n261H
DC_n48(2A)-n261I
DC_n48(2A)-n261J
DC_n48(2A)-n261K
DC_n48(2A)-n261L
DC_n48(2A)-n261M
DC_n48(2A)-n261(2A-G)
DC_n48(2A)-n261(2A-H)
DC_n48(2A)-n261(2A-I)
DC_n48(2A)-n261(2A)
DC_n48(2A)-n261(2G)
DC_n48(2A)-n261(3A)
DC_n48(2A)-n261(A-2G)
DC_n48(2A)-n261(A-G)
DC_n48(2A)-n261(A-H)
DC_n48(2A)-n261(A-I)
DC_n48(2A)-n261(G-H)
DC_n48(2A)-n261(2H)
DC_n48(2A)-n261(G-I)
DC_n48(2A)-n261(A-G-H)
DC_n48(2A)-n261(H-I)
DC_n48(2A)-n261(A-G-I)
DC_n48B-n261(G-H)
DC_n48B-n261(2H)
DC_n48B-n261(G-I)
DC_n48B-n261(A-G-H)
DC_n48B-n261(H-I)
DC_n48B-n261(A-G-I)
DC_n48B-n261(2A-G)
DC_n48B-n261(2A-H)
DC_n48B-n261(2A-I)
DC_n48B-n261(2A)
DC_n48B-n261(2G)
DC_n48B-n261(3A)
DC_n48B-n261(A-2G)
DC_n48B-n261(A-G)
DC_n48B-n261(A-H)
DC_n48B-n261(A-I)
DC_n48(A-B)-n261A
DC_n48(A-B)-n261G
DC_n48(A-B)-n261H
DC_n48(A-B)-n261I
DC_n48(A-B)-n261J
DC_n48(A-B)-n261K
DC_n48(A-B)-n261L
DC_n48(A-B)-n261M
DC_n48(A-B)-n261(G-H)
DC_n48(A-B)-n261(2H)
DC_n48(A-B)-n261(G-I)
DC_n48(A-B)-n261(A-G-H)
DC_n48(A-B)-n261(H-I)
DC_n48(A-B)-n261(A-G-I)
	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I

	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n258(2A)
DC_n66A-n258(3A)
DC_n66A-n258(4A)
DC_n66A-n258(5A)
DC_n66A-n258(2G)
DC_n66A-n258(A-G)
DC_n66A-n258(A-H)
DC_n66A-n258(G-H)
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M
DC_n66A-n260R2
DC_n66A-n260R3
DC_n66A-n260R4
DC_n66A-n260R5
DC_n66A-n260R6
DC_n66A-n260R7
DC_n66A-n260R8
DC_n66A-n260R9
DC_n66A-n260R10
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M
DC_n66A-n260R2
DC_n66A-n260R3
DC_n66A-n260R4


	DC_n66A-n260(2A)
DC_n66A-n260(3A)
DC_n66A-n260(4A)
DC_n66A-n260(5A)
DC_n66A-n260(6A)
DC_n66A-n260(7A)
DC_n66A-n260(8A)
DC_n66(2A)-n260A
DC_n66(2A)-n260G
DC_n66(2A)-n260H
DC_n66(2A)-n260I
DC_n66(2A)-n260J
DC_n66(2A)-n260K
DC_n66(2A)-n260L
DC_n66(2A)-n260M
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M

	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I
DC_n66A-n261J
DC_n66A-n261K
DC_n66A-n261L
DC_n66A-n261M
DC_n66A-n261O
DC_n66A-n261P
DC_n66A-n261Q
	DC_n66A-n261A
DC_n66A_n261G
DC_n66A_n261H
DC_n66A_n261I
DC_n66A-n261J
DC_n66A-n261K
DC_n66A-n261L
DC_n66A-n261M

	DC_n66A-n261(2A)
DC_n66A-n261(3A)
DC_n66A-n261(4A)
DC_n66A-n261(2G)
DC_n66A-n261(2H)
DC_n66A-n261(2I)
DC_n66A-n261(A-G)
DC_n66A-n261(A-H)
DC_n66A-n261(A-I)
DC_n66A-n261(A-J)
DC_n66A-n261(A-K)
DC_n66A-n261(A-L)
DC_n66A-n261(G-H)
DC_n66A-n261(H-I)
DC_n66A-n261(G-I)
DC_n66A-n261(A-G-H)
DC_n66A-n261(A-G-I)
DC_n66A-n261(2A-H)
DC_n66A-n261(2A-G)
DC_n66A-n261(2A-I)
DC_n66A-n261(A-2G)
	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I

	DC_n77A-n257A1
DC_n77A-n257D1
DC_n77A-n257E1
DC_n77A-n257F1
DC_n77A-n257G1
DC_n77A-n257H1
DC_n77A-n257I1
DC_n77A-n257J1
DC_n77A-n257K1
DC_n77A-n257L1
DC_n77A-n257M1
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(2A)-n257A1
DC_n77(2A)-n257D
DC_n77(2A)-n257E
DC_n77(2A)-n257F
DC_n77(2A)-n257G1
DC_n77(2A)-n257H1
DC_n77(2A)-n257I1
DC_n77(2A)-n257J
DC_n77(2A)-n257K
DC_n77(2A)-n257L
DC_n77(2A)-n257M
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(3A)-n257A
DC_n77(3A)-n257G
DC_n77(3A)-n257H
DC_n77(3A)-n257I
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J
	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J

	DC_n77(2A)-n258A
DC_n77(2A)-n258D
DC_n77(2A)-n258G
DC_n77(2A)-n258H
DC_n77(2A)-n258I
DC_n77(2A)-n258J
DC_n77(3A)-n258A
DC_n77(3A)-n258D
DC_n77(3A)-n258G
DC_n77(3A)-n258H
DC_n77(3A)-n258I
DC_n77(3A)-n258J
	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J

	DC_n77A-n259A1
DC_n77A-n259G1
DC_n77A-n259H1
DC_n77A-n259I1
DC_n77A-n259J1
DC_n77A-n259K1
DC_n77A-n259L1
DC_n77A-n259M1
	DC_n77A-n259A
DC_n77A-n259G
DC_n77A-n259H
DC_n77A-n259I
DC_n77A-n259J
DC_n77A-n259K
DC_n77A-n259L
DC_n77A-n259M

	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M
DC_n77A-n260R2
DC_n77A-n260R3
DC_n77A-n260R4
DC_n77A-n260R5
DC_n77A-n260R6
DC_n77A-n260R7
DC_n77A-n260R8
DC_n77A-n260R9
DC_n77A-n260R10
DC_n77C-n260A
DC_n77C-n260G
DC_n77C-n260H
DC_n77C-n260I
DC_n77C-n260J
DC_n77C-n260K
DC_n77C-n260L
DC_n77C-n260M
	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M
DC_n77A-n260R2
DC_n77A-n260R3
DC_n77A-n260R4

	DC_n77(2A)-n260A
DC_n77(2A)-n260G
DC_n77(2A)-n260H
DC_n77(2A)-n260I
DC_n77(2A)-n260J
DC_n77(2A)-n260K
DC_n77(2A)-n260L
DC_n77(2A)-n260M
	DC_n77(2A)
DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M

	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M
DC_n77C-n261A
DC_n77C-n261G
DC_n77C-n261H
DC_n77C-n261I
DC_n77C-n261J
DC_n77C-n261K
DC_n77C-n261L
DC_n77C-n261M
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M

	DC_n77A-n261(2A)
DC_n77A-n261(2G)
DC_n77A-n261(2H)
DC_n77A-n261(2I)
DC_n77A-n261(3A)
DC_n77A-n261(4A)
	DC_n77A-n261A

	DC_n77A-n261(A-G)
DC_n77A-n261(A-H)
DC_n77A-n261(A-I)
DC_n77A-n261(G-H)
DC_n77A-n261(G-I)
DC_n77A-n261(H-I)
DC_n77A-n261(A-J)
DC_n77A-n261(A-K)
DC_n77A-n261(A-L)
DC_n77A-n261(A-G-H)
DC_n77A-n261(A-G-I)
DC_n77A-n261(2A-H)
DC_n77A-n261(2A-G)
DC_n77A-n261(2A-I)
DC_n77A-n261(A-2G)
DC_n77C-n261(G-H)
DC_n77C-n261(2H)
DC_n77C-n261(G-I)
DC_n77C-n261(A-G-H)
DC_n77C-n261(H-I)
DC_n77C-n261(A-G-I)
DC_n77C-n261(2A-G)
DC_n77C-n261(2A-H)
DC_n77C-n261(2A-I)
DC_n77C-n261(2A)
DC_n77C-n261(2G)
DC_n77C-n261(3A)
DC_n77C-n261(A-2G)
DC_n77C-n261(A-G)
DC_n77C-n261(A-H)
DC_n77C-n261(A-I)
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
DC_n78C-n257G
DC_n78C-n257H
DC_n78C-n257I
DC_n78C-n257J
DC_n78C-n257K
DC_n78C-n257L
DC_n78C-n257M
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	DC_n78A-n257(2A)
DC_n78A-n257(2G)
DC_n78(2A)-n257A
DC_n78(2A)-n257G
DC_n78(2A)-n257H
DC_n78(2A)-n257I
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257I
DC_n78A-n257H
DC_n78A-n257(2A)
DC_n78A-n257(2G)

	DC_n78A-n258A
DC_n78A-n258B
DC_n78A-n258C
DC_n78A-n258D
DC_n78A-n258E
DC_n78A-n258F
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I
DC_n78A-n258J
DC_n78A-n258K
DC_n78A-n258L
DC_n78A-n258M
DC_n78C-n258A
DC_n78C-n258B
DC_n78C-n258C
DC_n78C-n258D
DC_n78C-n258E
DC_n78C-n258F
DC_n78C-n258G
DC_n78C-n258H
DC_n78C-n258I
DC_n78C-n258J
DC_n78C-n258K
DC_n78C-n258L
DC_n78C-n258M
	DC_n78A-n258A
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I

	DC_n78A-n258(2A)
	DC_n78A-n258A
DC_n78A-n258(2A)

	DC_n78A-n259A1
DC_n78A-n259G1
DC_n78A-n259H1
DC_n78A-n259I1
DC_n78A-n259J1
DC_n78A-n259K1
DC_n78A-n259L1
DC_n78A-n259M1
	DC_n78A-n259A
DC_n78A-n259G
DC_n78A-n259H
DC_n78A-n259I
DC_n78A-n259J
DC_n78A-n259K
DC_n78A-n259L
DC_n78A-n259M

	DC_n79A-n257A1
DC_n79A-n257D1
DC_n79A-n257E1
DC_n79A-n257F1
DC_n79A-n257G1
DC_n79A-n257H1
DC_n79A-n257I1
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I

	DC_n79A-n258A
DC_n79A-n258D
DC_n79A-n258E
DC_n79A-n258F
DC_n79A-n258G
DC_n79A-n258H
DC_n79A-n258I
DC_n79A-n258J
DC_n79A-n258K
DC_n79A-n258L
DC_n79A-n258M
	DC_n79A-n258A 
DC_n79A-n258D
DC_n79A-n258G
DC_n79A-n258H
DC_n79A-n258I
DC_n79A-n258J

	DC_n79A-n259A1
DC_n79A-n259G1
DC_n79A-n259H1
DC_n79A-n259I1
DC_n79A-n259J1
DC_n79A-n259K1
DC_n79A-n259L1
DC_n79A-n259M1
	DC_n79A-n259A
DC_n79A-n259G
DC_n79A-n259H
DC_n79A-n259I
DC_n79A-n259J
DC_n79A-n259K
DC_n79A-n259L
DC_n79A-n259M

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.


<< End of change >>
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