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Introduction
 In this contribution, we provide our views on general issues for ATG RRM.

Discussion
UE Assistance information and maximum distance between ATG BS and Aircraft UE
	Issue 1-1-5: whether new UAI reporting method could be introduced
· Option 1: ATG WI should avoid to introduce new UAI reporting method. 
· Option 2: There is no need to preclude new UAI and its reporting methods at this stage. Postpone the decision on assistance information (both UE-based and network-based) until the RRM requirement framework is clear. 
· Option 2a: Assistance information related to unpredictable changes in flight operation mode are introduced: 1) UE detecting and informing the NW, 2) NW informing the UE 
· Option 3: Whether to introduce new UE assistant information will require RAN1/RAN2 work, which shall not be decided in WG. 
Issue 1-1-2: Maximum distance between ATG BS and Aircraft UE
Agreements
· Maximum distance between ATG BS and Aircraft UE for further RRM analysis is ≥ [200] km. 
Upper bound is FFS.



We think new UAI and its reporting methods do not need to be precluded at this stage since many issues are still discussing and some issues may be resolved by the new UAI and its reporting method. 
· Proposal 1: There is no need to preclude new UAI and its reporting methods at this stage. Postpone the decision on assistance information (both UE-based and network-based) until the RRM requirement framework is clear
Conclusion 
In this contribution, we provide our views on general RRM requirements.
· Proposal 1: There is no need to preclude new UAI and its reporting methods at this stage. Postpone the decision on assistance information (both UE-based and network-based) until the RRM requirement framework is clear.
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