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Introduction
In RAN4#105, RAN4 discussed the UE feature 14-2 for positioning, and the outcome is captured in WF [1]. Based on [1], no further reply to RAN1/2 LS [2-3] is needed. Also, an updated UE feature list for 14-2 is provided in [1].
RAN2 has already updated the capability signalling in LPP spec 37.355. On the other hand, the UE feature list from all WGs are specified in 38.822 which is maintained by RAN2. In this sense, it may be meaningful to send a new LS to RAN2 for the updated UE feature list.
A draft LS is provided in the Annex in case RAN4 decides to send LS for the updated UE feature list.
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1. Overall Description:
RAN4 would like to inform RAN2 that the UE feature group 14-2 is updated as in the Annex. RAN4 respectfully asks RAN2 to take the above information into account. 

2. Actions:
To RAN2:
RAN4 respectfully asks RAN2 to take the above information into account. 

3. Date of Next TSG-RAN4 Meetings:
RAN WG4 Meeting #106-bis-e		Apr 17 – Apr 26, 2023			Online
RAN WG4 Meeting #107				May 22 – May 26, 2023		Incheon, South Korea

4. Annex: Updated UE feature list
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	14
NR_pos_enh
	14-2
	PRS measurement for reduced sample in RRC_inactive state
	Capability of supporting reduced number of samples (M=1, 2) for PRS measurement in RRC_inactive state
	27-17
	no
	
	The reduced number of  samples (M=1,2) for PRS measurement in RRC_inactive state cannot be supported. The UE is assumed to support M=4 only.
	Per UEPer Band
	No
	No
	N/A
	
	Optional with capability signaling




