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1 Background
This contribution provides text proposal on the NR CA band combination CA_n3A-n7A-n79A as defined in Revised WID: Rel-18 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with x bands UL (x=1,2) [1].
2 Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc79401455]5.X 	CA_n3-n7-n79
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Table 5.X.1.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n3-n7-n79
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD



[bookmark: _Toc120865670]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.X.1.2-1: Supported channel bandwidths
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n3A-n7A-n79A
	-
	n3
	5. 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5. 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 70, 80, 90, 100
	



[bookmark: _Toc120865671]5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n3-n7-n79, the TIB,c and RIB,c values are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c due to NR CA (three bands)

	Inter-band CA combination
	ΔTIB,c for NR bands (dB)*

	
	Component band in order of bands in configuration**

	CA_n3-n7-n79
	0.5
	0.5
	0.8

	NOTE *:	“-” denotes ΔTIB,c = 0.
NOTE **:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5 the band order from left to right is n1, n3 and n5.



Table 5.x.1.3-2: ΔRIB,c due to NR CA (three bands)

	Inter-band CA combination
	ΔRIB,c for NR bands (dB)*

	
	Component band in order of bands in configuration**

	CA_n3-n7-n79
	-
	-
	0.5

	NOTE *:	 “-” denotes ΔRIB,c = 0.
NOTE **:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n8 the band order from left to right is n1, n3 and n8.



---End of changes---
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