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===================Start of 1st changes=================
[bookmark: _Toc106577521][bookmark: _Toc37254100][bookmark: _Toc36456593][bookmark: _Toc90591316][bookmark: _Toc124296654][bookmark: _Toc98864367][bookmark: _Toc52197543][bookmark: _Toc53173635][bookmark: _Toc53173266][bookmark: _Toc37322959][bookmark: _Toc36469691][bookmark: _Toc114537272][bookmark: _Toc37324365][bookmark: _Toc52196563][bookmark: _Toc21340936][bookmark: _Toc61120019][bookmark: _Toc83129784][bookmark: _Toc99733616][bookmark: _Toc76510627][bookmark: _Toc61119637][bookmark: _Toc29805384][bookmark: _Toc75273727][bookmark: _Toc124296184][bookmark: _Toc67926089][bookmark: _Toc123086860][bookmark: _Toc45889888][bookmark: _Toc115257540]7	Receiver characteristics
[bookmark: _Toc36469692][bookmark: _Toc53173267][bookmark: _Toc123086861][bookmark: _Toc114537273][bookmark: _Toc45889889][bookmark: _Toc83129785][bookmark: _Toc124296655][bookmark: _Toc21340937][bookmark: _Toc124296185][bookmark: _Toc76510628][bookmark: _Toc37324366][bookmark: _Toc90591317][bookmark: _Toc53173636][bookmark: _Toc67926090][bookmark: _Toc52196564][bookmark: _Toc36456594][bookmark: _Toc75273728][bookmark: _Toc61120020][bookmark: _Toc37322960][bookmark: _Toc99733617][bookmark: _Toc106577522][bookmark: _Toc29805385][bookmark: _Toc115257541][bookmark: _Toc52197544][bookmark: _Toc61119638][bookmark: _Toc37254101][bookmark: _Toc98864368]7.1	General
Unless otherwise stated, the receiver characteristics are specified over the air (OTA). The reference receive sensitivity (REFSENS) is defined assuming a 0 dBi reference antenna located at the center of the quiet zone.
For a Redcap UE the requirements in Section 7 shall be verified with the channel bandwidth up to 100MHz and REFSENS specified in clause 7.3.2.7 and clause 7.3.4.7.

===================End of 1st changes=================
