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Introduction
Thread [114] includes following HPUE topics:
[bookmark: _Hlk115902041]1.	Topic #1: Issues for HPUE_NR_FR1_TDD_intra_CA_R18 (Agenda 8.19)
[bookmark: _Hlk115902086]2.	Topic #2: Issues for HPUE_NR_FR1_TDD_R18 (Agenda 8.22)
Topic #1: HPUE_NR_FR1_TDD_intra_CA_R18 (8.19)
Three NR CA configurations have been agreed to be introduced into TS38.101-1 R4-2219390. In this meeting, CA_n77(3A) with UL n77 will be directly introduced without the impact on UE maximum output power and A-MPR. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2301129
	Samsung, KDDI
	This draft CR adds CA_n77(3A) with UL PC2 and PC1.5 n77.

	R4-2302144
	Huawei, HiSilicon
	This draft CR adds CA_n77(3A) with UL PC2 n77.



The moderator can suggest a limited number of papers which could be presented.
Open issues summary
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1: CA_n77(3A) with UL n77
Sub-topic description: Introduce this band combination below. CA_n77(3A) with UL PC2 and PC1.5 n77 can be directly introduced without the impact on UE maximum output power and A-MPR. The only issue is whether PC1.5 could be included into the spec without PC2 is introduced first or at the same time.
	NR CA
configuration
	Uplink CA
Configuration or single uplink carrier
	Power class

	CA_n77(3A)
	n77A
	PC2

	CA_n77(3A)
	n77A
	PC1.5



Open issues and candidate options before f2f meeting:
Issue 1-1: CA_n77(3A) with UL n77
· Proposals:
Proposal 1: Introduce CA_n77(3A) with UL PC2 and PC 1.5 n77 into TS38.101-1.
Proposal 2: Introduce CA_n77(3A) with UL PC2 n77 into TS38.101-1.
· Recommended WF
· TBA.

Topic #2: HPUE_NR_FR1_TDD_R18 (8.22)
In last meeting, before finalizing A-MPR values for NS_50, the cases where the back-off required is >8dB need to be further evaluated at low PA voltage to account for APT and ET implementations. In this meeting, NS_50 requirement and required A-MPR are further discussed.
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2302275
	Qualcomm Inc.
	Observation 1: For fully allocated channels the observed A-MPR in [1] is sufficient.
Proposal 1: Postpone conclusion on NS_50 A-MPR for PC1.5.



The moderator can suggest a limited number of papers which could be presented.
Open issues summary
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 2-1: n39
Sub-topic description: evaluate PC1.5 n39 A-MPR. There is no simulations or tests provided at this meeting. So we have to postpone conclusion on the A-MPR. In order to move forward, moderator recommends listing specific causes or problems that can be captured in this summary.
Open issues and candidate options before f2f meeting:
Issue 2-1: A-MPR
· Proposal: Postpone conclusion on NS_50 A-MPR for PC1.5.
· Recommended WF
· TBA
